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 2 dimension: 140mm x 215mm welcome to the sharp family. we are pleased that you are now the owner of a sharp color television ?built for outstanding quality, reliability and performance. every sharp color television set is tuned and adjusted for proper color and sound, and has passed through the most stringent quality control tests at the factory. we have prepared this operation manual so that you may adjust the picture and color to your personal viewing preference. we sincerely hope that you receive the greatest satisfaction and enjoyment from your new sharp color television set for years to come. please read these instructions carefully, and keep them handy for your future reference. model no.: serial no.: important to aid reporting in case of loss or theft,  please record the tvs model and serial numbers in the space provided. the numbers are located at the rear of the tv. important information there are two important reasons for prompt warranty registration of your new sharp television set. use the registration card packed in with the set. first ?warranty this is to assure that you will immediately receive the full consumer benefit of the parts, service and labor warranty applicable to your purchase. second ?consumer product safety act to assure that you will promptly receive any safety notification on inspection, modification   or recall that sharp may be required to give under the 1972 consumer product safety act. please read carefully the important ?imited warranty clause on the last page. warning: to reduce the risk of fire or electric shock, do not expose this appliance to wet locations. caution:  to reduce the risk of electric shock, do not remove cover (or back). no user-serviceable parts inside. refer servicing to qualified service personnel. the lightning flash with arrowhead within a triangle is intended to tell the user that parts inside the product are a risk of electric shock to persons. the exclamation point within a triangle is intended to tell the user that important operating and servicing instructions are in the papers with the appliance.  note to catv system installer: this reminder is provided to call the catv system installer  s attention to article 820-40 of the national electrical code that provides guidelines for proper grounding and, in particular, specifies that the cable ground shall be connected to the grounding system of the building, as close to the point of cable entry as practical.  warning  fcc regulations state that any unauthorized changes or modifications to this equipment not expressly approved by the manufacturer could void the user  s authority to operate this equipment. product disposal this product utilizes a cathode ray tube (crt) containing lead and tin-lead solder. disposal of these materials may be regulated due to environment considerations. for disposal or recycling information, please contact your local authorities or the electronics industries alliance: www.eiae.org 27F543  2  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140mm x 215mm important information  (continued) caution:  do not place the ac power cord under the tv set or other heavy items.  to prevent fire, never place any type of candle or naked flames on the top or near the tv set.  to prevent fire or shock hazard, do not expose this products to dripping or splashing. no objects filled with liquids, such as vases, should be placed on the product. caution:  please read all of these instructions before you operate your television and save these instructions for later use. electrical energy can perform many useful functions. this unit has been engineered and manufactured to assure your personal safety. but improper use can result in potential electrical shock or fire hazards. in order not to defeat the safeguards incorporated in this equipment, observe the following basic rules for its installation, use and servicing. 1. unplug this television equipment from the wall outlet before cleaning. 2. do not use liquid cleaners or aerosol cleaners. use a damp cloth for cleaning. 3. do not use attachments not recommended by the television equipment manufacturer as they may cause hazards. 4. do not use this television equipment near water  ?   for example, near a bath tub, washbowl, kitchen sink or laundry tub, in a wet basement, or near a swimming pool, etc. 5. do not place this equipment on an unstable cart, stand, or table. the television equipment may fall, causing serious injury to a child or an adult, and serious damage to the equipment. use only with a cart or stand recommended by the manufacturer or sold with the television equipment. 6. television equipment and cart combination should be moved with care. quick stops, excessive force, and uneven surfaces may cause the equipment and cart combination to overturn. 7. wall or shelf mounting should follow the manufacturer ? s instructions, and should use a mounting kit approved by the manufacturer. 8. slots and openings in the cabinet and the back or bottom are provided for ventilation.  to insure reliable operation of the television equipment and to protect it from overheating, these openings must not be blocked or covered. this television equipment should not be placed in a built-in insulation such as a bookcase unless proper ventilation is provided. 9. the openings should never be covered with a cloth or other material, and the bottom openings should not be blocked by placing the television equipment on a bed, sofa, rug, or other similar surface. this television equipment should never be placed near or over a radiator or heat register. 10. this television equipment should be operated only from the type of power source indicated on the marking label. if you are not sure of the type of power supplied to your home, consult your television dealer or local power company. for television equipment designed to operate from battery power, refer to the operating instructions. 11. as a safety feature, television equipment is equipped with a 2-wire polarized plug (one plug blade bigger than the other). the 2-wire polarized plug will fit only one way into the power outlet. if the plug does not fit, ask your electrician to replace your obsolete outlet. do not modify the plug and defeat this safety feature. 12. do not allow anything to rest on the power cord. do not locate this television equipment where the cord will be abused by persons walking on it. important safeguards 27f54 3  3 3  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140mm x 215mm important safeguards  (continued) 13. follow all warnings and instructions marked on the television equipment. 14. if an outside antenna is connected to the television equipment, be sure the antenna system is grounded so as to provide some protection against voltage surges and built-up static charges. section 810 of the national electrical code provides information with respect to proper grounding of the mast and supporting structure, grounding of the lead-in wire to an antenna discharge unit, size of grounding conductors, location of antenna-discharge unit, connection to grounding electrodes, and requirements for the grounding electrode. 15. for added protection for this television equipment during a lightning storm, or when it is left unattended and unused for long periods of time, unplug it from the wall outlet and disconnect the antenna. this will prevent damage to the equipment due to lightning and power-line surges. 16. an outside antenna system should not be located in the vicinity of overhead power lines or other electric light or power circuits, or where it can fall into such power lines or circuits. when installing an outside antenna system, extreme care should be taken to keep from touching such power lines or circuits as contact with them might be fatal. 17. do not overload wall outlets and extension cords as this can result in fire or electric shock. 18. never push objects of any kind into this television equipment through cabinet slots as they may touch dangerous voltage points or short out parts that could result in a fire or electric shock. never spill liquid of any kind on the television equipment. 19. do not attempt to service this television equipment yourself as opening or removing covers may expose you to dangerous voltage or other hazards. refer all servicing to qualified service personnel. 20. unplug this television equipment from the wall outlet and refer servicing to qualified service personnel under the following conditions: a. when the power cord or plug is damaged or frayed. b. if liquid has been spilled into the television equipment. c. if the television equipment has been exposed to rain or water. d. if the television equipment does not operate normally by following the operating instructions. adjust only those controls that are covered by the operating instructions as improper adjustment of other controls may result in damage and will often require extensive work by a qualified technician to restore the television equipment to normal operation. e. if the television equipment has been dropped or the cabinet has been damaged. f. when the television equipment exhibits a distinct change in performance  ?  this indicates a need for service. 21. upon completion of any service or repairs to this television equipment, ask the service technician to perform routine safety checks to determine that the television is in safe operating condition. 22. when replacement parts are required, be sure the service technician has used replacement parts specified by the manufacturer that have the same characteristics as the original part. unauthorized substitutions may result in fire, electric shock, or other hazards. antenna lead in wire antenna discharge unit (nec section 810-20) grounding conductors (nec section 810-21) ground clamps power service grounding electrode system (nec art 250, part h) electric service equipment nec ? national electrical code ground clamp example of antenna grounding as per national electrical code 27F543  4 4  www.datasheet.co.kr  datasheet pdf - http://www..net/

 5 dimension: 140mm x 215mm 1 2 3 4 5 6 7 8 9 0 100 power tv dvd vcr menu mute pause flashback display input tv ?catv ?vcr ?dvd stop rec rew play ff ch/skip vol  ch  ch  vol + enter a b c d personal preference catv tv dvd vcr supplied accessories size aa dry batteries infrared remote control note: location  for normal operation, your tv should be located in an area of the room where cool adequate ventilation is provided. do not place the back of the television set in a place where free airflow will be restricted.  any magnetic force may disturb the color picture. make sure that magnets, electric clocks, toys using magnets or any other magnetic substance, such as iron are kept well away from the tv set. power your tv operates on 120 volts, 60 hz (normal household current) and has a polarized plug. if you are unable to insert the plug fully into the outlet, try reversing the plug. should it fail to fit, contact an electrician. do not defeat the safety feature of the polarized plug.  if the set is not going to be used for a long period, such as during a vacation, unplug the set from the wall outlet to economize power. (if the tv set is plugged in, a slight current still flows, even with the power button in the off position.)  lines and other noise may appear in tv broadcast images when an fm tuner or radio is located near the tv and both radio and tv broadcasts are being received. should such noise appear, turn off the radio.  if you are listening to an am broadcast, turn the tv off. am broadcast signals may not be received due to interference from the tv.  before using the television, prepare the remote control to use the remote control, insert batteries first. inserting the batteries  with your thumbnail, pull up the slit as indicated by the arrow to remove the battery cover. insert two batteries (size ?a?. be sure to match the battery  m / ,  terminals with the  m / ,  marks inside the compartment. before operating your television battery cover pull up antennas  the antenna requirements for good color television reception are more important than those for black & white television reception. for this reason, a good quality outdoor antenna is strongly recommended. the following is a brief explanation of the type of connections that are provided with the various antenna systems: antenna connections f-type connector 75-ohm coaxial cable (round) 300-ohm twin-lead cable (flat) 1. a 75-ohm system is generally a round cable with f-type connector that can easily be attached to a terminal without tools (not supplied). 2. a 300-ohm system is a flat ?win-lead cable that can be attached to a 75-ohm terminal through a 300/75-ohm adaptor (not supplied). 27F543  5  www.datasheet.co.kr  datasheet pdf - http://www..net/

 6 dimension: 140mm x 215mm cable tv (catv) connection  a 75 ohm coaxial cable connector is built into the set for easy hookup. when connecting the 75 ohm coaxial cable to the set, screw the 75 ohm cable to the coaxial cable connector.  some cable tv companies offer ?remium pay channels? since the signals of these premium pay channels are scrambled, a cable tv converter/descrambler is generally provided to the subscriber by the cable tv company. this converter/descrambler is necessary for normal viewing of the scrambled channels. (set your tv on channel 3 or 4. typically one of these channels is used. if this is unknown, consult your cable tv company.) for more specific instructions on installing cable tv, consult your cable tv company. one possible method of utilizing the converter/descrambler provided by your cable tv company is explained below. please note: rf switch equipped with position a/b (not provided) is required. ? position on the rf switch (not supplied) : you can view all unscrambled channels using the tvs channel keys. ? position on the rf switch (not supplied) : you  can view the scrambled channels via the converter/ descrambler using the converters channel keys. note:  consult your sharp dealer or service center for the type of splitter, rf switch or combiner that might be required. outdoor antenna connection  refer to one of the following two diagrams when connecting to an outdoor antenna. a: using a vhf/uhf combination outdoor antenna. b: using separate vhf and/or uhf outdoor antenna.  connect an outdoor antenna cable lead-in to the ant/cable terminal on the rear of the tv set. antenna connections (continued) out a in b cable tv converter/ descrambler (not supplied) two-set signal splitter (not supplied) cable tv line rf switch (not supplied) out in f-type connector 75-ohm coaxial cable when connecting the rf cable to the tv set, do not tighten f-type connector with tools. if tools are used, it may cause damage to your tv set. (the breaking of internal circuit, etc.) f-type connector should be finger-tightened only. notice 27F543  6 in out 300-ohm twin-lead 300-ohm twin-lead 75-ohm coaxial cable vhf antenna uhf antenna combiner (not supplied) or rear panel a. combination vhf/uhf antennas b. separate vhf/uhf antenna 75-ohm  coaxial cable 300-ohm twin-lead vhf/uhf antenna vhf/uhf antenna 300/75-ohm adaptor (not supplied) or rear panel  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140mm x 215mm quick reference control operation quick reference control operation note:  the tv set and remote control illustrations and the on-screen displays in this manual may differ from their actual appearance. to open the door using the projection located under the "pull-open" indication, pull and lift the door open. to close the door using the projection, lower the door until closed. caution:  when opening or closing the door, do not insert your fingers into the gap between the door and front panel. this may result in an injury. rear panel antenna/cable input terminal component (video) terminals in 3 (video/audio) terminals  part names front panel video/audio terminals in 2 channel up/down ( a ) selects next higher channel. ( s ) selects next lower channel. power press    on. press again    off. menu press    accesses main menu. press again    exits main menu. inside door volume up/down ( k ) increases sound. ( l ) decreases sound. in 1 (video/audio) terminals line out (audio) terminals in 1 s-video terminal remote control sensor 27f54 3  7 7  www.datasheet.co.kr  datasheet pdf - http://www..net/

 note:   the above shaded buttons on the remote control glow in the dark. to use the glow-in-the-dark display on the remote control, place it under a fluorescent light or other lighting.  the phosphorescent material contains no radioactive or toxic material, so it is safe to use.  the degree of illumination will vary depending on the strength of lighting used.  the degree of illumination will decrease with time and depending on the temperature.  the time needed to charge the phosphorescent display will vary depending on the surrounding lighting.  sunlight and fluorescent lighting are the most effective when charging the display.  the tv set and remote control illustrations and the on-screen displays in this manual may differ from their actual appearance. 1 2 3 4 5 6 7 8 9 0 100 power tv menu mute pause flashback display input tv   catv   vcr   dvd stop rec rew play ff ch/skip vol  ch  ch  vol + enter a b c d personal preference dvd vcr catv tv dvd vcr basic remote control functions power press    on. press again    off. remote keypad accesses any channel from keypad. flashback returns to previous channel. personal preference with the personal preference buttons, you can program your favorite programs by using the 4 categories a, b, c and d. the channels can be accessed quickly by using these buttons.   (see page 33.) volume up/down ( k ) increases sound. ( l ) decreases sound.  changes or selects the tv adjustments on on-screen display. menu press    accesses main menu. press again    exits main menu. dvd/vcr control see page 41. catv/dvd-tv/vcr mode select switch in tv/vcr position, signals sent will be for tv and vcr control. in catv/dvd position, signals sent will be for cable tv converter and dvd control. infrared transmitter window display press    displays receiving channel for 4 seconds. press again    removes display.  temporarily displays receiving channel when in closed caption mode. input press    switches to external video input 1 mode. press twice    switches to external video input 2 mode. press 3 times    switches to external video input 3 mode or component mode. press 4 times    switches back to the original tv mode. see page 39. enter used in some instances where a cable converter box requires an ?nter command after selecting channels, when using the remote keypad button. see page 41 . channel up/down ( a ) selects next higher channel. ( s ) selects next lower channel.   see pages 29?1 for channel setting. ? moves the  e  mark on the menu screens. mute press    mutes sound. press again    restores sound.  when sound is muted, closed caption appears if available. 27F543  8 quick reference control operation  part names front panel quick reference control operation (continued) 8  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140mm x 215mm  when you turn on the tv for the first time, it will automatically memorize the broadcasting channels. please perform the following instructions before pressing the power button. (1) insert the batteries into the remote control. (see page 5) (2) connect the antenna cable to the tv set.  (see pages 5, 6) (3) plug in the ac power cord to the wall outlet. 1 press the  power  button on the tv set or on the remote control to turn on the tv. the select language screen will be displayed. 2 press  ch  a / s  to select ?nglish? ?spa?ol (spanish) or ?rancais (french)? 3 press  vol  k / l  to access the ez setup screen. 4 press  vol  k . the tuner will automatically search for the broadcasting and cable tv channels. (the ch no. will automatically increase when it appears.) if you want to stop the ez setup process once it has started, press  vol  l  and it will be canceled. if you want to set up again, please refer to page 28 on set up. to cancel ez setup press  vol  l . 5 once ez setup is complete, the lowest channel number memorized will be displayed. note:   if ez setup does not memorize all the channels in your region, please refer to pages 29?1 for more information on manually memorizing the channels using channel setting.  it may be difficult to preset when the broadcast signals are weak, the channel cycle frequency is incorrect or frequency jamming is occurring around the area.  please refer to pages 29?1  for more information on manually memorizing the channels using channel setting. sel ect engl i sh franca i s sel ect : ch se t : vol +  / / espa ? ol language sel ect engl i sh franca i s sel ect : ch se t : vol +  / / espa ? ol language start stop start setup? ez or ca b l e. connec t an t enna stop start pl ease wa i t 125 auto programm i ng 2 ch  ch  vol  vol + 1 2 3 4 5 6 7 8 9 0 100 flashback enter personal preference power tv dvd vcr menu mute c display input vol  ch  ch  vol + abcd power tv (ez setup screen) ez setup during first use (on the set) (on the remote control) (select language screen) (start) (stop) vol + vol  power channel up ( a )/ down ( s ) volume ( k )/( l ) 27f54 3 9 9  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140mm x 215mm demo mode  to learn more about the tv set, you can enter demo mode. simply press and hold  menu  on the tv set for more than 3 seconds.  to cancel demo mode, again press  menu  on the tv set for more than 3 seconds. example: demo mode display accessing the main menu screen without remote control  if you misplaced your remote control you can still access most settings via the main menu screen by pressing  menu  on the tv set.  some features of your tv set are not accessible without the remote control. if you lost your remote control, contact a sharp service center for a replacement. (on the set) menu 27F543 10 (on the set) menu button menu button 10  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm  the language for the on screen display can be set to english, spanish or french. 1 press  menu  to access the main menu screen. 2 press  ch  a / s   to move the  e  mark to ?et up? 3 press  vol  k / l   to access the set up screen, then press  ch  a / s to move the  e  mark to ?anguage? 4 press  vol  k / l   to access the language select screen. 5 press  ch  a / s  to select ?nglish? ?spa?ol (spanish) or ?rancais (french)? 6 press  menu  to exit. sleep timer  you can preset your television to turn off automatically in increments of 30, 60, 90 or 120 minutes. 1 press  menu  to access the main menu screen. 2 press  vol  k / l  to access the sleep timer screen. 3 press  vol  k / l  to set a sleep time of 30, 60, 90 or 120 minutes. 4 press  menu  to exit. note:  to turn off the sleep timer, repeat the above sleep timer steps and select  ??m remain during step  3 .  while sleep timer is active, the time remaining will be briefly displayed on-screen at regular intervals or when the remotes  display  key is pressed twice. 5 minutes before the sleep timer turns off the tv, the screen prompts the time remaining for 4 seconds. the sleep timer shows a similar display for each remaining minute and a 10-second display right before shutting off the tv.  if you turn the power off, the sleep timer will automatically reset. language (sleep timer screen) (language select screen) (main menu screen)   (set up screen)  sleep t i mer aud i o sel ect closed capt i on parent control energy set up save v i deo adj ust menu cc es sleep t i mer aud i o sel ect closed capt i on parent control energy set up save v i deo adj ust menu cc es sleep t i mer aud i o sel ect closed capt i on parent control energy set up save v i deo adj ust menu cc es engl i sh franca i s espa ? ol language engl i sh franca i s espa ? ol idioma sleep t imer 120m remai n blue screen personal pref. un i versal language ch sett i ng ch / i nput i d auto i nput pl us set up ch  ch  vol  vol + ch  ch  vol  vol + ch  ch  vol  vol + vol  vol + 27F543 11 11  www.datasheet.co.kr  datasheet pdf - http://www..net/

  description of adjustment items 1 press  menu  to access the main menu screen. 2 press  ch  a / s   to move the   e   mark to   video adjust  . 3 press  vol  k / l   to access the picture adjust screen. 4 press  ch  a / s   to select the desired adjustment item. (refer to the diagram below.) 5 press  vol  k / l   to adjust the setting. 6 repeat steps  4  to  5  to adjust other settings. 7 press  menu  to exit. note:  video adjust setting, once set, is shared among air/cable, input 1, input 2, and input 3 modes.  video adjust setting for input 3 when used as component can be set independently. (picture adjust screen)  vol  k increases contrast vol  l decreases contrast (main menu screen) video adjust volume ( k )/( l ) channel up ( a )/ down ( s ) menu picture tint color sharp color temp. reset : ch  s : ch  a bright picture 50 picture 50 sleep t i mer aud i o sel ect closed capt i on parent control energy set up save v i deo adj ust menu cc es 1 2 3 4 5 6 7 8 9 0 100 power tv menu mute flashback display input vol  ch  ch  vol + enter a b c d personal preference dvd vcr catv tv dvd vcr vol  vol + ch  ch  ch  ch  vol  vol + selected item vol  k  button vol  l  button picture to increase contrast to decrease contrast tint to make skin tones greenish to make skin tones purplish color to increase color intensity to decrease color intensity bright to increase brightness to decrease brightness sharp to increase sharpness to decrease sharpness color temp. to choose a low, ml, mh or high color tone. reset to return all adjustments to factory preset levels. 27f54 3 1 2 dimension: 140mm x 215mm 12  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm h mts (multichannel tv sound) this function allows reception of stereo or bilingual tv sound.  you can enjoy hi-fi stereo sound or sap broadcasts where available. stereo broadcasts live television broadcasts of sports, shows, concerts, etc. can be received in dynamic stereo sound. sap broadcasts television broadcast can be received with either main or sap sound. main sound: the normal program soundtrack. (monaural or stereo where available.) sap sound: second language, supplementary commentaries, etc. (sap sound is monaural.)  if stereo sound is difficult to hear; you can obtain clearer sound by manually switching to fixed monaural mode. h speaker (internal speaker switch) this function turns the tvs internal speakers ?n or ?ff when listening to sound from external speakers by using the audio output terminals. (see page 40). h fao (fixed audio output) this function turns the tvs internal speakers ?ff and allows fixed audio output from the audio output terminals. (see page 40). with fao, the tvs volume control is disabled. 1 press  menu  to access the main menu screen. 2 press  ch  a / s   to move the  e  mark to ?udio select? 3 press  vol  k / l   to access the audio select screen. 4 press  ch  a / s   to move the  e  mark to ?ts? ?peaker? ?ao or ?udio adjust? 5 press  vol  k / l   to select ?tereo? ?ap or ?ono when the  e  mark is at ?ts position. audio select sleep t i mer aud i o sel ect closed capt i on parent control energy set up save v i deo adj ust menu cc es vol  vol + ch  ch  au i o dseect l speaker mts fao :off :on :stereo aud i d just oa au i o dseect l speaker mts fao :off :on :stereo aud i d just oa ch  ch  vol  vol + (main menu screen)  (audio select screen)  (audio select  screen ) mts stereo sap mono speaker on off fao on off 27F543  13 13  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm h audio adjust when the   e   mark is at   audio adjust  , press  vol  k / l  to access the audio adjust screen. to access the desired item, press  ch   a / s . to adjust the audio setting, press  vol   k / l . 6 press  menu  to exit. an example screen displaying on air when receiving stereo broadcasts current channel number    on air   will appear next to stereo or sap when receiving stereo or sap broadcasts. note:  once mono mode is selected, the tv sound remains monaural even if the tv set receives a stereo broadcast. you must switch the mode back to stereo if you want to hear stereo sound again.  selecting mts while receiving video signals from input terminals does not change the type of sound; in this case, sound is determined by the video source.  if   fao   mode is on,   speaker   mode will automatically turn off. changing   speaker   setting will not affect   fao   mode. audio select (continued) 2 1 stereo sap on on air air mono (channel call on screen) treble reset bass balance selected item vol  k  button vol  l  button treble to increase treble response. to decrease treble response. bass to increase bass response. to decrease bass response. balance to emphasize the right to emphasize the left speaker  s volume. speaker  s volume. reset to return all adjustments to factory preset levels. treble 0 27f54 3 1 4 14  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm  how to set closed caption  your tv is equipped with an internal closed caption decoder. ?losed caption is a system which allows conversations, narration, and sound effects in tv programs and home videos to appear as captions on the tv screen (see the illustration).  not all the programs and videos will offer closed captioning. please look for the   symbol to ensure that captions will be shown.  closed caption broadcast can be viewed in two modes: caption and text. for each mode, two channels are available, ch1 and ch2. the caption mode shows subscripts of dialogs and commentaries of tv dramas and news programs while allowing clear view of the picture. the text mode displays over the picture other various information (such as tv program schedule, weather forecast, etc.) that is independent of the tv programs. 1 press  menu  to access the main menu screen. 2 press  ch  a / s   to move the   e   mark to   closed caption  . 3 press  vol  k / l   to access the closed caption setting screen. 4 press  ch  a / s   to move the   e   mark to either   mode   or   data  . 5 press  vol  k / l   to change the closed caption setting. 6 press  menu  to exit. note:  if a broadcast contains closed caption and the  mute  button is pressed, the set enters caption mode automatically. pressing  mute  again will return the set to its previous condition.  closed caption may malfunction (white blocks, strange characters, etc.) if signal conditions are poor or if there are problems at the broadcast source. this does not necessarily indicate a problem with your tv.  if any button is pressed to call up the on screen display while viewing a closed caption broadcast, the closed captions will disappear momentarily.  if no text broadcast is being received while viewing in the text mode, the screen may become dark and blank for some programs. should this occur, switch the closed caption mode to   off  . closed mode capt i on : capt i on da ta : ch   1 cc data : ch   1 : capt i on mode closed capt i on cc closed mode capt i on : capt i on da ta : ch   1 cc caption text off ch 1 ch 2  sleep t i mer aud i o sel ect closed capt i on parent control energy set up save v i deo adj ust menu cc es personal preference menu mute catv tv dvd vcr vol  ch  ch  vol + abcd vol  vol + ch  ch  ch  ch  vol  vol + closed caption volume ( k )/( l ) channel up ( a )/ down ( s ) menu (main menu screen) (closed caption setting screen) mode : data : 27f54 3 1 5 15    www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm 1. user setting 2. block table pg age based  not to block not to block select block auto- block auto- block auto- block g g pg pg-13 r nc-17 x                           block block block block pg-13 r nc-17 x 1. user setting 2. block table pg age based  not to block not to block not to block select block auto- block auto- block g g pg pg-13 r nc-17 x                                        block block block pg-13 r nc-17 x parent control (v-chip operation) h v-chip  this function allows you to restrict tv programs and also allows you to control tv usage based on fcc data. this function is to prevent your children from watching violence or sexual scenes that may be harmful.  restriction of tv programs includes two characters that contain information about the program  s mpaa rating and the tv parental guidelines. mpaa is restricted by age. tv parental guidelines are restricted by age and contents.  since a tv program may use either the mpaa rating or the tv guidelines you should adjust both for complete control. [1] mpaa rating rating g general audiences. all ages admitted. pg parental guidance suggested. some material may not be suitable for children. pg-13 parents strongly cautioned.  some material may be inappropriate for children under 13. r restricted. under 17 requires accompanying parent or adult guardian. nc-17 no one 17 and under admitted. x x rating is an older rating that is unified with nc-17 but may be encoded on older movie  s data. note:  mpaa rating example 1:  pg-13   in the age-based rating is blocked, this will automatically block the higher ratings   r  ,  nc-17  ,   x   also. note:  mpaa rating is only age-based. [2] tv parental guidelines     content based age d l s v fv (sexually (adult (sexual (violence) (fantasy suggestive language) situation) violence) dialog) tv-y (all children) v  tv-y7 (direct to older children) v  v tv-g (general audience) v  tv-pg (parental guidance v v v v v  suggested) tv-14 (parents strongly v v v v v  cautioned) tv-ma (mature audience only) v  v v v  v : content rating can be set. l : content rating cannot be set (not normally broadcast by tv station). example 2:  r   in the age-based rating is blocked, this will automatically block the higher rating   nc-17  ,   x  also. age based rating age based 27F543  16 16  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm parent control (v-chip operation) (continued)  tv parental guidelines (example) example 1.1 : age based setting clear  v s (block) from each "age" box for all ratings. this will automatically unblock everything. example 1.2 : age based setting for   tv-g   put a  v  in the "age" box. this will automatically block the higher age ratings   tv-pg  ,   tv-14   and   tv-ma   as well as   tv-g  . please note the content ratings   d  ,   l  ,   s  ,   v   are automatically blocked as well. example 2.1 : content based setting if you choose to unblock every content-based items (  d  ,   l  ,   s  ,   v  ), clear the  v  (block) from each   age   box of   tv-pg  ,   tv-14   and   tv- ma  . example 2.2 : content based setting put a  v  in the box corresponding to   tv-pg   (row) and   v (violence)  (column). this will automatically block the   v   boxes for   tv-14   and  tv-ma  . setting only   tv-pg-v  ,   tv-14-v   or   tv-ma-v   will not block all programs rated   tv-pg  ,   tv-14   or   tv-ma  . example 3 : resetting an age based setting for   tv-14  , put a  v  (block) in the   age   box. this will again automatically block the content ratings   d  ,   l  ,   s  ,   v  for   tv-ma   as well as   tv-14   (  d   is not available for   tv-ma  ). please note that the lower age rating   tv-pg   does not change from its previous settings after this. note:    content ratings can be modified  b ut only in the combinations indicated  b y  v  in the ta b le on page 1 6 .  changing a lower age rating  s content setting to   block   automatically changes the same higher age rating  s content setting to   block   regardless of their previous settings.  changing a lower rating  s   age   setting to   block   automatically changes all higher ratings to   block  regardless of their previous settings.  for   tv-y7  ,   tv-pg  ,   tv-14   and   tv-ma  , if you clear the  v  in the   age   box (unblock) you can still change settings based on content.  clearing a higher rating  s age or content setting will not clear lower settings. make sure that all undesired boxes are blocked. [3] additional mode besides   mpaa ratings   and   tv parental guidelines  , new ratings system  s data can be downloaded when th e y become  a v aila b l e .   (see page  20 .) tv  y tv  y7 tv  g tv  pg tv  14 tv  ma menu : ret urn g ae     d    l    s    v      v : : block view fv tv  y tv  y7 tv  g tv  pg tv  14 tv  ma menu : ret urn g ae    d    l    s    v      v vvvv vvvv vvv v v v v : : block view fv  tv  y tv  y7 tv  g tv  pg tv  14 tv  ma menu : ret urn g ae     d    l    s    v      v : : block view fv tv  y tv  y7 tv  g tv  pg tv  14 tv  ma menu : ret urn g ae     d    l    s    v      v : : block view fv v v v tv  y tv  y7 tv  g tv  pg tv  14 tv  ma menu : ret urn g ae     d    l    s    v      v : : block view fv v v v v v v v v v 27F543 17 17  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm   how to set v-chip [1] mpaa rating 1 press  menu  to access the main menu screen. 2 press  ch   a / s  to move the  e  mark to ?arent control? 3 press  vol   k / l  to access the parent control screen. 4 press  vol   k / l  to access the v-chip select screen. note:  if secret no. is already set, enter the secret no. (see     to change the v-chip block after registering a secret no.  on page 22.). 5 press  vol   k / l  to select ?paa? press  ch   a / s  to move the  e  mark to ?g? then press  vol   k / l  to select block. if you set ?g to block, ?g-13? ?? ?c-17 and ? are automatically blocked. 6 press  menu  to return to the v-chip select screen. (parent control screen) (v-chip select screen) (main menu screen) sleep t i mer aud i o sel ect closed capt i on parent control energy set up save v i deo adj ust menu cc es sleep t i mer aud i o sel ect closed capt i on parent control energy set up save v i deo adj ust menu cc es v i ew t i mer v  ch i p block parent control mp a a tv gu i del i nes ad : off downlo status : off g pg pg  13 r nc  17 x b : lock b : lock b : lock b : lock b : lock  :  menu : ret urn volume ( k )/( l ) channel up ( a )/ down ( b ) menu  parent control (v-chip operation) (continued)  1 2 3 4 5 6 7 8 9 0 100 menu mute flashback a b c d enter personal preference vol  vol + ch  ch  ch  ch  vol  vol + vol  vol + ch  ch  vol  vol + vol  vol + 27f54 3   1 8 18  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm 7 press  menu , then   input secret no.   will be displayed. note:  if secret no. is already set, skip to step 9. 8 enter a 4-digit secret no. using the  remote keypad . 9 when done, press  menu   to exit. note:  if you set   g   to block , all ratings are automatically blocked.  if you set   x   to block,   g  ,   pg  ,   pg-13  ,   r   and   nc-17   are not blocked. [2] tv  guidelines 1 repeat steps  1  to  4  of  [1] mpaa rating . 2 press  ch   a / s  to move the   e   mark to   tv guidelines  . 3 press  vol   k / l  to access the tv guidelines screen. 4 to change age and content setting, press  ch   a / s  to move the   e   mark to the desired rating and then press  vol   k / l   to select. 5 press  ch   a / s  to move the   e   mark to the desired content item and then press  vol   k / l  to select either   block   or               (unblock). 6 press  menu   to return to the tv guidelines screen. 7 repeat steps  4  to  6  until all ratings and their contents are set. 8 when done, press  menu   to return to v-chip select screen. 9 press  menu  to exit. note:  if secret no. is not set, enter a secret no. as show in steps 7 and 8 of  [1] mpaa rating .  parent control (v-chip operation) (continued) (tv guidelines screen) (content rating screen) (v-chip select screen) 3 2 1 6 5 4 9 8 7 100 0 enter i npu t  secret no . i npu t 1234 secret no . mp a a tv gu i del i nes ad : off downlo status : off tv  y tv  y7 tv  g tv  pg tv  14 tv  ma menu : ret urn g ae    d    l    s    v      : : block view fv  v a tv  y7 d ge l s v v f : : : : : b lock b lock :     menu : ret urn tv  y tv  y7 tv  g tv  pg tv  14 tv  ma menu : ret urn g ae    d    l    s    v       v v v v v v v v v v v v v v v v vv : : block view fv ch  ch  vol  vol + ch  ch  vol  vol +  vol  vol + ch  ch  27f54 3 19 19  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm parent control (v-chip operation continued) parent control (v-chip operation) (continued) [3] downloading additional rating mode there will be an additional new rating system. in that case, please set up as follows. subsequently the new rating system will set up automatically. 1 repeat steps  1  to  4  of  [1] mpaa rating . 2 press  ch  a / s   to move the  e  mark to ?ownload? 3 press  vol  k / l  to select ?ownload : on? 4 press  menu , then ?nput secret no. will be displayed. note:  if secret no. is already set, skip to step 6. 5 enter a 4-digit secret no. using the  remote keypad . 6 press  menu  to exit.  downloading v-chip data 1 if you watch a program containing ?ew rating system data? the download screen will be displayed. 2 the download screen will disappear, once downloading is finished. note:  download will not start, if you are not watching a program containing ?ew rating system data? mp a a tv gu i del i nes ad : off downlo status : off mp a a tv gu i del i nes ad : on downlo status : off pl a ese a wt i now download i v  ch i p data ng volume ( k )/( l ) channel up ( a )/ down ( s ) remote keypad menu 1 2 3 4 5 6 7 8 9 0 100 menu mute flashback a b c d enter personal preference vol  vol + ch  ch  vol  vol + ch  ch  i npu t  secret no . i npu t 1234 secret no . 3 2 1 6 5 4 9 8 7 100 0 enter (download screen) 27f54 3 20 20  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm   how to set additional rating mode (example) once downloading is complete, you can set the blocking pattern as follows. 1 repeat steps  1  to  4  of  [1] mpaa rating. 2 press  ch  a / s  to move the   e   mark to   cdn. english ratings  , then press  vol  k / l . 3 you can select   block   or                (unblock) for each rating item by pressing  ch  a / s  and  vol  k / l . 4 you can select   block   or                (unblock) for each rating item by pressing  ch  a / s  and  vol  k / l  if you select   cdn. french ratings   in step  2 . note:  you are able to download up to 4 different rating systems. mpaa t v gu i cdn . down l n eglis r hatins g cdn . r fenchratins g e dlines oad : on statu s:on (after downloading the rating data) c c8+ g pg 14+ 18+ indiv b : lock  :  b : lock  :  b : lock  :  idual bl menu : ret urn ock (english individual block screen) g 8+ 13+ 16+ 18+ indiv  :  b : lock  :  b : lock  :  idual bl menu : ret urn ock (french individual block screen)  vol  vol + ch  ch  vol  vol + ch  ch  vol  vol + ch  ch    parent control (v-chip operation) (continued) 27F543 21 21  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm   activating the v-chip block 1 repeat steps  1  to  4  of  [1] mpaa rating . 2 press  ch  a / s  to move the   e   mark to   status  . press  vol  k / l  to activate the v-chip block. (if status is off, v-chip block will not operate.) 3 press  menu , then   input secret no.   will be displayed. note:  if secret no. is already set, skip to step 5. 4 enter a 4-digit secret no. using the  remote keypad . 5 press  menu  and the secret no. will be registered.   to temporarily cancel the v-chip block 1  v-chip has been activated   appears if you view a program with the same program rating data you configured. note:  v-chip has been activated   will not be displayed if status is not configured to   on  . 2 press  menu , then   input secret no.   will be displayed. 3 enter the 4-digit secret no. using the  remote keypad , then v- chip block will be canceled temporarily. if the wrong secret no. is chosen,   secret no. is incorrect   will be displayed. input the secret no. again in this case. note:  if you turn the power on from off, the v-chip block will be activated again. vol  vol + ch  ch   3 2 1 6 5 4 9 8 7 100 0 enter mpaa t v gu i down l e dlines oad : of f statu s:on i npu t  secret no . i npu t 1234 secret no . parent control (v-chip operation) (continued) 3 2 1 6 5 4 9 8 7 100 0 enter 2 2 v  ch i p tv  y7 fv has been act i vated i npu t  secret no . i nput secret no . (v-chip select screen) 27F543 22 22  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm   to change the v-chip block after registering a secret no. 1 repeat steps  1  to  4  of  [1] mpaa rating , then   input secret no.   will be displayed. 2 enter the 4-digit secret no. using the  remote keypad  and the v-chip select screen will be displayed. set v-chip block again.  if you forget or need to change your secret no., clear the original secret no. and set up a new one. 1 repeat steps  1  to  4  of  [1] mpaa rating , or  1  to  2  of  to temporarily cancel the v-chip block , then   input secret no.   will be displayed. 2 press and hold both  vol  k  and  ch  a  on the tv set simultaneously until the message   input secret no.  disappears. 3 press the  menu  button twice to exit. i npu t  secret no . i nput secret no . 3 2 1 6 5 4 9 8 7 100 0 enter 27F543 23 parent control (v-chip operation) (continued) (on the set) vol  k  and ch  a buttons 23  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm h view timer this function allows you to restrict tv viewing time and also allows you to control tv usage. this function is to prevent your children from watching too much tv. viewing time (an accumulative timer: counts only the time duration while the tv power is on.)  viewing time can be set from 30m (30 minutes) to 10h00m (10 hours) in 30 minutes intervals. off time (restricts tv viewing after the viewing time reaches zero.)  off time can be set from 30m (30 minutes) to 10h00m (10 hours) in 30 minutes intervals. status (select on to activate view timer)  how to set view timer 1 press  menu  to access the main menu screen. 2 press  ch  a / s   to move the   e   mark to   parent control  . 3 press  vol  k / l   to access the parent control screen. 4 press  ch  a / s   to move the   e   mark to   view timer  . 5 press  vol  k / l   to access   view timer  . 6 press  ch  a / s   to select   viewing time   and   off time  . for each selection, press the  vol  k / l   to set the time duration. 7 press  ch  a / s   to select   status  . press the  vol  k / l   to turn on the   view timer  . (if status is off, view timer will not operate.) 8 press  menu .   input secret no.   will be displayed. note:  if secret no. is already set, skip to step 10. parent control (view timer) (main menu screen) (parent control screen) viewing  h time off  h  m  m time status : off v i ew t i mer sleep t i mer aud i o sel ect closed capt i on parent control energy set up save v i deo adj ust menu cc es v  ch i p block parent control view timer viewing  h time off  h  m  m time status : off v i ew t i mer   vol  vol + ch  ch   vol  vol + ch  ch   vol  vol + ch  ch  vol  vol + viewing 2h time off  h 00m  m time status : off v i ew t i mer viewing 2h time off 00m 5h 00m time status : on v i ew t i mer i npu t  secret no . ch  ch  27F543  24 24  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm parent control (view timer) (continued) 9 enter a 4-digit secret no. using the  remote keypad . 10 press  menu  to exit. example:  to restrict anybody from watching tv for more than 5 hours, after watching the tv for 2 hours, your settings would look like the one on the right.  you can choose to watch the 2 hours of tv as you wish. for example, you could watch 1 hour of tv, turn the tv off for 30 minutes, then turn the tv on and watch the remaining 1 hour of the viewing time.  to change the view timer setting after registering a secret no. 1 repeat steps 1 to 4 of  how to set view timer . press vol  k / l , and   input secret no.   will be displayed. 2 enter the 4-digit secret no. using the  remote keypad , and the view timer access screen will be displayed. repeat steps  5, 6 . note:  when you choose the correct secret no., the view timer access screen is displayed. if the wrong secret no. is chosen,   secret no. is incorrect   is displayed. input the secret no. again in this case.  to cancel the view timer (while the tv set is off but the view timer is set.) 1 turn on the tv; a blue screen message   time over   will appear. if you do nothing, the tv will turn off in approximately 30 seconds. 2 enter the 4-digit secret no. using the  remote keypad . when you choose the correct secret no., the view timer is canceled. if the wrong secret no. is chosen,   secret no. is incorrect   is displayed. input the secret no. again in this case.  viewing 2h time off 00m 5h 00m time status : on v i ew t i mer 3 2 1 6 5 4 9 8 7 100 0 enter 3 2 1 6 5 4 9 8 7 100 0 enter 3 2 1 6 5 4 9 8 7 100 0 enter vol  vol + i npu t 1234 secret no . i npu t  secret no . secret i s i ncorrect no . t i me   over i npu t  secret no . t i me   over i nput secret no . i nput secret no . 27f54 3   2 5 25  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm parent control (view timer) (continued)  to cancel the view timer setting or change the secret no. (if you forget the secret no.) 1 repeat steps 1 to 4 of  how to set view timer . press  vol  k / l , and   input secret no.   will be displayed. 2 press and hold both  vol  k  and  ch  a  on the tv set simultaneously until the view timer access screen is displayed. now you can cancel the view timer settings or change the secret no. while   input secret no.   is displayed.  notice of remaining viewing time  for every 30 minute interval, the remaining time will be displayed for 4 seconds. for the last 5 minutes, the remaining time will be displayed every minute.   0 remain   will be displayed for 10 seconds just before the viewing time expires. remain 30m viewing time 0h remain 05m viewing time 0h remain 0 viewing time vol  vol + i npu t  secret no . 27F543  26 parent control (v-chip operation) (continued) (on the set) vol  k  and ch a buttons 26  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm energy save  this feature lets you lower the power consumption of your tv set which in turn saves you money and minimizes the impact on the environment. when this feature is turned on, it reduces the brightness of the tv to a level that consumes approximately 20 percent less energy than when the feature is turned off. the reduction in brightness will be less noticeable under low room lighting conditions. 1 press  menu  to access the main menu screen. 2 press  ch  a / s   to move the   e   mark to   energy save  . 3 press  vol  k / l   to access the energy save select screen. 4 press  vol  k / l   to select   on  . 5 press  menu  to exit. volume ( k )/( l ) channel up ( a )/ down ( s ) menu (main menu screen) (energy save select screen)  vol  vol + vol  vol + ch  ch  personal preference menu mute catv tv dvd vcr vol  ch  ch  vol + abcd energy save : on energy save : off sleep t i mer aud i o sel ect closed capt i on parent control energy set up save v i deo adj ust menu cc es 27f54 3   2 7 27  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm h ez setup by operating the channel preset functions, you can preset your tv to the desired channels for viewing. 1 press  menu  to access the main menu screen. 2 press  ch  a / s  to move the  e  mark to ?et up? 3 press  vol  k / l   to access the set up screen, then press ch  a / s  to move the  e  mark to ?h setting? 4 press  vol  k / l  to access the ch setting screen. 5 press  vol  k / l  to access the ez setup screen. 6 press  vol  k . the tuner will automatically search for the broadcasting and cable tv channels. (the ch no. will automatically increase when it appears.) if you want to stop the ez setup process once it has started, press  vol  l . search will be canceled. to cancel ez setup press  vol  l . 7 once ez setup is complete, the lowest channel number memorized will be displayed. set up (main menu screen)  volume ( k )/( l ) channel up ( a )/ down ( s ) menu (ez setup screen) (ch setting screen) (set up screen)  2 blue screen personal pref. un i versal language ch sett i ng ch / i nput i d auto i nput pl us set up a i r / cabl e ch search ch memory ez setup ch set t i ng stop start pl ease wa i t 125 auto programm i ng start stop start setup?ez or ca b l e.connec t an t enna 1 2 3 4 5 6 7 8 9 0 100 menu mute flashback a b c d enter personal preference vol  vol + ch  ch  sleep t i mer aud i o sel ect closed capt i on parent control energy set up save v i deo adj ust menu cc es vol  vol + ch  ch  ch  ch  vol  vol + vol  vol + (start) (stop) vol + vol  27f54 3   2 8 2 8  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm set up (continued) h channel setting if ez setup does not memorize all the channels in your region, follow the instructions below to manually memorize the channel. 1 press  menu  to access the main menu screen. 2 press  ch  a / s  to move the   e   mark to   set up  . 3 press  vol  k / l  to access the set up screen. 4 press  ch  a / s  to move the   e   mark to   ch setting  . 5 press  vol  k / l  to access the ch setting screen. 6 press  ch  a / s  to move the   e   mark to   air/cable  , then press vol  k / l  to access the air/cable screen. 7 press  ch  a / s  to move the   e   mark to the desired mode. 8 press  menu  to exit. note:  receivable channels of your tv set are: air channels: cable channels: vhf: 2 through 13. 1 (hrc and irc mode only) uhf: 14 through 69. 2 through 125 (std, hrc and irc) (main menu screen) (ch setting screen) (set up screen) (air/cable screen)      blue screen personal pref. un i versal language ch sett i ng ch / i nput i d auto i nput pl us set up a i r / cabl e ch search ch memory ez setup ch set t i ng cab le a i r / cabl e cab le hrc cab le i rc air std air cable std cable hrc cable irc a i r / cabl e ch search ch memory ez setup ch set t i ng sleep t i mer aud i o sel ect closed capt i on parent control energy set up save v i deo adj ust menu cc es vol  vol + ch  ch  ch  ch  vol  vol + vol  vol + ch  ch  ch  ch  27f54 3   2 9 2 9  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm  saving broadcast tv channels into memory 1 press  menu  to access the main menu screen, then press  ch  a / s  to move the  e  mark to ?et up? 2 press  vol  k / l  to access the set up screen, then press  ch  a / s  to move the  e  mark to ?h setting? 3 press  vol  k / l  to access the ch setting screen. 4 press  ch  a / s  to move the  e  mark to ?h search? then press  vol  k / l  to access the ch search screen. to start: press  vol  k . the tuner will search through all available channels in your area and add them into the tv memory. to stop: press  vol  l . ch search will stop at the current channel and will not add any higher channels. 5 press  menu  to exit. note:  if you press  vol  k  again while in the ch search mode, auto- program will start again, and the previously memorized channels will be lost.  adding weak or additional channels or erasing unwanted channels from tv memory 1 press  menu  to access the main menu screen, then press  ch  a / s  to move the  e  mark to ?et up? 2 press  vol  k / l  to access the set up screen, then press  ch  a / s  to move the  e  mark to ?h setting? 3 press  vol  k / l  to access the ch setting screen. 4 press  ch  a / s  to move the  e  mark to ?h memory? then press  vol  k / l  to access the ch memory screen. 5 use  ch  a / s  or  remote keypad  to select each desired channel to add or erase. (ch setting screen) (ch setting screen) (ch search screen)  (start) (stop) or   set up (continued) (ch memory screen) vol  vol + ch  ch  a i r / cabl e ch search ch memory ez setup ch set t i ng stop start ch search ai r 10 a i r / cabl e ch search ch memory ez setup ch set t i ng ch air erase add 10 memory ch  ch  vol  vol + ch  ch  vol + vol  vol  vol + 3 2 1 6 5 4 9 8 7 100 0 enter  ch  ch   vol  vol + ch  ch   ch  ch  vol  vol + ch  ch  vol  vol + 27f54 3  30 30  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm 6 press  vol  k  to add a channel to the tv memory or press  vol  l  to erase a channel from the tv memory. h blue screen automatically turns the screen blue if a broadcast signal is not received. after 15 minutes of non-reception, the tv will turn off automatically. 1 press  menu  to access the main menu screen. 2 press  ch  a / s  to move the   e   mark to   set up  . 3 press  vol  k / l  to access the set up screen. 4 press  vol  k / l  to access the blue screen select screen. 5 press  vol  k / l  to select   on  . vol  k to add channel 10 to the tv memory vol  l to erase channel 10 from the tv memory (ch memory memorized channel) (ch memory unmemorized channel) ch air erase add 10 memory ch air erase add 10 memory (main menu screen) (set up screen) (blue screen select screen ) blue screen personal pref. un i versal language ch sett i ng c h   /   i nput   i   d auto i nput pl us set up blue screen : off blue screen : on volume ( k )/( l ) channel up ( a )/ down ( s ) menu  1 2 3 4 5 6 7 8 9 0 100 power tv menu mute flashback display input vol  ch  ch  vol + enter a b c d personal preference dvd vcr catv tv dvd vcr sleep t i mer aud i o sel ect closed capt i on parent control energy set up save v i deo adj ust menu cc es ch  ch  vol  vol + vol  vol + vol  vol + set up (continued) vol  vol + 7 press  menu  to exit. 27F543 31 31  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm 6 press  menu  to exit. when the blue screen is set to ?n note:  poor reception due to weak signals, or too much noise might activate the blue screen function despite the presence of a broadcast signal. to continue watching tv under these conditions, switch the blue screen ?ff?  while input 1, 2, or 3 (component) is selected, the blue screen will not be shown even if blue screen is turned on. set up (continued) no signal after 15 minutes power turns off automatically blue screen standby mode 27F543  32 32  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm set up (continued) h personal preference by setting personal preference channels in advance, you can select your favorite channels easily. 1 press  menu  to access the main menu screen. 2 press  ch  a / s  to move the  e  mark to ?et up? 3 press  vol  k / l  to access the set up screen, then press ch  a / s  to move the  e  mark to ?ersonal pref.? 4 press  vol  k / l  to select the personal preference select screen in which you can program 4 favorite channels, in 4 different categories. (total of 16 channels) 5 press  vol  k / l  and  ch  a / s  to move the  e  mark to the desired position. 6 press  remote keypad  on the remote to input the channel number into memory. press  input  on the remote to register the input mode into memory. example:  125 ?press ?00 followed by ? and then ?? 25  press ? and then ?? 4  press ? and then ?? to reset a registered channel number, input ? twice. 7 repeat steps  5  and  6  to register the next channel number or input mode. 8 press  menu  to exit. to select the personal preference channel. if the channels are memorized as shown on the right, press the remotes ? button to select the channels below. volume ( k )/( l ) channel up ( a )/ down ( s ) menu (main menu screen) remote keypad personal preference (setup screen) (personal preference select screen ) blue screen personal pref. un i versal language ch sett i ng c h   /   i nput   i   d auto i nput pl us set up personal pref.      b     c     d     personal pref.      b     c     d     personal pref.  125    b     c     d     personal pref.  125 25 40 4 b 85 123 55  c 38 30   d     321 654 987 100 0 enter  ch  ch  vol  vol +  ch  ch  vol  vol + ch  ch  1 2 3 4 5 6 7 8 9 0 100 menu mute flashback a b c d enter personal preference vol  vol + ch  ch  sleep t i mer aud i o sel ect closed capt i on parent control energy set up save v i deo adj ust menu cc es 125 25 40 4 vol  vol + and 27f54 3   3 3 33  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm set up (continued) h universal plus function vcr or dvd input mode will be selected automatically by pressing the vcr/dvd play button on the remote control. 1 press  menu  to access the main menu screen. 2 press  ch  a / s  to move the   e   mark to   set up  . 3 press  vol  k / l  to access the set up screen. 4 press  ch  a / s  to move the   e   mark to   universal plus  . 5 press  vol  k / l  to access the universal plus select screen to select vcr or dvd mode. 6 press  ch  a / s   to select the vcr or dvd, and press  vol  k / l  to select   ch3  ,   ch4  ,   input 1  ,   input 2  ,   input 3 (component)   or   off  . ch3 ch4 input 1 off input 3 (component ) input 2 switch to the input mode your vcr or dvd is connected to. if connected through rf (antenna terminal), select either ch3 or ch4 to match the setting of the vcr or dvd. 7 press  menu  to exit. (set up screen) (main menu screen) volume ( k )/( l ) channel up ( a )/ down ( s ) menu (universal plus select screen ) blue screen personal pref. un i versal language ch sett i ng ch / i nput i d auto i nput pl us set up blue screen personal pref. un i versal language ch sett i ng ch / i nput i d auto i nput pl us set up dvd :off :off vcr un i v ers a l p l u s dvd :off :ch3 vcr un i versal plus  ch  ch  vol  vol + ch  ch  vol  vol + ch  ch  menu mute rew play ff vol  ch  ch  vol + catv tv dvd vcr sleep t i mer aud i o sel ect closed capt i on parent control energy set up save v i deo adj ust menu cc es vol  vol +  dvd/vcr play 27F543   3 4 34  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm auto input  the unit is preset to switch to the input 2 screen automatically when video equipment is connected to the input 2 terminal. do the following to switch this feature off: 1 press  menu  to access the main menu screen. 2 press  ch  a / s  to move the  e  mark to ?et up? 3 press  vol  k / l  to access the set up screen, then press ch  a / s  to move the  e  mark to ?uto input? 4 press  vol  k / l  to access the auto input select screen. press  vol  k / l  to select ?uto? 5 you may turn off ?uto input when it is not in use. press  vol  k / l  to select ?ff? 6 press  menu  to exit. personal preference menu mute catv tv vol  ch  ch  vol + abcd volume ( k )/( l ) channel up ( a )/ down ( s ) menu vol  vol + vol  vol + vol  vol + ch  ch   sleep t i mer aud i o sel ect closed capt i on parent control energy set up save v i deo adj ust menu cc es blue screen set up personal pref. un i versal language ch sett i ng ch / i nput i d auto i nput pl us (main menu screen) (set up screen) auto i nput (input2) : auto (auto input select screen) auto i nput (input2) : off ch  ch   27F543   3 5 35  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm ch/input id  you can assign an id label to each channel or input mode. these id labels can be 4 characters long maximum and will be displayed along with the channel number/input mode when the labeled channel is selected. (example: labeling air channel 10   tv12  .) 1 press  menu  to access the main menu screen. 2 press  ch  a / s  to move the   e   mark to   set up  . 3 press  vol  k / l  to access the set up screen then press ch  a / s  to move the   e   mark to   ch/input id   . 4 press  vol  k / l  to access the ch/input id screen.  (main menu screen) (set up screen) (ch/input id screen ) sleep t i mer aud i o sel ect closed capt i on parent control energy set up save v i deo adj ust menu cc es ch  ch  sleep t i mer aud i o sel ect closed capt i on parent control energy set up save v i deo adj ust menu cc es vol  vol + vol  vol + id ch i nput i d / air   10 :____ ch  ch  blue screen personal pref. un i versal language ch sett i ng ch / i nput i d auto i nput pl us set up 1 2 3 4 5 6 7 8 9 0 100 menu mute flashback a b c d enter personal preference vol  vol + ch  ch  volume ( k )/( l ) channel up ( a )/ down ( s ) menu remote keypad 27f54 3   3 6 36  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm ch/input id (continued) 5 use  ch  a / s  or  remote keypad  to select each desired channel to label. press  input  on the remote to label the input mode. id: labeling the channel name press  vol  k / l   to select   id   then press   vol  k  to select the first character. press  ch  a / s   to enter a desired letter. press vol  k / l   to enter the next desired letter. press  menu  to return to the ch/input id screen. selectable characters: space: _ alphabets: a-z numbers: 0-9 symbols:     .  &  (  )  /  + reset: resetting the id to   _ _ _ _  press  ch  a / s  to move the   e   mark to   reset  , then press vol  k / l .  the previously set id will return to   _ _ _ _  . 6 press  menu  to exit. note:  the maximum number of id labels available to register channel names is 20 for air channels and 40 for cable channels.  if you wish to register a new id when all the available id labels are assigned, delete a registered id to make room. ch  ch  vol  vol + id rese t : t v 1 2 menu : return id reset : _ _ __ menu : return ch  ch   vol  vol +  3 2 1 6 5 4 9 8 7 100 0 enter vol  vol + id reset : _ _ __ menu : return id rese t : t v 1 2 menu : return or ch  ch  vol +  (id input screen) example tv 12 27f54 3 37 37  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm (rear connection terminals of tv) dvd camcorder tv game vcr (front connection terminals of tv) pull open the front door yellow : to video input terminal white   : to audio input (l) terminal red     : to audio input (r) terminal video l-audio-r ( mono ) av-2 in to video  output to audio output (l) to audio output (r) to video output to audio output (r) to audio output (l) to video output to audio output (l) to audio output (r) using the video and audio input terminals video equipment  connecting video equipment for playback of video material.  to view video material from external video equipment, make sure to connect the equipment properly to the input terminals on the tv set. connecting video device equipped with video output terminals connections 27F543  38 38  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm using the video and audio input terminals (continued)  to watch video material playback  press the remote  s  input  button to select the video input mode for the video equipment you wish to play .  the external video input mode will change as follows each time the  input  button is pressed.  when the av cables are connected to the video input 3 and component y, p b  and p r  terminals simultaneously, the component terminal has priority over the video terminal.  input mode can be selected by pressing either the  ch  a  on the tv remote control when the tv is set to the highest channel stored in memory, or by pressing the  ch  s  when it is set to the lowest channel.  when connecting video or audio equipment to the television, be sure that the power is turned off in order to prevent damage to either the television or the equipment being connected.  the s-video terminal has priority over the video terminal (in 1). when you wish to use video equipment connected to the video terminal (in 1), unplug equipment connected to the s-video terminal.  for detailed information on the connection and use of auxiliary equipment, refer to the instruction manuals of the equipment being used.  the connection cables/cords can be obtained from your local video store. air or cable input 1 (in 1) rear input 2 (in 2) front input 3 (component) (in 3) rear note: vcr (rear connection terminals of tv) to s-video output (when your video  equipment has an  s-video output terminal). to audio  output (l/r) to component video output terminals to audio output (l) to audio output (r) to video output video equipment with component  video (component color) output terminals (y, p b  and p r )   notes:  component terminals are dvd compatible, allows you to enjoy the highest quality playback image than the image from in 1 s-video terminal.  the in 1 s-video terminal is used to obtain a higher quality image by importing image signals.  the s-video terminal is for the video image only. to receive an audio signal, connect the audio cable to the in 1 audio terminals (left and right). 27f54 3 39 39  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm using the audio output terminals stereo amplifier speaker system to the audio input terminals  these terminals are used for connecting an external audio amplifier. the stereo/mono/ sap, volume, mute and fao functions can all be controlled via the television  s remote control or directly on the tv itself. these terminals relay the audio signal of all programs being displayed on the tv screen. (audio output terminals are located on the rear of the cabinet.) connections (rear connection terminals of tv) plug adapter pin jack/mini plug to the equipment being connected pin plug x 2 pin plug to the tv (1) before connecting the cables, turn on the tv and adjust the tv volume for a moderate listening level. (2) turn off the tv and connect the audio cables to the audio line output terminals on the tv. (3) turn the tv set and stereo amplifier on. (4) if you desire, you can turn off the sound of the tv  s internal speakers by accessing the tv  s audio select screen. see pages 13, 14 . (5) adjust the volume control on the stereo amplifier to a moderate listening level. (6) control of the audio can be adjusted using the audio controls (stereo/mono/sap, volume, mute and fao), from either the remote control, or directly from the tv set. note:  for detailed information on the connection and use of auxiliary equipment, refer to the operation manuals of the equipment being used.  when connecting monaural equipment to the audio input or output of this set, use an audio connection cord and plug adaptor as shown below.  when fao is set to   off  , we recommend you to keep the tv  s audio output level high for optimal sound quality.  (see page 13.) 27F543 40 40  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm 1 2 3 4 5 6 7 8 9 0 100 power tv dvd vcr menu mute pause flashback display input tv ?catv ?vcr ?dvd stop rec rew play ff ch/skip vol  ch  ch  vol + enter a b c d personal preference catv tv dvd vcr dvd/vcr power press to turn the vcr or dvd  on and off.  play   press to playback a tape or disc. rewind press to rewind a tape or   reverse a disc. for some vcrs    or dvds you may need to press     stop first, then rewind.   pause press to temporarily stop the  tape or disc during playback  or recording (vcr only).  press again to release pause. stop press to stop the tape or disc. remote keypad use to enter two-digit code numbers when identifying your  vcr, dvd and catv converter.  enter ff press to rapidly advance the  tape or disc. for some vcrs or  dvds, you may need to press  stop first, then ff. vcr channel up (    )/ down (    ) press to scan up or down through  channels on the vcr. record press to begin recording.  (vcr only) dvd skip press to jump forward to the  beginning of the next chapter/track,  or backward to the beginning of the  current chapter/track, and  automatically start to play that  chapter/track. operation of universal remote control  universal remote control with the purchase of your television set you also have received the latest innovation in remote control technology. with its easy-to-use push button keyboard, your remote can control your television set and most infrared remote controlled vcrs, cable tv converters and dvds as well. note:  depending on the model year produced, brand and type of vcr, cable tv converter and dvd, some models may not be compatible with the remote control.  some brands may not enable channel selection until the  enter  is pressed. in such case, try the following. example: when you select channel 24, (1) press  remote keypad  ?? (2) press  remote keypad  ?? (3) press  enter . for detailed information on the use of the cable tv converter box refer to their operating manuals.  using your remote with your tv after installing the batteries, set the  catv/ dvd-tv/vcr  on the remote to the tv position. (if you can change the channel of the tv by pressing  ch   a / s  on the remote control, it is in the tv position.)   identifying   vcrs, cable tv converters and dvds your remote control has been set at the factory to operate your tv and many remote controlled vcrs, cable tv converters and dvds. however, in some cases an easy one- time set-up step may be necessary before the remote will operate accessory vcrs, cable tv converters and dvds.  in this set-up step, the remote locates and memorizes the remote control transmitter code for the vcr, cable tv converters and dvds.  once ?dentified? the remote sends proper signals to operate your accessory.  this identifying step will not have to be repeated until power to the remote is interrupted due to a battery failure.  using your remote control with a vcr once you make certain the remote control has ?dentified your remote controlled vcr or dvd, the remote is ready to operate your unit. the various vcr or dvd function buttons on the remote will not operate your vcr or dvd if those features are not already found on your unit.  all vcr buttons will operate whether the remote is in tv or vcr modes.  for detailed information on the use of the vcr or dvd, refer to the operation manual of the vcr or dvd. 27F543 41 41  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm operation of universal remote control (continued)  how to identify a vcr the remote control may already be set to operate your vcr. try this initial check before going on to the following ?dentifying section. (1) slide  catv/dvd-tv/vcr  switch to vcr. (2) point the remote towards vcr and press power (dvd/vcr) . (3) does the remote turn the vcr on and off?  if yes, the remote is ready to operate the vcr and no further steps are needed.  if no, continue to the ?dentifying section. setting method refer to the following steps and list to quickly find the remote control code for your accessory vcr.  first look up your vcrs remote control code number before going through the setting method. (1) slide  catv/dvd-tv/vcr  switch to vcr. (2) press and hold down  display   and  ch  s  on your remote control. then release both buttons. (3) within 10 seconds after releasing  display and  ch  s  , enter your vcrs two-digit remote control code number using the  remote keypad   (refer to the list ).  the remote control is now ready to send commands to your vcr. some brands have more than one remote code listed, due to changes in the remote codes from early to later model years, or due to format differences (vhs/beta). in such cases, you may have to try more than one code to find the code your vcr accepts. note: depending on the model, year produced, brand, and type of vcr, some models may not be compatible with the remote control. display channel up ( a )/ down ( s ) dvd/vcr power remote keypad tv power akai audio dynamics broksonic canon capehart craig curtis mathis daewoo dbx dynatech emerson fisher funai ge goldstar hitachi instant replay jc penney jvc kenwood lloyds magnavox magnin marantz memorex minolta mitsubishi montgomery ward multitech nec panasonic pentax philco philips quasar rca realistic samsung sanyo scott sears sharp shintom sony sound design sylvania symphonic tatung teac teknika thomas tmk toshiba video concepts yamaha zenith 25, 26, 37 15, 22, 30 32 04 34 10, 31 04 34 15, 22, 30 29 21, 32, 35 09, 10, 11 28, 29 04 24 06 04 04, 06, 24, 30 15, 41, 42 14, 15 29 04, 05, 08 31 30 04, 10, 24, 29 06 17, 18, 39, 40 02, 43 29 15, 22, 30 04, 44, 45 05, 06 04, 05 04, 05, 08 04 06, 07, 33 01, 02, 10, 24 23, 31 14, 10 20 06, 11, 24 01, 02, 03 36 12, 13, 38 29 04, 05, 08 29 15 15, 29 27, 29 29 21 19, 20 30 15, 29, 30 16 vcr brand remote control code number 1 2 3 4 5 6 7 8 9 0 100 power tv dvd vcr menu mute flashback display input vol  ch  ch  vol + enter a b c d personal preference catv tv dvd vcr catv/dvd- tv/vcr 27f54 3   4 2 42  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm operation of universal remote control (continued) dvd/vcr power channel up ( a )/ down ( s ) catv/dvd- tv/vcr remote keypad denon jvc magnavox marantz mitsubishi panasonic philips pioneer proscan rca samsung sharp sony toshiba yamaha zenith 02 09 04 04 06 02 04 08 03 03 07 01, 10 05 04 02 04 dvd brand remote control code number  how to identify a dvd the remote control may already be set to operate your dvd. try this initial check before going on to the following ?dentifying section. (1) slide  catv/dvd-tv/vcr  switch to dvd. (2) point remote towards dvd and press  dvd/ vcr   power . (3) does the remote turn the dvd on and off?  if yes, the remote is ready to operate the dvd and no further steps are needed.  if no, continue to the ?dentifying section. setting method. refer to the following steps and list to quickly find the remote control code for your accessory dvd.  first look up your dvds remote control code number before going through the setting method. (1) slide  catv/dvd-tv/vcr  switch to dvd. (2) press and hold down  input  and  ch  s  on your remote control. then release both buttons. (3) within 10 seconds after releasing  input   and ch  s , enter your dvds two-digit remote control code number using  remote keypad (refer to the list).  the remote control is now ready to send commands to your dvd. note: depending on the model, year produced, brand, and type of dvd, some models may not be compatible with the remote control. tv power display input 1 2 3 4 5 6 7 8 9 0 100 power tv dvd vcr menu mute pause flashback display input stop rec rew play ff ch/skip vol  ch  ch  vol + enter a b c d personal preference catv tv dvd vcr 27F543 43 43  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140  x 215 mm operation of universal remote control (continued) 1 2 3 4 5 6 7 8 9 0 100 power tv dvd vcr menu mute pause flashback display input stop rec rew play ff ch/skip vol  ch  ch  vol + enter a b c d personal preference catv tv dvd vcr display remote keypad channel up ( a )/ down ( s ) catv/dvd- tv/vcr tv power  how to identify a cable converter setting method. refer to the following steps and list to quickly find the remote control code for your cable tv converter.  first look up your converters remote code number before going through the setting method below. (1) slide  catv /dvd-tv/vcr  switch to catv. (2) press and hold down  display   and  ch  s  on your remote control. then release both buttons. (3) within 10 seconds after releasing  display and  ch  s , enter your converters two-digit code number using  remote keypad  (refer to the list).  the remote control is now ready to send commands to your converter.  some brands have more than one remote code listed due to changes in the remote codes from early to later model years. in such cases, you may have to try more than one code to find the code your converter accepts. note: depending on the model, year produced, brand, and type of catv converter, some models may not be compatible with the remote control. anvision cable star eagle general instrument jerrold magnavox oak sigma panasonic philips pioneer randtek rca scientific atlanta sony viewstar zenith 07, 08 07, 08 08 04, 05, 15, 23, 24, 25, 30, 36 04, 05, 15, 23, 24, 25 30, 36 07, 08, 19, 25, 28, 29, 32, 33, 40, 41 18 27, 39 07, 08, 19, 26, 28, 29, 32, 33, 40, 41 18, 20 07, 08 27, 43 03, 22, 42 44 07, 08, 19, 26, 28, 29 32, 33, 40, 41 14 catv converter brand remote control code number 27F543  44 44  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140mm x 215mm before calling for service check these items and see if you can correct the trouble with a slight adjustment of the controls. quick service check list possible remedy try a new channel, if ok, then there is a possible station trouble. is tv plugged in? power at outlet? is tv? power button on? is antenna connected to terminal on the back of the set? if outside antenna is being used, check for broken wire. check for local interference or external electrical noise. turn off the power and then turn it on after about a minute. adjust color control. adjust picture control. check external video/audio products: look for loose/broken connection leads. (refer to pages 38?0) check batteries of remote control. slide catv/dvd-tv/vcr select switch to tv position. are audio cables connected firmly? check the volume level. is speaker on? see pages 13, 14 . change closed caption mode to ?ff?energy save mode to ?ff? unplug the tv and plug it in again after 2 minutes or longer. xxxx xxx x xxxxxxx xx x x xx xxxx x xxxxxx x xx x x x xxxxx x xxxxxx x xx x xxxxxx xx x x x x x x x xx x xxx xxxx x xxxxx x x xx x xxx x x x x x x xx x xx xx x x x x xxxxx x xxxxxx x xx x xxxxxx x x xxxxxxxx x x xxxxxxxx x xxx x xxx x x xx xxxxx x xxxx xxx xx x xx x xxxx x xxxxxxxx x x xx x xxxx x xxxxxxxx x x x x xxxxx x xxxxxx x xx x x xxxxx x xxxxxx x xx x x x xxxxx x xxxxxxx x xx xx x xx xx x x xxx xxxx x x problem no playback of vcr and disc player no picture or sound from external video/audio products remote control doesn? work bars on screen picture distorted picture rolls vertically no color poor reception on some channels weak  picture lines or streaks in picture ghosts in picture picture blurred sound ok, picture poor picture ok, sound poor no picture or sound dark and blank picture external electrical noise interfering with tv? operation color on part of the screen appears distorted (dark and blank picture) note:  if no text broadcast is being received while viewing in the text mode, the screen may become dark and blank for some programs. should this occur, switch the closed caption mode to ?ff? for location of the nearest sharp authorized servicer, or to obtain product literature accessories, supplies, or customer assistance, please call 1-800-be-sharp. calling for service 27F543  45 45    www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140mm x 215mm specifications 27F543 46 model   27f 543 receiving system ntsc stereo broadcast mts/sap reception channels air vhf 2-13 ch uhf 14-69 ch catv 1-125 ch channel tuning 181-channel reception pll tuning system antenna input impedance vhf/uhf 75 ohm unbalanced screen size 27? diagonally measured terminals audio/video input x 3 (front x 1, rear x 2) s-video input x 1 (rear) component-in x 1 (rear) audio output x 1 (rear) antenna x 1 (rear) sound output 5 w (rms) x 2 power source ac 120 v, 60 hz p o w er consumption   13 0  w dimensions 29  31 / 32 ? (w) x 23  9 / 16 ? (h) x 20  17 / 64 ? (d) [(w) x (h) x (d)] mm [761 mm (w) x 598.5 mm (h) x 515 mm (d)] weight (approx.) 91.9 lbs. (41.7 kg)  design and specifications are subject to change without notice. 46  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140mm x 215mm lea estas instrucciones cuidadosamente y cons?rvelas a la mano para consultarlas en el futuro. importante s?rvase anotar el modelo del televisor y los n?meros de serie en el espacio provisto, para ayudar a reportar en caso de p?rdida o robo. los n?meros est?n ubicados en la parte posterior del televisor. n de modelo : n de serie : (espa?ol) informacin importante existen dos razones importantes para registrar dentro del plazo l?mite la garant?a de su nuevo televisor sharp, mediante la tarjeta de registro incluida con el aparato. primera C garanta garantiza al cliente la recepci?n inmediata de todas las prestaciones de consumidor en cuanto a piezas, servicio t?cnico y mano de obra aplicable a su adquisici?n. segunda C acta de seguridad de productos de consumidor con el fin de garantizar al cliente la recepci?n puntual de cualquier notificaci?n de seguridad sobre inspecci?n, modificaci?n o cancelaci?n que se le pueda solicitar a sharp bajo el acta de seguridad de productos de consumidor de 1972. lea cuidadosamente la clusula ?arant  a limitada de la ltima  p?ina. advertencia : para reducir el riesgo de incendio o descarga elctrica, no exponga este aparato a la humedad. precaucin :   para reducir el riesgo de descargas el ? ctricas, no retire la cubierta (ni el panel posterior). no contiene piezas reparables por el usuario. solicite asistencia t ? cnica a personal de servicio t ? cnico especializado. el rel ? mpago con cabeza de flecha dentro de un tri ? ngulo trata de indicar al usuario que las partes dentro del producto representan riesgo de electrochoque para las personas. el signo de exclamaci ? n dentro de un tri ? ngulo trata de indicar al usuario que las instrucciones importantes de operaci ? n y servicio se encuentran en los documentos con el aparato.  nota para el instalador del sistema de tv por cable: esta nota tiene el prop ? sito de llamar la atenci ? n del instalador del sistema de cable acerca del art ? culo 820-40 del c ? digo el ? ctrico nacional, que contiene las directrices para la puesta a tierra  y, en particular, especifica que el cable de puesta a tierra debe estar conectado al sistema de puesta a tierra del edificio lo m ? s cerca a la entrada del cable.  advertencia -  las normas de la fcc establecen que cualquier cambio o modificaci ? n no autorizada que se realice en este equipo y que no est ?  expresamente aprobado por el fabricante podr ? a anular la autoridad del usuario para utilizar este equipo. desecho del producto este producto utiliza un tubo de rayos cat ? dicos (trc) que contiene soldadura de esta ? o y plomo. el desecho de estos materiales deber ?  ser considerando regulaciones ambientales. para obtener informaci ? n sobre el desecho o el reciclado, p ? ngase en contacto con las autoridades locales o con electronics industries alliance: www.eiae.org 27F543  47 47  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140mm x 215mm informacin importante  (continuacin) precaucin:  no coloque el cable de alimentaci ? n de ca debajo del televisor u otro elemento pesado.  para impedir un incendio, no ponga nunca ning ? n tipo de vela o llama al descubierto encima o cerca del televisor.  para impedir un incendio o una descarga el ? ctrica, no exponga este aparato al goteo ni a las salpicaduras. tampoco deber ? n ponerse encima de los productos objetos llenos de l ? quidos como, por ejemplo, floreros. medidas de seguridad importantes precaucin :  lea por favor todas estas instrucciones antes de poner en funcionamiento su televisor, y gurdelas para poder utilizarlas en el futuro. la energ ? a el ? ctrica permite realizar muchas funciones  ? tiles. este aparato ha sido dise ? ado y fabricado para garantizar su seguridad f ? sica. sin embargo, una utilizaci  n inapropiada podr  a ser la causa de descargas el ? ctricas o incendios. para mantener el buen funcionamiento de este equipo y evitar problemas, siga las normas b ? sicas indicadas a continuaci ? n cuando lo instale, utilice o repare. 1. desenchufe el televisor del tomacorriente antes de limpiarlo. 2. no utilice l ? quidos ni aerosoles de limpieza. para limpiar el televisor utilice un pa ? o h ? medo. 3. no utilice accesorios que no los recomiende el fabricante del televisor porque podr ? an causar peligros. 4. no utilice el televisor cerca del agua    por ejemplo, cerca de una ba ? era, lavado, fregadero o lavadora, en un s ? tano h ? medo, cerca de una piscina, etc. 5. no utilice este televisor sobre un carrito, un soporte o una mesa inestables. el televisor podr ? a caerse causando ser ? as heridas a ni ? os o adultos, y, por supuesto, el aparato se estropear ? a. ponga el televisor solamente sobre un carrito o soporte recomendado por el fabricante, o vendido junto con el televisor. 6. la combinaci ? n de carrito y televisor debe moverse con mucho cuidado. las paradas r ? pidas, la fuerza excesiva y las superficies irregulares pueden ser la causa de que la combinaci ? n de televisor y carrito se volteen. 7. cuando instale el televisor en una pared o en una estanter ? a siga las instrucciones del fabricante, y utilice el kit de montaje aprobado por el fabricante. 8. las ranuras y aberturas de la caja y del panel posterior o inferior sirven para la ventilaci ? n del aparato,  para que  ? ste funcione bien y para evitar que se caliente. estas aberturas no deben taparse nunca. este televisor no debe colocarse en un lugar cerrado (como un estante para libros) si  ? ste no dispone de la ventilaci ? n apropiada. 9. las aberturas no deben taparse nunca con un pa ? o u otro material; y las aberturas del panel inferior no deben taparse tampoco colocando el televisor sobre una cama, sof ? , alfombra u otra superficie similar. este televisor no debe ponerse nunca cerca o encima de un radiador u otro aparato que produzca calor. 10. este televisor s ? lo debe funcionar con la fuente de corriente indicada en la etiqueta del fabricante. si no est ?  seguro acerca del tipo de corriente de su hogar, p ? ngase en contacto con el concesionario de quien adquiri ?  el televisor o con la compa ?? a el ? ctrica local. en el caso de equipos de televisi ? n dise ? ados para funcionar con bater ? as, consulte las instrucciones de uso. 11. como medida de seguridad, el equipo de televisi ? n est ?  equipado con un enchufe polarizado de dos hilos. el enchufe polarizado de dos hilos solamente calza de una sola manera en el tomacorriente. si el enchufe no entra en el tomacorriente, p ? dale a un electricista que le coloque un tomacorriente nuevo. no modifique el enchufe porque anular ?  esta caracter ? stica de seguridad. 12. no permita que se apoye nada sobre el cable de alimentaci ? n. no ponga este televisor donde el cable pueda ser deformado por personas que caminen sobre  ? l. 27f54 3   4 8 48  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140mm x 215mm medidas de seguridad importantes  (continuacin) 13. cumpla con todos los avisos y las instrucciones marcados en el televisor. 14. si se conecta una antena exterior al televisor, aseg ? rese de que el sistema de antena est ?  conectado a tierra para obtener cierta protecci ? n ante los aumentos de voltaje y la acumulaci ? n de cargas est ? ticas. la secci ? n 810 del c ? digo el ? ctrico nacional ofrece informaci ? n relacionada con la conexi ? n a tierra correcta del poste y la estructura de apoyo, la conexi ? n a tierra del cable de entrada a una unidad de descarga, el tama ? o de los conductores de conexi ? n a tierra, la ubicaci ? n de la unidad de descarga de antena, la conexi ? n a los electrodos de conexi ? n a tierra, y los requisitos para el electrodo de conexi ? n a tierra. 15. para proteger a ? n m ? s este televisor durante tormentas el ? ctricas o cuando se deje sin atender y sin utilizar durante largos periodos de tiempo, desenchufe el cable de alimentaci ? n del tomacorriente y desconecte la antena. esto evitar ?  que el aparato pueda estropearse debido a los rel ? mpagos y la sobretensi ? n en la l ? nea de alimentaci ? n. 16. un sistema de antena exterior no debe ubicarse cerca de l ? neas de alimentaci ? n elevadas, ni cerca de luces el ? ctricas o circuitos de alimentaci ? n. tampoco debe ubicarse donde pueda caer sobre tales l ? neas o circuitos de alimentaci ? n. cuando instale un sistema de antena exterior, tenga much ? simo cuidado para no tocar las l ? neas o circuitos de alimentaci ? n porque el contacto podr ? a causar un accidente mortal. 17. no sobrecargue los tomacorrientes ni los cables de extensi ? n porque esto podr ? a causar un incendio o descarga el ? ctrica. 18. no meta nunca ning ? n objeto en el interior del televisor porque podr ? a tocar piezas con alta tensi ? n o causar un cortocircuito con otras piezas causando un incendio o descarga el ? ctrica. no derrame nunca ning ? n tipo de l ? quido sobre el televisor. 19. no trate de reparar el televisor usted mismo porque al abrir o quitar las tapas podr ? a exponerse a una descarga de tensi ? n u otros peligros. las reparaciones debe realizarlas el personal de servicio calificado. 20. desenchufe este televisor del tomacorriente y solicite el servicio de un t ? cnico calificado cuando se produzcan las condiciones siguientes: a. cuando el cable de la alimentaci ? n o el enchufe est ? n estropeados. b. cuando haya derramado un l ? quido sobre el televisor. c. si el televisor ha quedado expuesto a la lluvia o al agua. d. si el televisor no funciona normalmente siguiendo las instrucciones de utilizaci ? n. ajuste solamente los controles indicados en las instrucciones de utilizaci ? n. un ajuste inadecuado de otros controles podr ? a estropear el aparato y, entonces, ser ? a necesario acudir a un t ? cnico calificado para que ? ste lo repare y lo devuelva a su condici ? n normal. e. si el televisor se ha ca ? do o la caja se ha estropeado. f. cuando las prestaciones del televisor cambien considerablemente ser ?  necesario llamar al servicio de reparaciones. 21. al finalizar cualquier servicio o reparaci ? n de este televisor, pida al t ? cnico de servicio que realice comprobaciones de seguridad rutinarias para determinar si el televisor puede funcionar sin causar ning ? n problema. 22. cuando sea necesario cambiar piezas, cerci ? rese de que el t ? cnico de servicio utiliza las piezas de cambio especificadas por el fabricante, aquellas que tengan las mismas caracter ? sticas que las piezas originales. las piezas de recambio no autorizadas pueden causar incendios, descargas el ? ctricas u otros peligros. 27F543  49 49  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140mm x 215mm  nombres de los componentes (espa?ol) panel delantero referencia r?pida de los controles de operaci?n canal superior/inferior ( a ) selecciona el siguiente canal superior. ( s ) selecciona el siguiente canal inferior. terminales de entrada  video/audio sensor de control remote alimentacion (power) pulsando    enciende (on). pulsando nuevamente    apaga (off). menu (menu) pulsando    accede al menu principal. pulsando nuevamente    sale del menu principal. por dentro de la puerta aumento/disminucion del volumen (vol) ( k ) aumenta el sonido. ( l ) disminuye el sonido. nota:  las ilustraciones del televisor y del mando a distancia, y las indicaciones en pantalla, de este manual pueden diferir de su aspecto real. para abrir la puerta utilizando el saliente situado debajo de la indicaci?n ?ull-open? tire de la puerta y lev?ntela para abrirla. para cerrar la puerta utilizando el saliente, baje la puerta hasta que se cierre. precauci ? n:  cuando abra o cierre la puerta, no inserte los dedos en la ranura entre la puerta y el panel frontal.  esto podr?a producirle una lesi?n. terminales de v?eo componente terminales in 3 (v?eo/audio) terminales in 1 (v?eo/audio) terminales line out (audio) terminal in 1 (s-video) panel posterior terminal de entrada de antena/tv por cable 27f54 3   5 0 in 2 50  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140mm x 215mm 1 2 3 4 5 6 7 8 9 0 100 power tv menu mute pause flashback display input tv ?catv ?vcr ?dvd stop rec rew play ff ch/skip vol  ch  ch  vol + enter a b c d personal preference dvd vcr catv tv dvd vcr nota:  los botones que arriba pueden verse sombreados en el control remoto lucen en la oscuridad. para usar el visor del control remoto que luce en la oscuridad, colocarlo  bajo una luz fluorescente u otra fuente luminosa.  el material fosforescente no contiene elementos radiactivos ni t?xicos, de modo que su uso no representa ning?n peligro.  el grado de iluminaci?n variar? de acuerdo con la potencia de la luz utilizada.  el grado de iluminaci?n ir? decayendo con el tiempo y dependiendo de la temperatura.  el tiempo necesario para cargar el visor fosforescente variar? de acuerdo con la iluminaci?n circundante.  la luz del sol y la luz fluorescente son las m?s eficaces para la carga del visor.  las ilustraciones del televisor y del mando a distancia, y las indicaciones en pantalla, de este manual pueden diferir de su aspecto real. ventanilla del transmisor de infrarrojos visualizacion (display) pulsando    aparece el canal de recepci?n por cuatro segundos. pulsando nuevamente    elimina la visualizaci?n.  en el modo de ?losed caption se muestra el canal de recepci?n por un corto tiempo. entrada (input) pulsando    cambia al modo de entrada 1 del v?deo externo. pulsando 2 veces    cambia al modo de entrada 2 del v?deo externo. pulsando 3 veces    cambia al modo de entrada 3 del v?deo externo o al modo component. pulsando 4 veces    vuelve al modo tv original. consulte la p?gina 39. introducir (enter) se utiliza en algunos casos en los cuales una caja de inversor de cable requiere una orden ?nter despu?s de seleccionar los canales, al usar el teclado a distancia. (consulte la p?gina 41) canal superior/inferior (channel up/down) ( a ) selecciona el siguiente canal superior. ( s ) selecciona el siguiente canal inferior.  consulte las p?ginas  28?0 para  obtener informaci?n sobre el preajuste de canales.  en el modo de menu, mueve la marca ? e  ? silenciamiento (mute) pulsando    silencia el sonido. pulsando nuevamente    restaura el sonido.  cuando se silencia el sonido, closed caption aparece si se encuentra dis- ponible. controles del dvd/video consulte la p?gina 41. alimentacion (power) pulsando    enciende (on). pulsando nuevamente    apaga (off). teclado a distancia (remote keypad) para tener acceso a cualquier canal  empleando las teclas. retorno al canal anterior (flashback) para volver al canal anterior. preferencias personales con los botones personal preference puede programar sus programas favoritos utilizando las cuatro categor?as a, b, c y d. puede acceder a los canales r?pidamente utilizando estos botones. (consulte la p?gina 3 3) aumento/disminucion del volumen (volume up/down) ( k ) aumenta el sonido. ( l ) disminuye el sonido.  cambia o selecciona los ajustes de tv en la visualizaci?n en pantalla. preparacion (menu) pulsando    accede al menu principal. pulsando nuevamente    sale del menu principal. botones catv/dvd-tv/vcr mode en la posici?n tv/vcr, las se?ales enviadas ser?n para el control del televisor y de la videograbadora. en la posici?n catv/dvd, las se?ales enviadas ser?n para el control del convertidor de tv por cable y de la reproductor de dvd. 27f54 3   51 ref erencia r ? pida de los contr oles de operaci ? n funciones b ? sicas del control remoto referencia r ? pida de los controles de operaci ? n 51  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140mm x 215mm antes de llamar al servicio de reparaciones verifique estos puntos para ver si usted mismo puede solucionar el problema. (imagen oscura y en blanco) nota:  cuando se ve en modo texto sin recibir emisiones de texto, la pantalla puede ponerse en blanco y negro. si ocurriera esto, ponga el modo closed caption en off. solicitud de servicio t ? cnico para la localizaci?n del servicio t?cnico autorizado de sharp m?s pr?ximo o para conseguir material de informaci?n, repuestos o asistencia t?cnica, llame a 1-800-be-sharp. xxxx xxxxxxxxxxx xx x x xx xxxxxxxxxxx x xx x x x xxxxxxxxxxxx x xx x xxxxxx xxx x x x x x x xx x xxx xxxxxxxxxx x x xx x xxx x x x x x x xx x xx xx x x x x xxxxxxxxxxxx x xx x xxxxxx x xxxxxxxxx x x x x xxxxxx x xx x x xxx x x xx xxxxxxxxxx xxx xx x xx x xxxxxxxxxxxxx x x xx x xxxxxxxxxxxxx x x x x xxxxxxxxxxxx x xx x x xxxxxxxxxxxx x xx x x x xxxxxxxxxxxxx x xx xx x xx xx x x xx x xxxx x x posible soluci  n pruebe con otro canal y si  todo est? bien, el problema puede ser de la emisora. est? conectado el televisor? llega electricidad al tomacorrientes? est? conectado el interruptor del televisor? est? conectado la antena al terminal del panel posterior del televisor? si utiliza una antena exterior, cerci?rese de que el cable no est? da?ado. compruebe si hay interferencia local. desconecte el interruptor power y vuelva a conectarlo despu?s de transcurrir un minuto. ajuste el control de color. ajuste el control de matiz. verifique los productos externos de video/audio, revise si hay fugas de conexiones sueltas o rotas. compruebe el estado de las pilas del mando a distancia. deslice catv/dvd-tv/vcr selector para situarlo sobre la posici?n tv. est?n bien conectados los cables de sonido? compruebe el nivel del volumen. est? conectado el altavoz? desactive (off) el modo closed caption / desactive (off) el modo ahorro de energ?a (energy save). desenchufe el televisor y vuelva a enchufarlo despu?s de dos minutos o m?s. lista de comprobaciones de servicio rapido problema el v?deo o el reproductor de discos de video no reproducen im?genes el equipo de video/audio externo no produce im?genes ni sonido el mando a distancia no funciona barras en la pantalla imagen distorsionada la imagen se desplaza verticalmente no hay color mala recepci?n de algunos canales imagen d?bil franjas en la imagen imagen fantasma imagen borrosa sonido adecuado, imagen mala imagen adecuada, sonido malo no hay imagen ni sonido imagen oscura y en blanco interferencia de ruido el?ctrico externo con el funcionamiento del televisor el color se ve distorsionado en par te de la pantalla 27f54 3 52 52    www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140mm x 215mm lisez attentivement ces instructions et gardez-les  proximit pour toute rfrence ultrieure. important afin de vous aider en cas de perte ou de vol, inscrivez les numros de srie et de modle du tlviseur dans les espaces fournis  cet effet. ces numros sont situs  larrire du tlviseur. n du modle : n de srie : (fran?ais) informations importantes deux raisons importantes denregistrer rapidement la garantie de votre nouveau tlviseur sharp  laide de la carte denregistrement (registration card) incluse dans le colis : la premiere C la garantie grace  elle, vous obtiendrez immdiatement les avantages client concernant la garantie des pices, du service et des travaux applicable  votre achat. la deuxieme C la loi sur la securite du produit de consommation (consumer product safety act) grace  elle, vous recevrez rapidement un avis de scurit lors du contr?le, de la modification ou du rappel de votre produit que sharp peut tre amen  fournir conformment  la loi de 1972 sur la scurit du produit de consommation. lisez attentivement le paragraphe ?garantie limitee? de la dernire page. avertissement: pour reduire le risque dincendie ou delectrocution, nexposez pas cet equipement a des endroits tres humides. attention :   pour reduire le risque delectrocution, ne retirez pas le capot (ou le panneau arriere). lappareil ne contient aucune piece a entretenir par lutilisateur. consultez un personnel qualifie pour la maintenance. le symbole de la foudre sous forme de flche dans un triangle est suppos indiquer  lutilisateur que les pices internes au produit constituent un risque dlectrocution. le symbole du point dexclamation dans un triangle est suppos indiquer  lutilisateur que des instructions de fonctionnement et de maintenance importantes se trouvent dans la documentation fournie avec lquipement. note  lintention de linstallateur du systme catv : ce rappel est fourni afin dattirer lattention de linstallateur de systme catv sur larticle 820-40 du national electrical code qui indique les rgles de mise  la terre approprie et, en particulier, spcifie que la ligne de terre doit tre connecte au rseau commun de mise  la terre du batiment, au point le plus proche possible de la source. avertissement -  les rglementations fcc tablissent que des changements ou des modifications non autoriss sur cet quipement et non approuvs expressment par le fabricant peuvent annuler tout pouvoir de lutilisateur sur le fonctionnement de cet quipement. mise au rebut du produit ce produit utilise un tube  rayons cathodiques (trc) contenant du plomb  braser et du brasage tendre. la mise au rebut de ces matires peut tre rglemente pour des raisons environnementales. pour toute information sur la mise au rebut ou le recyclage, contactez les autorits locales ou les prcautions importantes prconises par la socit electronics industries alliance sur : www.eiae.org. 27F543  53 53  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140mm x 215mm informations importantes  (suite) attention: ? ne placez pas le cordon dalimentation sous le tlviseur ou sous tout autre objet lourd. ? ne placez pas de bougies ni de flammes nues sur le tlviseur ou  sa proximit, afin dviter les incendies. ? veillez  ne pas clabousser ni faire tomber de leau sur ces appareils afin dviter les incendies ou les lectrocutions. ne placez jamais dobjets remplis de liquide, comme des vases, sur ces appareils. prcautions importantes attention :  veuillez lire toutes ces instructions avant dutiliser votre tlvision et conservez- les pour un usage ultrieur. lnergie lectrique peut excuter de nombreuses fonctions utiles. cet appareil a t con?u et fabriqu de fa?on  garantir votre entire scurit. cependant, toute utilisation inadequate peut entrainer des risques delectrocution ou dincendie. afin de ne pas dtruire les protections intgres  cet appareil, respectez les rgles de base suivantes pour son installation, son utilisation et sa maintenance. 1. dbranchez la tlvision avant de la nettoyer. 2. nutilisez pas de nettoyants liquides ou darosols et utilisez un chiffon humide. 3. nutilisez pas daccessoires dconseills par le fabricant de matriel vido, car ils impliquent des risques. 4. nutilisez pas cette tlvision  proximit deau  par exemple, prs dune baignoire, dun lavabo, dun vier ou dun bac  laver, dans une cave humide ou prs dune piscine, etc. 5. ne placez pas cet quipement sur un chariot, un support ou une table instable. la tlvision peut tomber et provoquer de graves lsions  toute personne et causer de srieux dommages  lquipement.  utilisez uniquement un support ou un chariot recommand par le fabricant ou vendu avec la tlvision. 6. lensemble tlvision-chariot doit tre dplac dlicatement. les arrts brusques, une force excessive et des surfaces ingales peuvent renverser lensemble. 7. linstallation au mur ou sur une tablette doit tre ralise conformment aux instructions du fabricant et  laide dun kit de montage approuv par ce dernier. 8. les fentes et les ouvertures du chassis  larrire ou dans la partie infrieure sont prvus pour la ventilation. pour garantir un fonctionnement fiable de la tlvision et pour la protger de toute surchauffe, ces ouvertures ne doivent tre ni obtures, ni recouvertes. la tlvision ne doit pas tre place dans un endroit encastr tel quune bibliothque, sauf si une ventilation adquate est prvue. 9. les ouvertures ne doivent jamais tre recouvertes par un chiffon ou autre et celles de la partie infrieure ne doivent jamais tre obtures si vous placez la tlvision sur un lit, un sofa, un tapis ou toute surface similaire. cette tlvision ne doit tre place ni  proximit dun radiateur ou dun registre de chaleur, ni dessus. 10. cette tlvision doit tre alimente uniquement par le type dalimentation lectrique indiqu sur ltiquette. si vous ntes pas s?r du type dalimentation de votre domicile, consultez votre revendeur de tlvision ou la compagnie dlectricit locale (edf en france). pour la tlvision con?ue pour fonctionner sur batterie, reportez-vous au mode demploi. 11. du point de vue de la scurit, la tlvision est quipe dune fiche polarise  2 fils (une lame plus importante que lautre). la fiche polarise  2 fils ne pntre dans la prise lectrique que dans un seul sens. si la fiche ne correspond pas  la prise, demandez  votre lectricien de remplacer la prise, elle doit tre obsolte. ne modifiez pas la fiche et ne dsactivez pas cette fonction de scurit. 12. ne posez rien sur le cordon dalimentation. ne placez pas la tlvision dans un emplacement o le cordon dalimentation est susceptible dtre endommag par le passage rpt de personnes. 27F543  54 54  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140mm x 215mm prcautions importantes  (suite) 13. respectez tous les avertissements et instructions mentionns sur la tlvision. 14. si une antenne extrieure est raccorde  la tlvision, veillez  ce que le systme dantenne soit reli  la terre de fa?on  fournir une protection vis--vis des pousses de tension et des charges lectrostatiques accumules. la section 810 du national electrical code fournit des informations relatives  une mise  la terre correcte de la potence et de la structure portante,  une mise  la terre du fil dentre  une unit de dcharge dantenne, aux dimensions des conducteurs de terre,  lemplacement de lunit de dcharge dantenne, au raccordement des prises de terre ainsi qu leurs exigences. 15. pour tout ajout de protection  votre tlvision en cas de foudre ou lorsque elle reste en veille et inutilise pendant de longues priodes, dbranchez-la et dconnectez lantenne. vous viterez ainsi des dommages  votre quipement suite  la foudre et des pousses de tension. 16. un systme dantenne extrieure ne doit pas tre situ  proximit de lignes ariennes ou dautres groupes lectrognes ou circuits lectriques ou dans des emplacements o lantenne pourrait tomber sur ce type de lignes ou circuits. lors de linstallation dun systme dantenne extrieure, faites extrmement attention  ne pas entrer en contact avec ces lignes ou circuits, car cela pourrait vous tre fatal. 17. ne surchargez pas les prises et les prolongateurs de ligne afin dviter tout risque dincendie ou dlectrocution. 18. nintroduisez jamais dobjets  travers les fentes du chassis, car ils pourraient entrer en contact avec des points de tension dangereux ou des pices court-circuites et provoquer ainsi un incendie ou une lectrocution. ne rpandez jamais de liquides sur la tlvision. 19. nessayez pas de rparer vous-mme votre tlvision. louverture ou le retrait des capots peut vous exposer  une tension dangereuse ou  dautres risques. confiez toutes les oprations de maintenance  un personnel qualifi. 20. lorsque vous tes confront aux situations suivantes, dbranchez la tlvision et confiez toutes les oprations de maintenance  un personnel qualifi : a. lorsque le cordon dalimentation ou la fiche est endommag ou effiloch ; b. si du liquide a t rpandu sur/dans la tlvision ; c. si la tlvision a t expose  la pluie ou  leau ; d. si la tlvision ne fonctionne pas normalement mme en respectant le mode demploi. rglez uniquement les commandes abordes par le mode demploi. des rglages inappropris dautres commandes peuvent occasionner des dommages et ncessiteront ensuite, dans la plupart des cas, une intervention plus importante dun technicien qualifi pour que la tlvision fonctionne normalement ; e. si la tlvision a t renverse ou que le chassis est endommag ; f. lorsque la tlvision prsente une altration visible des performances  cela indique un besoin de maintenance. 21. pour toute maintenance ou rparation de la tlvision, demandez au technicien de raliser des contr?les de scurit classiques afin de dterminer si la tlvision est en bon tat de marche. 22. lorsquun remplacement de pices se rvle ncessaire, veillez  ce que le technicien utilise des pices de rechange spcifies par le fabricant et quelles aient les mmes caractristiques que la pice dorigine. des remplacements non autoriss peuvent occasionner un incendie, une lectrocution ou dautres risques. descente  dantenne unit de dcharge  dantenne (nec section 810-20) conducteurs de terre (nec section 810-21) colliers de mise  la terre lectrode de terre de  la compagnie dlectricit (nec art. 250, partie h) bo?tier de  la compagnie  dlectricit nec C code national de llectricit collier de mise   la terre exemple de mise    la terre dune antenne  selon le code national de llectricit 27F543  55 55  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140mm x 215mm  nomenclature (fran?ais) panneau avant r?f?rence rapide sur les commandes canal haut/bas ( a ) s?lectionne le canal sup?rieur  suivant. ( s ) s?lectionne le canal inf?rieur pr?c?dent. augmentation/r?duction du volume sonore (vol) ( k ) pour augmenter le volume du son. ( l ) pour diminuer le volume du son. prises d?ntr?e vid?o/audio alimentation (power) appuyer    pour mettre sous tension. appuyer de nouveau    pour mettre hors tension. capteur de t?l?commande r?lage  (menu) appuyer    pour mettre sous tension. appuyer de nouveau    pour mettre hors tension. derriere le volet remarque:  les illustrations du t?l?viseur et de la t?l?commande ainsi que les affichages ? l?cran dans ce mode d?mploi diff?rent de la r?alit?. pour ouvrir le volet a l?ide de la saillie situ?e sous l?ndication "pull-open", tirez et soulevez pour ouvrir le volet. pour fermer le volet a l?ide de la saillie, rabaissez le volet jusqu? ce qu?l se ferme. attention:  lors de l?uverture ou de la fermeture du volet, n?ntroduisez pas les doigts dans la fente entre la porte et le panneau avant sous peine de provoquer un accident. panneau arri ? re prise d?ntr?e antenne/c?le prises pour appareil vid?o prises d?ntr?e in 3 (vid?o- audio) prises d?ntr?e in 1 (vid?o- audio) prises audio line out prises d?ntr?e in 1 (s-vid?o) 27f54 3  56 in 2 56  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140mm x 215mm 27F543   57  nomenclature (fran?ais) r?f?rence rapide sur les commandes 1 2 3 4 5 6 7 8 9 0 100 power tv menu mute pause flashback display input tv ?  catv ?  vcr ?  dvd stop rec rew play ff ch/skip vol  ch  ch  vol + enter a b c d personal preference dvd vcr catv tv dvd vcr fonctions de base de la tlcommande fen tre d mission du signal infrarouge affichage (display) appuyer pour afficher le canal re ? u pendant quatre secondes. appuyer de nouveau pour faire dispara ? tre le canal. ? pour afficher temporairement le canal re? u en mode sous-titres. entre (input) appuyer    pour s  lectionner le mode entre 1 vid o externe. appuyer 2 fois    pour slectionner le mode entre 2 vid o externe. appuyer 3 fois    pour s  lectionner le mode entr e 2 vid o externe ou le mode composant. appuyer 4 fois    pour revenir au mode tv initial. voir page 39. entrer (enter) parfois utilis  e lorsqu un convertisseur ncessite lintroduction dune commande  enter  apr s la s lection de canaux   l aide du pav  num  rique de commande   distance. (voir page 39) touches des canaux croissant/ d croissant (channel up/down) ( 8 )s  lectionne le canal sup rieur suivant. ( 9 )s  lectionne le canal inf  rieur pr  ced nt. ?  voir pages 29 ~ 31 pour pr  r  gler les canaux. ? dplace le curseur    a    sur l cran du menu. sourdine (mute) appuyer    mise en sourdine du son. appuyer de nouveau    r  tablissement du son. ? closed caption appara ? t lorsque le son est mis en sourdine. commande du lecteur de dvd/ magn  toscope voir page 41. remarque: ? les boutons ombrs de la tlcommande illustrs ci-dessus brillent dans l obscurit lorsque la tlcommande a t plac e sous une ampoule fluorescente ou toute autre source lumineuse. ? le mat riau phosphorescent n est absolument pas toxique ou radioactif. il peut donc  tre utilis en toute s curit. ? le degr  d illumination variera en fonction de lintensit de la source d clairage. ? le degr  d illumination diminuera avec le temps, en fonction de la temp rature. ? le temps requis pour charger les touches phosphorescentes d  pendra de l clairage environnant. ? les rayons directs du soleil et les luminaires fluorescents constituent les meilleures sources de chargement des touches phosphorescentes. alimentation (power) appuyer pour mettre sous tension. appuyer de nouveau pour mettre hors tension. pave numerique de commande a distance (remote keypad) s lectionne directement le canal voulu sur le pav   num  rique. retour (flashback) rappelle le canal regard prcdent. preferences personnelles grace aux touches de prfrence personnelle, vous pouvez programmer vos programmes pr frs  laide des 4 cat gories: a, b, c et d. ces touches vous permettent dacc der rapidement  ces canaux. (voir page 33) augmentation/r duction du volume sonore (volume up/down) (+) pour augmenter le volume du son. (C ) pour diminuer le volume du son. ? pour changer ou s lectionner les rglages du tl viseur en mode menu. r glage (menu) appuyer    acc  s au menu principal. appuyer de nouveau    sortie du menu principal. s  lecteur de mode de ca blovision/dvd-tlvision/ magn  toscope (catv/dvd-tv/vcr) en position tlvision/magntoscope (tv/vcr), permet de mettre le t lviseur et le magntoscope sous/hors tension et de slectionner ses canaux (touche de canaux en ordre croissant/dcroissant et daccs direct). en position ca blovision/dvd (catv/dvd), permet de mettre un convertisseur de t lviseur par ca ble et un lecteur de dvd sous/hors tension et de slectionner ses canaux. 57  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140mm x 215mm avant d  appeler un r ? parateur v?rifier les points suivants afin de d?terminer s?l est possible de rem?dier au probl?me par un simple r?glage des commandes. (image sombre et vide) remarque:  en mode texte, s?l n? a pas d?mission texte ? recevoir, l?cran du t?l?viseur pourrait ?tre sombre et vide. dans ce cas, placer le mode sous-titrage hors service. pour conna?tre l?mplacement du centre de service apr?s-vente agr?? sharp le plus proche ou pour obtenir de la documentation sur les produits, des accessoires, des consommables ou une aide au consommateur, appelez le 1-800-be-sharp. appel au service apr ? s-vente liste des v ? rifications pour un d ? pannage rapide solution possible essayer un nouveau canal. s?l fonctionne, il s?git probablement d?ne panne de la cha?ne. le t?l?viseur est-il branch?? la prise secteur fonctionne-t-elle? l?nterrupteur power du t?l?viseur est-il sous tension? l?ntenne est-elle raccord?e aux bornes ? l?rri?re de l?ppareil? si l?ntenne ext?rieure est utilis?e, s?ssurer qu?l n? a pas de fils sectionn?s. v?rifier s?l n? a pas d?nterf?rence locale ou de bruit ?lectrique ext?rieur. mettre l?nterrupteur power hors tension puis de nouveau sous tension au bout d?ne minute. r?gler la commande de couleur. r?gler la commande de contraste. v?rifier l?ppareil vid?o/audio externe : s?ssurer que les c?bles de connexion ne sont pas desserr?s ou cass?s. v?rifier les piles de la t?l?commande. faites glisser le s?lecteur de mode catv/dvd-tv/ vcr sur la position tv. les c?bles audio sont-ils fermement connect?s? v?rifier le niveau du volume. les haut-parleurs fonctionnent-ils? mettre le mode sous-titrage hors service ?rr? mode d?conomie d?nergie sur ?rr?? d?brancher le t?l?viseur et le rebrancher apr?s deux minutes. xxxx xxx x xxxxxxx x x xx xxxx x xxxxxx x xx x x x xx x xx x x x xxx x x xx x xxxxxx xx x x x x x x x xx x xxx xxxx x xxxxx x x xx x xxx xxx x xxxx x xx xx x x x x xx x xx x x x xxx x x xx x xxxxxx x x x x xxx x xx x x xxxxxxxx x xxx x xxx x x xx xx x xx x x x xx xxx xx x xx x xxxx x xxxxxxxx x x xx x xxxx x xxxxxxxx x x x x xx x xx x x x xxx xx xx x x xx x xx x x x xxx x x xx x x x xx x xx x x x xxx x x x xx xx x xx xx x x xxx xxxx x x probl ? me pas de reproduction d?n magn?- toscope ou lecteur de disque pas d?mage ou de son d?n appareil vid?o/audio externe la t?l?commande ne fonctionne pas barres sur l?cran distorsion de l?mage l?mage d?file verticalement pas de couleur faible r?ception de certains canaux image affaiblie lignes ou rayures dans l?mage images fant?mes image brouill?e son normal, image m?diocre image normale, son m?diocre ni son, ni image image sombre et vide bruit ?lectrique ext?rieur interf?rant avec le fonctionnement du t?l?viseur la couleur sur une partie de l?cran semble alt?r?e 27F543  58 58  www.datasheet.co.kr  datasheet pdf - http://www..net/

 dimension: 140mm x 215mm to obtain accessory or product information, call  1-800-be-sharp  or visit www.sharpusa.com limited warranty consumer limited warranty sharp electronics corporation warrants to the first consumer purchaser that this sharp brand product (the ?roduct?, when shipped in its original container, will be free from defective workmanship and materials, and agrees that it will, at its option, either repair the defect or replace the defective product or part thereof with a new or remanufactured equivalent at no charge to the purchaser for parts or labor for the period(s) set forth below. this warranty does not apply to any appearance items of the product nor to the additional excluded item(s) set forth below nor to any product the exterior of which has been damaged or defaced, which has been subjected to improper voltage or other misuse, abnormal service or handling, or which has been altered or modified in design or construction. in order to enforce the rights under this limited warranty, the purchaser should follow the steps set forth below and provide proof of purchase to the servicer. the limited warranty described herein is in addition to whatever implied warranties may be granted to purchasers by law. all implied warranties including the warranties of merchantability and fitness for use are limited to the period(s) from the date of purchase set forth below. some states do not allow limitations on how long an implied warranty lasts, so the above limitation may not apply to you. neither the sales personnel of the seller nor any other person is authorized to make any warranties other than those described herein, or to extend the duration of any warranties beyond the time period described herein on behalf of sharp. the warranties described herein shall be the sole and exclusive warranties granted by sharp and shall be the sole and exclusive remedy available to the purchaser. correction of defects, in the manner and for the period of time described herein, shall constitute complete fulfillment of all liabilities and responsibilities of sharp to the purchaser with respect to the product, and shall constitute full satisfaction of all claims, whether based on contract, negligence, strict liability or otherwise. in no event shall sharp be liable or in any way responsible, for any damages or defects in the product which were caused by repairs or attempted repairs performed by anyone other than an authorized servicer. nor shall sharp be liable or in any way responsible for any incidental or consequential economic or property damage. some states do not allow the exclusion of incidental or consequential damages, so that above exclusion may not apply to you. this warranty gives you specific legal rights. you may also have other rights which vary from state to state. model specific section y our pr oduct model number & description:  27F543, 27 inch color television w arranty p eriod f or this pr oduct:  one (1) year parts and labor. the warranty period continues for an additional one (1) year, for a total of two (2) years, with respect to the picture tube(s) in the product for parts only. labor and service are not provided free of charge for this additional period. ad ditional item(s) exc luded fr om non-rechargeable batteries. w arranty co vera g e (if an y): where to obtain ser vice: from a sharp authorized servicer located in the united states. to find the location of the nearest sharp authorized servicer, call sharp toll free at 1- 800-be-sharp. what to do to obtain ser vice: contact your sharp authorized servicer to obtain in-home service for this product. the servicer will come to your home and if it is necessary to remove the product, the servicer will reinstall it. be sure to have  proof of purchase  available. 27F543  59 (be sure to have this information available when you need service for your product.) 59  www.datasheet.co.kr  datasheet pdf - http://www..net/
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