

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						39513			C1402			2SD1317R			DB152			UML2NTR			CT20AS8			BUZ332A			S64D6			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				BAT54STB-TB6 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  page  .  1 rev.0.1-jan.15.2010 stad-apr.26.2010  BAT54STB-TB6 preliminary surface mount schottky diode arrays voltage 30 volts 200mwatts features isolated diode arrays for significant board space savings surface mount package ideally suited for automatic insertion extremely fast switching speed very low vf: 0.347v (typ) at if = 10ma in compliance with eu rohs 2002/95/ec directives mechanical data case : sot-563 plastic terminals : solderable per mil-std-750, method 2026 approx weight : 0.003 gram marking : tk power absolute ratings (each diode) note: 1. fr-4 board = 70 x 60 x 1mm. thermal characteristics sot-563 retemara pl obmy se ula vs tinu egatlovesrevermumixam v r 0 3v egatlovesreverkaep v rrm 0 3v tnerrucdrawrofsuounitnoc i o 2. 0a retemara pl obmy se ula vs tinu )1eton(noitapissidrewop p tot 00 2w m )1eton(tneibmaotnoitcnuj,ecnatsiserlamreht r  ja 526 o w/c erutarepmetnoitcnuj t j 521ot55- o c erutarepmetegarots t stg 051ot55- o c 654 123

 page  .  2 rev.0.1-jan.15.2010 stad-apr.26.2010  BAT54STB-TB6 preliminary fig. 2- forward characteristics electrical characteristics curves 30 0 0.001 0.01 0.1 1.0 10 5 10 15 25 20 v , reverse voltage(v) r i , reverse current(ua) r ct, total capacitance (pf) fig. 1- typical reverse leakage fig. 3- typical total capacitance 0 vr, reverse voltage (v) 0 2 4 6 8 10 12 14 10 20 30 ma t j =75 c o t j =25 c o t j =-25 c o j j j j j electrical characteristics (each diode) (t a =25 o c, unless otherwise noted) parameter symbol test condition min. typ. max. units reverse breakdown voltage v (br) i  r =100   ua 30 - - v reverse current i  r v r =25   v- - 2 . 0  a forward voltage v f i  f =0.1ma i  f =1.0ma i  f =10ma i  f =30ma i  f =100ma - - - - - - - 0.347 - - 0.24 0.32 0.40 0.50 1.00 v total capacitance c t v r =1v,   f=1.0mh z --10 pf

 page  .  3 rev.0.1-jan.15.2010 stad-apr.26.2010  mounting pad layout ?  packing information    t/r - 4k per 7" plastic reel    t/r - 10k per 13" plastic reel order information legal statement copyright panjit international, inc 2010 the information presented in this document is believed to be accurate and reliable. the specifications and information herein are subject to change without notice. pan jit makes no warranty, representation or guarantee regarding the suitability of its products for any particular purpose. pan jit products are not authorized for use in life support devices or systems. pan jit does not convey any license under its patent rights or rights of others. BAT54STB-TB6 preliminary
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