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		  Datasheet File OCR Text:


		  01 of 02 jtc chip ceramic discriminators chip ceramic  discriminator  for communication jtc chip ceramic discriminator  for communication (murata cdbc compatible) previe w token chip ceramic discriminator jtc series is a central player in providing small low-cost low-power  semiconductors to aid the deployment of communication products. the incorporation of piezoelectrics  technology allows the products function and feature set to be easily confgured via surface mount installation. jtc consists of wide band piezoelectric resonator. it is ideal for mobile communication equipments due to its  small size and light weight. standard line include products for wide range of application, from cordless telecom  to cellular telephone, making non-adjustment and shrinking of the detection circuit possible. features :    1. converters    2. high sensitivity and stability.    3. small in size and light weight.    4. realize no-adjustment in detection circuit.    5. wide range of standard products are available for various ics. characteristics :    1. center frequency: 4552 (khz).    2. storage temperature range: -40c to +85c.    3. operating temperature range: -20c to +80c.    4. dimensions: (6.5 max x 6.0 x 2.8 max) unit: mm.    5. available ic: ta31136, ta31142, ta31143, ne605, mc3361, cxa3117n. t oke n version 2010 http://www.token.com.tw/ rfq   token.com.tw

 02 of 02 jtc chip ceramic discriminators dimensions  technical characteristics 55c28 6.5 max 2.8 max 6.0 6.0 3.7   input   output   part number center  frequency(fo)(khz) recovered  audio3db bw  (khz)min recovered  audiooutput  (mv)min distortion  factor(at fo)  (%)max applicable ic JTC455C24 4552 4.0 10040 2.0 ta31136 jtc455c28 4552 4.0 4020 3.0 ta31142 jtc455c29 4552 4.0 12530 2.5 ne605 jtc455c32 4552 4.0 4020 3.0 ta31143 jtc455c49 4552 4.0 4520 3.0 mc3361 jtc455c50 4552 4.0 6520 4.0 cxa3117n how to order ? JTC455C24 tr back to 1st page - ceramic discriminator jtcv10.7m ?   part number code package tr taping reel t oe n version 2010 http://www.token.com.tw/ rfq   token.com.tw ? ?   package (tr:taping reel)
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