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		  Datasheet File OCR Text:


		    component general inc.  2445 success drive odessa, fl 33556 phone: 727-376-6655 or 800-246-4084 __ stripline chip resistors  _ mechanical specifications substrate : beryllium oxide ceramic. contact: beryllium copper - gold plated per mil-g-45204  covers :  alumina ceramic.  tolerance :   .010" unless specified.    high power chip resistors product selection chart cgi p/n power resistance  (ohms) standard tolerance CCR-100-2 62 w  10 - 1000  5 % CCR-100-2b 40 w 10 - 1000  5 % ccr-230-1 150 w 10 - 1000  5 % ccr-230-2 40 w 10 - 1000  5 % ccr-250-1 170 w 10 - 1000  5 % ccr-250-1b 80 w 10 - 1000  5 % ccr-250-2 330 w 10 - 1000  5 % ccr-250-2b 100 w 10 - 1000  5 % ccr-250-2c 160 w 10 - 1000  5 % ccr-375-1 350 w 10 - 1000  5 % ccr-375-1b 250 w 10 - 1000  5 % ccr-500-1 500 w 10 - 1000  5 % ccr-625-1 700 w 10 - 1000  5 % ccr-625-2 180 w 10 - 1000  5 % ccr-1000-1 1000 w 10 - 1000  5 %  

 p/n: CCR-100-2 stripline chip w/cover resistors  mechanical specifications substrate: beryllium oxide ceramic. contact: beryllium copper, gold plated per mil- g-45204.  length: 0.125" min., width: 0.040",   thickness 0.004"  0.002". covers: alumina ceramic.  tolerance:  0.010" unless specified.    part dimensions   electrical specifications resistance value: 10 - 1000  or as required. other  values available upon request.  standard resistance  tolerance:  5% other tolerances available  upon request.  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084 note: power is based on infinite and  ideal heat sink with the heat sink at  100c   

 p/n: CCR-100-2b stripline chip w/cover resistors  mechanical specifications substrate: beryllium oxide ceramic. contact: beryllium copper, gold plated per mil- g-45204.   length: 0.125" min., width: 0.040",   thickness 0.004"  0.002". covers: alumina ceramic.  tolerance:  0.010" unless specified.    part dimensions   electrical specifications resistance value: 10 - 1000  or as required. other  values available upon request.  standard resistance  tolerance:  5% other tolerances  available upon request.  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084 note: power is based on infinite and  ideal heat sink with the heat sink at  100c   

 p/n: ccr-230-1 stripline chip w/cover resistors    mechanical specifications substrate: beryllium oxide ceramic. contact: beryllium copper, gold plated per mil- g-45204.  length: 0.125" min., width: 0.040",   thickness 0.004"  0.002". covers: alumina ceramic.  tolerance:  0.010" unless specified.  part dimensions   electrical specifications resistance value: 10 - 1000  or as required. other  values available upon request.  standard resistance  tolerance:  5% other tolerances available  upon request.  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084 note: power is based on infinite and  ideal heat sink with the heat sink at  100c   

 p/n: ccr-230-2 stripline chip w/cover resistors  mechanical specifications substrate: beryllium oxide ceramic. contact: beryllium copper, gold plated per mil- g-45204.   length: 0.125" min., width: 0.120",   thickness 0.004"  0.002". covers: alumina ceramic.  tolerance:  0.010" unless specified.  part dimensions electrical specifications resistance value: 10 - 1000  or as required. other  values available upon request.  standard resistance  tolerance:  5% other tolerances available  upon request.  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084 note: power is based on infinite and  ideal heat sink with the heat sink at  100c   

 p/n: ccr-250-1 stripline chip w/cover resistors  mechanical specifications substrate: beryllium oxide ceramic. contact: beryllium copper, gold plated per mil- g-45204.   length: 0.250" min., width: 0.060",   thickness 0.004"  0.002". covers: alumina ceramic.  tolerance:  0.010" unless specified.  part dimensions   electrical specifications resistance value: 10 - 1000  or as required. other  values available upon request.  standard resistance  tolerance:  5% other tolerances available  upon request.  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084 note: power is based on infinite and  ideal heat sink with the heat sink at  100c   

   p/n: ccr-250-1b stripline chip w/cover resistors  mechanical specifications substrate: beryllium oxide ceramic. contact: beryllium copper, gold plated per mil- g-45204.   length: 0.250" min., width: 0.060",   thickness 0.004"  0.002". covers: alumina ceramic.  tolerance:  0.010" unless specified.  part dimensions   electrical specifications resistance value: 10 - 1000  or as required. other  values available upon request.  standard resistance  tolerance:  5% other tolerances available  upon request.  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084 note: power is based on infinite and  ideal heat sink with the heat sink at  100c   

 p/n: ccr-250-2 stripline chip w/cover resistors  mechanical specifications substrate: beryllium oxide ceramic. contact: beryllium copper, gold plated per mil- g-45204.   length: 0.125" min., width: 0.120",   thickness 0.004"  0.002". covers: alumina ceramic.  tolerance:  0.010" unless specified.  part dimensions   electrical specifications resistance value: 10 - 1000  or as required. other  values available upon request.  standard resistance  tolerance:  5% other tolerances available  upon request.  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084 note: power is based on infinite and  ideal heat sink with the heat sink at  100c   

 p/n: ccr-250-2b stripline chip w/cover resistors  mechanical specifications substrate: beryllium oxide ceramic. contact: beryllium copper, gold plated per mil- g-45204.   length 0.125" min., width 0.250",   thickness 0.004  0.002". covers: alumina ceramic.  tolerance:  0.010" unless specified.  part dimensions   electrical specifications resistance value: 10 - 1000  or as required. other  values available upon request.  standard resistance  tolerance:  5% other tolerances available  upon request.  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084 note: power is based on infinite and  ideal heat sink with the heat sink at  100c   

 p/n: ccr-250-2c stripline chip w/cover resistors  mechanical specifications substrate: beryllium oxide ceramic. contact: beryllium copper, gold plated per mil- g-45204.   length: 0.125" min., width: 0.120",   thickness 0.004"  0.002". covers: alumina ceramic.  tolerance:  0.010" unless specified.  part dimensions   electrical specifications resistance value: 10 - 1000  or as required. other  values available upon request.  standard resistance  tolerance:  5% other tolerances available  upon request.  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084 note: power is based on infinite and  ideal heat sink with the heat sink at  100c   

 p/n: ccr-375-1 stripline chip w/cover resistors  mechanical specifications substrate: beryllium oxide ceramic. contact: beryllium copper, gold plated per mil- g-45204.   length: 0.125" min., width: 0.120",   thickness 0.004"  0.002". covers: alumina ceramic.  tolerance:  0.010" unless specified.    part dimensions electrical specifications resistance value: 10 - 1000  or as required. other  values available upon request.  standard resistance  tolerance:  5% other tolerances available  upon request.  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084 note: power is based on infinite and  ideal heat sink with the heat sink at  100c   

 p/n: ccr-375-1b stripline chip w/cover resistors  mechanical specifications substrate: beryllium oxide ceramic. contact: beryllium copper, gold plated per mil- g-45204.   length: 0.125" min., width: 0.120",   thickness 0.004"  0.002". covers: alumina ceramic.  tolerance:  0.010" unless specified.  part dimensions electrical specifications resistance value: 10 - 1000  or as required. other  values available upon request.  standard resistance  tolerance:  5% other tolerances available  upon request.  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084 note: power is based on infinite and  ideal heat sink with the heat sink at  100c   

 p/n: ccr-375-3 stripline chip w/cover resistors  mechanical specifications substrate: beryllium oxide ceramic. contact: beryllium copper, gold plated per mil- g-45204.   length: 0.125" min., width: 0.120",   thickness 0.004"  0.002". covers: alumina ceramic.  tolerance:  0.010" unless specified.  part dimensions electrical specifications resistance value: 10 - 1000  or as required. other  values available upon request.  standard resistance  tolerance:  5% other tolerances available  upon request.  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084 note: power is based on infinite and  ideal heat sink with the heat sink at  100c   

 p/n: ccr-500-1 stripline chip w/cover resistors  mechanical specifications substrate: beryllium oxide ceramic. contact: beryllium copper, gold plated per mil- g-45204.   length: 0.125" min., width: 0.120",   thickness 0.004"  0.002". covers: alumina ceramic.  tolerance:  0.010" unless specified.  part dimensions electrical specifications resistance value: 10 - 1000  or as required. other  values available upon request.  standard resistance  tolerance:  5% other tolerances available  upon request.  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084 note: power is based on infinite and  ideal heat sink with the heat sink at  100c   

 p/n: ccr-625-1 stripline chip w/cover resistors  mechanical specifications substrate: beryllium oxide ceramic. contact: beryllium copper, gold plated per mil- g-45204.   length: 0.125" min., width: 0.250",   thickness 0.004"  0.002". covers: alumina ceramic.  tolerance:  0.010" unless specified.  part dimensions   electrical specifications resistance value: 10 - 1000  or as required. other  values available upon request.  standard resistance  tolerance:  5% other tolerances available  upon request.  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084 note: power is based on infinite and  ideal heat sink with the heat sink at  100c   

 p/n: ccr-625-2 stripline chip w/cover resistors  mechanical specifications substrate: beryllium oxide ceramic. contact: beryllium copper, gold plated per mil- g-45204.   length: 0.125" min., width: 0.250",   thickness 0.004"  0.002". covers: alumina ceramic.  tolerance:  0.010" unless specified.  part dimensions electrical specifications resistance value: 10 - 1000  or as required. other  values available upon request.  standard resistance  tolerance:  5% other tolerances available  upon request.  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084 note: power is based on infinite and  ideal heat sink with the heat sink at  100c   

 p/n: ccr-1000-1 stripline chip w/cover resistors  mechanical specifications substrate: beryllium oxide ceramic. contact: beryllium copper, gold plated per mil- g-45204.   length: 0.125" min., width: 0.250",   thickness 0.004"  0.002". covers: alumina ceramic.  tolerance:  0.010" unless specified.  part dimensions electrical specifications resistance value: 10 - 1000  or as required. other  values available upon request.  standard resistance  tolerance:  5% other tolerances available  upon request.  2445 success drive odessa, fl 33556  727-376-6655 or 800-246-4084 note: power is based on infinite and  ideal heat sink with the heat sink at  100c   
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