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		  Datasheet File OCR Text:


		  c ambion a technical data sheet wearnes   cambion  ltd castleton, hope valley, derbyshire, s33 8wr, england telephone: +44(0)1433 621555  fax: +44(0)1433 621290 web: www.cambion.com email: enquiries@cambion.com copyright   cambion a   tuesday, 18 february 2003   page  1  of  2 555-0603   chip inductors, wire wound,  surface mount, 0603 package,  1.8nh  thru 120nh how to order code 555-0603 - xxx - y - zz basic part no xxx = inductance identifier, y = tolerance, zz = packaging

 c ambion a technical data sheet wearnes   cambion  ltd castleton, hope valley, derbyshire, s33 8wr, england telephone: +44(0)1433 621555  fax: +44(0)1433 621290 web: www.cambion.com email: enquiries@cambion.com copyright   cambion a   tuesday, 18 february 2003   page  2  of  2 900 mhz   typ. 1.7  ghz   typ. basic part number (xxx) l ( n h) q (mi n) freq (mh z) l q l q srf (min) (mhz) rdc (max) ( w) idc (max) (ma) -1n8 1.8 16 250 1.63 35 1.66 50 >6000 0.045 700 -3n9 3.9 22 250 3.95 49 3.96 67 >6000 0.080 700 -6n8 6.8 27 250 6.75 60 7.10 81 5800 0.110 700 -10n 10 31 250 10.00 66 10.60 83 4800 0.130 700 -12n 12 35 250 12.30 72 13.50 83 4000 0.130 700 -15n 15 35 250 15.40 64 16.80 89 4000 0.170 700 -18n 18 35 250 18.70 70 21.40 69 3100 0.170 700 -22n 22 38 250 22.80 73 26.10 71 3000 0.190 700 -27n 27 40 250 29.20 74 34.60 65 2800 0.220 600 -33n 33 40 250 36.00 67 49.50 42 2300 0.220 600 -39n 39 40 250 42.70 60 60.20 40 2200 0.250 600 -47n 47 38 200 52.30 62 77.20 35 2000 0.280 600 -56n 56 38 200 62.50 56 97.00 26 1900 0.310 600 -68n 68 37 200 80.50 54 168 21 1700 0.340 600 -72n 72 34 150 82.00 53 135 20 1700 0.490 400 -82n 82 34 150 96.20 54 177 21 1700 0.540 400 -r10 100 34 150 124 49 - - 1400 0.580 400 -r11 110 32 150 138 43 - - 1350 0.610 300 555-0603 -r12 120 32 150 166 39 - - 1300 0.650 300 tolerance (y) tolerance code (y) inductance tolerance notes g  2% j  5% made to order k  10% standard m  20% made to order packaging (zz) -00 loose piece -36 taped and reeled material specifications base material ceramic metallised pad super adhesion molybdenum/manganese with gold over plating operating temperature -55c to 125c storage temperature -55c to 100c
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