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		  Datasheet File OCR Text:


		  copyright ? cmpter electronics 2010 1.85mm connector applycation receptacles with  accepts pin 1.85mm connectors ... a vital part of connection world cmpter

 1.85mm precision connectors #45 zhongshan east road, zhenjiang  212003, jiangsu, china  tel : +86- 511-8443 6131  fax : +86-511-8502 5485 website:  www.cmpter.com  email : sales@cmpter.com cmpter 1 description contents description  .............................................................................. technical data  ........................................................................... interface dimensions  .................................................................... connector applycation  .................................................................. receptacles with accepts pin ........................................................... 1 2 3 4 5 the 1.85mm connector are 50 ohm precision connector developed in the mid-1980s by hewlett packard.  perform mode free to 65ghz. the outer conductor measures 1.85mm and the robust wall of the connector  body is designed to engage before the center conductor, assuring a rugged, repeatable mating interface.  the interface is air dielectric with the contact supported by a short dielectric bead.  1.85mm design features     excellent performance up to 65ghz     rugged construction for reliability     mechanically compatible with 2.4mm connector series 

 1.85mm interface #45 zhongshan east road, zhenjiang  212003, jiangsu, china  tel : +86- 511-8443 6131  fax : +86-511-8502 5485 website:  www.cmpter.com  email : sales@cmpter.com cmpter 2 interface dimensions conformable to the standards:    iec61169   0;+ * - , 5()3/$1( . ) +  + - 5()3/$1( ( 0;j , * )   pp0doh   pp ,qfk   0lq 0d[ 0lq 0d[  $     %     &     '     (     )     *     +     ,     -   .      pp)hpdoh pp ,qfk  0lq 0d[ 0lq 0d[ $     %      &     '     (     )     *   +     ,      -     

 technical data #45 zhongshan east road, zhenjiang  212003, jiangsu, china  tel : +86- 511-8443 6131  fax : +86-511-8502 5485 website:  www.cmpter.com  email : sales@cmpter.com cmpter 3 electrical data impedance frequency range dielectric withsanding voltage 50 ohm dc  65ghz 500v insulation resistance contact resistance  vswr max.  3*1000 m inter contact  3 m out contact    2.5 m 1.25 : 1 mechanical data body insulator durability(matings) stainless steel, passivated pei  500 base material environmental thermal shock corrosion -55 c to + 165 c mil-std-202, method 107,condition b saltspray test acc.to mil-std-202, method 101, condition b temperature range mil-std-202, method 204, condition d vibration copper beryllium alloy, gold-pated centercontact

 1.85mm connector applycation #45 zhongshan east road, zhenjiang  212003, jiangsu, china  tel : +86- 511-8443 6131  fax : +86-511-8502 5485 website:  www.cmpter.com  email : sales@cmpter.com cmpter 4 field replaceable connector glass bead microstrip field replaceable connector glass bead microstrip field replaceable connector pin microstrip field replaceable connector pin stripline mate with glass bead mate with glass bead mate with pin and insulator mate with pin glass bead d d l1 l l2 d recommended dimensions d 0.23 [.009] l l1 l2 0.30 [.012] 1.73 [.068] 1.93 [.076] 1.40 [.055] 3.05 [.120] 1.02 [.040] 0.76 [.030] 2.03 [.080] recommend glass bead mounting dimensions g b d l d c f a h e according as l 0.77 [.0302] ? 0.82 [.0322] 1.65 [.065] ?  1.70[.067] e d x 2.3 [d x .091] h g 0.5 [.020] a + 1 [a+.039] d recommended dimensions a 0.23 [.009] b c d 0.30 [.012] according as d 0.15 [.006] ? 0.20 [.008] 0.06 [.0025] ?  0.09 [.0035]

 receptacles with accepts pin receptacles, jacks (female), flange mount #45 zhongshan east road, zhenjiang  212003, jiangsu, china  tel : +86- 511-8443 6131  fax : +86-511-8502 5485 website:  www.cmpter.com  email : sales@cmpter.com cmpter rohs 5 scoket to accept  d pin 2 [.079] max depth m7x0.75-6g 11.30 [.445] 1.60 [.063]  12.7 [.500 sq.] 8.60 [.339] 8.60 [.339] 4- 2.6 [.102 dia.] 0.10 [.004] 15.8 [.622 dia.] 98-02-9e5-002a part number 98-02-9e5-002b d pin 0.23 [.009] 0.30 [.012] 98-02-9f5-001 a part number 98-02-9f5-001 b d pin 0.23 [.009] 0.30 [.012] scoket to accept  d pin 2 [.079] max depth 11.30 [.445] 1.60 [.063] 0.10 [.004] 15.80 [.622 dia.] 12.20 [.480] 5.70 [.224] 2- 2.60 [.102 dia.] m7x0.75-6g 98-02-9e5-003a part number 98-02-9e5-003b d pin 0.23 [.009] 0.30 [.012] scoket to accept  d pin 2 [.079] max depth 11.30 [.445] 1.60 [.063] 0.10 [.004] 14.00 [.551 dia.] 10.20 [.402] 4.80 [.189] 2- 2.60 [.102 dia.] m7x0.75-6g 98-02-9a5-004a part number 98-02-9a5-004b d pin 0.23 [.009] 0.30 [.012] scoket to accept  d pin 2 [.079] max depth m7x0.75-6g 1/4-36uns-2a 5.40 [.213 dia.] 11.30 [.445] 0.10 [.004] receptacles, jacks (female), thread in

 receptacles with accepts pin receptacles, jacks (female), thread in #45 zhongshan east road, zhenjiang  212003, jiangsu, china  tel : +86- 511-8443 6131  fax : +86-511-8502 5485 website:  www.cmpter.com  email : sales@cmpter.com cmpter rohs 6 98-03-9f5-006a part number 98-03-9f5-006b d pin 0.23 [.009] 0.30 [.012] 98-02-9a5-005 a part number 98-02-9a5-005 b d pin 0.23 [.009] 0.30 [.012] 98-03-9e5-007a part number 98-03-9e5-007b d pin 0.23 [.009] 0.30 [.012] 98-03-9e5-008a part number 98-03-9e5-008b d pin 0.23 [.009] 0.30 [.012] scoket to accept  d pin 2 [.079] max depth m7x0.75-6g m6x0.75-6g 4.83 [.190 dia.] 11.30 [.445] 0.10 [.004] scoket to accept  d pin 2 [.079] max depth 12.70 [.500] 1.60 [.063] 0.10 [.004]  12.7 [.500 sq.] 8.60 [.339] 8.60 [.339] 4- 2.6 [.102 dia.] 15.8 [.622 dia.] scoket to accept  d pin 2 [.079] max depth 1.60 [.063] 0.10 [.004] 15.80 [.622 dia.] 12.20 [.480] 5.70 [.224] 2- 2.60 [.102 dia.] 12.70 [.500] scoket to accept  d pin 2 [.079] max depth 12.70 [.500] 1.60 [.063] 0.10 [.004] 14.00 [.551 dia.] 10.20 [.402] 4.80 [.189] 2- 2.60 [.102 dia.] receptacles, plugs (male), flange mount

 office adress: #45 zhongshan east road,                            zhenjiang, jiangsu china.                                        tel:+86 511 8443 6131                             fax:+86 511  8502 5485                                  email: sales@cmpter.com                    website: http://www.cmpter.com cmpter electronics, ltd.
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