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		  Datasheet File OCR Text:


		  iC0 dimensions are shown: mm specifications and dimensions subject to change www.ck-components.com i slide JSX series sub-miniature slide switch features/benefits ? rohs compliant and meets all requirements of rohs directive 2002/95ec ? low profile ? spdt momentary action ? long electrical and mechanical life typical applications ? on/off touch screens ? handheld games ? remote controls ? instrumentation specifications contact rating: 10 ma @ 5vdc (resistive). electrical life: 100,000 cycles. contact resistance:  70 m   max. initial. 200 m   max. after life testing. insula tion resistance: 100 m   min. @ 100vdc. dielectric strength: 100 vac for 1 min. @ 50/60 hz/2ma. operating temperature: -25o to +70? storage tempera ture:  -40o to +85? -25?c to +55?c (in tape & reel packaging) materials housing: lcp, glass filled. actua tor: 4/6 nylon (ul94v-2), black. contacts: berylium copper, silver plated. terminals: phosphur bronze or stst, silver plated. cover: nickel silver or stainless steel, silver plated.return spring: stainless steel. note: specifications and materials listed above ar e for switches with standar d options.  for information on specific and custom switches, consult customer service center . bb a a  typ 1.5 +0.1  0 typ 8 0.1 0.4 9  typ 2 0.1  typ 4 0.1 lea d er 3 50 mi n em p ty c a rr ie r  ta pe min 100 mm ta p e on ly se al ed  w it h  top  cov er tap e 13 tape 3.57  typ 5  2.35 0.4 1.6 9 16 1.3 5.5 1.75  0.1 feed direction 4 4 4 4 4 a- a se c ti o n 1 mm  m a x up 1 mm  m a x do wn 1.2 7.6 0.5 0.5 1.65 2.6 1.7 1.7 1.6 fr ee p osition 0.9 2x 0.5 0.1 1.5 oper a ting p os it io n 1.3 0.15 1.75  op er ati ng  force me a su rem ent p osi ti o n  overtravel 2  0.1 0.8 2x 0.4 2x 0.8 1.2 1 1.1 2x 0.9 2x 1.2 7.1 1.7 1.7 3x 0.5 2x 10  0 1 c sc h ema tic spd t 2 pc b  lay o ut c 2 1 JSX08001saqnl spdt surface mount momentary only
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