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		  Datasheet File OCR Text:


		    T6A05L ~  t6a100l 6.0 amp silicon rectifier 6.0 amp silicon rectifiers     features   ?   low forward  voltage drop   ?   high current  capability       ?   high forward surge curr ent capabilit y    ?   high reliability   ?   high temperature soldering guaranteed 260c/10 seconds  /.375" (9.5mm) lead length, 5lbs (2.3 kg) tension   ?  rohs  comp liant  mechanical data  cas e :  t 6l, molded pl astic   epox y :   meets ul 94v- 0  flammab ilit y r a ting  te rmina ls :  axi a l l eads, sol dera b le p e r mil-st d-202g, method 2 08  polarity :  catho de i ndic a ted b y  c o lor b a nd  weight:  0.07 ounc e, 2.1 gram  maximum ratings  (t  am bient =25oc unless noted other wise)  sy mbol    de sc ription  t6 a   05l   t6 a 10l   t6 a 20l   t6 a 40l   t6 a 60l t6 a 80l   t6 a   100l   unit   condit i ons   v rrm   maximum repetitive  peak rev e rse  voltag e  5 0   1 0 0   2 0 0   4 0 0   600 8 0 0   100 0   v       v rms   maximum rm s voltage  35  70  1 4 0   2 8 0   420 560  700  v     v dc   maximum dc  blocking  voltag e  5 0   1 0 0   2 0 0   4 0 0   600 8 0 0   100 0   v       i f( a v )   maximum aver age  f o r w a r d r e ctifi ed  current  6 . 0   a   not e  1   i fsm   peak f o r w ar d surge  current   4 0 0   a   8.3ms sing le h a lf  sine- w a ve  super impos ed on  rated lo ad (je d ec  method)     t j, t stg   operatin g junc tion an d  storage t e mperature  ran ge  -55 to + 125     c      t6l  rev. a / nx     taitron componen t s incorporated   www.taitr o ncomponents.com   page 1 of 5    tel:      (800) - 24 7 - 22 32  (800) - taitron (661) - 25 7 - 60 60   fax:   (800)-taitf a    (800)-82 4 -83 2 9   (661)-25 7 -64 15   

 6.0 a m p  silicon rectifiers T6A05L ~  t6a100l     electrical characteristics   (t   ambi ent =25 o c unless n o ted otherwise)    note:  1.   60hz, resistiv e or inductiv e  load. d e r a t e  c u r r e n t   b y   20 %  fo r  c a p a c i t iv e  l o a d   2.  thermal resistance fr om junction  to ambient at .375" (9.5mm) lead le ngth.    ty pical characteristics curves                         number o f  cy c l es at 60hz  fig.2- max. non - re pe titiv e  for w a rd  surge cur r e n t           ambient t e mperatu r e t a  ( c )   fig.1- for w a rd curre nt  derating  curv e                               sy mbol    de sc ription  t6 a   05l   t6 a 10l   t6 a 20l   t6 a 40l   t6 a 60l t6 a 80l   t6 a   100l   unit   condit i ons   v f   maximum for w ard  voltag e   0 . 9 5   v   i f   at 6.0 a  5.0  t a= 25  c   i r   maximum dc  revers e curre nt at  rated d c  bloc king  voltag e  400  a  t a= 100  c   c j   t y pic a l ju nctio n   cap a citanc e    100  pf   vr= 4 v, f= 1mhz  r  -j a   maximum t hermal  resistance    1 0      c/w   note 2  instan tan e o u s  fo rw ard   current  (a )   i f(av) ave r ag e forward current ( a )           rev. a / nx     www.taitroncomponents.co m   page 2 of 5  

 6.0 a m p  silicon rectifiers T6A05L ~  t6a100l           percen ta g e of  peak rev e rse  volta g e ( % )                       instan tan e o u s for w a r d  voltage ( v )   fig.3-t y pical instantaneo u s for w a r d  char acteristi cs ins t a n ta ne ous  forwa rd   current  (a )   in stan tan e o u s  reve rse   cu rr en t  (  a )   dimensions in inches (mm)    t6l     rev. a / nx     www.taitroncomponents.co m   page 3 of 5  

 6.0 a m p  silicon rectifiers T6A05L ~  t6a100l     packing information:  carrier tape dimensions  (in mm)  loaded  quantity 750 pcs per re el     compone nts  outli n e   a  b  | l1 - l2 |  t  e  z  t 6 l   1 0  0 . 5   52.4 1   max.1. 0     6  0 . 4   m a x . 0 . 8     max.1. 2   reel dimensions  (in mm)                        d  d0  d1  w  330.0  2 . 0   1 6 . 6  0 . 4   85.7 0 . 3   7 9 . 0  1 . 0     carton information  pcs per carto n   ca rton size   3000  340x340x 330  ( in mm)  rev. a / nx     www.taitroncomponents.co m   page 4 of 5  

 6.0 a m p  silicon rectifiers T6A05L ~  t6a100l                                               how to contact us:    us he ad quarte r s   2804 0 west  harriso n  parkaway, valencia, ca 9135 5-41 62  tel: (800 ) taitro n (8 00)  247-223 2 (6 6 1 ) 257 -6 060   fax: (800 ) taitfax (800)  824-832 9 (6 6 1 ) 257 -6 415   email:  taitron@taitro ncom pone nts.com http:// www.ta itroncomp one nts.co m taitron components mexi co, s.a .de c. v.  boulevard central  5000 inte ri or 5 parque in dustrial atitalaquia, hidalgo c.p.  4297 0 mexico  tel: +52 - 55 -5 560-151 9  fax: +52-55-5560 -21 90  taitron c o mponet s inc o rp orat ed e  repr ese n t a??es d o  br asil  ltda  rua domingos de mo rais, 2777, 2.anda r, sal a 24 sade - s?o paulo -sp 040 35-0 01 braz il  tel: +55 - 11 -5 574-794 9  fax: +55-11-5572 -00 52  taitron c o mponet s inc o rp orat ed, s han gh ai repr ese n t ative of fice  cross reg i on plaza, 899 lingling ro a d , suite 18c, shanghai, 200 030, china   tel: +86 - 21 -5 424-994 2  fax: +86-21-5424 -99 31  rev. a / nx     www.taitroncomponents.co m   page 5 of 5  
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