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		  Datasheet File OCR Text:


		   m p s / d / t / q - 1 2 0   s e r i e s 1 2 0 w   1 ~ 4   o u t p u t   f o r   m e d i c a l  ty p e 300 myles standish blvd., t aunton, m a 02780 ph: 1-800-823-8082              fax: 508-823-8181 www.a strodyne.com specification (typ.) (typ.) (typ.) ac?input?voltage ac?input?current inrush?current setup,?rise?time hold-up time leakage?current dc?output adj.?range over?load?protection over?voltage?protection power?good?/?fail signal (optional) working?temp. working?humidity storage?temp.,?humidity 90~264?vac,?47~440hz?/?127~370vdc. maximum?input?current?2.9a at?115vac,?60hz?or 1.7a at?230vac,?60hz?with?100%?output?load. inrush?current?is?less?than?22a at?115vac?or?less?than 45a at?230vac?under?cold?start?conditions.?limiting provided?by?internal?thermistors. mps-120: 800ms,?20ms?/?230vac?at?full?load 2000ms,?50ms?/?115vac?at?full?load mpd,t,q-120:500ms,?20ms?/?230vac?at?full?load 1200ms,?50ms?/?115vac?at?full?load 80ms?/?230vac?at?full?load 16ms?/?115vac?at?full?load leakage?current?is?less?than?180 a at?264vac dc?output?voltage?(or?ch1?of?multiple?output?models) can?be?adjusted?between?-5%~+10%?rated?output voltage?by?potential?meter. fully?protected?against?short?circuit?and?output?overload. the?hiccup?type?protection will?be?activated?at?110~150% (for?mpd,t,q-120),120~160%(for?mps-120)?rated?load and?recovers?automatically?after?fault?condition?is removed. provided?on?output?channel?1?only?at?115%~135% rated?output?voltage.?(120%~140%?for?mps-120-15/24/48). output?will?be?shut?down?when?this?protection?is?activated. *?mps-120-3.3?does?not?have?this?optional?function. whole?series?can?operate?from?-20~70 .?please?refer to?the?derating?curves. 20~90%?rh?non-condensing. -40~+85 ,?10~90%?rh ttl logic?high?for?power?good?and ttl low?for power?fail.?when?the?output?voltage?reaches?90%?of rated?value,?a?+5v ttl signal?will?be?sent?out?with?a 10~500ms?delay; at?least?1ms?before?the?output voltage?goes?below?90%?of?the?rated?value,?the ttl signal?will?be?turned?off. compliance?level en55011,?class?b en55022,?class?b en61000-3-2 en61000-3-3 compliance?level en61000-4-2, en61000-4-2, en61000-4-3, en61000-4-4, en61000-4-5, en61000-4-6, en61000-4-8, en61000-4-11, env50204, level?3,?8kv level?2,?4kv level?2,?3v/m level?3,?10v/m level?2,?1kv/5khz level?3,?2kv/5khz level?4,?2kv/line-line 4kv/line-earth level?2,?3vrms/m level?3,?10vrms/m level?2,?3a/m level?3,?10a/m compliance level?2,?3v/m,?900mhz level?3,?10a/m,?900mhz 1~4?output?medical type 1 2 0 w??m e d i c a l s e r i e s universal ac?input?/?full?range low?leakage?current?100m?ohms?for?i/p-o/p,?i/p-fg,?o/p-fg?by?using?500vdc?test?voltage. conducted?&?radiation harmonic?distortion voltage?flicker file?name:120w?medical-spec???2005-09-13

  m p s / d / t / q - 1 2 0   s e r i e s 1 2 0 w   1 ~ 4   o u t p u t   f o r   m e d i c a l  ty p e 300 myles standish blvd., t aunton, m a 02780 ph: 1-800-823-8082              fax: 508-823-8181 www.a strodyne.com 1~4?output?medical type 1 2 0 w??m e d i c a l s e r i e s file?name:120w?medical-spec???2005-09-13 notes?: ????????????????????????????????????????????????????????????????????????? ???????????????? ??????????????????????? ????????????????????????????????????????????????????????????????????????????????? ????????????????????????????????????????????????????????? ????????????????????????????????????????????????????????????????????????? ????? ??????????????????????????????????????????????????????????????????????????? ??????????????????????????????? ??????????????????????????????????????????????????????????????????????????????? ????????????????????????????????????????????????????????????????????????? ?? ??????????????? output?chart model output rated output?current peak?load with?fan convection minimum ripple?&?noise voltage line load efficiency voltage current ( ) note?4 (25cfm) (max.) load (max.) tolerance regulation regulation mps-120-3.3 3.3v 0a 24a 16a 24a 26a 80mvp-p 3.0% 1.0% 3.0% 68% 73% 77% 79% 81% 82% 75% 72% 73% 72% 71% 71% 74% 73% 74% 76% 1.0% 3.0% 1.0% 2.0% 2.0% 2.0% 2.0% 0.5% 1.0% 1.0% 1.0% 0.5% 0.5% 0.5% 0.5% 1.0% 3.5% 3.5% 3.5% 3.5% 3.5% 3.5% 3.0% +4,-3% 1.0% 1.0% 1.0% 1.0% 1.0% 3.5% 3.0% 1.0% 1.0% 1.0% 1.0% 1.0% 0.5% 3.5% 4.0% 1.0% 1.0% 1.0% 0.5% 0.5% 0.5% 0.5% 0.5% 0.5% 0.5% 0.5% 0.5% 1.5% 1.5% 2.0% 1.5% 2.0% 2.0% 2.0% 3.0% 0.5% 0.5% 0.5% 0.5% 0.5% 2.0% 2.0% 0.5% 0.5% 0.5% 0.5% 0.5% 0.5% 2.0% 2.0% 3.0% 2.0% 2.0% 2.0% 2.0% 2.0% 2.0% 2.0% 2.0% 2.0% 2.0% 2.0% 2.0% 6.0% 2.0% 6.0% +6,-7% 6.0% +6,-7% +8,-6% +8,-6% +8,-6% 5.0% 5.0% 5.0% 5.0% 5.0% 8.0% 8.0% 5.0% 5.0% 5.0% 5.0% 5.0% 2.0% 7.0% 8.0% 80mvp-p 100mvp-p 100mvp-p 120mvp-p 120mvp-p 80mvp-p 80mvp-p 80mvp-p 80mvp-p 80mvp-p 80mvp-p 80mvp-p 80mvp-p 80mvp-p 120mvp-p 120mvp-p 150mvp-p 120mvp-p 150mvp-p 150mvp-p 120mvp-p 300mvp-p 80mvp-p 80mvp-p 80mvp-p 80mvp-p 80mvp-p 300mvp-p 80mvp-p 80mvp-p 80mvp-p 80mvp-p 80mvp-p 120mvp-p 80mvp-p 120mvp-p 250mvp-p 5v 0a 22a 14.7a 22a 26a 0a 10a 6.7a 10a 11a 0a 8a 5.3a 8a 8.8a 0a 5a 3.3a 5a 5.5a 0a 2a 2a 2a 2a 2a 2a 2a 2a 2a 0.4a 0.4a 0.4a 0.5a 0.5a 0.2a 0.5a 0.4a 0a 0a 0a 0a 0a 0.3a 0a 0a 0a 0a 0a 0a 2a 0.5a 0.3a 2.5a 10a 10a 10a 10a 10a 10a 10a 10a 10a 4.8a 4.4a 4a 4.2a 3.2a 1a 3a 2.2a 0.6a 0.6a 0.6a 0.6a 0.6a 2.1a 0.6a 0.6a 0.6a 0.6a 0.6a 0.6a 10a 5a 2.9a 1.7a 7.3a 7.3a 7.3a 7a 7.3a 7.3a 7a 7.3a 7.3a 3.5a 3.2a 2.6a 3.1a 2.4a 0.7a 2.3a 1.6a 0.3a 0.4a 0.4a 0.4a 0.4a 1.4a 0.4a 0.4a 0.4a 0.3a 0.4a 0.4a 7a 3.6a 1.9a 2.5a 10a 10a 10a 10a 10a 10a 10a 10a 10a 4.8a 4.4a 4a 4.2a 3.2a 1a 3a 2.2a 0.6a 0.6a 0.6a 0.6a 0.6a 2.1a 0.6a 0.6a 0.6a 0.6a 0.6a 0.6a 10a 5a 2.9a 2.8a 12a 12a 12a 11a 11a 11a 11a 11a 12a 5.8a 5.3a 4.4a 5a 3.8a 1.1a 3.3a 2.64a 1a 1a 1a 1a 1a 2.3a 1a 1a 1a 1a 1a 1a 12a 6a 3.2a 12v 15v 24v 48v 5v 5v 5v 5v 5v 5v 5v 5v 5v 12v 12v 15v 12v 15v 12v 12v 24v -5v -12v -15v -5v -5v 24v 15v -12v -15v -12v 24v 12v 5v 12v 24v mps-120-5 mps-120-12 mps-120-15 MPS-120-24 mps-120-48 mpd-120a mpt-120a mpt-120b mpt-120c mpq-120b mpq-120c mpq-120d mpq-120e mpt-120d mpd-120b with?25cfm?fan (note?3) (note?2)

  m p s / d / t / q - 1 2 0   s e r i e s 1 2 0 w   1 ~ 4   o u t p u t   f o r   m e d i c a l  ty p e 300 myles standish blvd., t aunton, m a 02780 ph: 1-800-823-8082              fax: 508-823-8181 www.a strodyne.com ac?intput?connector?(cn1)?:?molex?5273-05?or?equivalent dc?output?connector?(cn2)?:?molex?5273-13?or?equivalent pin?no. pin?no. 3 3 1 1 5 4 5 6 7 8 9 10 11 12 13 2,4 2 mps-120 mps-120 mpd-120 mpd-120 mpt-120 mpt-120 mpq-120 mpq-120 mating?housing mating?housing terminal terminal ac/l -v -v -v -v +v +v p.f.d. nc no?pin nc ac/l com com com com v2 v2 p.f.d. nc no?pin nc ac/l com com com com v2 v2 p.f.d. v3 no?pin nc ac/l com com com com v2 v2 p.f.d. v3 no?pin v4 no?pin +v +v +v no?pin v1 v1 v1 no?pin v1 v1 v1 no?pin v1 v1 v1 ac/n ac/n ac/n ac/n molex?5195 molex?5195 molex?5194 molex?5194 or?equivalent or?equivalent or?equivalent or?equivalent fg fg fg fg unit:mm mechanical?specification 95.25[3.75"] 107.95[4.25"] 165.1?[6.5"] 177.8[7"] 13 6 2 cn2 1 4 3 5 9 7 8 11 10 12 +v adj cn1 2 3 1 4 5 4- 3.96[0.156"] fan 10cm derating?curve pin assignment static?characteristics 90 100 115 135 155 264 230 100 90 80 70 60 50 40 input?voltage?(v)?60hz load(%) 1~4?output?medical type 1 2 0 w??m e d i c a l s e r i e s file?name:120w?medical-spec???2005-09-13 load?(%) 10 20 30 40 50 55 60 70 20 40 60 80 100 -20 0 25cfm?forced?air?cooling convection?cooling 53w?mps-120-3.3?only 73.7w?mps-120-5?only 80w?others ambient?temperature?( ) mps/d-120 mpt/q-120 35.5?[1.4"]
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