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		  Datasheet File OCR Text:


		     lite-on   technology   corporation property of lite-on only           features   * high speed transmission  ?] 16 mbps , nrz code  ?^   * ttl compatible  * same package as fiber optic transmiting module ltdl-tx12p04  applications  * digital  audio system  * cd & dvd players  package dimrnsions    notes:  1. all dimensions are in millimeters.  2. tolerance is  ? 0.3 mm unless otherwise noted.  part no. : LTDL-RX16P04 data sheet  page :     1     of       4   bns-od-c131/a4 

    lite-on   technology   corporation property of lite-on only         electro ?e optical characteristics  absolute maximum ratings at ta=25 j    parameter maximum rating unit     supply voltage (v dd ) 6.0 v     output voltage (v o )  v dd  ?? 0.3  v     operating temperature range  -20 j  to + 70 j       storage temperature range  -30 j  to + 80 j       lead soldering temperature  [1.6mm(.063") from body]  260 j  for 5 seconds    electrical optical char acteristics at ta=25 j    parameter symbol min. typ. max. unit  test  condition      data rate   ts  0.1  ?e   16 mbps  nrz signal    operating voltage  v dd  4.75  ?e   5.25 v        peak sensitivity wavelength  f peak   ?e   650  ?e   nm     input sensitivity  pi  -24  ?e   -14 dbm       dissipation current  i dd  2 7 10 ma nrz signal     high level output voltage  v oh  2.4 4.8  ?e   v  dc light ,  i oh   = -20 a      low level output voltage  v ol   ?e   0.2 0.4  v  dark ,  i ol   = 0.6ma    ?low ? high?propagation delay time  t plh   ?e   ?e   166 ns     ?high ? low?propagation delay time  t phl   ?e   ?e   166 ns      pulse width distortion  g t w   -18  ?e   +18 ns  *1     jitter  g tj  ?e   1 5 ns  *1     rise time  t r  ?e   8 20 ns  *1     fall time  t f  ?e   8 20 ns  *1      part no. : LTDL-RX16P04 data sheet  page :     2     of      4   bns-od-c131/a4 

    lite-on   technology   corporation property of lite-on only         *1 setup of measuring system    part no. : LTDL-RX16P04 data sheet  page :     3     of       4   bns-od-c131/a4

    lite-on   technology   corporation property of lite-on only         rise and fall times and pulse width distortion  input signal output signal v oh v ol tr t plh t phl tf 90% 50% 10% 50%   pulse width distortion=  tw = t  -t phl plh   jitter  50% 50% input signal output signal t j t j   part no. : LTDL-RX16P04 data sheet  page :     4     of      4   bns-od-c131/a4 
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