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		  Datasheet File OCR Text:


		     www.vishay.com for technical questions, contact:  ff2aresistors@vishay.com document number: 31061 254 revision: 27-apr-10 cza vishay dale thick film chip resistor attenuator, surface mount features ? single component reduces board space and component counts - replaces 3 or more components ? tolerance matching and temperature tracking superior to individual components ? maximum power dissipation: 0.075 w for cza06s; 0.040 w for cza04s ? consult factory for extended values, non-standard tolerances, impedance matching and other attenuation values ? frequency range: dc to 3 ghz ? compliant to rohs directive 2002/95/ec note ?  power rating depends on the maximum temperature at the solder  point, the component placement density and the substrate materia l. * pb containing terminations are not  rohs compliant, excemptions may apply standard electrical specifications global model power rating  p 70 c w impedance   attenuation range and tolerance  0.3 db (l)  0.5 db (h) cza04s 0.040 50 1 db to 5 db 6 db to 20 db cza06s 0.075 50/75/100/300/600 1 db to 5 db 6 db to 20 db impedance 50   75   100   300   600   attenuation  in  db 11 1 1 1 1.5 1.5 1.5 1.5 1.5 22 2 2 2 33 3 3 3 44 4 4 4 55 5 5 5 66 6 6 6 10 10 10 10 10 11 11 11 11 11 12 12 12 12 12 13 13 13 13 13 14 14 14 14 14 15 15 15 15 15 16 16 16 16 16 17 17 17 17 17 18 18 18 18 18 19 19 19 19 19 20 20 20 20 20 circuit schematic 4-pin circuit unbalanced   type unbalanced   type 4 1 3 2 r1 r2 r2 4 1 3 2 r1 r2 r2 cza04s (marking) cza06s (marking) technical specifications parameter unit cza04s cza06s rated dissipation at 70 c w 0.040 0.075 vswr 1.2 max. 1.2 max. category temperature range c - 55 to + 125 - 55 to + 150 frequency range dc to 3 ghz dc to 3 ghz global part number information new global part numbering: cza06s04015050lrt   (preferred part numbering format) model pin count attenuation impedance tolerance pac k ag i n g special cza04s cza06s 04  = 4 pin 010  = 1.0 db 015  = 1.5 db 020  = 2.0 db 150  = 15.0 db 000  =   0    jumper 050  = 50   075  = 75   100  = 100   000  = 0    jumper h  =  0.5 db l  =  0.3 db z  = 0    jumper ea  =lead (pb)-free, t/r (all) td  = tin lead, t/r (04 only) rt  = tin lead, t/r (06 only) (dash number) up to 1 digit blank = standard historical part number example: cza06s04015050lrt (will continiue to be accepted) cza 06s 04 015 050 l rt model case size pin count attenuation impedance tolerance packaging t r l 0 5 0 5 1 0 4 0 s 6 0 a z c

    document number: 31061 for technical questions, contact:  ff2aresistors @vishay.com www.vishay.com revision: 27-apr-10 255 cza thick film chip resistor  attenuator, surface mount vishay dale dimensions global  model  dimensions  in inches (millimeters)  l  w  t  a  p  b   b* cza04s  0.039  0.004  (1.00  0.10)   0.039  0.006 (1.00  0.15) 0.014  0.004        (0.36  0.10)   0.013  0.006  (0.33  0.15)   0.026     (0.65)   0.006  0.004 (0.15  0.10) 0.010  0.004 (0.25  0.10) cza06s  0.063  0.006  (1.60  0.15)  0.059  0.006 (1.50  0.15)  0.020  0.004  (0.51  0.10)   0.024  0.006  (0.61  0.15)   0.031  (0.80)   0.012  0.006  (0.30  0.15)   0.012  0.006 (0.30  0.15) solder pad dimensions  in inches (millimeters) cwdab cza04s 0.018 (0.45) 0.083 (2.10) 0.008 (0.20) 0.018 (0.45) 0.032 (0.82)  cza06s 0.031 (0.80) 0.122 (3.10) 0.014 (0.36) 0.025 (0.63) 0.045 (1.15) p 4-terminal de v ice s -  v ersion cza04s pin 1 cza06s pin 1 cza04s pin 1 cza06s pin 1 deratin g  cza04s 120 100 8 0 60 40 20 0 - 55        - 25          0          25         50       75 100 125 150 175                 ambient temperature c 70  rated power % 120 100 8 0 60 40 20 0 - 55        - 25          0          25         50       75 100 125 150 175 ambient temperature c 70 deratin g  cza06s rated power % performance test conditions of test test results (typical test lots) 0.5 db to 5 db  6 db to 20 db endurance test at 70 c per eia 575-3.14 1000 h at 70 c, 1.5 h ?on?, 0.5 h ?off?  0.2 db  0.3 db overload  per eia 575-3.6 short time overload  0.2 db  0.3 db thermal shock per eia 575-3.5   0.2 db  0.3 db moisture resistance per eia 575-3.10   0.2 db  0.3 db resistance to soldering heat 10 s at 260 c solder bath temperature eia 575 3.8  0.2 db  0.3 db high temperature exposure per eia 575-3.7  0.2 db  0.3 db low temperature operations per eia-575-3.6  0.2 db  0.3 db solderability and leaching eia 575-3.12 95 % coverage

    document number: 91 000  www.vishay.com revision: 11-mar-11 1   disclaimer legal disclaimer notice vishay   all product, product specifications and data ar e subject to change without notice to improve reliability, function or design or otherwise.  vishay intertechnology, inc., its affiliates, agents, and employees, and all persons acting on its or their behalf (collectivel y, vishay), disclaim any and all liability fo r any errors, inaccuracies or incompleteness contained in any datasheet or in any o ther disclosure relating  to any product. vishay makes no warranty, representation  or guarantee regarding the suitability of  the products for any particular purpose or the continuing production of any product.   to the maximum extent permitted by applicab le law, vishay disc laims (i) any and all liability arising out of the application or use of any product,  (ii) any and all liability, incl uding without limitation specia l, consequential or incidental dama ges, and (iii) any and all impl ied warranties, including warran ties of fitness for particular purpose, non-infringement and merchantability.  statements regarding the suitability of pro ducts for certain types of applications are based on vishays knowledge of typical requirements that are often placed on vishay products in gene ric applications.  such statements are not binding statements about the suitability of products for a partic ular application.  it is the customers responsibility to validate that a particu lar product with the properties described in th e product specification is su itable for use in a particul ar application.  parameters provided in datasheets an d/or specifications may vary in  different applications and perfo rmance may vary over time.  all operating parameters, including typical pa rameters, must be  validated for each customer application by the customers technical experts. product specifications do not expand or  otherwise modify vishays term s and conditions of purchase, including but not limited to the warranty expressed therein. except as expressly indicated in  writing, vishay products are not designed for  use in medical, life-saving, or life-sustaining applications or for any other application in which the failure of  the vishay product co uld result in person al injury or death. customers using or selling vishay  products not expressly indicated for use in such applications do so at their own risk and agr ee to fully indemnify and hold vishay and it s distributors harmless from and against an y and all claims, liabilities, expenses and damages arising or resulting in connection  with such use or sale, including attorneys fees, even if such claim alleges that vis hay or its distributor was negligent  regarding the design or manufact ure of the part.  please contact authorized vishay personnel t o obtain written terms and conditions regarding  products designed fo r such applications. no license, express or implied, by estoppel  or otherwise, to any intelle ctual property rights is gran ted by this document or by any conduct of vishay.  product names and markings noted  herein may be trademarks of  their respective owners.
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