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		  Datasheet File OCR Text:


		  features all product specifications are subject to change without notice  last updated : 31-oct-2007 fwa-3700/3710 1u rackmount intel ?  pentium ?  m  processor-based platform with    4 pcie lan ports ?	 supports intel ?  pentium ?  m or celeron ?  m processor ?	 dual-channel ddr2 400/533 sodimm, up to 2 gb ?	 four 10/100/1000 mbps lan ports ?	 one proprietary pcie expansion connector onboard ?	 supports one fixed 3.5" ide or sata hdd ?	 one 10/100 mbps lan port for management introduction conceived as a powerful but low power consumption rack-mount internet security platform, the fwa-3700 series was specifically designed for mainstream ids/ips, anti-virus, vpn  gateway and unified threat management (utm) applications. using the latest intel pentium m processor combined with the mobile intel 915gm express chipset and intels ich6m  i/o controller hub, the fwa-3700 series provides unprecedented performance, connectivity and throughput without compromising on system thermal design. it supports up to 2 gb  of ddr2 system memory at 400 or 533 mhz on dual-channel sodimm banks. by leveraging pci express technology, the platforms maximize i/o throughput by taking full advantage  of the ich6-ms pci express (pcie) capability. four pcie lanes connect directly to the ethernet controllers to provide bi-directional 2 gb/s peak bandwidth for gigabit ethernet support  at wire speed. the system supports one optional 3.5" ide or sata hdd, and compactflash for os and internet security applications. the front panel has a 9-pin rs-232 serial port  and one 10/100 managed lan port, with an lcd module for local system management, maintenance and diagnostics. it is fcc, ce, ccc, and ul compliant. specifcations processor system  cpu intel pentium m / celeron m processor max. speed 2.0 ghz/1.5 ghz chipset intel 915gm + ich6m front side bus 533/400 mhz bios award? 4 mbit flash memory technology dual-channel ddr2 533/400 sodimm capacity up to 2 gb with 2 slots expansion  onboard expansion slots 1 proprietary internal pcie x4 connector 1 32-bit/33 mhz mini pci slot ethernet fast ethernet 1 10/100 intel 82562 fe port for management gigabit ethernet 4 10/100/1000 mbps pcie gbe ports gbe controller fwa-3700 4 x marvell 8053 fwa-3710 4 x intel 82573 lan bypass 2 segment on gbe ports storage controller supports 3.5" hdd x 1 on ide 0, or sata hdd x 1 - ata100 connector x 1 on ide 0 (secondary) - max. data transfer rate 100 mb/s - supports 3.5" ata hdd sata sata interface - sata connector x 1 on separate sata channels - max. data transfer rate 150 mb/s - support 3.5" sata hdd compactflash socket 1 cf socket on ide 0 (primary/master) peripheral usb 2 (usb 2.0) serial 1 (rs-232) lcd module 1 k/b, mouse, lpt, crt, com pin headers r ohs compliant 2002/95/ec

 www.advantech.com/products online download dimensions unit: mm (inch) fwa-3700/3710 power watt 180 w input 90 ~ 240 v ac, auto range environment operating non-operating temperature 0 ~ 40 c (32 ~ 104 f) -20 ~ 75 c (-4 ~ 167 f) humidity 5 ~ 85 % @ 40 c (104 f) 5 ~ 95 % physical characteristics dimensions (w x h x d) 426 x 44 x 280 mm (16.7" x 1.7" x 11") weight 4.5 kg (9.9 lb) specifcations cont. ordering information part number processor lan power supply ethernet controller fwa-3700e - 5 180 w 4 x marvell 8053 FWA-3710E - 5 180 w 4 x intel 82573 accessories part number description 1702002600 3p 180 cm, usa 1702002605 3p 180 cm, europe 1702031801 3p 180 cm, uk 1700000237 3p 180 cm, jp packing list part number description 1701160101 vga port cable (for system installation use) 1703080160 ps/2 y cable mini-din 16 cm 1703092000 console cable d-sub 9-pin 2 m lcd display module    (16 characters, 2 lines) power led hdd led two usb  2.0 ports rs-232  console port management  lan port four lan ports one 15-cfm  cooling fans 3.5" hdd bay power supply 278.80 (11.00") 426.00 (16.80") 44.20 (1.74")
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