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		  Datasheet File OCR Text:


		  features industrial communication all product specifications are subject to change without notice  last updated : january 2005   PCL-858 speci?cations ?   ports  8 ?   i/o address range  from 000h to 3ffh ?   irq  3, 4, 5, 6, 7, 9, 10, 11, 12, 15 ?   data bits  5, 6, 7, 8 ?   stop bits  1, 1.5, 2 ?   parity  none, even, odd ?   uarts  2  16c554 (PCL-858a/858b) ?   speed  50 bps ~ 921.6 kbps    ?   data signals  txd, rxd, rts, cts, dtr, dsr, dcd, gnd ?   surge protection  3000 v dc  (PCL-858b only) ?   power consumption  +5 v @ 450 ma typical, 950 ma max.    12 v @ 140 ma typical, 240 ma max.  ?   dimensions  185  100 mm (7.3 x 3.9) ?   operating temperature  0 ~ 60 c  (32 ~ 140 f) ?   storage temperature  -25 ~ 80 c  (-13 ~ 176 f)  ordering information ?   PCL-858a  8-port high-speed rs-232 interface card (must choose  opt-8x) ?   PCL-858b  8-port high-speed rs-232 interface card w/surge  protection (must choose opt-8x) ?   opt8a  8-port rs-232 (dce) connection box with female db25  connector ?   opt8b  8-port rs-232 (dte) connection box with male db25  connector ?   opt8c  8-port rs-232 cable with male db-62 to db25   connector (1m) ?   opt8h  8-port rs-232 cable with male db-62 to db9   connector (1m) 8-port high-speed rs-232  communication cards ?   eight independent rs-232 serial ports ?   transmission speed up to 921.6 kbps ?   independent i/o addresses, shared irq settings for each of 8 serial ports ?   wide irq selection: 3, 4, 5, 6, 7, 9, 10, 11, 12, 15 ?   supports surge protection: 3000 v dc  (PCL-858b only) ?   supports windows ?   98/ 2000/xp, linux ? ?   powerful and easy-to-use utility (icom tools) introduction PCL-858 interface cards provide eight rs-232 serial communication ports, where each port can be configured individually using onboard jumpers. PCL-858a and PCL-858b each  have two 16c554 uarts, which make serial i/o more reliable. the PCL-858 cards support automatic addressing for all eight ports. all channels share the same interrupt (irq), and an  interrupt status register can be used to determine the interrupt source. when an onboard interrupt occurs, the interrupt status register (vector address) indicates which port generated  it. the shared interrupt can be set to most common (extended) at interrupts. this simplifies programming, speeds up interrupt processing and frees up interrupts for other devices.
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