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		  Datasheet File OCR Text:


		  01 of 02 jtm ceramic discriminators ceramic discriminator  for communication jtm ceramic discriminator for communication  (murata cdb/cdbc/cdbm compatible) previe w jtm for communication consists of wide band piezoelectric resonator. it is ideal for mobile communication  equipment due to its small size and light weight. standard line includes products for a wide range of applications,  from cordless telephones to cellular telephones, making non-adjustment and shrinking of the detection circuit  possible. token jtm including features with small in size and lightweight, realize non-adjustment in detection circuit,  high sensitivity and stability, wide range of standard products are available for various ics, operating temperature  range: -20c to +80c and storage temperature range: -40c to +85c.  characteristics :    1. dimensions: (6.0 x 6.0 x 3.0) unit: mm.    2. storage temperature range: -40c to +85c.    3. operating temperature range: -20c to +80c.    4. center frequency: 4552 (khz), 447.51.5 (khz), 429.02.0 (khz).    5. available ic: cxa1483m, cxa1484, cxa1184m, cxa3117n, la8610, ne605, mc3371,        ta31136, ta31142, ta31143, ta31147, ta8104, ta8103f. t oke n version 2010 http://www.token.com.tw/ rfq   token.com.tw

 02 of 02 jtm ceramic discriminators dimensions  technical characteristics jt m 455c2 8 6.0 3.0 6.0 4.2 4.2 2-1.0 4.2 1.0 (c 2 :1.8) part number center  frequency (fo)(khz) recovered audio 3db bw (khz)min recovered  audio output (mv)min distortion  factor (at fo) (%)max applicable  ic jtm455c18 4552 3.0 18040 2.0 mc3371 jtm455c24 4552 4.0 10040 2.0 ta31136 JTM455C28 4552 4.0 4020 3.0 ta31142 jtm455c29 4552 4.0 12530 2.5 ne605 jtm455c32 4552 4.0 4020 3.0 ta31143 jtm455c47 4552s - 14020(fo) 14020 (fo4.8) - ta31147 jtm455c50 4552 4.0 646.4 4.0 cxa3117n part number resonant frequency (fr)(khz) antiresonant frequency (fa)(khz) band width fa-fr(khz) resonant resistance ()max capacitance pf20% applicableic jtm455c2 447.51.5 (at |z|=2.05k) 463.01.5 (at |z|=10k)     140 ta8104 jtm455c3   455.01.5 48.05.0 70 600 cxa1184m jtm455c4   470.01.0 43.02.0 300 140 la8610 jtm455c10 429.02.0   51.05.0 70 580 ta8103f jtm455c15   463.51.0 43.02.0 300 140 cxa1483m jtm455c25   465.01.5 45.04.0 300 135 cxa1484 how to order ? jtm455c24 p ?   part number back to 1st page - ceramic discriminator (jtm) t   version 2010 http://www.token.com.tw/ rfq   token.com.tw
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