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		  Datasheet File OCR Text:


		  4532  size 800 -100 0mhz band  chip multilayer 90deg.3db splitter f slc - c 090u hitachi metals , ltd. date. data - no.  p/n ju ly /1/ 200 4 f slc - c 090u dwn.  y .t an ak a lc - f sl c - c 0 90 u - 040 7 a page.  1/4  

 " all the technical data and information contained herein are subj ect to change without notice." specifications equivalent circuits shape   &   size 1 8 4 2 5 unit(mm) 3 6 1 5 2,3,6,7  ground 4   isolation port 1   in  5  out - 2  8   out - 1  7 8 4 c090u 3 . 2 0 . 5 4 . 5 m a x 2 . 0 0 . 75 1 . 0 1 . 0 1 . 0 hitachi metals , ltd. date. data - no.  p/n ju ly /1 / 200 4 f slc - c 090u dwn.  y . tan ak a lc - fsl c- c 090 u - 040 7 a page.  2/4 frequency range(mhz) insertion  loss phase imbalance return loss isolation handling power temperature range 800-1000 4.0db max. including splitting loss 90 +/- 5deg. 17db min. 20db min.  5w max. -35 to +85 deg.c  

 f slc - c 090u sample data c 0 9 0 u i s o l a t i on   p o r t g r ound g r ound g r ound o u t - 1 g r ound o u t - 2 i n hitachi metals , ltd. date. data - no.  p/n j u ly /1 / 200 4 f slc - c 090u dwn.  y . ta na ka lc -f slc - c 0 90 u -0 40 7a page.  3/4 m3 freq=800.0mhz db(s(2,1))=-3.487 m4 freq=1.000ghz db(s(2,1))=-3.194 m17 freq=800.0mhz db(s(3,1))=-2.989 m18 freq=1.000ghz db(s(3,1))=-3.444 0.70 0.75 0.80 0.85 0.90 0.95 1.00 1.05 1.10 0.65 1.15 -5.0 -4.5 -4.0 -3.5 -3.0 -2.5 -2.0 -1.5 -1.0 -5.5 -0.5 freq, ghz db(s(2,1)) m3 m4 db(s(3,1)) m17 m18 m1 freq=800.0mhz db(s(1,1))=-27.252 m2 freq=1.000ghz db(s(1,1))=-20.483 0.70 0.75 0.80 0.85 0.90 0.95 1.00 1.05 1.10 0.65 1.15 -40 -30 -20 -10 0 10 20 30 40 -50 50 freq, ghz db(s(1,1)) m1 m2 m7 freq=800.0mhz db(s(2,2))=-28.709 m8 freq=1.000ghz db(s(2,2))=-21.140 0.70 0.75 0.80 0.85 0.90 0.95 1.00 1.05 1.10 0.65 1.15 -40 -30 -20 -10 0 10 20 30 40 -50 50 freq, ghz db(s(2,2)) m7 m8 m11 freq=800.0mhz db(s(3,3))=-26.593 m12 freq=1.000ghz db(s(3,3))=-21.145 0.70 0.75 0.80 0.85 0.90 0.95 1.00 1.05 1.10 0.65 1.15 -40 -30 -20 -10 0 10 20 30 40 -50 50 freq, ghz db(s(3,3)) m11 m12 m15 freq=800.0mhz abs(phase(s(2,1))-phase(s(3,1)))=89.372 m16 freq=1.000ghz abs(phase(s(2,1))-phase(s(3,1)))=89.575 0.70 0.75 0.80 0.85 0.90 0.95 1.00 1.05 1.10 0.65 1.15 85 90 95 80 100 freq, ghz abs(phase(s(2,1))-phase(s(3,1))) m15 m16 m9 freq=805.0mhz db(s(3,2))=-34.224 m10 freq=930.0mhz db(s(3,2))=-29.833 0.70 0.75 0.80 0.85 0.90 0.95 1.00 1.05 1.10 0.65 1.15 -40 -30 -20 -10 0 10 20 30 40 -50 50 freq, ghz db(s(3,2)) m9 m10  

 foot  pattern 0 . 3 1 . 0 1 . 0 1 . 0 3 . 7 2 . 4 1 . 5 1 . 5 hitachi metals , ltd. date. data - no.  p/n jy ly /1 / 20 04 f slc - c 090u dwn.  y .t an aka lc - fsl c - c 090u-0407a page.  4/4  
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