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		  Datasheet File OCR Text:


		  tx6-104h     through hole tcxo  hcmos         2002/95/ec  rohs  compliant   17 dec. 10  quartzcom ag  quartzco m asia  quartzcom usa  sales@quartzcom.com sale s-asia@quartzcom.com sa les-usa@quartzcom.com     www.quartzcom.com      features   ?   applications: mobile commu nications, instrumentation,  satellite communication (data & voice)  ?   frequency range up to 200 mhz  ?   high reliable hermetic sealed package   ?   low phase noise    specification   parameter   VT6-104H3  vt6-104h5  frequency range  5 ~ 200 mhz  standard frequencies  10.0, 12.80, 13.0 , 16.384, 20.0, 26.0, 38.40 & 40.0 mhz  frequency stability:     vs. temperature    ?   ? 0.5  ~  ? 2.5 ppm    vs. supply & load change    ?   ? 0.2 ppm  ? 5 %   vs. aging    ?   ? 1.0 ppm  1 st  year  frequency tolerance ex. factory    ?   ? 0.5 ppm  @ +25 c  short term stability (allan deviation)  ?  1 s  ?  5 x 10 -10    supply voltage  +3.3 v  ? 5 %  +5.0 v  ? 5 %  supply current  10 ~ 40 ma  output signal  hcmos / ttl compatible  output level   v oh  > 0.9 vdc  v ol  < 0.1 vdc  output load  15 pf / 10 ttl  frequency adjustment by internal trimmer   >  ? 5 ppm  optional on request  phase noise @ 20 mhz carrier frequency            -97 dbc/hz  @  10 hz    -117 dbc/hz  @  100 hz    -140 dbc/hz  @  1 khz    -145 dbc/hz  @  10 khz    -150 dbc/hz  @  100 khz  operating temperature range    -20 ~ +70 c  commercial application    -40 ~ +85 c  industrial application  storage temperature range  -55 ~ +125 c  packaging units      tray 50  pieces   tube   25  pieces  customer specifications on request    without trimmer    pin function    # 1  gnd  # 7  gnd  # 8  output  #14 vdc    with internal trimmer (optional)    environmental & mechanical specification  shock  vibration  solderability  seal integrity  mil-std-883c, method 2002, con b  mil-std-883c, method 2007, con a  mil-std-883c, method 2003  mil-std-883c, method 2014, con c&a2   
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