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		  Datasheet File OCR Text:


		    microsd/tf card connector FCN-260 series fea tures   reduction in seize and weight      (5 (d) x 4 (w) x .65 (h)mm) with unique       push-push structure half-lock to prevent forced card extraction, good     operability with sense of click for insertion  smooth card inserion/withdrawl with unique       drop-protection mechanism with card detections switch card ejection distance 3.5mm fcn-568z008-g/0m    ? ? ? ? ? ? microsd is currently the worlds smallest memory  card storage system, specifcally designed for use  with ultra-small mobile phones and other devices.  like the minisd, the microsd/transflash is ideal  for use in storing media-rich fles such as music,  videos, and photographs in compatible mobile  phones.   fujitsus microsd connector offers the lowest  profle height (1.65mm) currently available in the  market. featuring fujitsus precise and insert molding  technology, the fcn-560 series micro sd  connector measures 5mm (d) x 4mm (w) x  .6mm (h) and has a life cycle of ten thousand  insertions/withdrawals.  fujitsus connector uses a proprietary push-push  structure that provides positive tactile feedback  during card insertion and withdrawal. a card drop protection mechanism prevents the  card from falling out during pre-insertion and forced  card extraction after its locked in.  when ejected,  the card travels 3.5mm from its locked position.  item specifcation operating temperature  range -20c to +70c current rating ac 0.5a voltage rating ac/dc 5v contact resistance 100m? maximum dielectric withstanding  voltage ac 500v for  minute insertion/withdrawl life 0,000 cycles item specifcation insulating material lcp, ul94 v-0 contact copper alloy plating nipdau pin / spring swpa metal cover stainless steel tape and reel:  , 500 pcs/reel rohs compliant

  2 microsd/tf card connector specifica tions 

  3 microsd/tf card connector japan fujitsu component limited gotanda-chuo building 3-5, higashigotanda 2-chome, shinagawa-ku tokyo  4 8630, japan tel: (8 -3) 5449-700 fax: (8-3) 5449-2626 email: promothq@fcl.fujitsu.com web: www.fcl.fujitsu.com north and south  america fujitsu components america, inc. 250 e. caribbean drive sunnyvale, ca  94089  u.s.a. tel: ( -408) 745-4900 fax: (-408) 745-4970 email: components@us.fujitsu.com web: http://us.fujitsu.com/components/ europe fujitsu components europe b.v. diamantlaan 25 232 wv hoofddorp netherlands tel: (3 -23) 556090 fax: (3-23) 5560950 email: info@fceu.fujitsu.com web: emea.fujitsu.com/components/ asia pacifc fujitsu components asia ltd. 02e pasir panjang road #0-0  citilink warehouse complex singapore   8529 tel: (65) 6375-8560 fax: (65) 6273-302 email: fcal@fcal.fujitsu.com web: http://www.fujitsu.com/sg/services/micro/components/ fujitsu components international headquarter offces ?2007 fujitsu components america, inc.  all rights reserved. all trademarks or registered trademarks are the property of their respective  owners.  fujitsu components america or its affliates do not warrant that the content of datasheet is error free.  in a continuing effort to improve our  products fujitsu components america, inc. or its affliates reserve the right to change specifcations/datasheets without prior notice. rev. april 26, 2007. specifica tions 
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