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		  Datasheet File OCR Text:


		        for more information  please call 1-800-belden1 description: fiberexpress brilliance field installable connector, sc, multimode 50 m, om2, for 900 m tight buffered fiber usage (overall) suitable applications: indoor termination of fiber cables: patch panels, communication outlets, fiber-to-the-desk, distribution frames, campus, customer premise, access network, data centers related parts: fiberexpress brilliance installation kits, breakout kits physical characteristics (connectivity) dimensions dimensions: height (in.) width (in.) length (in.) 0.360 0.390 1.820 materials materials: description type material color connector body n/a plastic black color color: black included parts included parts: 900 m boot, dust cap packaging packaging: individually packaged in a plastic bag. mechanical characteristics (connectivity) mechanical specifications: parameters specifications interconnection compatibility compliant with tia/eia-604-3(focis 3) field assembly time 40 seconds durability (multimode) 500 cycles, less than 0.2 db change, fotp-21 durability (single-mode) 500 cycles, less than 0.3 db change, fotp-21 nominal fiber od 125 m storage temperature -40f to +167f (-40c to +75c) operating temperature -40f to +167f (-40c to +75c) tensile strength on 900 m tight buffered fiber 1.12 lb (0.5 kg), less than 0.2 db change, fotp-6 ferrule ceramic applicable specifications and agency compliance (overall) applicable standards & environmental programs eu directive 2002/95/ec (rohs): yes eu rohs compliance date (mm/dd/yyyy): 07/01/2006 mii order #39 (china rohs): eup 50 telecommunications standards: tia 568-c.3   page 1 of 2  01-06-2012 detailed specifications & technical data english measurement version ax104245-s1  modular connectors - brilliance sc connector om2  www.datasheet.co.kr  datasheet pdf - http://www..net/

 telecommunications standards: tia 568-c.3 safety listing: aca suitability suitability - indoor: yes - indoor transmission characteristics (connectivity) transmission specifications: maximum insertion loss (field cleaver) typical insertion loss (field cleaver) maximum insertion loss (precision cleaver) typical insertion loss (precision cleaver) minimum reflectance fiber type 0.75 db 0.30 db 0.50 db 0.20 db -25 db multimode 0.75 db 0.40 db 0.50 db 0.30 db -40 db singlemode notes (overall) notes: refer to installation guide px105234 for installation procedures. supplied with fiberexpress brilliance installation kit. notes (cont'd.): fiber can be reterminated up to 5 times with the same connector. product family part number list: description belden part number sc 62.5 m multimode om1 AX104244-S1 sc 50 m multimode om2 ax104245-s1 sc 50 m multimode om3-4 ax104246-s1 sc, singlemode os2 ax104247-s1 sc/apc, singlemode os2 ax104253-s1 sc 62.5 m multimode om1, 25 per package ax104244-b25 sc 50 m multimode om2, 25 per package ax104245-b25 sc 50 m multimode om3-4, 25 per package ax104246-b25 sc singlemode os2, 25 per package ax104247-b25 sc/apc singlemode os2, 25 per package ax104253-b25 related documents: no related documents are available for this product put ups and colors: item # putup ship weight color notes item desc ax104245-s1  1 ea 0.007 lb brilliance sc om2 900um 1 per  revision number: 0      revision date: 01-25-2011 ? 2012 belden, inc all rights reserved. although belden makes every reasonable effort to ensure their accuracy at the time of this publication, information and specifications described herein are subject to error or omission and to change without notice, and the listing of such information and specifications does not ensure product availability.  belden provides the information and specifications herein on an "as is" basis, with no representations or warranties, whether express, statutory or implied. in no event will belden be liable for any damages (including consequential, indirect, incidental, special, punitive, or exemplary damages) whatsoever, even if belden has been advised of the possibility of such damages, whether in an action under contract, negligence or any other theory, arising out of or in connection with the use, or inability to use, the information or specifications described herein. all sales of belden products are subject to belden's standard terms and conditions of sale.  belden believes this product to be in compliance with eu rohs (directive 2002/95/ec, 27-jan-2003). material manufactured prior to the compliance date may be in stock at belden facilities and in our distributors inventory. the information provided in this product disclosure, and the identification of materials listed as reportable or restricted within the product disclosure, is correct to the best of beldens knowledge, information, and belief at the date of its publication. the information provided in this product disclosure is designed only as a general guide for the safe handling, storage, and any other operation of the product itself or the one that it becomes a part of. this product disclosure is not to be considered a warranty or quality specification. regulatory information is for guidance purposes only. product users are responsible for determining the applicability of legislation and regulations based on their individual usage of the product.    page 2 of 2  01-06-2012 detailed specifications & technical data english measurement version ax104245-s1  modular connectors - brilliance sc connector om2  www.datasheet.co.kr  datasheet pdf - http://www..net/
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