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		  Datasheet File OCR Text:


		   mitsumi camera module connectors cam-g95 series connectors features 1. this is a camera module connector used for cell phones, pda, back monitors for car, toy cameras, security cameras etc. 2. space-saving design adopting connectors that minimize increase in size.  3. providing highly reliable contacts that adopt side contacts.  specifications rated voltage 50v ac (rms) rated current 0.5a withstanding voltage 200v ac insulation resistance 50m ? min. contact resistance  40m ? max. electrical characteristics material & finish  component parts  material finish housing  9t nylon black contact  copper alloy gold flash plating shell copper alloy tin reflow plating cam-f91 series model running no. assigned by us no. of contacts supporting module size remarks cam-g95 r41-7001a 24 10 10 half-lock type r41-9128a 24 10 10 wihtout lock  cam-g95a r41-7003a 24 8.5 8.5 wihtout lock  CAM-G95C r41-8449a 20 6 6 [l type] lead r41-4603a 20 6 6 [straight type] lead

  mitsumi camera module connectors dimensions unit : mm recommended pwb layout (reference) c0.75 12 3 12 0.6 1 1 a a corner mark 2 0.27 (0.33) 3.45 1.65 1 3 (lead pitch) 1 (lead pitch) 5 (lead pitch) 4.5  0.05 4.5  0.05 1.4  0.05 1  0.05 0.7  0.05 10.8  0.05 11.3  0.05 12.6  0.05 6 6 10.1 10.1 1 a - a cam-g95 r41-9128a 10.5 10.5 8.6 8.6 5 3 1 c0.7 1 2 3 3.45 0.3 +0.1 - 0.03 1 (lead pitch) 5 (lead pitch) 3 (lead pitch) 5  0.05 3  0.05 3.15  0.05 4.15  0.05 1  0.05 9.8  0.05 pin no.1 11.1  0.05 1  0.05 0.7  0.05 9.3  0.05 1  0.05 recommended pwb layout  cam-g95a r41-7003a 6.1 +0.1 0 8 8 3 0.3 2  0.05 3.6  0.05 0.9  0.05 2.69  0.05 2  0.05 0.9  0.05 2.77  0.05 0.49  0.05 1 2 3 3 2 0.9 3.6 0.9 2 3.6 pin no.1 mark silk print 0.5  0.05 6.8  0.05 7.3  0.05 8.6  0.05 3.6  0.05 6.1 +0.1 0 note 1 note 1 note 1 note 1 note 2 0.3  0.05 recommended pwb layout (reference) note 1. 2. coplanarity: max. 0.1 wihtout lock CAM-G95C r41-8449a
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