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		  Datasheet File OCR Text:


		      sonardyne uk (head office)  t. +44 (0) 1252 872288  f. +44 (0) 1252 876100  e. sales@sonardyne.com  www.sonardyne.com     datasheet  navigation computer    description  the type 8026 navigation  computer forms part of a data  fusion engine, a one-box solution  designed to meet the complete on- board requirements of any acoustic  operation.     the navigation computer is a  powerful, purpose-built pc that is  used in conjunction with the  navigation controller unit (ncu). it  has been specifically designed to run  sonardynes family of pharos lbl  and pharos usbl software  applications.       features include a front-mounted  software key port for when access to  the rear of the unit is restricted by  rack mounting or portable  configurations. key features    ?   intel? core 2 duo? processor  ?   dual screen (svga and dvi)  ?   shock mounted hard drive  ?   ethernet or serial i/f to ncu  ?   front mounted software key  ?   dvd reader / cd writer  ?   only 2u high and 384mm deep   

     sonardyne uk (head office)  t. +44 (0) 1252 872288  f. +44 (0) 1252 876100  e. sales@sonardyne.com  www.sonardyne.com     specifications subject to change without notice - 0 2/2008        specifications  navigation computer     feature feature feature feature       type 8026 type 8026 type 8026 type 8026       general  intel? core 2 duo? 1.83ghz t5600 processor  ram  1gb  hard disc  80gb  drives  1.44mb floppy drive, dvd reader/cd writer  ports  1x svga, 1x dvi, dual video output (dual screen or  clone screen) 6x usb  (2x front, 4x rear), 1 x printer ports (front), 4 x  serial ports (optional  additional 2 serial ports), 1x keyboard, 1x mouse,  1x speaker,   1x aux in   network  2 x 1gbps ethernet  power supply  auto sensing ac input voltage 100-240v , 50-60hz  max current 1.5a @ 240v, 60w / 12 vdc out (lcd moni tor)  ave. operating current: 0.63a @ 240v  environmental  specifications                                                       operating                                   storage   relative humidity  shock  0 o  to 35 o c (35 o  C 95 o f)  -40 o  to 65 o c (-40 o  - 149 o f)  20% - 80% (non-condensing)  10g acceleration peak to peak  5-17hz, 0.1 double amplitude displacement  17-640hz, 1.5g acceleration peak to peak  safety  complies with en61010-1  emc  complies with immunity & emission requirements of e b60945  dimensions (lxwxh)  384mm (15.1) x 482mm (18.9) x  88mm (3.4)             
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