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		  Datasheet File OCR Text:


		  specifications surface acoustic wave filter (saw filter) (2003. 2.) 11.0 db input output nominal frequency  [fo] 5db pass band (relative to i.l. at fo) insertion loss (at fo)    including losses in matchng circuit passband deviation (within fo 300 khz) pass band ripple (within fo 300 khz) phase linearity (within  fo  615 khz) stop band attenuation       (referred to i.l. at fo)      at fo   0.9 mhz      at fo  1.25 mhz      at fo  1.70 mhz      at fo  2.05 mhz      10mhz    f    fo-9.0 mhz      fo+9.0mhz    f    fo+15.0 mhz      fo+15.0mhz <   f    fo+100 mhz terminating impedance operating temperature range package outlines  [dimensions in mm] footprint  [dimensions in mm] (0.9) (1.75) 2.54 0.2 3.5   0.13 6.0 0.13 1.27 0.2 1.15 0.2 (g) (g) (g) (g) (g) (input) (output) marking (0.6) 6.8 4.3 1.27 2.2 TQS-465AA-7R features miniature size : 6.0(w) x 3.5(d) x 1.15(h)mm high attenuation high selectivity application if filter for cellular phone cdma system balanced or unbalanced : 1020  ?  // -2.5 pf balanced or unbalanced : 810  ?  // -4.4 pf -30   c to +85   c 183.6mhz fo  663 khz 8.0 db (*1) 9.0 db (*2) (*1) matching inductor size is 1008 (inch) (*2) matching inductor size is 0603 (inch) 0.7 2.54 1.45 (g) (output) (input) 0 .4 d b 0 .4 d b 1. 9      ?      ?       ?                      

 TQS-465AA-7R 183.6 mhz surface acoustic wave filter (saw filter) 0 10 20 30 40 50 60 70 80 90 100 7 8 9 10 11 12 13 14 15 16 17 183.6 a b b : loss (db) a : loss (db) frequency (mhz) +2.5 +1 a:  C2.5 b:   C1 if filter for cellular phone cdma system electrical data (2003. 2.)  
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