

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						00121			MAX2322			BCM5320			C0402S			NJU6314			2SB834			HA13164A			2010B			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				KOM1-4 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  2 leds specifications subject to change without notice. series model no. ko example ordering number ko _ 103b       ko 103 specifications contact rating: as per individual model number initial  cont   act  resistance: 10 m   max. insulation resistance: as per individual model number dielectric strength: as per individual model number materials housing and cylinder: die cast zinc alloy. finish dependent  upon individual model number contact: silver plated copper alloy keys: as per individual model number how to order features & benefits zinc alloy die cast housing and cylinder,  chrome plated zinc alloy keys, chrome plated silver plated contacts and terminals 200 combinations available ratings: 1a @ 125 vac 0.5a @ 250 vac contact resistance: 20 m   max. initial @ 2-4 vdc, 100 ma insulation resistance: 200 m   min.  dielectric strength: 1,500 v rms @ sea level specifications hole size part number lock configuration (as viewed from key end) connected terminals  pos. 1          pos. 2          pos. 3 key pull possible ko103a off 1-2 pos. 1 ko103b off 1-2 pos. 1, pos. 2 ko103c 1-2 3-4 pos. 1 ko103d 1-2 3-4 pos. 1, pos. 2 ko103e off 1-2 pos. 1 1 2 90   indexing 90   indexing 90   indexing 90   indexing 90   indexing 1 2 1 2 1 2 1 2 = detent position = keypull possible = momentary features & benefits variety of size and product  package options barrel and flat key options wide variety of key code options applications/markets security applications personal transportation vehicles elevator controls cap options detector switches rotary switches keylock switches dip switches snap-action switches slide switches rocker switches toggle switches pushbutton switches navigation switches tact switches 220 fax: 763-531-8235 phone: 800-867-2717 series ko switches keylock switches

 2 leds ko 104 features & benefits zinc alloy die cast housing and cylinder,  chrome plated zinc alloy keys, chrome plated,  with plastic cover silver plated contacts and terminals 10,000 combinations available specifications hole size part number lock configuration (as viewed from key end) connected terminals pos. 1          pos. 2          pos. 3 key pull possible ko104a 1-2 3-4 pos. 1 ko104b 1-2 3-4 pos. 1, pos. 2 1 2 90  indexing 90  indexing 1 2 = detent position = keypull possible = momentary unit: mm ratings: 3a  @ 125 vac 1.5a @ 250 vac contact resistance: 20 m   max. initial @ 2-4 vdc, 100 ma insulation resistance: 200 m   min. dielectric strength: 1,500 v rms @ sea level ko 105 features & benefits zinc alloy die cast housing and cylinder,  chrome plated steel made tubular keys, nickel plated,  with plastic cover silver plated contacts and terminals 100 combinations available specifications hole size part number lock configuration (as viewed from key end) connected terminals pos. 1          pos. 2          pos. 3 key pull possible ko105a off 1-2 pos. 1, pos. 2 ko105b 1-2 3-4 pos. 1, pos. 2 90  indexing 90  indexing 1 2 1 2 = detent position = keypull possible = momentary unit: mm ratings: 1a  @ 125 vac 0.5a @ 250 vac contact resistance: 20 m   max. initial @ 2-4 vdc, 100 ma insulation resistance: 200 m   min. dielectric strength: 1,500 v rms @ sea level cap options detector switches rotary switches keylock switches dip switches snap-action switches slide switches rocker switches toggle switches pushbutton switches navigation switches tact switches 221 info @ e-switch.com www.e-switch.com

 tl 1100 2 leds ko 106 features & benefits zinc alloy die cast housing and cylinder,  chrome plated zinc alloy keys, chrome plated silver plated contacts and terminals 1 combination available specifications hole size part number lock configuration (as viewed from key end) connected terminals pos. 1          pos. 2          pos. 3 key pull possible ko106a off 1-2 pos. 1, pos. 2 90  indexing 1 2 = detent position = keypull possible = momentary ratings: 1a  @ 125 vac 0.5a @ 250 vac contact resistance: 20 m   max. initial @ 2-4 vdc, 100 ma insulation resistance: 200 m   min. dielectric strength: 1,500 v rms @ sea level unit: mm ko 107 features & benefits zinc alloy die cast housing and cylinder,  chrome plated zinc alloy keys, chrome plated silver plated contacts and terminals l dimension per customer requirement, 13 mm is standard  6 combinations available specifications hole size part number lock configuration (as viewed from key end) connected terminals pos. 1          pos. 2          pos. 3 key pull possible ko107a off 1-2 pos. 1, pos. 2 90  indexing 1 2 = detent position = keypull possible = momentary ratings: 1a  @ 125 vac 0.5a @ 250 vac contact resistance: 20 m   max. initial @ 2-4 vdc, 100 ma insulation resistance: 200 m   min. dielectric strength: 1,500 v rms @ sea level unit: mm cap options detector switches rotary switches keylock switches dip switches snap-action switches slide switches rocker switches toggle switches pushbutton switches navigation switches tact switches 222 fax: 763-531-8235 phone: 800-867-2717 series ko switches keylock switches

 ko 113 features & benefits zinc alloy die cast housing and cylinder,  chrome plated steel made tubular keys, nickel plated,  silver plated contacts and terminals 5 0,000 combinations available specifications hole size part number lock configuration (as viewed from key end) connected terminals pos. 1          pos. 2          pos. 3 key pull possible ko113a off 1-2 pos. 1 ko113b off 1-2 pos. 1, pos. 2 ko113c off 1-2 pos. 1 1 2 90  indexing 90  indexing 90  indexing 1 2 = detent position = keypull possible = momentary 1 2 ratings: 4a  @ 125 vac 2a @ 250 vac contact resistance: 20 m   max. initial @ 2-4 vdc, 100 ma insulation resistance: 200 m   min. dielectric strength: 1,500 v rms @ sea level ko 114 features & benefits zinc alloy die cast housing and cylinder,  chrome plated steel made tubular keys, nickel plated silver plated contacts and terminals 50,000 combinations available specifications hole size part number lock configuration (as viewed from key end) connected terminals pos. 1     pos. 2     pos. 3     pos. 4 key pull possible ko114a pos. 1, pos. 2, pos. 3 ko114b ko114c ko114d 45 -90  indexing 90  indexing 45  indexing 45 -45  indexing 1 2 1-2 off 3-4 off 1-2 3-4 1-2 3-4 off 1-2, 3-4 pos. 1, pos. 2, pos. 4 pos. 1, pos. 2 pos. 2, pos. 3 1 2 3 1 2 4 2 3 = detent position = keypull possible = momentary unit: mm ratings: 4a  @ 125 vac 2  a @ 250 vac contact resistance: 20 m   max. initial @ 2-4 vdc, 100 ma insulation resistance: 200 m   min. dielectric strength: 1,500 v rms @ sea level unit: mm cap options detector switches rotary switches keylock switches dip switches snap-action switches slide switches rocker switches toggle switches pushbutton switches navigation switches tact switches 223 info @ e-switch.com www.e-switch.com

 series ko switches keylock switches ko 117 features & benefits zinc alloy die cast housing, chrome plated 5-disk tumblers mechanism, with dust shutter reversible double cut key, brass made, nickel plated silver plated contacts and terminals 15 0 combinations available specifications hole size part number lock configuration (as viewed from key end) connected terminals pos. 1          pos. 2          pos. 3 key pull possible ko117a off 1-2 pos. 1, pos. 2 90  indexing 1 2 = detent position = keypull possible = momentary ratings: 4a  @ 125 vac 2a @ 250 vac contact resistance: 20 m   max. initial @ 2-4 vdc, 100 ma insulation resistance: 200 m   min. dielectric strength: 1,500 v rms @ sea level ko 118 features & benefits zinc alloy die cast housing, chrome plated 5-disk tumblers mechanism, with dust shutter reversible double cut key, brass made, nickel plated silver plated contacts and terminals 150 combinations available specifications hole size part number lock configuration (as viewed from key end) connected terminals pos. 1          pos. 2          pos. 3 key pull possible ko118a 1-2 3-4 pos. 1, pos. 2 90  indexing 1 2 = detent position = keypull possible = momentary unit: mm ratings: 4a  @ 125 vac 2  a @ 250 vac contact resistance: 20 m   max. initial @ 2-4 vdc, 100 ma insulation resistance: 200 m   min. dielectric strength: 1,500 v rms @ sea level unit: mm cap options detector switches rotary switches keylock switches dip switches snap-action switches slide switches rocker switches toggle switches pushbutton switches navigation switches tact switches 224 fax: 763-531-8235 phone: 800-867-2717

 ko 119 features & benefits zinc alloy die cast housing and cylinder 5-disk tumblers mechanism reversible double cut key silver plated contacts and terminals 15 0 combinations available specifications hole size part number lock configuration (as viewed from key end) connected terminals pos. 1          pos. 2          pos. 3 key pull possible ko119a off 1-2 pos. 1 ko119b off 1-2 pos. 1, pos. 2 ko119c off 1-2 pos. 1 1 2 90  indexing 90  indexing 90  indexing 1 2 1 2 = detent position = keypull possible = momentary ratings: 4a  @ 125 vac 2a @ 250 vac contact resistance: 20 m   max. initial @ 2-4 vdc, 100 ma insulation resistance: 200 m   min. dielectric strength: 1,500 v rms @ sea level ko 121 features & benefits zinc alloy die cast housing with bright stainless steel bezel 5-disk tumblers mechanism, with dust shutter 150 combinations available b a m19 p=1 25.50 [1.004] hex nut supplied 5.80 [.228]   90o 19.00 [.748] 29.00 [1.142] 4.00 [.157] 23.0 ? [.906] specifications  19.00  [.748] 16.40 [.646] 22.00  [ 866] hole size part number lock configuration (as viewed from key end) connected terminals pos. 1          pos. 2          pos. 3 key pull possible ko121a off 1-2 pos. 1, pos. 2 90   indexing 1 2 = detent position = keypull possible = momentary ratings: 4a  @ 125 vac 2  a @ 250 vac contact resistance: 20 m   max. initial @ 2-4 vdc, 100 ma insulation resistance: 200 m   min. dielectric strength: 1,500 v rms @ sea level cap options detector switches rotary switches keylock switches dip switches snap-action switches slide switches rocker switches toggle switches pushbutton switches navigation switches tact switches 225 info @ e-switch.com www.e-switch.com

 series ko switches keylock switches ko 124 features & benefits zinc alloy die cast housing and cylinder, satin chrome plated steel made tubular keys, nickel plated silver plated contacts and terminals 5 0,000 combinations available specifications hole size part number lock configuration (as viewed from key end) connected terminals pos. 1     pos. 2     pos. 3     pos. 4 key pull possible ko124a pos. 2, pos. 3 ko124c ko124d 45 -90  indexing 90   indexing 2 3 off 1-2 1-2 1-2 pos. 2, pos. 3 pos. 1, pos. 2, pos. 3 1 2 3 3-4 3-4 off 2 3 90   indexing = detent position = keypull possible = momentary ratings: 2a  @ 125 vac 1a @ 250 vac contact resistance: 20 m   max. initial @ 2-4 vdc, 100 ma insulation resistance: 200 m   min. dielectric strength: 1,500 v rms @ sea level ko 126 features & benefits zinc alloy die cast housing, chrome plated brass cylinder, chrome plated brass keys, nickel plated, with plastic cover silver plated contacts and terminals 2 positions (off-on) dual-functioned key lock switch l dimension per customer requirement; 13mm is standard 200 combinations available specifications hole size part number lock configuration (as viewed from key end) connected terminals pos. 1     pos. 2     pos. 3     pos. 4 key pull possible ko126a pos. 1, pos. 2 90   indexing 1 2 off 1-2 = detent position = keypull possible = momentary ratings: 1a  @ 125 vac 0.5  a @ 250 vac contact resistance: 20 m   max. initial @ 2-4 vdc, 100 ma insulation resistance: 200 m   min. dielectric strength: 1,500 v rms @ sea level cap options detector switches rotary switches keylock switches dip switches snap-action switches slide switches rocker switches toggle switches pushbutton switches navigation switches tact switches 226 fax: 763-531-8235 phone: 800-867-2717

 ko 128 features & benefits zinc alloy die cast housing and cylinder, chrome plated 11 blade criss cross tumblers. reversible, double bitted keys specifications hole size part number lock configuration (as viewed from key end) connected terminals pos. 1     pos. 2     pos. 3     pos. 4 key pull possible ko128a pos. 1 ko128b ko128e ko128f 90  indexing 90  indexing 1 2 off 1-2 off 1-2 1-2 1-2 pos. 1, pos. 2 pos. 1 pos. 1 1 2 ko128g ko128h off off off off 1-2 1-2 pos. 1, pos. 2 pos. 1 90  indexing 90  indexing 90  indexing 90  indexing 1 2 1 2 1 2 1 2 = detent position = keypull possible = momentary ratings: 4a  @ 125 vac 2a @ 250 vac contact resistance: 20 m   max. initial @ 2-4 vdc, 100 ma insulation resistance: 200 m   min. dielectric strength: 1,500 v rms @ sea level ko 129 features & benefits lock: bright nickel plated zinc alloy with nickel facing  (black and polished chrom  e facing available) tumbler mechanism: 4-disc tumbler cylinder keys: brass with code no. contacts: silver plated copper alloy terminals: silver plated copper alloy mounting nut: nickel plated zinc alloy specifications part number lock configuration (as viewed from key end) key pull possible 45  indexing ko129a (sp) ko129b (sp) ko129d (dp) ko129f (dp) ko129h (dp) ko129k (dp) ko129m (dp) 45 - 45  indexing 45 - 45  indexing 45 - 45  indexing 45  indexing 45 - 45  indexing 45 - 45  indexing 45  indexing 45  indexing 45 - 45  indexing ko129c (sp) ko129e (sp) ko129g (sp) ko129j (sp) ko129l (sp) 90 - 45  indexing 45 - 90  indexing 7-8 8-1 connected terminals pos. 1 pos. 2 pos. 3 pos. 4 pos. 5 1-3 1-2 1-2 1-2, 5-6 7-8 7-8, 3-4 1-2 1-2, 5-6 7-8 7-8, 3-4 7-1 8-1 8-1, 4-5 1-2 1-2, 5-6 8-1 8-1, 4-5 8-1 8-1, 4-5 8-1 8-1, 4-5 6-7 7-8 7-8, 3-4 8-1 8-1, 4-5 7-8 7-8, 3-4 1-2 1-2, 5-6 pos. 3, pos. 5 pos. 1, pos. 3 pos. 3 pos. 3 pos. 3 pos. 3 pos. 3 1 3 4 5 3 2 2 3 4 3 4 3 2 2 3 4 2 3 4 = detent position = keypull possible = momentary ratings: 4a  @ 125 vac 2  a @ 250 vac contact resistance: 20 m   max. initial @ 2-4 vdc, 100 ma insulation resistance: 200 m   min. dielectric strength: 1,500 v rms @ sea level cap options detector switches rotary switches keylock switches dip switches snap-action switches slide switches rocker switches toggle switches pushbutton switches navigation switches tact switches 227 info @ e-switch.com www.e-switch.com

 series ko switches keylock switches ko 130 features & benefits lock: bright nickel plated zinc alloy with nickel facing  (black and polished chrome facing available) tumbler mechanism: 4-disc tumbler cylinder keys: brass with code no. contacts: silver plated copper alloy terminals: silver plated copper alloy contact spring: piano wire mounting nut: nickel plated zinc alloy specifications ko130b (dp) ko130d (dp) ko130f (dp) ko130h (dp) ko130j (dp) 45o-45o  indexing 45o-45o  indexing 45o-45o  indexing 45o-45o  indexing 45o-45o  indexing 45o-45o  indexing ko130a (sp) ko130c (sp) ko130e (sp) ko130g (sp) ko130i (sp) part number lock configuration (as viewed from key end) key pull possible connected terminals pos. 1 pos. 2 pos. 3 pos. 4 pos. 5 8-1 8-1, 4-5 8-1 8-1, 4-5 8-1 8-1, 4-5 8-1 8-1, 4-5 8-1 8-1, 4-5 1-2 1-2, 5-6 1-2 1-2, 5-6 1-2 1-2, 5-6 1-2 1-2, 5-6 7-8 7-8, 3-4 7-8 7-8, 3-4 pos. 3 pos. 5 pos. 3, pos. 5 pos. 3 pos. 2, pos. 3, pos. 4 ko130k (sp) ko130l (sp) ko130m (sp) ko130n (sp) ko130o (dp) ko130p (sp) ko130q (dp) 45o-45o  indexing 45o-45o  indexing 45o-45o  indexing 45o-45o  indexing 45o-45o-45o-45o-45o i ndexing 45o-45o-45o-45o-45o i ndexing 45o-45o-45o-45o-45o ind exing 2-3 2-3, 6-7 2-3 2-3, 6-7 1-2 1-2, 5-6 2-3 2-3, 6-7 6-7 7-8 8-1 1-2 2-3 6-7 7-8 8-1 1-2 2-3 6-7 7-8 8-1 1-2 2-3 8-1 8-1, 4-5 1-3 1-3, 5-7 8-1 1-3 1-3, 5-7 ko130r (sp) ko130s (dp) ko130t (sp) ko130u (sp) ko130v (sp) ko130y (sp) ko130z (sp) ko130z1 (sp) ko130z2 (sp) ko130z3 (sp) ko130z4 (sp) 8-1, 4-5 8-1 8-1, 4-5 1-3 1-3, 5-7 6-7 7-8 8-1 1-3 6-7 7-8 8-1 1-3 6-7 7-8 8-1 1-3 6-7 7-1 1-2 2-3 6-7 7-1 1-2 2-3 6-7 7-1 1-2 2-3 6-7 7-1 1-3 6-7 7-1 1-3 6-7 7-1 1-3 pos. 3 pos. 1, pos. 5 pos. 1, pos. 3, pos. 5 pos. 3 pos. 5 pos. 3, pos. 5 pos. 3 pos. 1, pos. 5 pos. 1, pos. 3, pos. 5 pos. 3 pos. 1, pos. 5 pos. 1, pos. 3, pos. 5 pos. 3 pos. 1, pos. 5 pos. 1, pos. 3, pos. 5 3 5 4 3 5 4 3 5 4 2 3 4 2 3 4 2 3 4 1 5 2 3 4 1 5 90o  indexing 90o  indexing 90o  indexing 3 5 3 5 3 5 2 3 1 5 45o-45o-90o i ndexing 2 3 1 5 45o-45o-90o i ndexing 45o-45o-90o i ndexing 2 3 1 5 4 3 1 5 90o-45o-45o i ndexing 90o-45o-45o i ndexing 90o-45o-45o i ndexing 4 3 1 5 4 3 1 5 90o-90o indexing 90o-90o indexing 90o-90o indexing 3 1 5 3 1 5 3 1 5 = detent position = keypull possible = momentary 2 3 4 1 5 ratings: 4a  @ 125 vac 2a @ 250 vac contact resistance: 20 m   max. initial @ 2-4 vdc, 100 ma insulation resistance: 200 m   min. dielectric strength: 1,500 v rms @ sea level *anti-static models exceed 20kv dc static resistance also available cap options detector switches rotary switches keylock switches dip switches snap-action switches slide switches rocker switches toggle switches pushbutton switches navigation switches tact switches 228 fax: 763-531-8235 phone: 800-867-2717

 cap options detector switches rotary switches keylock switches dip switches snap-action switches slide switches rocker switches toggle switches pushbutton switches navigation switches tact switches 229 info @ e-switch.com www.e-switch.com ko 131 features & benefits zinc alloy die cast housing and cylinder, chrome plated zinc alloy keys, chrome plated silver plated contacts and terminals 1 combination available specifications hole size part number lock configuration (as viewed from key end) connected terminals pos. 1     pos. 2     pos. 3     pos. 4 key pull possible ko131a pos. 1, pos. 2 90o  indexing 1 2 off 1-2 = detent position = keypull possible = momentary ratings: 1a  @ 125 vac 0.5a @ 250 vac contact resistance: 20 m   max. initial @ 2-4 vdc, 100 ma insulation resistance: 200 m   min. dielectric strength: 1,500 v rms @ sea level ko 132 specifications hole size part number lock configuration (as viewed from key end) connected terminals pos. 1     pos. 2     pos. 3     pos. 4 key pull possible ko132a pos. 1, pos. 2 ko132b ko132c 90o indexing 90o indexing 1 2 off 1-2 1-2 1-2 pos. 1, pos. 2 pos. 1, pos. 2, pos. 3 1 2 3 off 3-4 3-4 1 2 45o-90o indexing = detent position = keypull possible = momentary ratings: 1a  @ 125 vac 0.5a @ 250 vac contact resistance: 20 m   max. initial @ 2-4 vdc, 100 ma insulation resistance: 200 m   min. dielectric strength: 1,500 v rms @ sea level features & benefits zinc alloy die cast housing and cylinder, chrome plated zinc alloy keys, chrome plated silver plated contacts and terminals 6 combination available

 phone: 800-867-2717 fax: 763-531-8235 230 tact switches navigation switches pushbutton switches toggle switches rocker switches slide switches snap-action switches dip switches keylock switches rotary switches detector switches cap options ko 133 features & benefits zinc alloy die cast housing and cylinder, chrome plated zinc alloy keys, chrome plated with plastic cover silver plated contacts and terminals 4 pins tumbler mechanism 200 combinations available specifications hole size part number lock configuration (as viewed from key end) connected terminals pos. 1     pos. 2     pos. 3     pos. 4 key pull possible ko133a pos. 1 ko133b ko133c 90o  indexing 90o  indexing 1 2 1-2 1-2 1-2 pos. 1, pos. 2 pos. 1 off 90o  indexing off off 1 2 1 2 = detent position = keypull possible = momentary ratings: 1a  @ 125 vac 0.5a @ 250 vac contact resistance: 20 m   max. initial @ 2-4 vdc, 100 ma insulation resistance: 200 m   min. dielectric strength: 1,500 v rms @ sea level series ko switches keylock switches

 www.e-switch.com info @ e-switch.com 231 tact switches navigation switches pushbutton switches toggle switches rocker switches slide switches snap-action switches dip switches keylock switches rotary switches detector switches cap options kom koc 1 die cast zinc 3 die cast zinc 2 die cast zinc 4 die cast zinc 1 rubber  3 rubber 2 plastic koc1 ko 103, ko 131, ko 132 koc2 ko 104 koc3 ko 113, ko 114, ko 119, ko 120 KOM1-4 ko 113, ko 114 model no. used for: series ko switches keylock covers
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