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		  Datasheet File OCR Text:


		  document number: 37015 revision 08-nov-00 www.vishay.com 2 APD-222G007 vishay dale plasma panel display modules 222 x 7 graphics display with drive electronics up to 37 characters in text mode optical specifications viewing area:   6.65" [168.91mm] w x .196" [4.98mm] h. pixel size:   .019" [.483mm] w x .016" [.406mm] h. pixel pitch:   .030" [.762mm]. luminance:   60 foot lamberts. the APD-222G007 consists of a dc plasma display panel, drive electronics and bezel and is designed for a direct re placement of burroughs type ssd0132-0039 display modules.  the display tube has 222 columns and 7 rows, which allows display of any dot matrix information presentable in 222 columns by 7 rows of dots.  the display operates by scanning one column at a time (for each clock pulse input).  at the end of the 222nd clock period, a reset pulse must be applied to reset th e display and start a new scan at column 1.  the scanning is done at 70 - 80 hz so the display characters do not flicker.  dot matrix information is presented to the 7 data input lines column by column.  to display information in any specified column, clock pulses must be counted starting with the first clock pulse after reset.  each clock pulse equals one column "on" time; th us, the number of clock pulses equals the column which is being scanned.  a logical 0 at any data input lights a pixel.  the data inputs must be held in the logic 1 state for 15 microseconds after each negative clock transition and during the entire reset period.  input data must be present for the entire "on" time of the displayed column. features  32 or 37 alphanumeric characters   (5 x 7 dot matrix) or 222 x 7 graphics format  bezel and filter included   wide viewing angle (150  )   compact size   replacement for burroughs ssd0132-0039 logic supply voltage logic supply current panel supply voltage panel supply current logic one voltage logic zero voltage logic zero input current min. + 4.75  237.5  2.0   typ. + 5.0  250.0     max. + 5.25 230 262.5 35  0.8 - 17.2 units v ma v ma v v ma standard electrical specifications 5.78 [146.81] 40   chamfer all around 67   chamfer  all around 6.65 [168.91] 7.15  [181.61] 1.03 [26.16] 222 x 7 full field matrix .980  [24.89] .500 [12.70] 8.40 [213.36] components not to exceed this area .196 [4.98] .820 [20.83] .925 [23.50] 1.93 [49.02] .100 [2.54] dia. hole  4 places .160  [4.06] 1.36 [34.54] .715 [18.16] .675 [17.15] 2.25 [57.15] 8.50 [215.90] dimensions  in inches [millimeters] ordering information description part number display, drive electronics and bezel ........................................................................................... ....................................... APD-222G007 mating connector ............................................................................................................... ...................................................... 280498-01

   document number: 91000   www.vishay.com revision: 18-jul-08 1 disclaimer legal disclaimer notice vishay   all product specifications and data are subject to change without notice.  vishay intertechnology, inc., its affiliates, agents, and employees, and all persons acting on its or their behalf (collectively, ?vishay?),  disclaim any and all liability fo r any errors, inaccuracies or  incompleteness contained herein or in any other disclosure relating to any product.  vishay disclaims any and all li ability arising out of the use or application  of any product describ ed herein or of any information provided herein to the maximum extent permit ted by law. the product specifications do not expand or otherwise modify vishay?s terms and conditions of purcha se, including but not limited to the warranty expressed therein, which apply to these products.  no license, express or implied, by estoppel or otherwise, to any intellectual property rights is granted by this document or by any conduct of vishay.  the products shown herein are not designed for use in medi cal, life-saving, or life-sustaining applications unless otherwise expressly indicated. customers using or selling  vishay products not expressly indicated for use in such applications do so entirely at their own risk and agree to fully indemnify vishay for any damages arising or resulting from such use or sale. please contact authorized vishay  personnel to obtain written terms and conditions regarding products designed for such applications.  product names and markings noted herein may  be trademarks of their respective owners.
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