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		  Datasheet File OCR Text:


		  67 features %? %?         hermetic to-8c sg03 package available %?   !?^ ! operating temperature range:-55 +85 specifications ( measured in a  system   t a = :25 ) 50 ? , !                                               bpsk modulator bowei   integrated   circuits co.,ltd.   b wei o   application notes : bpm-xx/bpm-xxm %? %? %? %?  tel:+86-311-87091891  87091887   fax:+86-311-87091282    http://www.cn-bowei.com   e-mail:cjian@cn-bowei.com   bpm-01 1 ?^ 300 10 ?^ 500 1 ?^ 3 00 0 . 3 0 . 3 0 . 3 0 . 4 20 ?^ 500 10 ?^ 500  0 . 1 3 . 0 3 . 0 3 . 0 3 . 2 3 . 0 2 +3 1 . 5 1 : 1 . 5 1 : 1 . 5 1 : 1 . 7 1 : 1 . 7 1 : typical performance %? frequency   range 1 ?^ 1200mhz : %? low conversion     loss low conversion loss 50 impedance   ,   ?   bpm-02a/02am bpm-02b/02bm bpm-03a/03am bpm-03b/03bm bpm-04a/04am bpm-05a/05am bpm-04b/04bm bpm-05b/05bm 50 ?^ 900 50 ?^ 900 800 ?^ 1200 800 ?^ 1200 4 . 5 4 . 5 3 . 5 3 . 5 0 . 4 0 . 4 0 . 5 0 . 5  2  2  2  2 . 5  3  3  3  3  +2 +10 +2 +10 +2 +10 +2 +10 30 30 30 30 30 30 30 40 40 2 . 0 1 : 2 . 0 1 : 1 . 5 1 : 1 . 5 1 : vswr max  notes     bpm-04a     mark 1 1 2 2 3 3 4 4 1 2 3 4   p in  c onn ec ti on : pin1:voutrol pin2: rf input  pin4 : mod ul at ed rf ou tpu t pin3:  gnd     amplitude balance vs. frequency phase balance vs. frequency   conversion loss vs. frequency to-8c  sg03 bottom view bottom view amplitude  imbalance max (  db ) gain  1db  compression  input  power min ( d b c ) phase  imbalance  max (d eg ) model il max (  db )     3 . see assembly section for mounting information vs   wf   vs   fequency carrier   rejection ( d b m ) min carrier fre quency ( max )   2.only bpm-01 has internal ttl driver, the rest can also  integrate ttl driver within dip-14a package. 1.bpm-01 has the dip-14a package. to-8c package is    provided for bpm-xx and sg03 for bpm-xxm.   1. functional schematic shown as right     2 .external   driver   and   current   limiting   resistor ( 180 - 220ohm ) are   required   to   provide   control   current   20ma logic1 : logic0 : -20ma (t yp) +20ma (t yp) mark vtrol high carrier suppression %?
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