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		  Datasheet File OCR Text:


		  t elephone : (416) 291-4401 f ax : (416) 292-0647 e-m ail :  sales @ amphenolcanada . com protect your board-to-board signals against radiated and conducted emi.this header snaps into place without assembly tools and saves real estate. visit www.amphenolcanada.com for drawings. 3 specifications product fea tures: ?compact, connector-like assembly ?stress isolated filters ?.100 or 2mm pitch  materials and platings: insulators ul94v-0 thermoplastic grounding spring copper alloy, nickel plated contacts copper alloy, gold over nickel electrical ratings: dwv 500 vdc insulation resistance 5 g   at 200 vdc capacitance +100/-0% insertion loss see back page current rating 3 a temperature -55 0 c / 125 0 c fxh snap-in filtered header amphenol fxh  sn ap-in  header b 1. 090 ?01 0 .6 2 2 a .3 3 5 max .2 2 5  l    .0 1 0 d c    .0 1 0 .0 9 4 .6 2 2 .3 3 5 ? .0 2 5  f o r . 10 0  p i tc h ? .0 2 0 f or   2m m   pit c h gro un d in g  spr i ng ni c ke l  pl a te d .0 1 0 .4 8 0  .0 1 0 .8 2 0 ?0 1 0 1. 1 20   ? 0 10 t erminals t erminal styles t erminal styles per row 1, 2 & 3 3, 4 & 5 [mm] 'a'  'b'  'd'  'a'  'b'  'd' 3 0.200 0.150  4.0 2.0 4 0.300 0.150  6.0 4.0 5 0.400 0.250 0.100 8.0 4.0 2.0 6 0.500 0.250  10.0 6.0 7 --- --- 12.0 6.0 fxh  sn ap-in  header b 1. 090 ?01 0 .6 2 2 a .3 3 5 max .2 2 5  l    .0 1 0 d c    .0 1 0 .0 9 4 .6 2 2 .3 3 5 ? .0 2 5  f o r . 10 0  p i tc h ? .0 2 0 f or   2m m   pit c h gro un d in g  spr i ng ni c ke l  pl a te d .0 1 0 .4 8 0  .0 1 0 .8 2 0 ?0 1 0 1. 1 20   ? 0 10 panel cutout .057  .002 thickness terminal  dim  dim  styles 1,4 0.825 0.400 2, 5  1.100  0.550 3 consult factory snap-in header snap-in header ask us about custom designs!                              

 visit www.amphenolcanada.com for drawings. t elephone : (416) 291-4401 f ax : (416) 292-0647 e-m ail :  sales @ amphenolcanada . com deviation 000 = standar d part other deviations as required mounting style 0 = thru hole 1 = metal body thru hole 2 = metal body 4-40 unc 3 = metal body m3 x 0.5 9 = snap-in header termination style 1 = straight,  ? .025, 0.825 long 2 = straight,  ? .025, 1.100 long 3 = right angle bend, built to suit 4 = straight, 2mm,  ? .020, .825 long 5 = straight, 2mm,  ? .020, 1.100 long number of terminals 04 - 24 capacitance code c101 = 100pf (+100%/ -0%) c252 = 2500pf c402 = 4000pf (last digit of code is the number of zeros after first 2 digits) rows of contacts s = single row d = double row fxh - 20 c252 d 2 0 - 000 1.5 60   .0 10  1.36 0  d .500 ?.010 a b ? .130 d ? .02 5  fo r .100" p itc h ? .02 0 for 2mm p itc h c    .0 10 .25 0 max ( metal )  .17 0 max ( mount ing 0) l    .0 10 d d / 2  gro und  plane (or tapped) fxh bolt-in  filtered header amphenol this header is tougher than the average filtered array. ceramic filter elements are isolated from mating and handling loads, which means your assembly works the first time, every time. economical, non-metallic designs are also available in the same footprint. bol t -in header metal body mounting styles 1, 2 & 3 mounting style 0 terminal  dim    dim  styles 1,4 0.825  0.360 2, 5  1.100  0.550 3 consult factory terminals terminal styles terminal styles per r o w 1, 2 & 3 3, 4 & 5 [mm] 'a' 'b' 'd'  'a'  'b' 'd' 4  0.300  0.530  6.0  14.27 5 0.400 0.430  8.0 12.27 6 0.500 0.430  10.0 12.27 7 0.600 0.330 0.100 12.0 10.27 2.0 8 0.700 0.330 14.0 10.27 9 0.800 0.230 16.0 8.27 10 0.900 0.230 18.0 8.27 11 --- --- 20.0 6.27 12 --- --- 22.0 6.27
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