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		  436 jfa  connector  j2000  series 2.5mm pitch/disconnectable crimp style connectors(wire-to-board/wire-to-wire) 2.5mm pitch connector for miniaturization of electronic equipment. center locking or side locking options can be used depending on the required application. receptacle contacts are designed to be common with all jfa connector j2000 series. ?double-spring construction ?2 kinds of locking method ?housing lance ?clear ?lick feeling current rating wire size  ( awg ) circuits unit: a 3 4 6 8 10 12 16 20 #20 4.6 4.5 4.3 4.1 3.9 3.6 3.2 2.9 #22 4.4 4.3 4.1 3.6 3.4 3.1 2.8 2.5 #24 3.4 3.2 2.8 2.6 2.5 2.4 2.2 2.1 #26 3.0 2.8 2.6 2.3 2.2 2.0 1.8 1.7 #28 2.4 2.3 2.1 1.9 1.8 1.6 1.4 1.3 specifications  ?current rating: 4.6a max. ac, dc (3 circuits/awg #20) ?voltage rating: 250v ac, dc ?temperature range: ?5? to +105? (including temperature rise in applying electrical current) ?withstanding voltage: 1,500v ac/minute ?applicable wire: awg #28 to #20 (0.08 to 0.75mm2) ?applicable pc board thickness: 1.6mm *contact jst for details. *rohs compliant products are published. standards  0 recognized e60389

 437 jfa connector/j2000 series type top entry type 3, 4 6, 8, 10, 12, 16, 20 side entry type panel mounting type wire-to-board j2100 single-row  type circuits circuits circuits circuits 3, 4 6, 8, 10, 12, 16, 20 4 3, 4 6, 10, 12, 16, 20 output 10 / input 24 center locking type j2100 double-row  type side locking  type j2800 single-row  type common  type for sensors j2300 wire-to-wire 12, 20 circuits 12, 20 20 module type j2500 j-2500 1 2 3 4 5 6 j-2100 1 2 3 4 5 circuits 10 j2200 double-row  type j-2200 5 4 3 2 1 1 2 3 4 5 j-2500 1 2 3 4 5 6 1 2 3 4 5 j-2100 1 2 3 4 5 j-2100 p s 1 s 2 s 3 s 4 s  5 s 6 s 7 s  8 p 1 p 2 s  1 j - 2 3 0 0 s  2 s 3 s  4 s 5 s  6 s  7 s  8 2.5mm pitch/ voltage rating 250v ac, dc list of j2000 series products

 438 model no.: j2kp-vy 16 3.8 2.2 jfa connector/j2000 series ?standard tab ?sequential tab m j2 15.6 (4) 2 m j2 (7.8) 16.6 2 wire range mark series name wire range mark series name sort of plating sort of plating (6.8) model no.: ct-jfaj2 64  22  2.6 49.5 28.5 21 )fyovu " 8(class 3) strip contact model no. insulation o.d. (mm) q  ty / reel applicable wire nominal mm 2 awg# sj2f-002gf-p1.0 sj2f-01gf-p1.0 sj2f-21gf-p1.0 s m l 0.08  ?  0.20 0.20  ?  0.50 0.30  ?  0.75 28  ?  24 24  ?  20  0.88  ?  1.43 1.11  ?  1.53 1.30  ?  1.90 6,000 6,000 5,000 material and finish $pqqfsbmmpz	tvqfsjpsdpoevdujwjuz

ojdlfmvoefsqmbufe
tfmfd ujwfhpmeqmbufe strip contact model no. insulation o.d. (mm) q  ty / reel applicable wire nominal mm 2 awg# sj2m - 002gf - m1.0n sj2m - 01gf - m1.0n sj2m - 21gf - m1.0n sj2m - 01gf - m1.0s s m l seqential 0.08  ?  0.20 0.20  ?  0.50 0.30  ?  0.75 0.20  ?  0.50 28  ?  24 24  ?  20  24  ?  20 0.88  ?  1.43 1.11  ?  1.53 1.30  ?  1.90 1.11  ?  1.53 5,500 5,500 5,000 5,500 material and finish $pqqfsbmmpz	tvqfsjpsdpoevdujwjuz

ojdlfmvoefsqmbufe
tfmfd ujwfhpmeqmbufe 12.5 (7) (4) js 2 wire range mark series name strip contact model no. sj2f-21gf-p1.0 sj2m-21gf-m1.0n sj2f-002gf-p1.0 sj2m-002gf-m1.0n .,4-  .,4- .,44$+ mk/sj2f/m-002-10  mk/sj2f/m-21-10 sc/sj2f/m-21-10 aplmk sj2f/m002-10  aplmk sj2f/m21-10 aplsc sj2f/m21-10 ap-k2n ap-k2n yrs-8851 yrf-1120 strip contact model no. dies crimp applicator with dies "1-.,4+'. "1-4$4+'. .,4+'. 4$4+'. .,4- .,44$+ hand crimp tools :34 "1,/ crimp applicator crimping machine sj2f-01gf-p1.0 sj2m-01gf-m1.0n sj2m-01gf-m1.0s dies crimp applicator with dies hand crimp tools crimp applicator crimping machine receptacle contact tab contact crimping machine, applicator keying plug tab contact cutting tool rohs compliance ?extraction tool for j2000 series: ej-jfaj2n ?refer to page 654,655 for details of yrk series hand crimping tool. note 1.*: strip-crimp applicator 2. contact jst for fully automatic crimping applicator. rohs compliance rohs compliance

 439 j2000 series/j2100 long keying type single-row type x a b 15.45 (12) 9.91 8.45 2.5 1 2 3 4 circuit no. keying no. key way c 400 400 400 400 q  ty / bag circuits keying model no. ab dimensions (mm) c x y x y 3 4 j21sf - 03v - kx - l j21sf - 03v - ky - l j21sf - 04v - kx - l j21sf - 04v - ky - l   5.0   5.0   7.5   7.5   8.3   8.3 10.8 10.8   8.9   8.9 11.4 11.4 material glass-filled pbt, ul94v-0, black single-row type circuit no. series name b (c) 5.6 12.9 10.5 23.2 5.2 a 2.5 x x j-2100 4321 keying no. keying no. 11.2 q  ty / box circuits keying model no. ab dimensions (mm) ( c ) x y x y 3 4 j21spm - 03v - kx j21spm - 03v - ky j21spm - 04v - kx j21spm - 04v - ky 5.0 5.0 7.5 7.5 10.2 10.2 12.7 12.7 17.6 17.6 20.1 20.1 208 208 192 192 material glass-filled pbt, ul94v-0, black single-row type d c b a    0.1    0.1    0.1    0.1 circuits dimensions (mm) ab d 7.8 7.8 3 4 10.8 10.8 15.2 17.7 c 10.5 13.0 receptacle housing (center locking type) tab housing (panel mounting type) panel layout rohs compliance  rohs compliance 

 440 single-row type   4 circuits   3 circuits pc board layout (viewed from component side) pc board layout (viewed from component side) 1 2 3 x j-2100 x b 5    0.05 2.5    0.05 15.5 (0.82) 7    0.05 (15.5) 11.05 (3.1) (3.3) 7 (0.82) copper foil land (  3.4)  0.85   through-hole 2    0.05 keying no. circuit no. keying no. series name a 2.5 connector outline +0.05  0.03 a    0.05 2.5    0.05 (0.82) 7    0.05 copper foil land 2-(  3.4) through-hole 2-2    0.05 11.05 (3.1) (3.3) 7 (0.82) keying no. b 15.5 (15.5) circuit no. keying no. series name connector outline a 2.5 1 2 3 4 x j-2100 x  0.85   +0.05  0.03 single-row type 3.3    0.05 (10.5) 2.5    0.05 a    0.05 copper foil land 2 - (  3) n -  0.85 connector outline through-hole 2 -  2    0.05 +0.05  0.03 4.48  0.3 circuit no. series name keying no. keying no. 3.22 3.4 15.5 3.3 10.5 b 2.5 a 2.5 x x 4321 j-2100 pc board layout (viewed from component side) (b) material and finish tab contact: copper alloy, nickel-undercoated, selective gold-plated housing: glass-filled pbt, ul94v-0, black reinforcing metal fixture: copper alloy, nickel-undercoated, selective gold-plated circuits keying model no. dimensions (mm) ab 3 4 x y x y B03B-J21SK-GGXR b03b-j21sk-ggyr b04b-j21sk-ggxr b04b-j21sk-ggyr 5.0 5.0 7.5 7.5 10.2 10.2 12.7 12.7 378 378 306 306 q  ty / box tab contact: copper alloy, nickel-undercoated, selective gold-plated housing: glass-filled pbt, ul94v-0, black reinforcing metal fixture: copper alloy, nickel-undercoated, selective gold-plated circuits keying model no. dimensions (mm) ab 3 4 x y x y s03b-j21sk-ggxr s03b-j21sk-ggyr s04b-j21sk-ggxr s04b-j21sk-ggyr 294 294 238 238 material and finish q  ty / box 5.0 5.0 7.5 7.5 10.2 10.2 12.7 12.7 j2000 series/j2100 header top entry type (center locking type) header side entry type (center locking type) rohs compliance  this product displays (lf)(au) on a label. rohs compliance  this product displays (lf)(au) on a label.

 441 j2000 series/j2100 q  ty / bag circuits keying model no. dimensions (mm) abc material glass-filled pbt, ul94v-0, black x y x y x y x y x y x y x y 6 8 10 12 16 20 j21df - 06v - kx     j21df - 06v - ky     j21df - 06v - kx - l j21df - 06v - ky - l j21df - 08v - kx - l j21df - 08v - ky - l j21df - 10v - kx - l j21df - 10v - ky - l j21df - 12v - kx - l j21df - 12v - ky - l j21df - 16v - kx - l j21df - 16v - ky - l j21df - 20v - kx - l j21df - 20v - ky - l   5.0   5.0   5.0   5.0   7.5   7.5 10.0 10.0 12.5 12.5 17.5 17.5 22.5 22.5   8.3   8.3   8.3   8.3 10.8 10.8 13.3 13.3 15.8 15.8 20.8 20.8 25.8 25.8 300 300 300 300 300 300 200 200 200 200 200 200 100 100   8.9   8.9   8.9   8.9 11.4 11.4 13.9 13.9 16.4 16.4 21.4 21.4 26.4 26.4 long keying type double-row type x b a 1 2 3 4 5 a b c 15.45 (16) 12.45 4 2.5 circuit no. keying no. key way line no. double-row type line no. series name b (c) 9.6 16.9 14.5 23.2 11.2 6 a 2.5 x x j-2100 b 54321 keying no. circuit no. keying no. q  ty / box circuits keying model no. ab dimensions (mm) (c) material glass-filled pbt, ul94v-0, black x y x y x y x y x y 6 10 12 16 20 j21dpm - 06v - kx j21dpm - 06v - ky j21dpm - 10v - kx j21dpm - 10v - ky j21dpm - 12v - kx j21dpm - 12v - ky j21dpm - 16v - kx j21dpm - 16v - ky j21dpm - 20v - kx j21dpm - 20v - ky   5.0   5.0 10.0 10.0 12.5 12.5 17.5 17.5 22.5 22.5 10.2 10.2 15.2 15.2 17.7 17.7 22.7 22.7 27.7 27.7 156 156 120 120 108 108 84 84 72 72 17.6 17.6 22.6 22.6 25.1 25.1 30.1 30.1 35.1 35.1 circuits dimensions (mm) ab d 8.6 8.6 8.6 8.6 8.6 6 10 12 16 20 14.8 14.8 14.8 14.8 14.8 15.2 20.2 22.7 27.7 32.7 c 10.5 15.5 18.0 23.0 28.0 double-row type d c b a    0.1    0.1    0.1    0.1 receptacle housing (center locking type) tab housing (panel mounting type) panel layout rohs compliance  rohs compliance 

 442 j2000 series/j2100 double-row type 3.3  0.05 (14.4) 2.5    0.05 n -  0.85 connector outline +0.05  0.03 4  0.05 4.48   0.3 circuit no. series name keying no. keying no. line no. 3.22 a    0.05 3.4 15.5 4 3.3 14.4 4 b 2.5 a 2.5 x a b x 4 5321 j-2100 copper foil land 2 - (  3) through-hole 2 -  2    0.05 (b) pc board layout (viewed from component side) circuits keying model no. dimensions (mm) ab 6 8 10 12 16 20 x y x y x y x y x y x y b06b-j21dk-ggxr b06b-j21dk-ggyr b08b-j21dk-ggxr b08b-j21dk-ggyr b10b-j21dk-ggxr b10b-j21dk-ggyr b12b-j21dk-ggxr b12b-j21dk-ggyr b16b-j21dk-ggxr b16b-j21dk-ggyr b20b-j21dk-ggxr b20b-j21dk-ggyr 5.0 5.0 7.5 7.5 10.0 10.0 12.5 12.5 17.5 17.5 22.5 22.5 10.2 10.2 12.7 12.7 15.2 15.2 17.7 17.7 22.7 22.7 27.7 27.7 252 252 204 204 168 168 144 144 108 108 84 84 q  ty / box material and finish tab contact: copper alloy, nickel-undercoated, selective gold-plated housing: glass-filled pbt, ul94v-0, black reinforcing metal fixture: copper alloy, nickel-undercoated, selective gold-plated double-row type   6 circuits   8, 10, 12, 16, 20 circuits circuit no. series name keying no. 2.5    0.05 2.5    0.05 (0.62 ) (17.8 ) 7    0.05  0.85 +0.05  0.03 5   0.05 keying no. 17.8 line no. a b (3.1) 14.95 (3.3) (7) 2.5 j-2100 21 3 x x 4 2.5 a b copper foil land (  3.4) through-hole  2    0.05 connector outline (b ) circuit no. 54321 - x j-2100 series name line no. a b keying no. (3.1) 14.95 (3.3) b 17.8 4 a 2.5 (7) 2.5 2.5    0.05 connector outline through-hole 2-  2    0.05 copper foil land 2-(  3.4) (0.62) 2.5    0.05 7    0.05 (17.8) a    0.05 keying no. (b) pc board layout (viewed from component side) pc board layout (viewed from component side)  0.85 +0.05  0.03 circuits keying model no. dimensions (mm) ab 6 8 10 12 16 20 x y x y x y x y x y x y s06b-j21dk-ggxr s06b-j21dk-ggyr s08b-j21dk-ggxr s08b-j21dk-ggyr s10b-j21dk-ggxr s10b-j21dk-ggyr s12b-j21dk-ggxr s12b-j21dk-ggyr s16b-j21dk-ggxr s16b-j21dk-ggyr s20b-j21dk-ggxr s20b-j21dk-ggyr 5.0 5.0 7.5 7.5 10.0 10.0 12.5 12.5 17.5 17.5 22.5 22.5 10.2 10.2 12.7 12.7 15.2 15.2 17.7 17.7 22.7 22.7 27.7 27.7 252 252 204 204 168 168 144 144 108 108 84 84 q  ty / box material and finish tab contact: copper alloy, nickel-undercoated, selective gold-plated housing: glass-filled pbt, ul94v-0, black reinforcing metal fixture: copper alloy, nickel-undercoated, selective gold-plated header top entry type (center locking type) header side entry type (center locking type) rohs compliance  this product displays (lf) (au) on a label. rohs compliance  this product displays (lf) (au) on a label.

 443 short keying type single-row type double-row type x 1 2 3 4 a b c 15.45 (12) 8.45 2.5 circuit no. keying no. key way x b a 1 2 3 4 5 a b c 15.45 (16) 12.45 4 2.5 circuit no. line no. keying no. key way j2000 series/j2100 q  ty / bag circuits keying model no. ab dimensions (mm) c x y x y 3 4 j21sf - 03v - kx j21sf - 03v - ky j21sf - 04v - kx j21sf - 04v - ky   5.0   5.0   7.5   7.5   8.3   8.3 10.8 10.8   8.9   8.9 11.4 11.4 single-row type q  ty / bag circuits keying model no. dimensions (mm) abc material glass-filled pbt, ul94v-0, black x y x y x y x y x y 8 10 12 16 20 j21df - 08v - kx j21df - 08v - ky j21df - 10v - kx j21df - 10v - ky j21df - 12v - kx j21df - 12v - ky j21df - 16v - kx j21df - 16v - ky j21df - 20v - kx j21df - 20v - ky   7.5   7.5 10.0 10.0 12.5 12.5 17.5 17.5 22.5 22.5 10.8 10.8 13.3 13.3 15.8 15.8 20.8 20.8 25.8 25.8 11.4 11.4 13.9 13.9 16.4 16.4 21.4 21.4 26.4 26.4 double-row type 300 300 200 200 200 200 200 200 100 100 400 400 400 400 receptacle housing (center locking type) rohs compliance 

 444 j2000 series/j2200 line no. circuit no. series name keying no. (26.4) 17.8 10 15.45 9.35 9.75 4 2.5 x a b 5 4 3 2 j  2 1 circuits keying model no. 10 x y 250 250 q  ty / bag j22df-10v-kx j22df-10v-ky material glass-filled pbt, ul94v-0, black copper foil land 2 - (  3.4) x a b 1 2 3 4 5 j-2200 connector outline through-hole 2 -  2    0.05 +0.05  0.03 10-  0.85 (20.4) (17.8) (0.62) 2.5   0.05 7   0.05 15   0.05 10   0.05 2.5   0.05 2.5   0.05 17.8 (3.23) 2.5 (7) (7.68) 20.4 (15) 10 2.5 2.5 (3.3) (3.1) 12.2 11.65 4 keying no. circuit no. series name line no. pc board layout (viewed from component side) circuits keying model no. 10 x y 120 120 q  ty / box material and finish tab contact: copper alloy, nickel-undercoated, selective gold-plated housing: glass-filled pbt, ul94v-0, black reinforcing metal fixture: copper alloy, nickel-undercoated, selective gold-plated s10b-j22dk-ggxr s10b-j22dk-ggyr receptacle housing (side locking type) header side entry type (side locking type) rohs compliance  rohs compliance  this product displays (lf)(au) on a label.

 445 j2000 series/j2300 circuits keying model no. 3 784 784 784 784 784 784 784 784 s1 s2 s3 s4 s5 s6 s7 s8 j23cf-03v-ks1 j23cf-03v-ks2 j23cf-03v-ks3 j23cf-03v-ks4 j23cf-03v-ks5 j23cf-03v-ks6 j23cf-03v-ks7 j23cf-03v-ks8 q  ty / box material glass-filled pbt, ul94v-0, black 3 circuit no. 5.9 11.14 u  a 2 1 (2.9) 9.94 15.45 2.75 line no. ba keying no. circuits keying q  ty / box model no. 24 10 input output p28b-j23dk-ggnr 64 s1  ?  s8 material and finish tab contact: copper alloy, nickel-undercoated, selective gold-plated housing: glass-filled pbt, ul94v-0, black 2-  3.5 (60.1) 23.2 5.25 4.2 5 14.64 10.24 67.2 (74.2) u-a s3 s2 s1 p s8 s7 s6 s5 s4 p1 j-2300 p2 s8 s7 s6 s5 s4 s3 s2 s1 hole for m3 nut temporary nut holder u-a p2 p1   current rating   circuit composition   voltage rating: 250v ac, dc receptacle housing +$poofdups tfotps? pvuqvu? tfotps? pvuqvu? tfotps? pvuqvu? tfotps? pvuqvu? tfotps? pvuqvu? tfotps? pvuqvu? tfotps? pvuqvu? tfotps? pvuqvu? power supply input power supply input wire size current (a) #20 #22 #24 #26 #28 6.5 5.5 4.0 3.0 2.0 rohs compliance  receptacle housing (common type for sensor) t&p connector rohs compliance 

 446 j2000 series/j2500 b 654 3 2 1 9.6 14.5 16.9 line no. series name circuit no. (c) 3.5 b a 4 6 5 4 3 2 1 panel layout e    0.1 d    0.1 8.6    0.1 14.8    0.1 j-2500 23.2 11.2 6 circuits keying model no. 2 4 800 400   j25mf-02v-k j25mf-04v-k q  ty / bag material glass-filled pbt, ul94v-0, black   2 circuits   4 circuits line no. 15.45 3.1 2.8 (15.75) 11.65 4 a b line no. 15.45 6.6 6.3 4 3.5 11.65 (15.75) a b q  ty / box circuits keying model no. ab dimensions (mm) (c)   96 132 12 20 j25dpm-12v-k j25dpm-20v-k 17.5 31.5 22.3 36.3 29.7 43.7 d 22.6 36.6 e 27.3 41.3 material glass-filled pbt, ul94v-0, black receptacle housing (module type) tab housing (panel mounting type) rohs compliance  rohs compliance  note: not ul approved.

 447 j2000 series/j2500 circuits keying q  ty / box model no. 12 20   b12b-j25dk-ggr b20b-j25dk-ggr dimensions (mm) ab 17.5 31.5 22.3 36.3 108 72 material and finish tab contact: copper alloy, nickel-undercoated, selective gold-plated housing: glass-filled pbt, ul94v-0, black reinforcing metal fixture: copper alloy, nickel-undercoated, selective gold-plated connector outline +0.05  0.03 n-  0.85 4    0.05 3.3    0.05 a    0.05 3.5    0.05 line no. series name circuit no. circuit no. b 15.5 a 3.5 4 14.4 4 3.3      10    
   98765 10 4 3 21 j-2500 copper foil land 2-(  3) through-hole 2-  2    0.05 pc board layout (viewed from component side) circuits keying q  ty / box model no. 12 20   s12b-j25dk-ggr s20b-j25dk-ggr dimensions (mm) ab 17.5 31.5 22.3 36.3 108 72 material and finish tab contact: copper alloy, nickel-undercoated, selective gold-plated housing: glass-filled pbt, ul94v-0, black reinforcing metal fixture: copper alloy, nickel-undercoated, selective gold-plated 0.62 3.5    0.05 7    0.05 2.5    0.05 +0.05  0.03 n-  0.85 a    0.05 connector outline series name line no. 17.8 b 4 a 3.5 14.95 (7) 2.5 9 8 7 6 510 4 3 2 1 a b 98765 10 4 3 2 1 j-2500 circuit no. circuit no. copper foil land 2-(  3) through-hole 2-  2    0.05 pc board layout (viewed from component side) header top entry type (module type) header side entry type (module type) rohs compliance  this product displays (lf) (au) on a label. rohs compliance  this product displays (lf) (au) on a label.

 448 j2000 series/j2800 circuits keying q  ty / box model no. 4 x y j28sf-04v-kx under planning dimensions (mm) a (b) 7.5  20.7  540  material pbt, ul94v-0, black x 4 3 2 1 4.6 a 2.5 15.8 (b) 16.5 keying no. circuit no. pc board layout (viewed from component side) x 4 3 2 1 connector outline r0.5    0.05 1    0.05 2.1    0.05 - 0.03 +0.05 4- 0.85 (0.62) 7    0.05 18.6    0.05 7.5    0.05 5.55    0.05 2.5    0.05 (0.62) 7 3.3 6.1 3.2 c 19 b a 7.5 2.5 15.3 j-2800 2.5 keying no. circuit no. series name circuits keying model no. dimensions (mm) 4 x y s04b-j28sk-ggxq1r under planning q  ty / box 7.5  20.5  280  18.6  abc material and finish tab contact: copper alloy, nickel-undercoated, selective gold-plated housing: glass-filled pbt, ul94v-0, black reinforcing metal fixture: copper alloy, nickel-undercoated, selective gold-plated receptacle housing header side entry type (side locking type) j-2800 1 2 3 4 x c series name circuit no. keying no. a b 23.2 2.5 6.8 5.2 circuits keying model no. dimensions (mm) 4 x y j28sfm-04v-kx under planning q  ty / box 7.5 7.5 12.7 12.7   19 19 "#$ material pbt, ul94v-0, black tab housing (free hanging type) rohs compliance  note: not ul approved. rohs compliance  this product displays (lf) on a label. note: 1. 3rd and 4th pins are sequential pins. 2. not ul approved. rohs compliance  note: not ul approved.

 449 form: s...strip form series name kind of terminal: m...tab contact surface finish: gf...nickel-undercoated, 0.38  m selective gold-plated material: m...copper alloy terminal size sequential identitication: n...normal,  s...sequential applicable wire: 002...awg #28  ?  #24                               01...awg #24  ?  #20                             21...0.3 to 0.75mm 2 s  j2  m  -  01  gf  -  m  1.0  s tab contact terminal size material: p?opper alloy form: s?trip form series name kind of terminal: f?eceptacle contact surface finish: gf...nickel-undercoated, 0.38  m selective gold-plated s  j2  f  -  01  gf  -  p  1.0 applicable wire: 002?wg # 28  ?  awg# 24 01?wg # 24  ?  awg#20 21...0.3 to 0.75mm 2 receptacle contact series name: j21...center locking type j22...side locking type j25...module type rows: s...single-row,  d...double-row configuration: f...free hanging,  p...panel mounting type of connector: m...tab housing no. of circuits: 3, 4, 6, 10, 12, 16, 20 flammability: ul94v-o color indication: k...black keying: x...x-keying,  y...y-keying j21  d  p  m - 06  v  -  k  x tab housing  series name: j21...center locking type j22...side locking type j23...center locking type (for sensor) j25...module type j28...side locking type (thin type) rows: s...single-row,  d...double-row,  m...module-row            c...for sensor-row type of connector: f...receptacle housing no. of circuits: 2, 3, 4, 6, 8, 10, 12, 16, 20 flammability: ul94v-o color indication: k...black, s...natural (white), pk...pink keying: x...x-keying,  y...y-keying,   t ...s1  ?  s8 key way type: l...long keying type blank...short keying type (6 circuits is long keying type) j21  d  f - 06  v - k  x - l receptacle housing pc board mounting direction:             b...top entry type            s...side entry type           p...panel mounting type no. of circuts: 3, 4, 6, 8, 10, 12, 16, 20 product name: header rows: s...single-row,  d...double-row color indication: k...black, s...natural (white), pk...pink surface finish: gg...nickel-undercoated, 0.38  m selective gold-plated keying: x...x-keying,  y...y-keying, n...special keying (s1  ?  s8) sequential indication: q1...sequential type, blank...standard type packaging form: r...tray series name: j21...center locking type j22...side locking type j23...center locking type (for sensor) j25...module type j28...side locking type (thin type) j28 s k gg q1 x b- - 04 s r header jfa connector/2000 series model number identification

 503 2 j21df - 06v - k ( ) j21df - 06v - k ( ) -l note: keying no. is indicated in  ( ) . (10.8) (15) (12.85) (17.25) (8.3) (26.35) 15.95 11.6 j-2100 1 ?2100 series for 6 circuits model no. color no. j21pf-06sca j21pf-06scb 1 2 transparent transparent material polycarbonate (10.8) (26.35) 15.95 14.1 j-2100 (10.8) (15) (12.85) (17.25) j21df - 08v - k ( ) j21df - 08v - k ( ) -l note: keying no. is indicated in  ( ) . 2 1  j2100 series for 8 circuits model no. colar no. j21pf-08sca j21pf-08scb 1 2 transparent transparent material polycarbonate j-310 j-310 1 2 b 3 4 5 6 7 8 9 10 a a b jfa  connector/protector when applying a current to the connector, the protector prevents foreign substances being inserted into mating part from the wiring side. however it has no function of holding the wire securely. note: protector is not ul/csa/t?v approved j2000 series rohs compliance rohs compliance

 504 jfa connector/protector  j2100 series for 20 circuits j  2100 	
  	
  	
 	
 	
 	
 1 2 j21df - 20v - k ( ) -l note: keying no. is            indicated in  ( ) .  j2100 series for 10 circuits 1 2 j  2100 15.85 (26.35) (13.3) (12.85) (15) 16.6 (10.8) (17.25) j21df - 10v - k ( ) -l note: keying no. is indicated in  ( ) . model no. color no. j21pf-10sca j21pf-10scb transparent transparent material polycarbonate 1 2  j2100 series for 16 circuits 2 1 j  2100  	
 	
 	
 	
  	
 	
 j21df - 16v - k ( ) -l note: keying no. is            indicated in  ( ) . model no. color no. j21pf-16sca j21pf-16scb transparent transparent material polycarbonate 1 2 model no. color no. j21pf-20sca j21pf-20scb transparent transparent material polycarbonate 1 2  j2200 series for 10 circuits +%'  7  , ( ) 	
 	
   note: keying no. is            indicated in  ( ) . 	
  	
 	
  9 j  2200 1 1 model no. j22pf-10vk color no. black material glass-filled pbt 1 j2000 series rohs compliance rohs compliance rohs compliance rohs compliance note: two protectors are used.

 505  j4200s series for 2 circuits (10) 13.9 9.3 (15.7) (32.6) 16 (12.8) 15.8 j-4200 jst 2 1 model no. color no. j42pf-02sca j42pf-02scb transparent transparent material polycarbonate 1 2 jfa connector/protector  j310d series for 20 circuits   (42.9) 26.2 (11.63) 16.08  
  f31fds - 20v - k (50.3) (53.29) (43.37) 1 1 model no. color no. f31pfd-20vk f31pfd-20sc black transparent material black: glass-filled pbt transparent: polycarbonate 1 1  j310d series / embedding-type protector for 8, 10 circuits (53.29) (43.37)  123  5678 10 9  ( ) (12.23) (11.63) 0.8 (22.8)   1 1 model no. color no. f31pfs-10ku black material glass-filled pbt 1  j340f series for 20 circuits (19.84) (37.9) 21.2 23.04 j-340 f34ffc - 20v - k 25.77 (32.3) 1 2 model no. color no. f34pff-20vka f34pff-20sca f34pff-20vkb f34pff-20scb black transparent black transparent material black: glass-filled pbt transparent: polycarbonate 1 2 j300 series j4000 series rohs compliance  note: two protectors of the same color are used. rohs compliance  note: this protector is cut and used for each number of circuits. rohs compliance  note: both 1 and 2 protectors in the same color are used. rohs compliance (patent pending) when applying a current to the connector, the protector prevents foreign substances being inserted into mating part from the wiring side. however it has no function of holding the wire securely.
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