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		  Datasheet File OCR Text:


		    va    rating   dimensions  (inches)   pin dim.   w x thk.   mounting dim.   mtg. screw   weight  lbs   l   w   h   a   b   c   n   p   size   qty   25   2.25   1.87   1.96   0.300   0.600   1.22   0.06 x 0.02    1.50   1.875   #4   2   1.10   30   2.25   1.87   1.96   0.300   0.600   1.22   0.06 x 0.02    1.50   1.875   #4   2   1.15   40   2.62   2.18   1.94   0.300   0.600   1.40   0.06 x 0.02   1.75   2.188   #6   4   1.36   43   2.62   2.18   2.07   0.300   0.600   1.40   0.06 x 0.02   1.75   2.188   #6   4   1.64   50   2.62   2.18   2.32   0.300   0.600   1.50   0.06 x 0.02   1.75   2.188   #6   4   1.85   56   3.00   2.50   2.18   0.300   0.900   1.59   0.06 x 0.02   2.00   2.580   #6   4   2.09          sales office:       30         300 w factory road, addison il 60101   ?   phone: (630) 628 - 9999   ?   fax: (630) 628 - 9922     ?  www.wabashtransformer.com              international power transformer      series:  vde  -   printed circuit  mount, full shroud   ?   power rating 25va to 56va    ?   single or dual primary, 115v, 230v or 115/230v      ?   frequency 50/60hz     ?   series or parallel secondary     ?   dielectric strength  C   4000 vrms   ?   insulation class f (155c)      ?   flammability rating  C   bobbin/shroud ul94v0 or 94h - b       agency approvals:     ?   ul/cul 5085 - 2 recognized (file e47299)   ?   vde licensed (file 40001595)   ?   ul/cul 5085 - 3 class 2 recognized (file e49606)   ?   ul 6500 audio/video recognized (file e210114)   ?   insulation file no. e95662     transformer meets international safety standards by  providing high isolation, creepage, clearance, and    increased flammability ratings. use in low power           applications.      any application, any requirement, contact us for our custom designs     dual primary    single primary    25 to 50 va   dual primary    single primary      56 va      indicates like polarity   class 2   primaries and secondaries are  designed to be used simultaneously.  that is, they must be used either  series or parallel connected (as one  winding). same applies to secondaries  also.  

   va   part number    secondary      class 2      115/230v   115v   230v   series   parallel   25   vde - 25p - 10   vde1 - 25p - 10   vde2 - 25p - 10   10vct @ 2.50a   5v @ 5.0a      vde - 25p - 126   vde1 - 25p - 126   vde2 - 25p - 126   12.6vct @ 1.98a   6.3v @ 3.96a      vde - 25p - 16   vde1 - 25p - 16   vde2 - 25p - 16   16vct @ 1.56a   8v @ 3.12a      vde - 25p - 18   vde1 - 25p - 18   vde2 - 25p - 18   18vct @ 1.39a   9v @ 2.78a      vde - 25p - 20   vde1 - 25p - 20   vde2 - 25p - 20   20vct @ 1.25a   10v @ 2.50a      vde - 25p - 24   vde1 - 25p - 24   vde2 - 25p - 24   24vct @ 1.04a   12v @ 2.08a      vde - 25p - 28   vde1 - 25p - 28   vde2 - 25p - 28   28vct @ 892ma   14v @1.78a   -   vde - 25p - 36   vde1 - 25p - 36   vde2 - 25p - 36   36vct @ 694ma   18v @ 1.38a   -   30   vde - 30p - 10   vde1 - 30p - 10   vde2 - 30p - 10   10vct @ 3.0a   5v @ 6.0a   -   vde - 30p - 126   vde1 - 30p - 126   vde2 - 30p - 126   12.6vct @ 2.38a   6.3v @ 4.76a      vde - 30p - 16   vde1 - 30p - 16   vde2 - 30p - 16   16vct @ 1.87a   8v @ 3.74a      vde - 30p - 18   vde1 - 30p - 18   vde2 - 30p - 18   18vct @ 1.66a   9v @ 3.33a      vde - 30p - 20   vde1 - 30p - 20   vde2 - 30p - 20   20vct @ 1.5a   10v @ 3.0a      vde - 30p - 24   vde1 - 30p - 24   vde2 - 30p - 24   24vct @ 1.25a   12v @ 2.5a      vde - 30p - 28   vde1 - 30p - 28   vde2 - 30p - 28   28vct @ 1.07a   14v @ 2.14a   -   vde - 30p - 36   vde1 - 30p - 36   vde2 - 30p - 36   36vct @ 833ma   18v @ 1.67a   -   40   vde - 40p - 10   vde1 - 40p - 10   vde2 - 40p - 10   10vct @ 4.0a   5v @ 8.00a   -   vde - 40p - 126   vde1 - 40p - 126   vde2 - 40p - 126   12.6vct @ 3.17a   6.3v @ 6.34a      vde - 40p - 16   vde1 - 40p - 16   vde2 - 40p - 16   16vct @ 2.5a   8v @ 5.00a      vde - 40p - 18   vde1 - 40p - 18   vde2 - 40p - 18   18vct @ 2.22a   9v @ 4.44a      vde - 40p - 20   vde1 - 40p - 20   vde2 - 40p - 20   20vct @ 2.0a   10v @ 4.00a      vde - 40p - 24   vde1 - 40p - 24   vde2 - 40p - 24   24vct @ 1.66a   12v @ 3.33a      vde - 40p - 28   vde1 - 40p - 28   vde2 - 40p - 28   28vct @ 1.42a   14v @ 2.84a   -   vde - 40p - 36   vde1 - 40p - 36   vde2 - 40p - 36   36vct @ 1.11a   18v @ 2.22a   -   43     vde - 43p - 10   vde1 - 43p - 10   vde2 - 43p - 10   10vct @ 4.30a   5v @ 8.60a   -   vde - 43p - 126   vde1 - 43p - 126   vde2 - 43p - 126   12.6vct @ 3.41a   6.3v @ 6.82a      vde - 43p - 16   vde1 - 43p - 16   vde2 - 43p - 16   16vct @ 2.68a   8v @ 5.38a      vde - 43p - 18   vde1 - 43p - 18   vde2 - 43p - 18   18vct @ 2.38a   9v @ 4.77a      vde - 43p - 20   vde1 - 43p - 20   vde2 - 43p - 20   20vct @ 2.15a   10v @ 4.30a      vde - 43p - 24   vde1 - 43p - 24   vde2 - 43p - 24   24vct @ 1.79a   12v @ 3.58a   -   vde - 43p - 28   vde1 - 43p - 28   vde2 - 43p - 28   28vct @ 1.53a   14v @ 3.07a   -   vde - 43p - 36   vde1 - 43p - 36   vde2 - 43p - 36   36vct @ 1.19a   18v @ 2.38a   -   vde - 43p - 230   vde1 - 43p - 230   vde2 - 43p - 230   230vct @ 186ma   115v @ 373ma   -   50     vde - 50p - 10   vde1 - 50p - 10   vde2 - 50p - 10   10vct @ 5.0a   5v @ 10.0a   -   vde - 50p - 126   vde1 - 50p - 126   vde2 - 50p - 126   12.6vct @ 3.96a   6.3v @ 7.93a   -   vde - 50p - 16   vde1 - 50p - 16   vde2 - 50p - 16   16vct @ 3.12a   8v @ 6.25a   -   vde - 50p - 18   vde1 - 50p - 18   vde2 - 50p - 18   18vct @ 2.77a   9v @ 5.55a   -   vde - 50p - 20   vde1 - 50p - 20   vde2 - 50p - 20   20vct @ 2.50a   10v @ 5.0a      vde - 50p - 24   vde1 - 50p - 24   vde2 - 50p - 24   24vct @ 2.08a   12v @ 4.16a      vde - 50p - 28   vde1 - 50p - 28   vde2 - 50p - 28   28vct @ 1.78a   14v @ 3.56a   -   vde - 50p - 36   vde1 - 50p - 36   vde2 - 50p - 36   36vct @ 1.38a   18v @ 2.76a   -   vde - 50p - 230   vde1 - 50p - 230   vde2 - 50p - 230   230vct @ 217ma   115v @ 434ma   -   vde - 56p - 10   vde1 - 56p - 10   vde2 - 56p - 10   10vct @ 5.6a   5v @ 11.2a   -   56    vde - 56p - 126   vde1 - 56p - 126   vde2 - 56p - 126   12.6vct @ 4.44a   6.3v @ 8.88a   -   vde - 56p - 16   vde1 - 56p - 16   vde2 - 56p - 16   16vct @ 3.50a   8v @ 7.00a   -   vde - 56p - 18   vde1 - 56p - 18   vde2 - 56p - 18   18vct @ 3.11a   9v @ 6.22a   -   vde - 56p - 20   vde1 - 56p - 20   vde2 - 56p - 20   20vct @ 2.80a   10v @ 5.60a   -   vde - 56p - 24   vde1 - 56p - 24   vde2 - 56p - 24   24vct @ 2.33a   12v @ 4.66a      vde - 56p - 28   vde1 - 56p - 28   vde2 - 56p - 28   28vct @ 2.00a   14v @ 4.00a   -   vde - 56p - 36   vde1 - 56p - 36   vde2 - 56p - 36   36vct @ 1.55a   18v @ 3.11a   -   vde - 56p - 230   vde1 - 56p - 230   vde2 - 56p - 230   230vct @ 243ma   115v @ 486ma   -   international power transformer      series:  vde  -   printed circuit  mount, full shroud   partial selection guide          sales office:               300 w factory road, addison il 60101   ?   phone: (630) 628 - 9999   ?   fax: (630) 628 - 9922     ?  www.wabashtransformer.com           31   all models are vde approved     any application, any requirement, contact us for our custom designs     class 2  
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