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		  Datasheet File OCR Text:


		  c arling  t echnologies ? 14 www.carlingtech.com tg/ltg-series rocker switches 10 lamp voltage incandescent 6v 6 volt 12v 12 volt  18v 18 volt  24v 24 volt  28v 28 volt  neon 125n 125 volt neon 250n 250 volt neon 1 base part number: series 1 tg double pole, non-lighted ltg double pole with indicator lights 3 center position c center off, three position o no center off, two position 7 actuator color 2 b black w white ltg 1 base part number  50 tg/ltg-series rocker switches the tg-series mini tippette rocker switches are single or double pole and feature an all nylon double-insulated con- struction. these switches are designed with snap-in mount- ing for fast, low cost assembly. the illuminated version (ltg) is available with either a paddle or rocker actuator. these ac rated switches are also suitable for low-voltage dc applications in a wide range of markets including appliance, hvac, food service, and transportation. .250 tab (q.c.) p addle terminal type mounting hole p anel thickness: .030[.762] min. to  .250[6.35] max. integrated wire lead (no exposed conductors) .187 tab (q.c.) solder lug .250[6.35] 1.000[25.40] 1.125[28.57] 1.155[29.33] .865[21.97] .994[25.24] 1.120[28.45] 1.240[31.50] .375[9.52] .812[20.62] .050[1.27] .055[1.40] dia .069[1.75] dia .156[3.96] dia .520[13.20] .500[12.70] .250[6.35] .250[6.35] .375[9.52] .210[5.33] 6.000[152.40] .187[4.74] - dielectric strength ul/csa: 1000v - live to dead metal parts electrical life 50,000 cycles- maintained  25,000 cycles- momentary  mechanical life 100,000 cycles  operating temperature 32? to 150? (0? to +65.6?) g 2 circuit o 3 center position 4 rating 1 5 term ination t 6 actuator style b 7 actuator color - b 8 base color - r 9 lens color / 125n 10 lamp v oltage 6 actuator style p paddle t rocker 2 circuit see circuit designation chart page 17. 4 rating 40 5a 250vac, 10a 125vac, 1/2hp 125-250vac 41 5a 250vac, 10a 125vac 50 10a 250vac, 15a 125vac, 3/4hp 125-250vac 51 10a 250vac, 15a 125vac 5 termination/function solder lug  .250 tab qc .187 tab qc wire leads on-none-off 013 5 (on)-none-off abd f on-none-(off) lmr t on-none-on 013 5 on-none-(on) abd f on-off-on 013 5 8 base color 2 b black w white 9 lens color 3 a amber c clear r red notes imprinting is available. consult factory. panel cut-out recommendations: for sheet metal panels, switch must enter panel in same direction as the punch. (burr on bottom. ) test cut hole in actual material. 1 tg available with circuits a, b, c, d, e, f ; ltg available with circuits g, h, i, j, m, n, p, q, r, t, u, v, y, z.  see page  17. 2 custom colors are available. consult factory. 3 specify lens color for ltg-series only. ( ) indicates momentary function.
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