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		  Datasheet File OCR Text:


		  www.boser.com.tw industrial power supply medical class medical class 12.7 7.62 11.56 6.48 0.5 3.87 max. 0.24 max. output voltage +5v +12v -12v min. load 0a 0a 0a rated load 5a 2.3a 0.5a max. load 8a 3.5a ---- voltage accuracy 4.95~5.05v 11.4~12.6v -11.4~-12.6v MPM-9561 60w open frame power supply for medical class   *input voltage:  85~264vac  *input frequency:  47~63hz at ac input  *input current:  2a at 115vac or 1.5a at 230vac max. *inrush current:  the maximum inrush current will not exceed  30a at 115vac or 60a at 230vac input, cold start, 25 o c *load range:  the adjustable range of +5v output is around  4.5~5.8v. at factory, the +5v output is set to between  4.95~5.05v at 60% rated load, and +/-12v are checked to be  within the specified voltage accuracy range. the peak load  cannot exceed 5 sec. *ripple and noise:  the peak to peak ripple and noise for +5v  output is less 50mv for +/-12v output are less than 100 mv.  measuring is done by 15mhz bandwidth limited oscilloscope  and terminated each output with a 0.47uf capacitor  *line regulation:  the line regulation for each output is less  than +/-1% while measuring at rated load and +/-10% of the  input changing  *load regulation:  the load regulation for +5v is less than +/- 1%, for +/-12v is less than +/-5%, measured is done by  changing the measured output load +/-40% from 60% rated  load, and keep all other output at 60% rated load  *hold up time:  the hold up time is longer than 16ms at  115vac input and rated load, which is measured from the end  of the last charging pulse to when the main output drops down  to 95%output voltage  *efficiency:  the efficiency is higher than 75% typical while  measuring at nominal line and rated load  *protection:  for some reasons the power supply fails to  control itself, the build-in over voltage protection circuit will  shut down the outputs to prevent damaging to external  circuits. the trip point of crowbar circuit is around 5.8v to 7v  for output voltage. the power supply will go into latch off mode  against short circuit or over load conditio *dimensions:  7.62 x 12.7 x 3.87 cm  features features *safety:  ul 544 / ul 2601-1 / csa 22.2 no. 601-1 / tuv  (din. vde 0750t. 1/12.91/en60601-1l 1990) *gnd leakage current:  it should be less 100ua at 244vac  input *emi:  fcc docket 20780 curve b / en55011 b / en61000-3-2 *ems:  iec-801-2 8kv air discharge criteria b / iec-801-3  3v/m / iec-801-4 0.5kv safety standards safety standards  
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