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		  Datasheet File OCR Text:


		  54 www.oxleygroup.com/lamps     odcsm40565/2/2005 oxley developments company ltd email:  sales@oxley.co.uk tel: +44 (0)1229 840609 oxley group australia pty ltd email:  sales@oxleygroup.com tel +61 (0) 2 9967 9488 oxley inc. email:  sales@oxleyinc.com tel: +1 (203) 488 1033 bi-segmented led indicator single chip led flat lens ip68-?10.0 -  features ? replaces two single indicators ? independently addressable    segments ? sealed to ip68 ? flat clear flat diffused lens ? 60 viewing angle ? operating temp -40 to 85c ? storage temp -55 to 100c ordering information and technical characteristics . ordering    information colour forward  voltage  (v) current  (ma) luminous  intensity  (mcd) reverse  voltage (v) 2str/lh23/10/rd/rd red 2.2 20 15 5 red 2.2 15 5 2str/lh23/10/rd/gn red 2.2 20 15 5 green 2.2 15 5 2str/lh23/10/rd/yw red 2.2 20 15 5 yellow 2.2 12 5 2str/lh23/10/gn/gn green 2.2 20 15 5 green 2.2 15 5 2str/lh23/10/gn/rd green 2.2 20 15 5 red 2.2 15 5 2str/lh23/10/gn/yw green 2.2 20 15 5 yellow 2.2 12 5 2str/lh23/10/yw/yw yellow 2.2 20 12 5 yellow 2.2 12 5 2str/lh23/10/yw/rd yellow 2.2 20 12 5 red 2.2 15 5 continued... ! 	
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 mounting hole 2/str/lh23/10/- type no. - 2str/lh23/10

 55 www.oxleygroup.com/lamps   odcsm40565/2/2005 oxley developments company ltd email:  sales@oxley.co.uk tel: +44 (0)1229 840609 oxley group australia pty ltd email:  sales@oxleygroup.com tel +61 (0) 2 9967 9488 oxley inc. email:  sales@oxleyinc.com tel: +1 (203) 488 1033 ordering    information colour forward  voltage  (v) current  (ma) luminous  intensity  (mcd) reverse  voltage (v) 2str/lh23/10/yw/gn yellow 2.2 20 12 5 green 2.2 15 5 2str/lh23/10/h/rd/rd red 1.9 20 1200 5 red 2.2 15 5 2str/lh23/10/h/rd/yw red 1.9 20 1200 5 yellow 2.2 1000 5 2str/lh23/10/h/rd/gn red 1.9 20 1200 5 green 3.6 1250 5 2str/lh23/10/h/rd/yw red 1.9 20 1200 5 yellow 2.2 1000 5 2str/lh23/10/h/yw/yw yellow 2.2 20 1000 5 yellow 2.2 1000 5 2str/lh23/10/h/yw/rd yellow 2.2 20 1000 5 red 1.9 1200 5 2str/lh23/10/h/yw/gn yellow 2.2 20 1000 5 green 3.6 1250 5 2str/lh23/10/h/yw/be yellow 2.2 20 1000 5 blue 3.6 1200 5 2str/lh23/10/h/yw/we yellow 2.2 20 1000 5 white 3.6 1000 5 2str/lh23/10/h/gn/rd green 3.6 20 1250 5 red 2.2 1200 5 2str/lh23/10/h/gn/yw green 3.6 20 1250 5 yellow 2.2 1000 5 2str/lh23/10/h/gn/gn green 3.6 20 1250 5 green 3.6 1250 5 2str/lh23/10/h/gn/be green 3.6 20 1250 5 blue 3.6 1000 5 2str/lh23/10/h/gn/we green 3.6 20 1250 5 white 3.6 1000 5 2str/lh23/10/h/be/be blue 3.6 20 1200 5 blue 3.6 1200 5 2str/lh23/10/h/be/we blue 3.6 20 1200 5 white 3.6 1000 5 2str/lh23/10/h/be/rd blue 3.6 20 1200 5 red 1.9 1200 5 2str/lh23/10/h/be/yw blue 3.6 20 1200 5 yellow 2.2 1000 5 continued... type no. - 2str/lh23/10

 56 www.oxleygroup.com/lamps     odcsm40565/2/2005 oxley developments company ltd email:  sales@oxley.co.uk tel: +44 (0)1229 840609 oxley group australia pty ltd email:  sales@oxleygroup.com tel +61 (0) 2 9967 9488 oxley inc. email:  sales@oxleyinc.com tel: +1 (203) 488 1033 note:   the first colour within the order information is  located on the left side of the segment as shown .  e.g. 2str/lh23/10/red/yellow ordering    information colour forward  voltage  (v) current  (ma) luminous  intensity  (mcd) reverse  voltage (v) 2str/lh23/10/h/be/gn blue 3.6 20 1200 5 green 3.6 1250 5 2str/lh23/10/h/we/we white 3.6 20 1000 5 white 3.6 1000 5 2str/lh23/10/h/we/rd white 3.6 20 1000 5 red 1.9 1200 5 2str/lh23/10/h/we/gn white 3.6 20 1000 5 green 3.6 1000 5 2str/lh23/10/h/we/be white 3.6 20 1000 5 blue 3.6 1200 5 mean time before failure 90,000 hrs. red yellow red bush brown bush yellow bush brown bush front panel view flats of body type no. - 2str/lh23/10

 57 www.oxleygroup.com/lamps   odcsm40565/2/2005 oxley developments company ltd email:  sales@oxley.co.uk tel: +44 (0)1229 840609 oxley group australia pty ltd email:  sales@oxleygroup.com tel +61 (0) 2 9967 9488 oxley inc. email:  sales@oxleyinc.com tel: +1 (203) 488 1033 tri-segmented led indicator single chip led flat lens ip68-?10.0 features ? replaces three single       indicators ? independently addressable    segments ? sealed to ip68 ? flat clear diffused lens ? 60 viewing angle ? operating temp -40 to 85c ? storage temp -55 to 100c ordering information and technical characteristics   ordering    information colour forward  voltage  (v) current  (ma) luminous  intensity  (mcd) reverse  voltage (v) 3str/lh23/10/r/g/y red 2.2 20 15 5 green 2.2 15 yellow 2.2 12 3str/lh23/10/r/y/g red 2.2 20 15 5 ye l lo w 2.2 12 green 2.2 15 3str/lh23/10/r/r/r red 2.2 20 15 5 red 2.2 15 red 2.2 15 3str/lh23/10/g/y/r green 2.2 20 15 5 ye l lo w 2.2 12 red 2.2 15 3str/lh23/10/y/r/g yellow 2.2 20 12 5 red 2.2 15 green 2.2 15 continued ... ! 	
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 mounting hole 3/str/lh23/10/- type no. - 3str/lh23/10

 58 www.oxleygroup.com/lamps     odcsm40565/2/2005 oxley developments company ltd email:  sales@oxley.co.uk tel: +44 (0)1229 840609 oxley group australia pty ltd email:  sales@oxleygroup.com tel +61 (0) 2 9967 9488 oxley inc. email:  sales@oxleyinc.com tel: +1 (203) 488 1033 1) when ordering parts please specify orientation of colours. e.g. 3str/lh23/10/r/g/y ordering    information colour forward  voltage  (v) current  (ma) luminous  intensity  (mcd) reverse  voltage (v) 3str/lh23/10/g/g/g green 2.2 20 15 5 green 2.2 15 green 2.2 15 3str/lh23/10/y/y/y yellow 2.2 20 12 5 yellow 2.2 12 yellow 2.2 12 3str/lh23/10/h/r/r/r red 1.9 20 1200 5 red 1.9 1200 red 1.9 1200 3str/lh23/10/h/r/g/y red 1.9 20 1200 5 green 3.6 1250 yellow 2.2 1000 3str/lh23/10/h/r/y/g red 1.9 20 1200 5 yellow 2.2 1000 green 3.6 1250 3str/lh23/10/h/r/b/w red 1.9 20 1200 5 blue 3.6 1200 white 3.6 1000 3str/lh23/10/h/w/w/w white 3.6 20 1000 5 white 3.6 1000 white 3.6 1000 3str/lh23/10/h/b/w/b blue 3.6 20 1200 5 white 3.6 1000 blue 3.6 1200 3str/lh23/10/h/b/y/g blue 3.6 20 1200 5 yellow 2.2 1000 green 3.6 1250 3str/lh23/10/h/w/b/g white 3.6 20 1000 5 blue 2.2 1000 green 3.6 1250 mean time before failure 90,000 hrs. clockwise green yellow red green yellow red counter clockwise type no. - 3str/lh23/10
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