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		  Datasheet File OCR Text:


		  emi/emp filters glenair, inc. ?  1211 air way ?  glendale, ca 91201-2497 ? 818-247-6000 ?  fax 818-500-9912 printed in u.s.a. www.glenair.com    cage code 06324 ? 2008 glenair, inc.    e- mail:  sales@glenair.com c-24 c 240-383w  mil-dtl-38999 series iii filter connector wall mount receptacle  capacitance (see table ii)  insert arrangement iaw mil-std-1560 filter connector  product code mil-dtl-38999 series iii connector class (see table i) shell style w  - wall mount filter type p  - pi circuit c - c circuit contact gender p - pin s - socket 240 - 383 w p 15-35 p s p a c n termination* s - solder cup p  - pc tail alternate key position per mil-dtl-38999 a, b, c, d, e, n = normal clinch nuts and metric clinch nuts not available for composites. helicoils and threaded inserts/specials available upon request. c bsc b sq master keyway see note 3 a thread h g .125 (3.2) min (pc tail) (solder cup) j thread .520 (13.2) max fully mated indicator band red w  - wall mount 1.55 (39.4) max 4x ? p flange mounting style h - round holes, chamfered c - clinch nuts (4-40 unc) m - metric clinch nuts (m3) consult factory for  alternative pc tail  lengths 

 emi/emp filters glenair, inc. ?  1211 air way ?  glendale, ca 91201-2497 ? 818-247-6000 ?  fax 818-500-9912 printed in u.s.a. www.glenair.com    cage code 06324 ? 2008 glenair, inc.    e- mail:  sales@glenair.com c-25 c wall mount shell  size  code shell  size a thread b sq c  bsc d  bsc e f g h j thread a 09 .6250- .1p- .3l-ts-2a 0.949 (24.1) 0.925 (23.5) .719  (18.3) .594  (15.1) .136 (3.5) .120 (3.0) .224 (5.7) .208 (5.3) .143 (3.6) .083 (2.1) .820 (20.8) .771 (19.6) m12 x 1.0-6g 0.100r b 11 .7500- .1p- .3l-ts-2a 1.043 (26.5) 1.019 (25.9) .812  (20.6) .719  (18.3) .136 (3.5) .120 (3.0) .202 (5.1) .186 (4.7) .820 (20.8) .771 (19.6) m15 x 1.0-6g 0.100r c 13 .8750- .1p- .3l-ts-2a 1.138 (28.9) 1.114 (28.3) .906  (23.0) .812  (20.6) .136 (3.5) .120 (3.0) .202 (5.1) .186 (4.7) .820 (20.8) .771 (19.6) m18 x 1.0-6g 0.100r d 15 1.000- .1p- .3l-ts-2a 1.232 (31.3) 1.208 (30.7) .969  (24.6) .906  (23.0) .136 (3.5) .120 (3.0) .202 (5.1) .165 (4.2) .820 (20.8) .771 (19.6) m22 x 1.0-6g 0.100r e 17 1.1875- .1p- .3l-ts-2a 1.323 (33.6) 1.299 (33.0) 1.062  (27.0) .969  (24.6) .136 (3.5) .120 (3.0) .202 (5.1) .186 (4.7) .820 (20.8) .771 (19.6) m25 x 1.0-6g 0.100r f 19 1.2500- .1p- .3l-ts-2a 1.449 (36.8) 1.425 (36.2) 1.156  (29.4) 1.062  (27.0) .136 (3.5) .120 (3.0) .202 (5.1) .186 (4.7) .820 (20.8) .771 (19.6) m28 x 1.0-6g 0.100r g 21 1.3750- .1p- .3l-ts-2a 1.575 (40.0) 1.551 (39.4) 1.250  (31.8) 1.156  (29.4) .136 (3.5) .120 (3.0) .202 (5.1) .186 (4.7) .171 (4.3) .083 (2.1) .790 (20.1) .741 (18.8) m31 x 1.0-6g 0.100r h 23 1.5000- .1p- .3l-ts-2a 1.701 (43.2) 1.677 (42.6) 1.375  (34.9) 1.250  (31.8) .162 (4.1) .146 (3.7) .250 (6.4) .234 (5.9) .790 (20.1) .741 (18.8) m34 x 1.0-6g 0.100r j 25 1.6250- .1p- .3l-ts-2a 1.823 (46.3) 1.799 (45.7) 1.500  (38.1) 1.375  (34.9) .162 (4.1) .146 (3.7) .250 (6.4) .234 (5.9) .790 (20.1) .741 (18.8) m37 x 1.0-6g 0.100r 240-383w  mil-dtl-38999 series iii filter connector wall mount receptacle mil-dtl-38999 series iii  square flange panel cutouts shell  size  code shell  size  k min  l min m holes n bsc p  ?  .010 a 09 .656 (16.7) .516  (13.1) .133 (3.4) .123 (3.1) .719  (18.3) .128 (3.3) b 11 .796 (20.2) .625  (15.9) .133 (3.4) .123 (3.1) .812  (20.6) c 13 .922 (23.4) .750  (19.1) .133 (3.4) .123 (3.1) .906  (23.0) d 15 1.047 (26.6) .906  (23.0) .133 (3.4) .123 (3.1) .969  (24.6) e 17 1.219 (31.0) 1.016  (25.8) .133 (3.4) .123 (3.1) 1.062  (27.0) f 19 1.297 (32.9) 1.141  (29.0) .133 (3.4) .123 (3.1) 1.156  (29.4) g 21 1.422 (36.1) 1.266  (32.2) .133 (3.4) .123 (3.1) 1.250  (31.8) h 23 1.547 (39.3) 1.375  (34.9) .159 (4.0) .149 (3.8) 1.375  (34.9) .156 (4.0) j 25 1.672 (42.5) 1.484  (37.7) .155 (3.9) .145 (3.7) 1.500  (38.1) 4x   m holes n n k min  l min front panel mounting back panel  mounting .005 (.13) table ii: capacitor array code capacitance range class pi - circuit (pf) c - circuit (pf) x* 160,000 - 240,000 80,000 - 120,000 y* 80,000 - 120,000 40,000 - 60,000 z* 60,000 - 90,000 30,000 - 45,000 a 38,000 - 56,000 19,000 - 28,000 b 32,000 - 45,000 16,000 - 22,500 c 18,000 - 33,000 9,000 - 16,500 d 8,000 - 12,000 4,000 - 6,000 e 3,300 - 5,000 1,650 - 2,500 f 800 - 1,300 400 - 650 g 400 - 600 200 - 300 * reduced dwv C please consult factory. table i: connector class sym class material finish description m environmental aluminum electroless nickel mt environmental aluminum nickel fluorocarbon polymer (ni-ptfe) nf environmental aluminum cad. o.d. over electroless nickel p environmental stainless electro-deposited nickel xm environmental composite electroless nickel xmt environmental composite nickel fluorocarbon polymer (ni-ptfe) xw environmental composite cad. o.d. over electroless nickel zn environmental aluminum zinc-nickel over electroless nickel h2* hermetic stainless electroless nickel * some dimensions do not apply, see sales drawing 240-383jh2 
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