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		  Datasheet File OCR Text:


		  assvj series  standard specifications:  applications:  ? p r inter s , digital co p y machine s , scanner s , projector s ,    modem s , lan,  w an, n a vigation equipment,  a udi o ,  hand-held reader s , indust r ial  a utomation    features:  ? l o w cycle to cycle jitter  ? inte gr ated spread spect r um  t echnology  ? emi reduction up to 20db  ? sol v e emi  f ailures as a drop in replacement  f or std .  7 x5 mm osc. ? cost ef f ecti v e emi reduction  pb  rohs  compliant  7.0 x 5.0 x 1.8m m  abracon is  iso 9001 / qs 9000  ce r tified  abracon is  iso 9001 / qs 9000  ce r tified  rise and fall  t ime ( t r/tf)  load  current consumption  duty cycle  output logic  cycle to cycle jitter  output impedance  static discharge  v oltage  aging  output  v oltage ?high?; ?1?   output  v oltage ?low?; ?0?              modulation carrier freq. (dither rate)  operating  t emperature            frequency stability          frequency range  abracon p/n  spread  t ype & percentage      emi reduction  (reduction is applied to the   entire freq. spectrum)      storage  t emperature        supply  v oltage (vdd)        start-up  t ime  center spread 0.5% (see options)            13.0 mhz to 220.0 mhz  assvj series  emi reduction (db) =   10log (" t otal %" x "ssc frequency (mhz) ?/0.12)   (see 125mhz example)        0c to + 70c (see options)            - 55c to + 125c               100 ppm (see options)            3.3 vdc  5%             2ms typ, 5ms max.  15pf           25m a  typical (depends on frequency)            50%  5% (c  l   = 15pf at 50% v  dd  )  cmos 100ps typ; 150ps max.      40ohm  >2,000v (per mil-std-883, method 3015)        5ppm per year max.;  t a=+25c      2.4v min. (at 80% v  dd  )  0.4v max. (at 20% v  dd  )  25.3khz min.; 58.6khz max; (depends on frequency)  p arameters  new  for  2007  3.3v reduced jitter smd spread spectrum clock oscillator   3033 2  esperanza, ran c ho santa mar g arita, califo r nia   9268 8 tel 949-546-8000   |  fax 949-546-800 1 | ww w .abracon.co m revised: 10.28.08 visit www.abracon.com for terms & conditions of sale 

 | | | | | | | | | | | | | | |  pb  rohs  compliant  7.0 x 5.0 x 1.8m m  dimensions: inch (mm) outline drawing:  options and part identification:  (left blank if standard)  tape & reel:  1 2 3 4 nc ground ss output vdd pin function assvj series  abracon is iso 9001 / qs 9000 ce r tified abracon is iso 9001 / qs 9000 ce r tified 3.3v reduced jitter smd spread spectrum clock oscillator   3033 2  esperanza, ran c ho santa mar g arita, califo r nia   9268 8 tel 949-546-8000   |  fax 949-546-800 1 | ww w .abracon.co m revised: 10.28.08 visit www.abracon.com for terms & conditions of sale  please see note below about down and center spread. * moq 1k for all spread type blank 0c to +70c blan k 100ppm optio n (%) l -40c to +85c r 25ppm c 50pp m d0. 5 -0.5% d0.7 5 -0.75% d1.2 5 -1.25% d 1. 5 -1.50% d2. 0 -2.0% d3. 0 -3.0% d3.7 5 -3.75% c0.2 5 0.25% c0.37 5 0.375% c 0 .62 5 0.625% c1. 0 1.0% c1. 5 1.5% c1.87 5 1.875% down spread* t tape and reel (1000pcs) spread type assv j -frequency - x -x -x -x freq. stability g n i g a k c a p . p m e t   g n i t a r e p o center spread* sealing method:  seam sealing dimensions: mm

 | | | | | | | | | | | | | | |  pb  rohs  compliant  7.0 x 5.0 x 1.8m m  modulation:  emi reduction:  assvj series  3.3v reduced jitter smd spread spectrum clock oscillator   abracon is iso 9001 / qs 9000 ce r tified abracon is iso 9001 / qs 9000 ce r tified 3033 2  esperanza, ran c ho santa mar g arita, califo r nia   9268 8 tel 949-546-8000   |  fax 949-546-800 1 | ww w .abracon.co m revised: 10.28.08 visit www.abracon.com for terms & conditions of sale 

 | | | | | | | | | | | | | | |  pb  rohs  compliant  7.0 x 5.0 x 1.8m m  frequency:  assvj series  3.3v reduced jitter smd spread spectrum clock oscillator   abracon is iso 9001 / qs 9000 ce r tified abracon is iso 9001 / qs 9000 ce r tified 3033 2  esperanza, ran c ho santa mar g arita, califo r nia   9268 8 tel 949-546-8000   |  fax 949-546-800 1 | ww w .abracon.co m revised: 10.28.08 visit www.abracon.com for terms & conditions of sale 
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