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		  Datasheet File OCR Text:


		  | | | | | | | | | | | | | | |  lxzt series applications: features: size varies rohs compliant iso 9001 / qs 9000  ce r tified  iso 9001 / qs 9000  ce r tified  standard specifications: abracon is  abracon is  3033 2   e s p e ranza , r an c ho  s an t a   mar g ar it a ,  ca lif o r n i a   9268 8 tel   949-546-8000   |   f ax  949-546-800 1 |  ww w . abra c on .c o m revised: 09.29.08 visit www.abracon.com for terms & conditions of sale ? low   cos t   t iming   solu t ion . ? low   re s onan t   impedan c e . ?  standard   frequency   range   from   190khz   t o   1250khz . microprocessor   clo c ks . electrical   appliances. ? ? ? remote   controls . l e a ded,  l ow  fr e qu e n c y  k hz  b an d   ce ra m i c  r e s o nat o r s t n e m e r i u q e r m e t i operating   tempe r at u r e -2 5 o c   to   +   8 5 o c 50   ( d c   ,   1   min) (2)   a .c.   vo l tage o sc il l at ion   f re q u e n c y 19 0 . 00k h z   t o   12 5 0 . 00 k h z insu l ation   resist a nc e 10 0 m   min.   (10v   dc   1 min) load   capacitance 15   vp-p.   max f re qu e n cy   t ol era n ce   a n d st a bil i t y see   table   2. 1 wi t h s t a nding   v ol ta g e   (v ) storage   t empe r ature re s onant   i mpedance see   table   2. 1 r a ting   voltag e ( 1 )   d . c .volt a g e 6   v.d.c.   max -4 0 o c   to   +8 5 o c a gi n g   rate    (fosc) 0.3%   (from   in i tial   value ) see   table   2. 1 freq. t able   2. 1 33 0 47 0 2 0 ? max . 1.0   k h z 22 0 47 0 2 0 ? max . 1.0   k h z 12 0 47 0 2 0 ? max . 2.0   k h z 10 0 10 0 2 0 ? max . 2.0   k h z 10 0 10 0 3 0 ? max . 2.0   k h z 10 0 10 0 7 0 ? max .    0.5% 10 0 10 0 10 0 ? max .    0.5% 1000   -   1 2 5 0    0.3%    0.3%    0.3%    0.3%    0.3%    0.3%    0.3% 375   -   42 9 430   -   50 9 510   -   69 9 700   -   99 9 frequency   r a nge ( kh z ) c1 (pf )  20 % 190   -   24 9 250   -   37 4 frequency stability   a t -25c   to   + 85c c2 (pf )  20 % re s o n an t impedance freq . toler a n ce   a t 25  c options & part identification: frequency (khz) lxzt - frequency pb in  c e r amic (e x empt per rohs 2002/95/ec annex (7)) test circuit: i c 1 / 6 t c4069ubp  2 x c e rami c reso n a t o r c1,c2 :   l o a d   c a p acit a n c e * please contact abracon for tighter stability and/or    wider temperature range *  * 

 | | | | | | | | | | | | | | |  lxzt series rohs compliant iso 9001 / qs 9000  ce r tified  iso 9001 / qs 9000  ce r tified  abracon is  abracon is  3033 2   e s p e ranza , r an c ho  s an t a   mar g ar it a ,  ca lif o r n i a   9268 8 tel   949-546-8000   |   f ax  949-546-800 1 |  ww w . abra c on .c o m revised: 09.29.08 visit www.abracon.com for terms & conditions of sale l e a ded,  l ow  fr e qu e n c y  k hz  b an d   ce ra m i c  r e s o nat o r s freq. ?  do not apply excess mechanical stress to the component body or terminations. do not attempt to re-form or bend the components as this will cause     damage to the component.  ?  this component is not hermetically sealed. do not clean or wash the component.  ?  reflow soldering: do not use strong acidity flux , such as flux with chlorine content of greater than 0.2wt% during reflow soldering.  ?  do not expose the component to open flame.  ?  this specification applies to the functionality of the component as a single unit. customers are advised to insure that the component is thoroughly      evaluated in the particular application.  ?  shelf life: the warranted shelf life of this product is six months after the delivery date under the conditions of sealed, unopened, original packaging.    ?  storage conditions: if the product is to be stored for a period greater than six months after the delivery date, it is recommended that customers confirm     the solderability and characteristics for the product prior to use.  ?  this product is not recommended for use in the following applications: automotive, medical, military, safety, or any other high-reliability, life-dependant      application. contact abracon corporation prior to using this product when in doubt. caution outline dimensions l w h   w w 0.53   (13.5 ) 0.14   (3.6 ) 0.58   (14.7 )   0.39   (10.0 ) 0.43   (11.0 ) 0.14   (3.6 ) 0.48   (12.2 )   0 . 30   (7 . 7 ) 0 . 31   ( 7 . 9 ) 0 . 14   ( 3 . 6 ) 0 . 37   ( 9 . 3 )   0 . 20   (5 . 0 ) 0 . 28   ( 7 . 0 ) 0 . 14   ( 3 . 5 ) 0 . 35   ( 9 . 0 )   0 . 20   (5 . 0 ) 0 . 20   ( 5 . 1 ) 0 . 09   ( 2 . 2 ) 0 . 25   ( 6 . 3 )   0 . 10   (2 . 5 ) frequency   r a nge 190 - 249   k h z 250 - 374   k h z 375 - 429   k h z 430 - 699   k h z 700-1250   kh z 0.16   (4.0)/0.24   ( 6 .0 ) 0 . 16   ( 4 . 0 ) l l 0 . 32   ( 8 . 0 ) 0 . 28   ( 7 . 0 ) 0 . 24   ( 6 . 0 ) size varies pb in  c e r amic (e x empt per rohs 2002/95/ec annex (7)) dimension : inches (mm)
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