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		  Datasheet File OCR Text:


		  burndy telecommunications products 48 for customer service call 1-800-346-4175 one hole hylug code conductor long barrel with inspection window type yaz uninsulated copper  compression terminal ul listed 90?,  600 volt to 35 kv   electro-tin plated cable accommodation crimp die and color code information inspection  window beveled entry 90  l l 45  l fig. 1 fig. 2 fig. 3 conductor installation tooling stud mechanical hydraulic wire *** hole tongue length tongue y1mrtc bct500 y750-2/y46c* color die strip catalog number fig # awg mm 2 size width (l) angle y2mr md7-34r y500ct bat-750c code index length yazv10-tc14 1 #14 - 10 str 1.54 straight yazv10-tc14-45 2 6 1/4" .41" 1.41 45 degree - - - - - - 3/4" yazv10-tc14-90 3 #12 - 10 sol 0.83 90 degree yaz8c-tc10 1 1.58 straight yaz8c-tc10-45 2 #10 .41" 1.47 45 degree yaz8c-tc10-90 3 0.75 90 degree yaz8c-tc14 1 #8 awg 1.71 straight y2mr (2) w8cvt (2) w8cvt (2) yaz8c-tc14-45 2 #8 weld 10 1/4" .44" 1.58 45 degree w8crt (2) w8crt (2) u8crt (2) red 49 7/8" yaz8c-tc14-90 3 37/24 0.87 90 degree y1mrtc (2) x8crt (2) x8crt (2) yaz8c-tc38 1 #6 sol 1.89 straight yaz8c-tc38-45 2 1/4" .58" 1.72 45 degree yaz8c-tc38-90 3 1.05 90 degree yaz6c-tc14 1 2.03 straight yaz6c-tc14-45 2 1/4" .45" 1.83 45 degree yaz6c-tc14-90 3 0.89 90 degree w5cvt (2) w5cvt (2) yaz6c-tc38 1 2.22 straight y2mr (2) w5crt (2) w5crt (2) u5crt (2) yaz6c-tc38-45 2 #6 awg 16 3/8" .58" 1.97 45 degree y1mrtc (2) x5crt (2) x5crt (2) u8cabt (2) blue 7 or 374 1-3/16" yaz6c-tc38-90 3 1.06 90 degree x8cart (2) x8cart (2) yaz6c-tc12 1 2.65 straight yaz6c-tc12-45 2 1/2" .83" 2.54 45 degree yaz6c-tc12-90 3 1.53 90 degree yaz5c-tc12 1 2.68 straight y2mr (2) w5crt (2) w5cvt (2) yaz5c-tc12-45 2 #5 awg - 1/2" .83" 2.56 45 degree w5cvt (2) x5crt (2 u5crt (2) blue 7 or 374 1-3/16" yaz5c-tc12-90 3 1.53 90 degree y1mrtc (2) x5crt (2) w5crt (2) yaz4c-tc14 1 2.05 straight yaz4c-tc14-45 2 1/4" .49" 1.87 45 degree yaz4c-tc14-90 3 0.92 90 degree yaz4c-tc38 1 2.23 straight y2mr (4) w4cvt (2) w4cvt (2) yaz4c-tc38-45 2 #4 awg - 3/8" .58" 2.01 45 degree w4crt (2) w4crt (2) u4crt (2) gray 8 or 346 1-3/16" yaz4c-tc38-90 3 1.09 90 degree y1mrtc (4) x4crt (2) x4crt (2) u6cabt (2) yaz4c-tc12 1 2.67 straight yaz4c-tc12-45 2 1/2" .83" 2.55 45 degree yaz4c-tc12-90 3 1.55 90 degree * use p-uadp-1 adapter with "u" dies in y46 hypress. ** p-rt die sets for use in y46 hypress only, p-uadp-1 adapter not required. *** the mm 2 conductor sizes listed are the recommendations for class 2 conductor.  available undrilled. add suffix "u" to catalog number. (example: ya25u).  see tooling section of this catalog for complete tool and die listings.  for applications greater than 2000 volts consult cable manufacturer for voltage stress relief instructions.

 burndy telecommunications products 49 yaz3c-tc14 1 . 2.21 straight yaz3c-tc14-45 2 1/4" .55" 1.97 45 degree yaz3c-tc14-90 3 0.93 90 degree yaz3c-tc38 1 #3 awg 2.39 straight yaz3c-tc38-45 2 25 3/8" .58" 2.13 45 degree y1mrtc (4) w3crt (2) w3crt (2) u3crt (2) white 9 1-5/16" yaz3c-tc38-90 3 #2 sol 1.11 90 degree yaz3c-tc12 1 2.83 straight yaz3c-tc12-45 2 1/2" .83" 2.66 45 degree yaz3c-tc12-90 3 1.57 90 degree yaz2c-tc14 1 2.23 straight yaz2c-tc14-45 2 1/4" .60" 2.03 45 degree yaz2c-tc14-90 3 . 0.96 90 degree yaz2c-tc38 1 2.41 straight y2mr (4) w2cvt (2) w2cvt (2) yaz2c-tc38-45 2 #2 awg 35 3/8" .60" 2.21 45 degree w2crt (2) w2crt (2) u2crt (2) brown 10 1-5/16" yaz2c-tc38-90 3 1.14 90 degree y1mrtc (4) x2crt (2) x2crt (2) yaz2c-tc12 1 2.85 straight yaz2c-tc12-45 2 1/2" .83" 2.57 45 degree yaz2c-tc12-90 3 1.57 90 degree yaz1c-tc14 1 2.39 straight yaz1c-tc14-45 2 1/4" .67" 2.13 45 degree yaz1c-tc14-90 3 . 0.98 90 degree yaz1c-tc38 1 2.57 straight w1cvt (2) w1cvt (2) yaz1c-tc38-45 2 #1 awg 50 3/8" .67" 2.31 45 degree y1mrtc (4) w1crt-1 (2) w1crt-1 (2) u1crt-1 (2) green 11 or 375 1-7/16" yaz1c-tc38-90 3 1.16 90 degree x1crt-1 (2) x1crt-1 (2) u4cabt (2) yaz1c-tc12 1 3.01 straight yaz1c-tc12-45 2 1/2" .83" 2.70 45 degree yaz1c-tc12-90 3 1.59 90 degree yaz25-tc14 1 2.42 straight yaz25-tc14-45 2 1/4" .75" 2.19 45 degree yaz25-tc14-90 3 1.02 90 degree yaz25-tc516 1 2.47 straight yaz25-tc516-45 2 5/16" .75" 2.24 45 degree w25vt (4) w25vt (4) yaz25-tc516-90 3 1/0 awg - 1.08 90 degree - w25rt (4) w25rt (4) u25rt (2) pink 12 or 348 1-7/16" yaz25-tc38 1 2.60 straight x25rt (4) x25rt (4) u2cabt (2) yaz25-tc38-45 2 3/8" .75" 2.37 45 degree yaz25-tc38-90 3 1.20 90 degree yaz25-tc12 1 3.04 straight yaz25-tc12-45 2 1/2" .83" 2.77 45 degree yaz25-tc12-90 3 1.63 90 degree yaz26-tc14 1 2.58 straight yaz26-tc14-45 2 1/4" .83" 2.30 45 degree yaz26-tc14-90 3 1.04 90 degree yaz26-tc38 1 2.76 straight w26vt (4) w26vt (4) yaz26-tc38-45 2 2/0 awg 70 3/8" .83" 2.48 45 degree - w26rt (4) w26rt (4) u26rt (2) black 13 1-9/16" yaz26-tc38-90 3 1.22 90 degree x26rt (4) x26rt (4) yaz26-tc12 1 3.20 straight yaz26-tc12-45 2 1/2" .83" 2.92 45 degree yaz26-tc12-90 3 1.66 90 degree yaz27-tc38 1 2.80 straight w27rt (4) w27vt (4) yaz27-tc38-45 2 3/0 awg 95 3/8" .90" 2.52 45 degree - w27vt (4) w27rt (4) u27rt (2) orange 14 1-9/16" yaz27-tc38-90 3 1.25 90 degree x27rt (6) x27rt (6) one hole hylug code conductor long barrel with inspection window (continued) conductor installation tooling stud mechanical hydraulic wire *** hole tongue length tongue y1mrtc bct500 y750-2/y46c* color die strip catalog number fig # awg mm 2 size width (l) angle y2mr md7-34r y500ct bat-750c code index length * use p-uadp-1 adapter with "u" dies in y46 hypress. ** p-rt die sets for use in y46 hypress only, p-uadp-1 adapter not required. 90  l l 45  l fig. 1 fig. 2 fig. 3 for customer service call 1-800-346-4175 *** the mm 2 conductor sizes listed are the recommendations for class 2 conductor.  available undrilled. add suffix "u" to catalog number. (example: ya25u).  see tooling section of this catalog for complete tool and die listings.  for applications greater than 2000 volts consult cable manufacturer for voltage stress relief instructions.

 burndy telecommunications products 50 for customer service call 1-800-346-4175 yaz27-tc12 1 3.23 straight w27rt (4) w27vt (4) yaz27-tc12-45 2 3/0 awg 95 1/2" .91" 2.96 45 degree - w27vt (4) w27rt (4) u27rt (2) orange 14 1-9/16" yaz27-tc12-90 3 1.69 90 degree x27rt (6) x27rt (6) yaz28-tc38 1 2.99 straight yaz28-tc38-45 2 - 3/8" 1.02" 2.69 45 degree yaz28-tc38-90 3 4/0 awg 1.30 90 degree - w28vt (4) w28vt (4) yaz28-tc12 1 3.40 straight w28rt (4) w28rt (4) u28rt (2) purple 15 1-11/16" yaz28-tc12-45 2 - 1/2" 1.02" 3.11 45 degree x28rt (6) x28rt (6) yaz28-tc12-90 3 1.73 90 degree yaz29-tc38 1 2.99 straight yaz29-tc38-45 2 3/8" 1.10" 2.73 45 degree w29vt (4) yaz29-tc38-90 3 250 kcmil 120 1.34 90 degree - w29vt (4) w29rt (4) u29rt (2) yellow 16 1-11/16 " yaz29-tc12 1 3.43 straight x29rt (8) x29rt (6) yaz29-tc12-45 2 1/2" 1.10" 3.17 45 degree yaz29-tc12-90 3 1.77 90 degree yaz30-tc38 1 3.42 straight yaz30-tc38-45 2 3/8" 1.20" 3.04 45 degree yaz30-tc38-90 3 300 kcmil 150 1.37 90 degree - w30vt (4) w30vt (4) u30rt (4) white  17 or 298 2-1/16" yaz30-tc12 1 3.85 straight w30rt (4) u28art (4) yaz30-tc12-45 2 1/2" 1.20" 3.48 45 degree yaz30-tc12-90 3 1.81 90 degree yaz31-tc38 1 3.45 straight yaz31-tc38-45 2 3/8" 1.29" 3.10 45 degree yaz31-tc38-90 3 350 kcmil 185 1.41 90 degree - w31vt (4) w31vt (4) u31rt (4) red 18 or 324 2-1/16" yaz31-tc12 1 3.89 straight w31rt (4) u29art (4) yaz31-tc12-45 2 1/2" 1.29" 3.54 45 degree yaz31-tc12-90 3 1.85 90 degree yaz32-tc38 1 3.62 straight yaz32-tc38-45 2 - 3/8" 1.40" 3.25 45 degree yaz32-tc38-90 3 400 kcmil 1.46 90 degree - w32vt (4) w32vt (4) u32rt (4) blue 19 or 470 2-3/16" yaz32-tc12 1 4.06 straight w32rt (4) u30art (4) yaz32-tc12-45 2 - 1/2" 1.40" 3.69 45 degree yaz32-tc12-90 3 1.89 90 degree yaz33-tc12 1 4.14 straight yaz33-tc12-45 2 450 kcmil - 1/2" 1.48" 3.79 45 degree - w33vt (4) w33vt (4) u33rt (4) gray 326 or 538 2-5/16" yaz33-tc12-90 3 1.95 90 degree w33rt (4) yaz34-tc38 1 3.85 straight yaz34-tc38-45 2 3/8" 1.55" 3.50 45 degree yaz34-tc38-90 3 500 kcmil 240 1.54 90 degree - w34vt (4) w34vt (4) u34rt (4) brown 20 or 299 2-5/16" yaz34-tc12 1 4.29 straight w34rt (4) u31art (4) yaz34-tc12-45 2 1/2" 1.55" 3.94 45 degree yaz34-tc12-90 3 1.98 90 degree yaz35-tc12 1 4.70 straight yaz35-tc12-45 2 550 kcmil - 1/2" 1.65" 4.28 45 degree - - - u35rt (4) yellow 21 2-11/16" yaz35-tc12-90 3 2.02 90 degree yaz36-tc38 1 4.55 straight yaz36-tc38-45 2 600 kcmil 300 3/8" 1.74" 4.14 45 degree - - - u36rt (4) green 22 or 472 2/4" yaz36-tc38-90 3 1.81 90 degree u32art (4) conductor installation tooling stud mechanical hydraulic wire *** hole tongue length tongue y1mrtc bct500 y750-2/y46c* color die strip catalog number fig # awg mm 2 size width (l) angle y2mr md7-34r y500ct bat-750c code index length one hole hylug code conductor long barrel with inspection window (continued)  see tooling section of this catalog for complete tool and die listings. * use p-uadp-1 adapter with "u" dies in y46 hypress. ** p-rt die sets for use in y46 hypress only, p-uadp-1 adapter not required. *** the mm 2 conductor sizes listed are the recommendations for class 2 conductor.  available undrilled. add suffix "u" to catalog number. (example: ya25u).  for applications greater than 2000 volts consult cable manufacturer for voltage stress relief instructions. 90  l l 45  l fig. 1 fig. 2 fig. 3

 burndy telecommunications products 51 for customer service call 1-800-346-4175 yaz36-tc12 1 4.80 straight yaz36-tc12-45 2 600 kcmil 300 1/2" 1.74" 4.39 45 degree - - - u36rt (4) green 22 or 472 2/4" yaz36-tc12-90 3 2.06 90 degree yaz37-tc12 1 4.95 straight yaz37-tc12-45 2 650 kcmil - 1/2" 1.80" 4.51 45 degree - - - u37rt (4) orange 23 2-7/8" yaz37-tc12-90 3 2.09 90 degree yaz38-tc12 1 4.97 straight yaz38-tc12-45 2 700 kcmil - 1/2" 1.84" 4.51 45 degree - - - u38rt (4) pink 400 2-7/8" yaz38-tc12-90 3 2.09 straight yaz39-tc38 1 4.82 straight yaz39-tc38-45 2 3/8" 1.91" 4.34 45 degree yaz39-tc38-90 3 1.87 90 degree yaz39-tc12 1 5.07 straight u39rt (4) yaz39-tc12-45 2 750 kcmil 375 1/2" 1.91" 4.59 45 degree - - - p39rt (4) black 24 2-15/16" yaz39-tc12-90 3 2.12 90 degree ** yaz39-tc12nt 1 5.07 straight yaz39-tc12nt-45 2 1/2" 1.63" 4.59 45 degree yaz39-tc12nt-90 3 2.12 90 degree yaz40-tc12 1 5.14 straight yaz40-tc12-45 2 800 kcmil 400 1/2" 1.98" 4.71 45 degree - - - p40rt (4) orange 25 3" yaz40-tc12-90 3 2.16 90 degree ** yaz41-tc12 1 5.16 straight yaz41-tc12-45 2 850 kcmil - 1/2" 2.01" 4.73 45 degree - - - - gold 26 3" yaz41-tc12-90 3 2.18 90 degree yaz44-tc38 1 5.09 straight yaz44-tc38-45 2 3/8" 2.19" 4.66 45 degree yaz44-tc38-90 3 1000 kcmil 500 2.02 90 degree --- p44rt (4) yaz44-tc12 1 5.33 straight ** white 27 3-1/16" yaz44-tc12-45 2 1/2" 2.19" 4.91 45 degree yaz44-tc12-90 3 2.27 90 degree yaz45-tc12 1 5.63 straight yaz45-tc12-45 2 1250 kcmil - 1/2" 2.46" 5.24 45 degree - - - p45rt (6) yellow 29 3-1/4" yaz45-tc12-90 3 2.38 90 degree ** yaz453-tc12 1 5.66 straight yaz453-tc12-45 2 1300 kcmil - 1/2" 2.53" 5.28 45 degree - - - - orange 30 2-1/16" yaz453-tc12-90 3 2.41 90 degree yaz46-tc12 1 5.73 straight yaz46-tc12-45 2 1500 kcmil 800 1/2" 2.69" 5.35 45 degree - - - p46rt (6) green 31 3-5/16" yaz46-tc12-90 3 2.47 90 degree ** yaz47-tc12 1 6.07 straight yaz47-tc12-45 2 1750 kcmil - 1/2" 2.90" 5.65 45 degree - - - - gray 33 3-1/2" yaz47-tc12-90 3 2.55 90 degree yaz48-tc12 1 6.14 straight yaz48-tc12-45 2 2000 kcmil 1000 1/2" 3.10" 5.79 45 degree - - - - brown 34 3-1/2" yaz48-tc12-90 3 2.65 90 degree conductor installation tooling stud mechanical hydraulic wire *** hole tongue length tongue y1mrtc bct500 y750-2/y46c* color die strip catalog number fig # awg mm 2 size width (l) angle y2mr md7-34r y500ct bat-750c code index length one hole hylug code conductor long barrel with inspection window (continued)  see tooling section of this catalog for complete tool and die listings. * use p-uadp-1 adapter with "u" dies in y46 hypress. ** p-rt die sets for use in y46 hypress only, p-uadp-1 adapter not required. *** the mm 2 conductor sizes listed are the recommendations for class 2 conductor.  available undrilled. add suffix "u" to catalog number. (example: ya25u).  for applications greater than 2000 volts consult cable manufacturer for voltage stress relief instructions. 90  l l 45  l fig. 1 fig. 2 fig. 3
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