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		  Datasheet File OCR Text:


		  no.239-1 miniature aluminum electrolytic capacitors zl * specifications subject to change without notice. rubycon corporation zl  series    features     low impedance at 100khz.     enabled high ripple current by a reduction of impedance at high frequency range.     load life : 105  c 2000~5000hours.  specifications item characteristics operating temperature range -40 ~ +105  c rated voltage range 6.3 ~ 50v. dc capacitance tolerance  20%   ( 20  c, 120hz ) leakage current    i=0.01cv or 3 m a whichever is greater. (after 2minutes) i= leakage current(  m a )      c= nominal capacitance(  m f )              v= rated voltage( v )    rated voltage (v) 6.31016253550    tan d 0.22 0.19 0.16 0.14 0.12 0.10    max (20  c,120hz) dissipation factor (tan d )   when nominal capacitance is over 1000 m f, tan d  shall be added 0.02 to the listed value with increase of every 1000 m f. after life test at conditions stated in the table below, the capacitors shall meet the following requirement. capacitance change within   25% of the initial value. case dia life time (hrs) f d  6.3 2000 dissipation factor not more than 200% of the specified value. f d=8 3000 f d=10 4000 leakage current not more than the specified value. f d 3 12.5 5000 load life rated voltage (v) 6.3 10 16 25 35 50 z(-25  c)/z(+20  c) 222222 z(-40  c)/z(+20  c) 333333  max  (120hz) low temperature stability impedance ratio reference standard jis c 5141, eiaj rc-2372  multiplier for ripple current   frequency coefficient freq(hz) cap( m f) 60(50) 120 1k 10k 3 100k   22 ~   33 0.45 0.55 0.75 0.90 1.00   39 ~   330 0.60 0.70 0.85 0.95 1.00  390 ~  1000 0.65 0.75 0.90 0.98 1.00 1200 ~ 18000 0.75 0.80 0.95 1.00 1.00

 no.239-1 miniature aluminum electrolytic capacitors zl * specifications subject to change without notice. rubycon corporation   dimensions (mm)  standard size, maximum permissible ripple current   ripple current(ma r.m.s./105  c,100khz)     rated voltage  6.3v (0j) size  impedance ( w max) nominal capacitance ( m f) f dxl(mm) ripple current 20  c,100khz -10  c,100khz 150        5x11 250 0.30 1.0 330      6.3x11 405 0.13 0.41 560        8x11.5 760 0.072 0.22 820        8x16 995 0.056 0.17 1200        8x20 1250 0.041 0.13 1000       10x12.5 1030 0.053 0.16 1200       10x16 1430 0.038 0.12 1500       10x20 1820 0.023 0.069 2200       10x23 2150 0.022 0.066 3300     12.5x20 2360 0.021 0.053 3900     12.5x25 2770 0.018 0.045 4700     12.5x30 3290 0.016 0.041 5600     12.5x35 3400 0.015 0.039 5600       16x20 3140 0.018 0.045 6800       16x25 3460 0.016 0.043                                                               ripple current(ma r.m.s./105  c,100khz) rated voltage  10v (1a) size  impedance ( w max) nominal capacitance ( m f) f dxl(mm) ripple current 20  c,100khz -10  c,100khz 100        5x11 250 0.30 1.0 220      6.3x11 405 0.13 0.41 470        8x11.5 760 0.072 0.22 680        8x16 995 0.056 0.17 1000        8x20 1250 0.041 0.13 680       10x12.5 1030 0.053 0.16 1000       10x16 1430 0.038 0.12 1200       10x20 1820 0.023 0.069 1500       10x23 2150 0.022 0.066 2200     12.5x20 2360 0.021 0.053 3300     12.5x25 2770 0.018 0.045 3900     12.5x30 3290 0.016 0.041 4700     12.5x35 3400 0.015 0.039 3900       16x20 3140 0.018 0.045 5600       16x25 3460 0.016 0.043 f+/-0.5 15min 4min 15min 4min l +a max f  f d+0.5 max sleeve f d 5 6.3 8 10 12.5 16 f d 0.5 0.6 0.8 f 2.0 2.5 3.5 5.0 7.5 a l  16 :  a =1.5   l 3 20 :  a =2.0

 no.239-1 miniature aluminum electrolytic capacitors zl * specifications subject to change without notice. rubycon corporation ripple current(ma r.m.s./105  c,100khz) rated voltage  16v (1c) size  impedance ( w max) nominal capacitance ( m f) f dxl(mm) ripple current 20  c,100khz -10  c,100khz 56        5x11 250 0.30 1.0 120      6.3x11 405 0.13 0.41 330        8x11.5 760 0.072 0.22 470        8x16 995 0.056 0.17 680        8x20 1250 0.041 0.13 470       10x12.5 1030 0.053 0.16 680       10x16 1430 0.038 0.12 1000       10x20 1820 0.023 0.069 1200       10x23 2150 0.022 0.066 1500     12.5x20 2360 0.021 0.053 2200     12.5x25 2770 0.018 0.045 2700     12.5x30 3290 0.016 0.041 3300     12.5x35 3400 0.015 0.039 2700      16x20 3140 0.018 0.045 3900      16x25 3460 0.016 0.043 ripple current(ma r.m.s./105  c,100khz) rated voltage  25v (1e) size impedance ( w max) nominal capacitance ( m f) f dxl(mm) ripple current 20  c,100khz -10  c,100khz 47        5x11 250 0.30 1.0 100      6.3x11 405 0.13 0.41 220        8x11.5 760 0.072 0.22 330        8x16 995 0.056 0.17 470        8x20 1250 0.041 0.13 330       10x12.5 1030 0.053 0.16 470       10x16 1430 0.038 0.12 680       10x20 1820 0.023 0.069 820       10x23 2150 0.022 0.066 1000     12.5x20 2360 0.021 0.053 1500     12.5x25 2770 0.018 0.045 1800     12.5x30 3290 0.016 0.041 2200     12.5x35 3400 0.015 0.039 1800       16x20 3140 0.018 0.045 2700       16x25 3460 0.016 0.043

 no.239-1 miniature aluminum electrolytic capacitors zl * specifications subject to change without notice. rubycon corporation ripple current(ma r.m.s./105  c,100khz) rated voltage  35v (1v) size impedance ( w max) nominal capacitance ( m f) f dxl(mm) ripple current 20  c,100khz -10  c,100khz 33        5x11 250 0.30 1.0 56      6.3x11 405 0.13 0.41 150        8x11.5 760 0.072 0.22 220        8x16 995 0.056 0.17 270        8x20 1250 0.041 0.13 220       10x12.5 1030 0.053 0.16 330       10x16 1430 0.038 0.12 470       10x20 1820 0.023 0.069 560       10x23 2150 0.022 0.066 680     12.5x20 2360 0.021 0.053 1000     12.5x25 2770 0.018 0.045 1200     12.5x30 3290 0.016 0.041 1500     12.5x35 3400 0.015 0.039 1200      16x20 3140 0.018 0.045 1800      16x25 3460 0.016 0.043 ripple current(ma r.m.s./105  c,100khz)   rated voltage  50v (1h) size impedance ( w max) nominal capacitance ( m f) f dxl(mm) ripple current 20  c,100khz -10  c,100khz 22        5x11 238 0.34 1.18 56      6.3x11 385 0.14 0.50 100        8x11.5 724 0.074 0.22 120        8x16 950 0.061 0.18 180        8x20 1190 0.046 0.14 150       10x12.5 979 0.061 0.18 220       10x16 1370 0.042 0.12 270       10x20 1580 0.030 0.090 330       10x23 1870 0.028 0.085 470     12.5x20 2050 0.027 0.068 560     12.5x25 2410 0.023 0.059 680     12.5x30 2860 0.021 0.052 820     12.5x35 2960 0.019 0.051 820      16x20 2730 0.023 0.059 1000      16x25 3010 0.021 0.056
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