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		  Datasheet File OCR Text:


		  5 0 5 1 100khz 100khz 0.75  h    30% (n), 1.7  h C 3.0  h    20% (m ) 0.45  h    30% (n), 1.0  h C 1.8  h    20% (m ) measuring freq. (l) t olerance of inductance other cdep149(s) cdep149(h) cdep149(s) cdep149(h) bottom view cdep149 ( 0.45  h - 3.0  h  ) * in order to prevent short-circuiting, a solder resist is recommended. dimensions (mm) construction land  pa tterns (mm) connection type : cdep149(standard t ype), cdep149(high power t ype) parts no. l (h) cdep149(standard t ype) cdep149(high power t ype) 0r4 0r7 1r0 1r7 1r8 3r0 0.45   0.75   1.0   1.7   1.8   3.0  24.0 16.8 12.4 35.0 30.0 28.0 1.1m (0.9m ) 1.6m (1.3m ) 2.3m (1.9m ) d.c.r.( ? ) : max.(t yp.) saturation rated current (a)  *a te mperature rise current (a)   *b 32.0 26.0 20.0 35.0 30.0 28.0 1.1m (0.9m ) 1.6m (1.3m ) 2.3m (1.9m ) d.c.r.( ? ) : max.(t yp.) saturation rated current (a)  *a t emperature rise  current (a)   *b *a  saturation rated current : the current either the inductance value becomes 35% (tolerance    30%) lower than its nominal value        or becomes 25% (tolerance    20%) lower than its nominal value.(t a=20  c) *b   te mperature rise current : the actual current when temperature of coil becomes  ? t=40  c. (t a=20  c) cdep149 -  -  : parts no . :  t olerance of inductance    m  (20% )   n (30% ) : packing   c (carrier tape)   b (box) :   nothing (standard type)   h (high power type) about lead-free products ~ lead-free products are now available for sale ~ to  order a lead-free product, please add " np " after the product type e.g.  ordering code of lead product : t ype name-   ordering code of lead-free product : t ype name np   ordering code power inductors  <  smd t ype : the square wire use inductors & inductors for pc  > max.15.2 max.15.2 2.0 max.10.0 9.0 4.9 2.4 4.3 10.6 2.0 2.0 4.4 2.8 3.0 10.0 9.2 15.6 solder resist 2 1 3 ( 0.3  h - 12  h  ) type : cdep147(low d.c.r t ype), cdep147(standard t ype), cdep147(high power t ype) parts no. l (h) cdep147(low d.c.r t ype) 39.6 26.4 19.6 16.0 13.6 11.6 10.0 9.2 8.0 33.9 22.8 16.8 13.6 11.6 10.0 8.2 7.6 6.6 23.0 21.5 20.0 17.5 16.0 12.5 11.0 10.0 8.5 1.18m(0.98m ) 1.46m(1.22m ) 2.02m(1.69m ) 3.23m(2.70m ) 4.97m(4.14m ) 6.03m(5.02m ) 7.80m(6.50m ) 9.85m(8.21m ) 13.3m(11.1m ) d.c.r.( ? )  : m ax.(t yp. ) saturation current (a)  *a te mperature rise current (a)   *b measuring freq. (l) t olerance of inductance other cdep147(l) cdep147(s) cdep147(h) cdep147(l) cdep147(s) cdep147(h) 100khz 100khz 100khz 0.5  h - 12.0  h    20%(m ) 0.4  h    25%(n), 0.9  h - 9.5  h    20%(m ) 0.3  h    25%(n), 0.7  h - 7.3  h    20%(m ) cdep147 -  -  : parts no. : t olerance of inductance    m  (20% )   n (25% ) : packing   c (carrier tape)   b (box) :   125 (low d.c.r. type)   95 (standard type)   73 (high power type) *a  saturation current : this indicates the value of d.c. current when the inductance decreases to 75% of it's nominal. *b   temperature rise current : the actual current when temperature of coil becomes  ? t=40  c. 20   c 100   c cdep147(standard t ype) 52.8 36.0 27.2 22.4 18.4 15.2 14.8 12.4 11.2 45.6 30.8 22.8 19.2 16.0 14.2 12.4 10.6 9.6 23.0 21.5 20.0 17.5 16.0 12.5 11.0 10.0 8.5 1.18m(0.98m ) 1.46m(1.22m ) 2.02m(1.69m ) 3.23m(2.70m ) 4.97m(4.14m ) 6.03m(5.02m ) 7.80m(6.50m ) 9.85m(8.21m ) 13.3m(11.1m ) d.c.r.( ? )  : m ax.(t yp. ) saturation current (a)  *a te mperature rise current (a)   *b 20   c 100   c cdep147(standard t ype) 70.0 46.4 35.7 29.6 24.4 20.8 17.6 16.4 14.6 59.8 39.2 30.0 24.0 20.4 17.2 16.0 14.0 12.2 23.0 21.5 20.0 17.5 16.0 12.5 11.0 10.0 8.5 1.18m(0.98m ) 1.46m(1.22m ) 2.02m(1.69m ) 3.23m(2.70m ) 4.97m(4.14m ) 6.03m(5.02m ) .80m(6.50m ) 9.85m(8.21m ) 13.3m(11.1m ) d.c.r.( ? )  : m ax.(t yp. ) saturation current (a)  *a te mperature rise current (a)   *b 20   c 100   c bottom view about lead-free products ~ lead-free products are now available for sale ~ to  order a lead-free product, please add " np " after the product type e.g.  ordering code of lead product : t ype name-   ordering code of lead-free product : t ype name np   ordering code 0r3 0r5 0r4 0r7 0r9 1r1 1r2 1r5 1r8 2r0 2r4 2r6 3r1 3r4 3r5 4r5 4r7 5r9 6r1 7r3 7r7 8r0 9r5 100 120 0.3  0.5  0.4  0.7  0.9  1.1  1.2  1.5  1.8  2.0  2.4  2.6  3.1  3.4  3.5  4.5  4.7  5.9  6.1  7.3  7.7  8.0  9.5  10  12  power inductors  <  smd t ype : the square wire use inductors & inductors for pc  > cdep14 7 dimensions (mm) construction land  pa tterns (mm) connection max. 14.9 max.  8.0 max. 14.9 2.8 9.0 2.3 10.5 2 1 3 15.5 10.2 12.0 6.0 2.4




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of CDEP147NP0R9MC-95 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























