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		  Datasheet File OCR Text:


		  |||||||||||||||  hwzt-md ? cloc k oscillation f or microcontrollers ? t elephones ? household electr ic appliances ? lo w resonant impedance .   ? small siz e , light w eight. ? lo w cost timing solution.   size   v ari e s  rohs compliant / *c *c = pb in c er amic (ex empt per rohs 2002/95/ec annex (7))  leaded ceramic resonator standard specifications: applications: features: 30332   e s p e ranza, ranc ho sant a   marg arit a , califo r n i a   92688 tel   949-546-8000   |   f ax  949-546-8001 |  ww w . abrac on.c o m revised: 09.15.10 visit www.abracon.com for terms & conditions of sale x :     ceram i c   res onator c1=c2 test condition and test circuit: options & part identification: parts  shall  be  meas ured  und er  a  condi tion  (t emp.:  20 15c , humidi ty:  65 20 %  r.h.)  unl ess  the  standard  co n diti on  (t em p :  25 2  c,   hu midity:  65 5 %  r. h. )  i s  regulated   to   mea su re * ammo pack lead length 13.5mm hwzt -  xx.xx md -  f requency in mh z packaging frequency a for  ammo pack* blank for  bulk pack aging rate  (fosc ) 0.3% max. (from initial value ) -25oc to +85oc storage temperatur e -55 o c to +8 5 o c operation temperature 15 vp-p. ma x n e m e r i u q e r m e t i t frequency range 12.51mhz to 60.00mh z 50v (dc , 1 min ) frequency stability frequency toleranc e  0.5 % 1.79mhz to 3.99mh z resonant impedance (ro ) see table 2.1 rating voltag e 0.3% max. (-25oc to +85oc) withstanding voltag e insulation resistanc e 100m ? min. (dc 10v ) (1) d.c.voltag e 6 v.d.c. max (2) a.c. voltag e table 2.1 f requency range (mhz) resonant impedance (ro) ( ? ? ) max load capacitance for test circui t c1=c2 (pf) 3.50 mhz - 3.99 mh z 30 12.51 mhz - 13.00 mh z 30 13.01 mhz - 20.00 mhz 20.01 mhz - 25.99 mhz 26.00 mhz - 60.00 mhz 1.79 mhz - 2.99 mh z 80 15pf 20% 5pf 20% 30pf 20% 3.00 mhz - 3.49 mh z 50 abracon is  cer tified  abracon is  iso9001:2008 cer tified 

 |||||||||||||||  hwzt-md size   v ari e s  rohs compliant / *c *c = pb in c er amic (ex empt per rohs 2002/95/ec annex (7))  leaded ceramic resonator 30332   e s p e ranza, ranc ho sant a   marg arit a , califo r n i a   92688 tel   949-546-8000   |   f ax  949-546-8001 |  ww w . abrac on.c o m revised: 09.15.10 visit www.abracon.com for terms & conditions of sale outline drawing: ?  do not apply excess mechanical stress to the component body or terminations. do not attempt to re-form or bend the components as this will cause     damage to the component.  ?  this component is not hermetically sealed. do not clean or wash the component.  ?  reflow soldering: do not use strong acidity flux ,such as flux with chlorine content of greater than 0.2wt% during reflow soldering.  ?  do not expose the component to open flame.  ?  this specification applies to the functionality of the component as a single unit. customers are advised to insure that the component is thoroughly     evaluated in the particular application.  ?  shelf life: the warranted shelf life of this product is six months after the delivery date under the conditions of sealed, unopened, original packaging.    ?  storage conditions: if the product is to be stored for a period greater than six months after the delivery date, it is recommended that customers confirm     the solderability and characteristics for the product prior to use.  ?  this product is not recommended for use in the following applications: automotive, medical, military, safety, or any other high-reliability, life-dependant      application. contact abracon corporation prior to using this product when in doubt. caution abracon is  cer tified  abracon is  iso9001:2008 cer tified  1 0 . 0 m a x 10.0max 5 . 0 m a x 0 . 2 5 0 . 1 5 . 0  1 . 0 5 . 0 0 . 3 0 0 . 5  0 . 1 *:eiaj monthly code frequency range: 1.79 mhz ~ 3.99 mhz (low profile) bulk pack ammo pack frequency range: 12.51 mhz ~ 60.00 mhz bulk pack ammo pack **:  12.51mhz ~ 23.99mhz, 10.0max       24.00mhz ~ 31.99mhz, 7.5max       32.00mhz ~ 60.00mhz, 6.5max attention:  abracon corporation?s products are cots ? commercial-off-the-shelf products; suitable for commercial, industrial and, where designated, automotive applications.  abracon?s products are not  specifically designed for military, aviation, aerospace, life-dependant medical applications or any application requiring high reliability where component failure could result in loss of life and/or property.  for  applications requiring high reliability and/or presenting an extreme operating environment, written consent and authorization from abracon corporation is required. please contact abracon corporation for  more information.
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