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		  Datasheet File OCR Text:


		  nic components                    www.niccomp.com                            www.lowesr.com                        www.rfpassives.com 128 ? nic components                    www.niccomp.com                            www.lowesr.com                        www.rfpassives.com 129 ? low esr tantalum chip capacitors                            ntc-l series           features ?  low esr and high ripple current ratings ?  values from 10  f to 470  f ?  suitable for flow and ref ow soldering processes ?  available in eia b, c and d case sizes standard ratings and case size specifications maximum esr (ohms) @ 25c/100khz                                        maximum ripple current @ 25c ( m a) @100k hz             rohs  compliant *see part number system for details ntc-l   106   k   16   tr   b   f                                                   pb-free/rohs compliant                                                case code                                           packaging: tr=tape/reel                                    voltage                              tolerance code: k=10%, m=20%                         capacitance code             series part numbering system   c  5 8 @ e g a t l o v d e t a r c d v 3 . 6 c d v 0 1 c d v 6 1 c d v 0 2 c d v 5 2 c d v 5 3 c  5 8 @ e g a t l o v e g r u s 8 3 1 0 2 6 2 2 3 5 4 c  5 2 1 @ e g a t l o v d e t a r e d 4 3 . 6 0 1 3 1 6 1 2 2 ( e c n a t i c a p a c  ) f e d o c e z i s e s a c e z i s e s a c e z i s e s a c e z i s e s a c e z i s e s a c e z i s e s a c 0 1 6 0 1 b b b c d d 5 1 6 5 1 b b c c d d 2 2 6 2 2 b c c d d d 3 3 6 3 3 c c d d d - 7 4 6 7 4 c d d d - - 8 6 6 8 6 d d d - - - 0 0 1 7 0 1 d d d - - - 0 5 1 7 5 1 d d - - - - 0 2 2 7 2 2 d d - - - - 0 3 3 7 3 3 d ) % 8 1 * ( d - - - - 0 7 4 7 7 4 ) % 8 1 * ( d  e c n a t i c a p a c (  ) f c d v 3 . 6 c d v 0 1 c d v 6 1 c d v 0 2 c d v 5 2 c d v 5 3 0 1 0 7 3 0 7 3 0 0 4 0 0 4 0 3 6 0 3 6 5 1 0 0 4 0 0 4 0 4 4 0 4 4 0 3 6 0 3 6 2 2 0 4 4 0 4 4 0 0 5 0 8 5 0 3 6 0 9 4 3 3 0 3 5 0 3 5 0 9 6 0 3 6 0 4 6 - 7 4 0 3 5 0 9 6 0 7 7 0 3 8 - - 8 6 0 7 7 0 7 7 0 9 8 - - - 0 0 1 0 9 8 0 0 1 , 1 0 0 1 , 1 - - - 0 5 1 0 0 1 , 1 0 0 1 , 1 - - - - 0 2 2 0 0 1 , 1 0 0 1 , 1 - - - - 0 3 3 0 0 1 , 1 0 7 7 - - - - 0 7 4 0 7 7 - - - - -  ? ? ? ? ? ? ? ? ? ? ? ?  ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ?  ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ?  ? ? ? ? ? ?  ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ?

 nic components                    www.niccomp.com                            www.lowesr.com                        www.rfpassives.com 130 ? nic components                    www.niccomp.com                            www.lowesr.com                        www.rfpassives.com 131 ? low esr tantalum chip capacitors                             ntc-l series e c n a t i c a p a c (  ) f c d v 3 . 6 c d v 0 1 c d v 6 1 c d v 0 2 c d v 5 2 c d v 5 3 0 1 7 . 0 0 . 1 6 . 1 0 . 2 5 . 2 5 . 3 5 1 0 . 1 5 . 1 4 . 2 0 . 3 8 . 3 3 . 5 2 2 4 . 1 2 . 2 5 . 3 4 . 4 5 . 5 7 . 7 3 3 1 . 2 3 . 3 3 . 5 6 . 6 3 . 8 - 7 4 0 . 3 7 . 4 5 . 7 4 . 9 - - 8 6 3 . 4 8 . 6 1 1 - - - 0 0 1 3 . 6 0 1 6 1 - - - 0 5 1 5 . 9 5 1 - - - - 0 2 2 4 1 2 2 - - - - 0 3 3 8 . 0 2 3 3 - - - - 0 7 4 9 . 2 3 maximum leakage current @25c (  a) case dimensions (mm) taping specifications (mm) recommended soldering profiles  note: to avoid thermal shock a preheating stage, 130c ~ 160c for 1 minute, should be incorporated into the soldering process e s a c e d o c l + 2 . 0 w + 2 . 0 h + 2 . 0 l 1 + 2 . 0 l 2 + 2 . 0 a + 2 . 0 b + 2 . 0 c + 1 . 0 b 4 . 3 6 . 2 9 . 1 4 . 1 8 . 0 0 . 2 7 . 0 2 . 2 c 8 . 5 2 . 3 5 . 2 4 . 2 3 . 1 2 . 2 7 . 0 4 . 2 d 3 . 7 3 . 4 + 3 . 0 8 . 2 8 . 3 3 . 1 1 . 3 2 . 1 3 . 3 e s a c e z i s a + 1 . 0 b + 1 . 0 c + 3 . 0 d + 1 . 0 e + 1 . 0 f + 1 . 0 g + 1 . 0 h + 1 . 0 j + 1 . 0 k . x a m t . x a m l e e r y t q b 1 . 3 9 . 3 0 . 8 5 . 3 5 7 . 1 0 . 4 0 . 2 0 . 4 5 . 1 5 . 2 2 . 0 0 0 0 2 c 7 . 3 3 . 6 0 . 2 1 5 . 5 5 7 . 1 0 . 8 0 . 2 0 . 4 5 . 1 0 . 3 3 . 0 0 0 5 d 8 . 4 7 . 7 0 . 2 1 5 . 5 5 7 . 1 0 . 8 0 . 2 0 . 4 5 . 1 4 . 3 3 . 0 0 0 5 9.0  0.3 2.0  0.5 178  2.0 60.0  0.5 21.0  0.8 13.0  0.5 60 40 20 0 220 210 200 190 260 250 240 230 temperature (deg. c) time (seconds) refow soldering - permitted temperature/time range 30 40 20 0 220 210 200 260 250 240 230 temperature (deg. c) time (seconds) flow soldering - permitted temperature/time range 10 b case c & d 300 200 0 60 30 0 135 125 100 90 temperature (deg. c) time (seconds) refow soldering - recommended profle maximum temperature/time: 260c/10 sec. 100 160 150 temperature (deg. c) 300 200 0 60 30 0 135 125 100 90 time (seconds) flow soldering - recommended profle maximum temperature/time: 245c/5 sec. 100 160 150 5 sec. 150 250 50 terminations: 100% sn (lead-free) standard a h l l 2 i 2 w 1 + c   b b l 1 d case size a h l l 2 w 1 + c   b b l 1 i 2 b and c case size
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