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		  Datasheet File OCR Text:


		  emi/emp filters glenair, inc. ?  1211 air way ?  glendale, ca 91201-2497 ? 818-247-6000 ?  fax 818-500-9912 printed in u.s.a. www.glenair.com    cage code 06324 ? 2008 glenair, inc.    e- mail:  sales@glenair.com c-30 c a b normal and alternate position  key rotation table iv alternate key and keyway position position a b a 150 210 b 75 210 c 95 230 d 140 275 240-383d  mil-dtl-38999 series iii filter connector dual flange wall mount receptacle with p.c.tails capacitance (see table ii)  insert arrangement iaw mil-std-1560 filter connector  product code mil-dtl-38999 series iii connector class (see table i) alternate key position per mil-dtl-38999 a, b, c, d, e, n = normal shell style d  - dual flange wall mount filter type p  - pi circuit c - c circuit contact gender p - pin s - socket 240 - 383 d p 15-35 p p p a n n termination p  - pc tail flange mounting style n  - not applicable/mfgs. option table v: pc tail diameter contact size ?u 22d .018/.021 (0.5/0.5) 20 .029/.031 (0.7/0.8) 16 .038/.042 (1.0/1.1) diameter ? q master keyway r s see note 3 .131 (3.3) .125 (3.2) .820 (20.8) .815 (20.7) .691 (17.6) .686 (17.4) .155 .020 (3.9  .5) thread b .195 (5.0) .100 (2.5) .250 (6.4) p 4pl rad h 4pl interrupted  k interrupted  l n 4pl interrupted   j 4-40 helicoils installed per nasm 33537 tang removed 45 4pl d  - dual flange wall mount u (see table iv) 

 emi/emp filters glenair, inc. ?  1211 air way ?  glendale, ca 91201-2497 ? 818-247-6000 ?  fax 818-500-9912 printed in u.s.a. www.glenair.com    cage code 06324 ? 2008 glenair, inc.    e- mail:  sales@glenair.com c-31 c table iii: dimensions shell  size b thread (plated) p +/- .01 (.25) r bsc s +/- .012 (.3)   j +/- .005 (.13)   k bsc   l +/- .005 (.13) h +/- .020 (.51) n +/- .020 (.51) ? q  .010 9 .625-.1p-.3l-ts-2a .225 (5.7) .719 (18.3) .937 (23.8) 1.016 (25.8) .752 (19.1) .532 (13.5) .225 (5.7) .275 (7.0) .128 (3.3) 11 .7500- .1p- .3l-ts-2a .250 (6.4) .812 (20.6) 1.181 (30.0) 1.062 (27.0) .850 (21.6) .595 (15.1) .250 (6.4) .290 (7.4) 13 .8750- .1p- .3l-ts-2a .250 (6.4) .906 (23.0) 1.277 (32.4) 1.250 (31.8) .994 (25.2) .720 (18.3) .375 (9.5) .370 (9.4) 15 1.000- .1p- .3l-ts-2a .325 (8.2) .969 (24.6) 1.371 (34.8) 1.375 (34.9) 1.119 (28.4) .843 (21.4) .438 (11.1) .440 (11.2) 17 1.1875- .1p- .3l-ts-2a .375 (9.5) 1.062 (27.0) 1.462 (37.1) 1.500 (38.1) 1.237 (31.4) 1.000 (25.4) .562 (14.3) .495 (12.6) 19 1.2500- .1p- .3l-ts-2a .500 (12.7) 1.156 (29.4) 1.588 (40.3) 1.625 (41.3) 1.379 (35.0) 1.125 (28.6) .875 (22.2) .540 (13.7) 21 1.3750- .1p- .3l-ts-2a .562 (14.3) 1.250 (31.8) 1.714 (43.5) 1.750 (44.5) 1.489 (37.8) 1.240 (31.5) 1.170 (29.7) .625 (15.9) 23 1.5000- .1p- .3l-ts-2a .688 (17.5) 1.375 (34.9) 1.840 (46.7) 1.875 (47.6) 1.619 (41.1) 1.328 (33.7) 1.250 (31.8) .660 (16.8) .156 (4.0) 25 1.6250- .1p- .3l-ts-2a .750 (19.1) 1.500 (38.1) 1.962 (49.8) 2.000 (50.8) 1.744 (44.3) 1.453 (36.9) 1.375 (34.9) .740 (18.8) 240-383d  mil-dtl-38999 series iii filter connector dual flange wall mount receptacle with p.c.tails table ii: capacitor array code capacitance range class pi - circuit (pf) c - circuit (pf) x* 160,000 - 240,000 80,000 - 120,000 y* 80,000 - 120,000 40,000 - 60,000 z* 60,000 - 90,000 30,000 - 45,000 a 38,000 - 56,000 19,000 - 28,000 b 32,000 - 45,000 16,000 - 22,500 c 18,000 - 33,000 9,000 - 16,500 d 8,000 - 12,000 4,000 - 6,000 e 3,300 - 5,000 1,650 - 2,500 f 800 - 1,300 400 - 650 g 400 - 600 200 - 300 * reduced dwv C please consult factory. table i: connector class sym class material finish description m environmental aluminum electroless nickel mt environmental aluminum nickel fluorocarbon polymer (ni-ptfe) nf environmental aluminum cad. o.d. over electroless nickel p environmental stainless electro-deposited nickel xm environmental composite electroless nickel xmt environmental composite nickel fluorocarbon polymer (ni-ptfe) xw environmental composite cad. o.d. over electroless nickel zn environmental aluminum zinc-nickel over electroless nickel h2* hermetic stainless electroless nickel * some dimensions do not apply, see sales drawing 240-383jh2 4x   m holes n  l min back panel  mounting .005 (.13) consult factory for additional filter types, tvs  diodes, and other custom confgurations. panel cutout dimensions shell  size  l min m holes n bsc 09 .516 (13.1) .133 (3.4) .123 (3.1) .719 (18.3) 11 .625 (15.9) .133 (3.4) .123 (3.1) .812 (20.6) 13 .750 (19.1) .133 (3.4) .123 (3.1) .906 (23.0) 15 .906 (23.0) .133 (3.4) .123 (3.1) .969 (24.6) 17 1.016 (25.8) .133 (3.4) .123 (3.1) 1.062 (27.0) 19 1.141 (29.0) .133 (3.4) .123 (3.1) 1.156 (29.4) 21 1.266 (32.2) .133 (3.4) .123 (3.1) 1.250 (31.8) 23 1.375 (34.9) .159 (4.0) .149 (3.8) 1.375 (34.9) 25 1.484 (37.7) .155 (3.9) .145 (3.7) 1.500 (38.1) 
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