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		  Datasheet File OCR Text:


		  emi/emp filters glenair, inc. ?  1211 air way ?  glendale, ca 91201-2497 ? 818-247-6000 ?  fax 818-500-9912 printed in u.s.a. www.glenair.com    cage code 06324 ? 2008 glenair, inc.    e- mail:  sales@glenair.com c-6 c s m l k e thread 120 typ 85 bsc 4x chamfered dr round f max panel thickness (including hardware)  .22 (5.6)  min master key 4x     p holes .005 (.13) see note 9 r  - crimp removable wall mount 240-381r mil-dtl-38999 series i type filter connector wall mount receptacle  with crimp removable socket contacts note: crimp removable socket contacts to conform to mil-c-39029/57-358, size 16, mil-c-39029/57-357 size 20, and mil-c-39029/57-354 size 22d (supplied loose). capacitance (see table ii)  insert arrangement iaw mil-std-1560 filter connector  product code mil-dtl-38999 series i connector class (see table i) shell style r  - crimp removable wall mount filter type p  - pi circuit c - c circuit 240 - 381 r p 15-35 p c p a c n termination c - crimp alternate key position per mil-dtl-38999 a, b, c, d, n = normal contact gender p - pin s - socket flange mounting style h - chamfered holes c - clinch nuts (4-40 unc) m - metric clinch nuts (m3) 

 emi/emp filters glenair, inc. ?  1211 air way ?  glendale, ca 91201-2497 ? 818-247-6000 ?  fax 818-500-9912 printed in u.s.a. www.glenair.com    cage code 06324 ? 2008 glenair, inc.    e- mail:  sales@glenair.com c-7 c dimensions shell  size e threads f max k + .015 (.4) - .000 (0) l max m + .000 (0) - .005 (.13)    p + .010 (.3) - .005 (.13) r bsc s +/- .020 (5.1) 9 .6875-24  unef-2a .234 (5.9) .085 (2.2) 1.170 (29.7) .820 (20.8) .128 (3.3) .3595 (9.1) .938 (23.8) 11 .8125-20  unef-2a .234 (5.9) .085 (2.2) 1.170 (29.7) .820 (20.8) .128 (3.3) .406 (10.3) 1.031 (26.2) 13 .9375-20  unef-2a .234 (5.9) .085 (2.2) 1.170 (29.7) .820 (20.8) .128 (3.3) .453 (11.5) 1.125 (28.6) 15 1.0625-18  unef-2a .234 (5.9) .085 (2.2) 1.170 (29.7) .820 (20.8) .128 (3.3) .4845 (12.3) 1.219 (31.0) 17 1.1875-18  unef-2a .234 (5.9) .085 (2.2) 1.170 (29.7) .820 (20.8) .128 (3.3) .531 (13.5) 1.312 (33.3) 19 1.3125-18  unef-2a .234 (5.9) .085 (2.2) 1.170 (29.7) .820 (20.8) .128 (3.3) .578 (14.7) 1.438 (36.5) 21 1.4375-10  unef-2a .204 (5.2) .115 (2.9) 1.200 (30.48) .820 (20.8) .128 (3.3) .625 (15.9) 1.562 (39.7) 23 1.5625-18  unef-2a .204 (5.2) .115 (2.9) 1.200 (30.48) .790 (20.1) .147 (3.7) .6875 (17.5) 1.688 (42.9) 25 1.6875-18  unef-2a .193 (4.9) .115 (2.9) 1.200 (30.48) .790 (20.1) .147 (3.7) .750 (19.1) 1.688 (42.9) 240-381r mil-dtl-38999 series i type filter connector wall mount receptacle  with crimp removable socket contacts mil-dtl-38999 series i  square flange panel cutouts shell  size  code shell  size  k min  l min m holes n bsc a 09 .656 (16.7) .516  (13.1) .133 (3.4) .123 (3.1) .719  (18.3) b 11 .796 (20.2) .625  (15.9) .133 (3.4) .123 (3.1) .812  (20.6) c 13 .922 (23.4) .750  (19.1) .133 (3.4) .123 (3.1) .906  (23.0) d 15 1.047 (26.6) .906  (23.0) .133 (3.4) .123 (3.1) .969  (24.6) e 17 1.219 (31.0) 1.016  (25.8) .133 (3.4) .123 (3.1) 1.062  (27.0) f 19 1.297 (32.9) 1.141  (29.0) .133 (3.4) .123 (3.1) 1.156  (29.4) g 21 1.422 (36.1) 1.266  (32.2) .133 (3.4) .123 (3.1) 1.250  (31.8) h 23 1.547 (39.3) 1.375  (34.9) .159 (4.0) .149 (3.8) 1.375  (34.9) j 25 1.672 (42.5) 1.484  (37.7) .155 (3.9) .145 (3.7) 1.500  (38.1) 4x   m holes n n k min  l min front panel mounting back panel  mounting .005 (.13) table i: connector class sym class material finish description m environmental aluminum electroless nickel mt environmental aluminum ni-ptfe 1000 hour grey tm nickel fluorocarbon polymer nf environmental aluminum cadmium o.d. over electroless  nickel p environmental stainless  steel electro-deposited nickel zn environmental aluminum zinc-nickel over electroless nickel table ii: capacitor array code capacitance range class pi - circuit (pf) c - circuit (pf) x* 160,000 - 240,000 80,000 - 120,000 y* 80,000 - 120,000 40,000 - 60,000 z* 60,000 - 90,000 30,000 - 45,000 a 38,000 - 56,000 19,000 - 28,000 b 32,000 - 45,000 16,000 - 22,500 c 18,000 - 33,000 9,000 - 16,500 d 8,000 - 12,000 4,000 - 6,000 e 3,300 - 5,000 1,650 - 2,500 f 800 - 1,300 400 - 650 g 400 - 600 200 - 300 * reduced dwv C please consult factory. 
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