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		  Datasheet File OCR Text:


		  typical applications 	 ? 	fddi	lans 	 ? 	local	area	network	(lan)	bypass	switching 	 ? 	loopback	diagnostic	testing 	 ? 	ring	networks 	 ? 	 test 	sets 	 ? 	 tactical 	platforms	(ships,	aircraft,	etc.) features 	 ? 	 	fddi	compatible 	 ? 	 	safenet 	compatible 	 ? 	 	fail-safe	operation 	 ? 	 	built-in	loss	for	loopback	testing 	 ? 	 	high	reliability 	 ? 		bidirectional 	 ? 	 	low	insertion	loss 	 ? 	 	mil-s-901d	(hard	or	shock	mounted) 	 ? 	 	eia 	364-28 	 ? 	 	low	power:	5	vdc,	70ma 	nominal 	 ?	 switching 	time	 800-336-2112   ? fax 540-557-6400 ? www.moog.com ? e-mail: mcg@moog.com      1213 north main street ? blacksburg, va 24060-3127         																																																																								 symbol	 min	 typ	 max	 unit  	 operating 	 temperature 	 range	 t c 	 -30	 CC	 85	  	c 	 storage 	 temperature 	 range	 t stg 	 -40	 CC	 85	  	c 	 humidity	 CC	 CC	 CC	 95	 % 	rh 	 mechanical 	life	@	25?	c	 CC	 1.0	 CC	 CC	 m 	 cycle        shock																																										mil-s-901 	 vibration 																																eia 	364-28  @	25?	c 	 actuation 	 voltage	 (instantaneous)	 CC	 5.0	 5.0	 5.5	 vdc 	 actuation 	current	 i	 CC	 70	 90	 ma 	 switch 	 time	 t si 	 CC	 CC	 15.0	 ms 	 active 	loss*		1-3	port	 CC	 CC	 0.7	 0.8*	 db 	 bypass 	loss*		3-4	port	 CC	 CC	 0.7	 0.8*	 db 	 active 	loss*	2-4	port	 CC	 CC	 0.7	 0.8*	 db 	 self-test 	loss*		1-2	port	 CC	 CC	 CC	 6.0	 db 	 active 	crosstalk	 CC	 60	 CC	 CC	 db 	 bypass 	crosstalk	 CC	 60	 CC	 CC	 db 	 operating 	 wavelength	**	  	 820	 1320	 1380	 nm *loss without connectors   **other wavelengths available upon request  basic p a rt number                	 a	 50 	/	 125	 graded	 .20 							b	 	62.5	/	 125	 graded	 .28   	1   900	 m 	t efon	tube 	3   3	mm	(standard)	 	 	 low 	smoke	/	no	halogen 	 5	 2 	mm	 	 	 low 	smoke	/	no	halogen     this	is	a	62.5	/	125	m	fber	switch	hard	mounted	with	a	3	mm	low	smoke/ no	halogen	jacket.	 the	pigtail	length	is	100	cm	(+10,	-0)	cm,	terminated	 with	st 	connectors.  enter	3	digit	code	representing	the	length	 in	centimeters	(+	10	/	-00	cm).	maximum	 length	equals	300	cm,	for	greater	lengths	 and	tighter	tolerances	please	consult	   factory. 	minimum	length	equals	15	cm.           	 oo	 none 	 st	 st 	 fc	 fc 	 sc	 sc         c specifcations	and	information	are	subject	to	change	without	prior	notice. ?	2009	moog	components	group					ms1066				03/09 all	dimensions	are	nominal	and	   in	inches	(millimeters).       100	/	140 graded .29        
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