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		  Datasheet File OCR Text:


		  www.oxleygroup.com/lamps oxley inc. oxley uk email:  sales@oxleyinc.com electronics components division odc: smepd: 40565/2-10/2000 tel: (203) 488 1033 email:  sales@oxley.co.uk tel: +44 (0)1229 582621 19 low profile and flush mounting single chip led fresnel lens ip66  - ?6.35 features coloured low profile and  prominent fresnel lens; standard aluminium and  black anodized option; ideal where panel space is  at a premium; five voltage ranges as standard. ordering information and technical characteristics (ta = 25c) ordering  information colour lens type forward  voltage current  (ma) luminous  intensity reverse  voltage viewing  angle operating  temp storage  tem p oxl/clh/63/rd red coloured fresnel lens 2.21545 5 80  -40    to +85 -40   to +85 oxl/clh/63/yw yellow 2.2 15 45 5 oxl/clh/63/gn green 2.2 15 45 5 oxl/clh/63/h/rd red 1.9 15 1250 5 oxl/clh/63/h/yw yellow 2.2 15 1000 5 oxl/clh/63/h/gn green 3.6 15 1250 5 oxl/clh/63/h/be blue 3.6 15 1200 5 oxl/clh/63/h/we white 3.6 15 1000 5 v ma mcd c c continued... 10.3 mm (0.405") 9 mm (0.354") min. 3.2 mm (0.126") dimensions in mm (inches) freshnel lens nut 8.15mm (0.32") a/f body o6.35 (1/4" me thread) anode (+ve) cathode (-ve) 2.54 mm(0.1") nom. crs. 1/4" spring steel washer mounting hole front view o 4.3mm (0.169") o 9 mm (0.354") o 6.35 + 0.2 mm (0.25" + 0.008") max. type no. - oxl/clh/63

 www.oxleygroup.com/lamps oxley inc. oxley uk email:  sales@oxleyinc.com electronics componenst division odc: smepd: 40565/2-10/2000 tel: (203) 488 1033 email:  sales@oxley.co.uk tel: +44 (0)1229 582621 20 clear lens and black  anodi sed bodies available on request - denoted by  cl  and  bb  within the part number. e.g. oxl/clh/63/bb/28/cl/h/we customer specials available on request. ordering  information colour lens type forward  voltage current  (ma) luminous  intensity reverse  voltage viewing  angle operating  temp storage  tem p oxl/clh/63/5/rd red coloured fresnel lens 51535 5 80  40 to +85 -40 to +85 oxl/clh/63/5/yw yellow 5 15 35 5 oxl/clh/63/5/gn green 5 15 35 5 oxl/clh/63/5/h/rd red 5 15 900 5 oxl/clh/63/5/h/yw yellow 5 15 750 5 oxl/clh/63/5/h/gn green 5 15 940 5 oxl/clh/63/5/h/be blue 5 15 900 5 oxl/clh/63/5/h/we white 5 15 750 5 oxl/clh/63/12/rd red 12 15 35 5 oxl/clh/63/12/yw yellow 12 15 35 5 oxl/clh/63/12/gn green 12 15 35 5 oxl/clh/63/12/h/rd red 12 15 900 5 oxl/clh/63/12/h/yw yellow 12 15 750 5 oxl/clh/63/12/h/gn green 12 15 940 5 oxl/clh/63/12/h/be blue 12 15 900 5 oxl/clh/63/12/h/we white 12 15 750 5 oxl/clh/63/24/rd red 24 15 35 5 oxl/clh/63/24/yw yellow 24 15 35 5 oxl/clh/63/24/gn green 24 15 35 5 oxl/clh/63/24/h/rd red 24 15 900 5 oxl/clh/63/24/h/yw yellow 24 15 750 5 oxl/clh/63/24/h/gn green 24 15 940 5 oxl/clh/63/24/h/be blue 24 15 900 5 oxl/clh/63/24/h/we white 24 15 750 5 oxl/clh/63/28/rd red 28 15 35 5 oxl/clh/63/28/yw yellow 28 15 35 5 oxl/clh/63/28/gn green 28 15 35 5 oxl/clh/63/28/h/rd red 28 15 900 5 oxl/clh/63/28/h/yw yellow 28 15 750 5 oxl/clh/63/28/h/gn green 28 15 940 5 oxl/clh/63/28/h/be blue 28 15 900 5 oxl/clh/63/28/h/we white 28 15 750 5 v ma mcd c c mean time before failure 90,000 hrs type no. - oxl/clh/63

 www.oxleygroup.com/lamps oxley inc. oxley uk email:  sales@oxleyinc.com electronics components division odc: smepd: 40565/2-10/2000 tel: (203) 488 1033 email:  sales@oxley.co.uk tel: +44 (0)1229 582621 21 prominent wide viewing single chip led fresnel lens ip66 ?6.35 features coloured prominent fresnel lens; rugged metal body construction; aluminium body  (black anodised optional); ideal where panel space is at  a premium. ordering information and technical characteristics (ta = 25c) ordering  information colour lens type forward  voltage current  (ma) luminous  intensity reverse  voltage viewing  angle operating  temp storage  temp oxl/clh/63/p/rd red coloured prominent fresnel lens 2.2 20 45 5 100  -40 to +85 -40 to +85 oxl/clh/63/p/yw yellow 2.2 20 45 5 oxl/clh/63/p/gn green 2.2 20 45 5 oxl/clh/63/p/h/rd red 1.9 20 1200 5 oxl/clh/63/p/h/yw yellow 2.2 20 1000 5 oxl/clh/63/p/h/gn green 3.6 20 1250 5 oxl/clh/63/p/h/be blue 3.6 20 1200 5 oxl/clh/63/p/h/we white 3.6 20 1000 5 oxl/clh/63/5/p/rd red 5 15 35 5 oxl/clh/63/5/p/yw yellow 5 15 35 5 oxl/clh/63/5/p/gn green 5 15 35 5 oxl/clh/63/5/p/h/rd red 5 15 900 5 oxl/clh/63/5/p/h/yw yellow 5 15 750 5 oxl/clh/63/5/p/h/gn green 5 15 940 5 v ma mcd c c continued ... 3.2mm (0.126") 10.3mm (0.405") 9mm (0.354") min. fresnel lens 1/4" spring steel washer nut 8.15mm (0.32") a/f body ?6.35 (1/4" me thread) anode (+ve) cathode (-ve) 2.54 mm (0.1") nom.crs. front view mounting hole o 4.3mm (0.169") o 9 mm (0.354") o 6.35 + 0.2 mm (0.25" + 0.008") max. type no. - oxl/clh/63

 www.oxleygroup.com/lamps oxley inc. oxley uk email:  sales@oxleyinc.com electronics componenst division odc: smepd: 40565/2-10/2000 tel: (203) 488 1033 email:  sales@oxley.co.uk tel: +44 (0)1229 582621 22 coloured standard lens / optional prominent clear lens available - denoted by  p/cl  in part numbering.  e.g. oxl/clh/63/p/cl/gn customer specials available on request. ordering  information colour lens type forward  voltage current  (ma) luminous  intensity reverse  voltage viewing  angle operatin g temp storage  temp oxl/clh/63/5/p/h/be blue coloured prominent fresnel lens 5 15 900 5 100  -40 to +85 -40 to +85 oxl/clh/63/5/p/h/we white 5 15 750 5 oxl/clh/63/12/p/rd red 12 15 35 5 oxl/clh/63/12/p/yw yellow 12 15 35 5 oxl/clh/63/12/p/gn green 12 15 35 5 oxl/clh/63/12/p/h/rd red 12 15 900 5 oxl/clh/63/12/p/h/yw yellow 12 15 750 5 oxl/clh/63/12/p/h/gn green 12 15 940 5 oxl/clh/63/12/p/h/be blue 12 15 900 5 oxl/clh/63/12/p/h/we white 12 15 750 5 oxl/clh/63/15/p/rd red 15 15 35 5 oxl/clh/63/15/p/yw yellow 15 15 35 5 oxl/clh/63/15/p/gn green 15 15 35 5 oxl/clh/63/15/p/h/rd red 15 15 900 5 oxl/clh/63/15/p/h/yw yellow 15 15 750 5 oxl/clh/63/15/p/h/gn green 15 15 940 5 oxl/clh/63/15/p/h/be blue 15 15 900 5 oxl/clh/63/15/p/h/we white 15 15 750 5 oxl/clh/63/24/p/rd red 24 15 35 5 oxl/clh/63/24/p/yw yellow 24 15 35 5 oxl/clh/63/24/p/gn green 24 15 35 5 oxl/clh/63/24/p/h/rd red 24 15 900 5 oxl/clh/63/24/p/h/yw yellow 24 15 750 5 oxl/clh/63/24/p/h/gn green 24 15 940 5 oxl/clh/63/24/p/h/be blue 24 15 900 5 oxl/clh/63/24/p/h/we white 24 15 750 5 oxl/clh/63/28/p/rd red 28 15 35 5 oxl/clh/63/28/p/yw yellow 28 15 35 5 oxl/clh/63/28/p/gn green 28 15 35 5 oxl/clh/63/28/p/h/rd red 28 15 900 5 oxl/clh/63/28/p/h/yw yellow 28 15 750 5 oxl/clh/63/28/p/h/gn green 28 15 940 5 oxl/clh/63/28/p/h/be blue 28 15 900 5 oxl/clh/63/28/p/h/we white 28 15 750 5 v ma mcd c c type no. - oxl/clh/63
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