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		  Datasheet File OCR Text:


		  guangdong zhaoqing yingda inductor co. ? ltd                                               smd components          78     pb  series   power inductor s         features   ?  high saturation current   ?  pbs type with magnetic shielded   ?  smt type ,   suitable for  solder reflow     applications   ? portable communication equipment ,  notebook computer   ?   lcd television   ?   dc/dc converters     ordering code     pbo     1608     ?a     150     m     t   z     x         ?          y     z     x     ?          y   code     dimensions    (l ? w ? t) (mm)     induc tance   (h)       tolerance     packaging style   1608   6.60 ? 4.45 ? 2.92   150   15   k   ? 10%   t   tape&reel   pbo   pb o   series   power  inductor s     3316   12.95 ? 9.40 ? 5.2     101   100     m   ? 20%     b   bulk     5022   18.54 ? 15.24 ? 7.11     102   1000           pbs   pb s   series   power  inductor s                       dimensions                                             (unit) o mm     part   a   b   d   e   f   g   h   i   j   3316   12.95   9.40   5.21   7.62   2.54   2.52   2.79   2.92   7.37   5022   18.54   15.24   7.11   12.70   2.54   2.54   2.79   2.92   12.45     part   a   b   d   e   f   g   h   i   j   1608   6.60   4.45   2. 92   4.32   1.02   1.27   3.56   1.40   4.06          

 guangdong zhaoqing yingda inductor co. ? ltd                                               smd components          79     electrical characteristics     pbo1608  series   part number   inductance   ?  h ?   tolerance   test freq.   dcr    ( |? )max   srf   (mhz)   isat   (a)   irms   (a)   pbo1608 - 1r0mt   1.0    20%   100khz   0.0 6   130   2. 0 0   2.90   pbo1608 - 1r5mt   1.5    20%   100kh z   0.0 7 5   115   1.7 0   2.80   pbo1608 - 2r2mt   2.2    20%   100khz   0.0 9   90   1.5 0   2.40   pbo1608 - 3r3mt   3.3   20%   100khz   0. 125   70   1.45   2.00   pbo1608 - 4r7mt   4.7   20%   100khz   0. 16   50   1. 2 0   1.50   pbo1608 - 6r8mt   6.8    20%   100khz   0. 20   45   1. 1 0   1.14   pbo1608 - 100mt   10    20%   100khz   0. 25   35   0.9 0   1.10   pbo1608 - 150mt   15    20%   100khz   0. 35   30   0. 7 0   1.20   pbo1608 - 220mt   22    20%   100khz   0. 45   20   0. 6 0   0.80   pbo1608 - 330mt   33    20%   100khz   0. 60   15   0.5 5   0.60   pbo1608 - 470mt   47    20%   100khz   0. 95   14   0. 45   0.50   pbo1608 - 680mt   68    20%   100khz   1.15   11   0. 38   0.40   pbo1 608 - 101mt   100    20%   100khz   2.00   9   0.31   0.30   pbo1608 - 151mt   150    20%   100khz   2. 5 0   6   0.2 5   0.25   pbo1608 - 221mt   220    20%   100khz   4.00   5.5   0.2 0   0.20   pbo1608 - 331mt   330    20%   100khz   5.50   5   0.18   0.16   pbo1608 - 471mt   470    20%   100khz   9.60   4   0.1 5   0.15   pbo1608 - 681mt   680    20%   100khz   11.5 0   3   0.1 2   0.12   pbo1608 - 102mt   1000    20%   100khz   21.00   2   0. 08   0.07     pbo3316  series   part number   inductance   ?  h ?   tolerance   test freq.   dcr    ( |? )max   srf   (mhz)   isat   (a)   irms   (a)   pbo3316 - 1r0mt   1.0    20%   100khz   0.009   100   9.0   6.8   pbo3316 - 1r5mt   1.5    20%   100khz   0.010   90   8.0   6.4   pbo3316 - 2r2mt   2.2    20%   100khz   0.012   80   7.0   6.1   pbo3316 - 3r3mt   3.3    20%   100khz   0.015   65   6.4   5 .4   pbo3316 - 4r7mt   4.7    20%   100khz   0.018   45   5.4   4.8   pbo3316 - 6r8mt   6.8    20%   100khz   0.027   38   4.6   4.4   pbo3316 - 100mt   10    20%   100khz   0.038   30   3.8   3.9   pbo3316 - 150mt   15    20%   100khz   0.046   27   3.0   3.1   pbo3316 - 220mt   22    20%   100khz   0.085   19   2.6   2.7   pbo3316 - 330mt   3 3    20%   100khz   0.100   15   2.0   2.1   pbo3316 - 470mt   47    20%   100khz   0.140   12   1.6   1.8   pbo3316 - 680mt   68    20%   100khz   0.200   10   1.4   1.5   pbo3316 - 101mt   100    20%   100khz   0.280   9   1.2   1.3   pbo3316 - 151mt   150    20%   100khz   0.400   6   1.0   1.0   pbo3316 - 221mt   220    20%   100khz   0.610   5   0.8   0.8   pbo3316 - 331mt   330    20%   100khz   1.020   4.5   0.6   0.6   pbo3316 - 471mt   470    20%   100khz   1.270   3.5   0.5   0.5   pbo3316 - 681mt   680    20%   100khz   2.020   2.5   0.4   0.4   pbo3316 - 102mt   1000    20%   100khz   3.000   2.0   0.3   0.3   test at 100khz, 0.1vrms.    isat:  inductance drop  ? 10% typ.at rated isat   irms:    ? t ? 15 ??  rise typ. at irms.     pbo 5022   series   part number   inductance   ?  h ?   tolerance   test freq.   dcr    ( |? )max   srf   (mhz)   isat   (a)   irms   (a)   pbo5022 - 1r0mt   1.0    20%   100khz   0.009   80   20   8.6   pbo5022 - 2r2mt   2.2    20%   100khz   0.014   80   16   7.1   pbo5022 - 3r3mt   3.3    20%   100khz   0.018   60   14   6.2   pbo5022 - 5r6mt   5.6    20%   100khz   0.020   40   12   5.3  

 guangdong zhaoqing yingda inductor co. ? ltd                                               smd components          80   part number   inductance   ?  h ?   tolerance   test freq.   dcr    ( |? )max   srf   (mhz)   isat   (a)   irms   (a)   pbo5022 - 100mt   10    20%   100khz   0.031   30   10   4.3   pbo5022 - 150mt   15    20%   100khz   0.036   22   8.0   4.0   pbo5022 - 220 mt   22    20%   100khz   0.047   20   7.0   3.5   pbo5022 - 330mt   33    20%   100khz   0.066   15   5.5   3.0   pbo5022 - 470mt   47    20%   100khz   0.086   9   4.5   2.6   pbo5022 - 680mt   68    20%   100khz   0.130   8   3.5   2.3   pbo5022 - 101mt   100    20%   100khz   0.190   7   3.0   1.8   pbo5022 - 151mt   150    20%   100khz   0.25 0   6   2.6   1.5   pbo5022 - 221mt   220    20%   100khz   0.380   5   2.4   1.2   pbo5022 - 331mt   330    20%   100khz   0.560   4   1.9   1.0   pbo5022 - 471mt   470    20%   100khz   0.850   3   1.4   8.2   pbo5022 - 681mt   680    20%   100khz   1.100   2.5   1.2   0.72   pbo5022 - 102mt   1000    20%   100khz   1.800   2   1.0   0.56   test at 100khz, 0.1vrms.    isat:  inductance drop  ? 10% typ.at rated isat   irms:    ? t ? 15 ??  rise typ. at irms.     pb s1608   series   part number   inductance   ?  h ?   tolerance   test freq.   dcr    ( |? )max   srf   (mhz)   isat   (a)   pbs1608 - 1r0mt   1.0    20%   100khz   0.0 7 0   250   3.0   pbs1608 - 1r5mt   1.5    20%   100khz   0.0 8 5   125   2.8   pbs1608 - 2r2mt   2.2    20%   100khz   0.0 88   120   1.8   pbs1608 - 3r3mt   3.3    20%   100khz   0. 102   120   1.6   pbs1608 - 4r7mt   4.7    20%   100khz   0. 115   105   1.4   pbs1608 - 6r8mt   6.8    20%   100khz   0 . 125   50   1.2   pbs1608 - 100mt   10    20%   100khz   0. 150   38   1.0   pbs1608 - 150mt   15    20%   100khz   0. 260   33   0.80   pbs1608 - 220mt   22    20%   100khz   0. 32 0   25   0.70   pbs1608 - 330mt   33    20%   100khz   0. 36 0   20   0.60   pbs1608 - 470mt   47    20%   100khz   0. 45 0   20   0.50   pbs1608 - 680mt   68    20%   10 0khz   1.00 0   15   0.40   pbs1608 - 101mt   100    20%   100khz   1.20 0   10   0.30   pbs1608 - 151mt   150    20%   100khz   1.50 0   9   0.26   pbs1608 - 221mt   220    20%   100khz   2.00 0   6   0.22   pbs1608 - 331mt   330    20%   100khz   2.500   5   0.20   pbs1608 - 471mt   470    20%   100khz   3.500   4   0.19   pbs1608 - 681mt   6 80    20%   100khz   8.000   3   0.18   pbs1608 - 102mt   1000    20%   100khz   10.000   2   0.15   pbs1608 - 152mt   1500    20%   100khz   12.500   2   0.12   pbs1608 - 222mt   2200    20%   100khz   16.500   2   0.10   pbs1608 - 332mt   3300    20%   100khz   28.500   1   0.08   pbs1608 - 472mt   4700    20%   100khz   35.000   1   0.0 6   pbs1608 - 682mt   6800    20%   100khz   40 .0 00   1   0.04   pbs1608 - 103mt   10000    20%   100khz   55.000   0.8   0.02     test at 100khz, 0.1vrms. idc:  ? t ? 30 ??  rise typ. at irms.       pbs3316  series   part number   inductance   ?  h ?   tolerance   test f req.   dcr    ( |? )max   srf   (mhz)   isat   (a)   irms   (a)   pbs3316 - 1r0mt   1.0    20%   100khz   0.021   140   5.6   5.0   pbs3316 - 1r5mt   1.5    20%   100khz   0. 022   120   5.2   4.5   pbs3316 - 2r2mt   2.2    20%   100khz   0. 032   80   5.0   3.8   pbs3316 - 3r3mt   3.3    20%   100khz   0. 039   70   3.9   3.3   pbs3316 - 4r7mt   4.7    20%   100khz   0. 054   40   3.2   2.7   pbs3316 - 6r8mt   6.8    20%   100khz   0. 075   38   2.8   2.2   pbs3316 - 100mt   10.0    20%   100khz   0. 101   35   2.4   2.0  

 guangdong zhaoqing yingda inductor co. ? ltd                                               smd components          81   part number   inductance   ?  h ?   tolerance   test f req.   dcr    ( |? )max   srf   (mhz)   isat   (a)   irms   (a)   pbs3316 - 150mt   15.0    20%   100khz   0. 150   25   2.0   1.5   pbs3316 - 220mt   22.0    20%   100khz   0. 207   19   1.6   1.3   pbs3316 - 330mt   33.0    2 0%   100khz   0. 334   15   1.4   1.1   pbs3316 - 470mt   47.0    20%   100khz   0. 472   13   1.0   0.8   test at 100khz, 0.1vrms.    isat:   inductance drop  ? 10% typ.at rated isat   irms:    ? t ? 15 ??  rise typ. at irms.     pbs5022  series   part number   inductance   ?  h ?   tolerance   test freq.   dcr    ( |? )max   srf   (mhz)   isat   (a )   irms   (a)   pbs5022 - 100mt   10    20%   100khz   0.040   30   8.0   3.9   pbs5022 - 150mt   15    20%   100khz   0.048   20   7.0   3.4   pbs5022 - 220mt   22    20%   100khz   0.059   18   6.0   3.1   pbs5022 - 330mt   33    20%   100khz   0.075   14   5.0   2.8   pbs5022 - 470mt   47    20%   100khz   0.097   10   4.0   2.4   pbs5022 - 6 80mt   68    20%   100khz   0.138   9   3.0   2.0   pbs5022 - 101mt   100    20%   100khz   0.207   7   2.4   1.7   pbs5022 - 151mt   150    20%   100khz   0.293   6   2.1   1.3   pbs5022 - 221mt   220    20%   100khz   0.470   5   1.9   1.1   pbs5022 - 331mt   330    20%   100khz   0.780   4   1.1   0.86   pbs5022 - 471mt   470    20%   100khz   1.080   3   1.1   0.73   pbs5022 - 681mt   680    20%   100khz   1.400   2.5   0.96   0.64   pbs5022 - 102mt   1000    20%   100khz   2.010   2   0.80   0.53   test at 100khz, 0.1vrms.    isat:   inductance drop  ? 10% typ.at rated isat   irms:  ? t ? 40 ??  rise typ. at irms.  
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