

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						2M25V			BZX55C13			VC0513			MT4435			B1500			78P156			ACE714GM			CJ130			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				OMB-PA-1 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]
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		  97 n features n applications n function diagrams omb series mini-bnc optical fiber connectors these connectors are compliant with jis c 5978 (f09-type simplex optical fiber connectors) and are also  compatible with mini-bnc optical fiber connectors manufactured by sumitomo electric industries, ltd. 1. jis c 5978 standard compliant these connectors have a simple fastening system and use a bayonet lock for the fastening mechanism. the  coupling/decoupling operation is easy and secure which makes these connectors suitable for places where  there will be many cycles of coupling/decoupling and for equipment requiring high-density mounting. 2. bayonet lock for superb coupling/decoupling operation plug adapter receptacle omb-r3.2 omb-pa1 optical fiber short-link systems, transfer systems within equipment, measuring instruments, etc.  omb-p1-f1b124,126,128

 98 n product standards n materials and processing rating operating temperature range -25? c ~70? c storage temperature range -25? c ~70? c item insertion loss repetitive operation vibration resistance shock resistance temperature cycle heat resistance cold resistance 1,300nm wavelength (led) 0.7 db or less 1)  insertion loss fluctuation after test: 0.2 db or less 2) no damage, cracks, or part looseness 1,000 times vibration range of 10 to 55 hz, in 3 directions,  3 hours each temperature -25? c  to 70? c  10 cycles leave for 960 hours at a temperature of 85 ? c leave for 960 hours at a temperature of  - 25 ? c acceleration of 981 m/s 2 , in both directions  along 3 axes, 3 times each (total of 18 times) test method (jis c 5961) standard mechanical performance environmental performance part name material processing plug housing coil spring ferrule adapter housing precision spring receptacle housing brass stainless steel stainless steel + alumina brass stainless steel brass nickel plating nickel plating nickel plating

 99 n plugs hrs no. product number suitable cable diameter suitable optical fiber cl708-0001-1 cl708-0002-4 cl708-0003-7 omb-p1-f1b124 omb-p1-f1b126 omb-p1-f1b128 ?mm gi-50/125 the three-digit number at the end of the product number indicates the inside diameter  dimension (in   m units) of the ferrule. please match the fiber diameter in making a selection. note :  the "l" within the product number indicates the length of the cable illustrated in the  diagram. please specify values in meter units. note :  n adapter hrs no. product number cl708-0004-0 OMB-PA-1 n receptacle n connectors with cable attached hrs no. product number cl708-0005-2 omb-r3.2 suitable element size to-18 product number omb-fp2-f1b-l omb-fp1-f1b-l connector mounting end both ends one end optical fiber gi-50/125 type of polishing flat cable diameter ?mm omb-fp1-f1b-l (one end) omb-fp2-f1b-l (both ends)
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