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		  445 s. douglas street, el segundo, ca 90245-4630 ? (800) 421-6815 ? (310) 640-0442 ? fax (310) 640-7639 www.datadisplay.com ? 2005 data display products 73 data display products  voltage/current design max vf/if vf/if v/c table ii 5v/26ma 5.5v/35ma 6v/28ma 7v/39ma 12v/15ma 14v/22ma 15v/15ma 16.5v/19ma 24v/15ma 26v/18ma 28v/15ma 30v/18ma 48v/9ma 50v/9.5ma 60v/6.5ma 65v/7.2ma 120vac/5ma 130vac/5.5ma voltage/current design max vf/if vf/if v/c table i 5v/75ma 5.5v/85ma 6v/40ma 7v/60ma 12v/30ma 14v/40ma 15v/30ma 16.5v/35ma 24v/30ma 26v/35ma 28v/25ma 30v/28ma 48v/20ma 52v/22ma 60v/16ma 65v/18ma 120vac/9.5ma 130vac/10.5ma t-3 1 / 4 miniature lamp with lens high intensity, wide angle -  for medium to large lens applications - fresnel lens; bayonet or screw base model [1] mb402 ms402 flange to order, follow the example: model led voltage lens bi-polar mb402 -r 12 -cr -bp 1 led -r -o -a -g -b -w color red org amb grn blu wht v/c table [3] i i i ii ii ii iv [2] (mcd) 2800 (*4) 2000 (*4) 2800 (*4) 2400 (*2) 700 (*2) 1560 (*2)  pk (nm) 634 609 592 520 465 2 [3] see voltage/current table for design specifications. [3] see voltage/current table for design specifications. [1] mb402 and ms402 are center anode. insert c after model for center cathode (e.g. mb402c). [2] iv = typical luminous intensity @ if = 20ma (ta=25?). luminous intensity is measured without the lens. (*2) = 2 leds per package. [3] see voltage/current table for design specifications. [4] ta = 25?. voltages 6 through 60 are vdc. for ac operation, insert ac after the voltage (e.g. 24ac), not required for 120v. contact factory for vac design currents. for 120vdc insert dc after voltage (e.g. 120dc). 12 3 select one  bold component from each shaded column in the tables below. part number  mb402-r12-cr-bp ? bayonet screw voltage [4] 5 6 12 15 24 28 48 60 120 3 4 5 all dimensions are in inches (mm) tolerances: .xx"(.x) .025"(.63) / .xxx"(.xx).010"(.25) specifications are subject to change without notice. mb402 ms402 bi-polar -bp optional lens -cr red -ca amber -cg green -cb blue -cw water clear 4 5
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