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		  Datasheet File OCR Text:


		  usa/canada   1-800-278-5666 asia   +886-3-5821124   usa/canada  1-847-359-8904 asia  +886-3-5821154 www.lumex.com 53 discrete leds ~ dome lens ssl-lx100133xd series  t-10mm dome ssl-lx100133xc series  t-10mm dome clear features / options ? state-of-the-art, high brightness chip technology ? choice of colors and lens finishes ? lead frame / lens casting reliability ? easy-to-solder leads, tin finish ? available bulk or on tape and reel ? lead trimming and forming available ? custom shapes, easily tooled, low minimum ? blinking led ? with internal resistor for 5v and 12v operation applications / uses ? board or panel indication or illumination ? backlighting of overlays and graphics ? annunciator and control panels ? keyboards and switches ? telecom switches and central station equipment ? signs, warning lights, displays features / options ? state-of-the-art, high brightness chip technology ? choice of colors and lens finishes ? lead frame / lens casting reliability ? easy-to-solder leads, tin finish ? available bulk or on tape and reel ? lead trimming and forming available ? custom shapes, easily tooled, low minimum ? blinking led ? with internal resistor for 5v and 12v operation applications / uses ? board or panel indication or illumination ? backlighting of overlays and graphics ? annunciator and control panels ? keyboards and switches ? telecom switches and central station equipment ? signs, warning lights, displays lumex part number die material emitted color peak  (nm) lens operating  current (ma) operating  typ. vf (v) brightness  typ. mcd @  ma view angle  2  high brightness ssl-lx100133sid alingap super high intensity red 636 red diffused 5-25 2 550 20 60 ssl-lx100133sod alingap super orange 610 orange diffused 5-25 2 550 20 60 ssl-lx100133sugd alingap super ultra green 574 green diffused 5-25 2.2 500 20 60 ssl-lx100133syd alingap super yellow  590 yellow diffused 5-25 2 350 20 60 ssl-lx100133usbd ingan/sic ultra super blue 470 blue diffused 5-25 3.5 300 20 60 standard brightness ssl-lx100133gd gap green 565 green diffused 5-25 2.2 30 20 60 ssl-lx100133id gaasp high intensity red 635 red diffused 5-25 2 40 20 60 ssl-lx100133sgd gap super green 565 green diffused 5-25 2.2 45 20 60 ssl-lx100133srd/b gaalas super red 660 red diffused 5-25 1.7 160 20 60 ssl-lx100133srd/c gaalas super red 660 red diffused 5-25 1.7 275 20 60 ssl-lx100133srd/d gaalas super red 660 red diffused 5-25 1.7 400 20 60 ssl-lx100133srd/e gaalas super red 660 red diffused 5-25 1.7 500 20 60 ssl-lx100133srd/f gaalas super red 660 red diffused 5-25 1.7 600 20 60 ssl-lx100133srd/g gaalas super red 660 red diffused 5-25 1.7 725 20 60 ssl-lx100133yd gaasp yellow 585 yellow diffused 5-25 2.1 30 20 60 lumex part number die material emitted color peak  (nm) lens operating  current (ma) operating  typ. vf (v) brightness  typ. mcd @  ma view angle  2  high brightness ssl-lx100133sic alingap super high intensity red 636 water clear 5-25 2 3200 20 30 SSL-LX100133SOC alingap super orange 610 water clear 5-25 2.0 3200 20 30 ssl-lx100133sugc alingap super ultra green 574 water clear 5-25 2.2 2000 20 30 ssl-lx100133syc alingap super yellow 590 water clear 5-25 2 3200 20 30 ssl-lx100133usbc ingan/sic ultra super blue 470 water clear 5-25 3.5 800 20 30 standard brightness ssl-lx100133ic gaasp high intensity red 635 water clear 5-25 2 40 20 30 ssl-lx100133sbc/a ingan super blue 430 water clear 5-25 3.5 80 20 30 ssl-lx100133sgc gap super green 565 water clear 5-25 2.2 120 20 30 ssl-lx100133src/b gaalas super red 660 water clear 5-25 1.7 1000 20 30 ssl-lx100133src/c gaalas super red 660 water clear 5-25 1.7 1600 20 30 ssl-lx100133src/d gaalas super red 660 water clear 5-25 1.7 2000 20 30 ssl-lx100133src/e gaalas super red 660 water clear 5-25 1.7 2500 20 30 ssl-lx100133yc gaasp yellow 585 water clear 5-25 2.1 130 20 30 1 29 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of SSL-LX100133SOC 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























