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		  Datasheet File OCR Text:


		  frequency (mhz) power output (dbm) tuning voltage (v) phase noise (dbc/hz) ssb at offset frequencies:  typ. pulling pk-pk @ 12 dbr (mhz) pushing (mhz/v) tuning sensitivity (mhz/v) harmonics (dbc) 3 db modulation bandwidth (mhz) dc operating power vcc (volts) current (ma) max. min. max. typ. min. max. 1 khz 10 khz 100 khz 1 mhz typ. typ. typ. typ. max. typ. 72 91 10 0.5 5.0 -84 -104 -126 -147 0.8 0.3 6-9 -25 -17 0.1 12 20 iso 9001  iso 14001   as 9100  certified mini-circuits ? p.o. box 350166, brooklyn, new york 11235-0003 (718) 934-4500  fax (718) 332-4661 for detailed performance specs & shopping online see mini-circuits web site the design engineers search engine   provides actual data instantly from mini-circuits   at:  www.minicircuits.com  minicircuits.com tm if/rf microwave components plug-in POS-150P+ POS-150P maximum ratings operating temperature  -55c to 85c storage temperature   -55c to 100c absolute max. supply voltage (vcc)  +16v absolute max. tuning voltage (vtune)  +7v rf out  2 vcc  1 v-tune  8 ground  3,4,5,6,7 case ground  3,4,5,6,7 pin connections electrical specifcations rev. h m98898 POS-150P sk/td/cp 070604 page 1 of 2 outline drawing 5v tuning for pll ics      72 to 91 mhz case style: a06 price: $12.95 ea.  qty (5-49)  features ? 5v tuning voltage range ? low phase noise ? hermetically sealed applications ? pll circuitry ? instrumentation voltage controlled oscillator outline dimensions  (     ) inch mm + rohs compliant in accordance      with eu directive (2002/95/ec) the +suffx identifes rohs compliance. see our web site  for rohs compliance methodologies and qualifcations. a b c d e f g h j k wt .770 .800 .285 .310 .370 .400 .200 .20 .14 .031 grams 19.558 20.32 7.239 7.874 9.398 10.16 5.08 5.08 3.556 0.7874 5.2 all specifcations: 50 ohm system permanent damage may occur if any of these limits are exceeded.

 v tune tuning sens. (mhz/v) frequency (mhz) power output (dbm) -55c +25c +85c -55c +25c +85c POS-150P frequency and tuning sensitivity (at +25c) 0 20 40 60 80 100 120 0 1 2 3 4 5 tuning voltage (v) frequency (mhz) 6 8 10 12 14 16 18 tuning sensitivity  (mhz/v) -55c +25c +85c t sens. POS-150P harmonics level -60 -50 -40 -30 -20 -10 0 1 2 3 4 5 tuning voltage (v) harmonics (dbc) f2 f3 f4 POS-150P power output 6 7 8 9 10 11 12 0 1 2 3 4 5 tuning voltage (v)  output power (dbm) -55c +25c +85c POS-150P frequency pushing (supply voltage 12v) 0.0 0.1 0.2 0.3 0.4 0.5 0 1 2 3 4 5 tuning voltage (v) pushing (mhz/v) performance data & curves     0.00  10.24  63.31  59.60  57.51  7.72  7.18  6.61   0.50  9.99  67.21  64.66  63.26  8.59  8.46  8.11   1.00  8.82  70.96  69.22  68.25  9.43  9.62  9.45   1.50  7.70  74.52  73.21  72.43  9.95  10.36  10.19   2.00  7.36  78.14  76.93  76.19  9.95  10.30  10.11     2.50  7.32  81.92  80.54  79.77  9.93  10.19  9.97   3.00  7.12  85.50  84.18  83.40  9.89  10.12  9.88   3.50  6.61  88.81  87.54  86.76  9.83  10.03  9.79   4.00  6.36  91.97  90.75  89.97  9.75  9.95  9.68   4.50  6.24  95.04  93.89  93.10  9.69  9.84  9.57     5.00  6.18  98.10  96.99  96.21  9.61  9.76  9.49     0.00  -23.33  -28.83  -42.83  0.00   0.50  -24.44  -30.27  -46.11  0.13   1.00  -25.46  -31.96  -48.13  0.13   1.50  -25.37  -33.37  -47.70  0.32   2.00  -25.17  -34.51  -45.01  0.38     2.50  -25.73  -34.90  -42.90  0.38   3.00  -26.16  -35.33  -42.33  0.19   3.50  -26.40  -35.24  -41.57  0.13   4.00  -26.66  -34.99  -40.99  0.13   4.50  -26.88  -34.71  -40.55  0.13     5.00  -27.11  -34.11  -40.11  0.13 v tune harmonics (dbc) freq. pushing  (mhz/v) f2 f3 f4 iso 9001  iso 14001   as 9100  certified mini-circuits ? p.o. box 350166, brooklyn, new york 11235-0003 (718) 934-4500  fax (718) 332-4661 for detailed performance specs & shopping online see mini-circuits web site the design engineers search engine   provides actual data instantly from mini-circuits   at:  www.minicircuits.com  minicircuits.com tm if/rf microwave components page 2 of 2 POS-150P+ POS-150P
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