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		  Datasheet File OCR Text:


		  29  journey    ?     aliso  v iejo,  ca  92656    ?     usa (949)  448-7070        ?         f ax :  (949) 448-8484 e- mail : abinfo @ abracon.com ?   i nternet a ddress :  ww w . abracon.com abracon  is  iso  9001  /    q s  9000 certified surf ace-mount  power  induct ors aspi  -0401,  -0403,  -0504,  -0602,  -0703,  -0705,  -1004,  -1005  series 70 st andard  specifica tions part  l 1,2 dcr  w (  max  ) i dc 4 a (  max  )      number  2 ( m h)        aspi  aspi  aspi  aspi    aspi  aspi  aspi aspi  aspi  aspi  aspi    aspi aspi aspi  aspi aspi #  -xxx            0401 0403    0504    0602    0703    0705  1004  1005 0401    0403  0504    0602    0703 0705 1004 1005        1r0 1.0 - 0.033 - - - - - - - 3.80 - - - - - - 1r4 1.4 - 0.038 - - - - - - - 3.30 - - - - - - 1r8 1.8 - 0.042 - - - - - - - 2.91 - - - - - - 2r2 2.2 - 0.047 - 0.065 - - - - - 2.60 - 3.00 - - - - 2r7 2.7 - 0.052 - 0.075 - - - - - 2.43 - 2.60 - - - - 3r3 3.3 - 0.080 - 0.058 - - - - - 2.15 - 2.40 - - - - 3r9 3.9 - 0.076 - 0.090 - - - - - 1.98 - 2.25 - - - - 4r7 4.7 0.12 0.094 - 0.100 - - - - 0.80 1.70 - 2.10 - - - - 5r6 5.6 0.14 0.101 - 0.105 - - - - 0.75 1.60 - 1.90 - - - - 6r8 6.8 0.15 0.1 17 - 0.1 10 - - - - 0.70 1.41 - 1.85 - - - - 8r2 8.2 0.17 0.123 - 0.120 - - - - 0.65 1.26 - 1.70 - - - - 100 10 0.25 0.182 0.10 0.140 0.08 0.07 0.05 0.06 0.60 1.15 1.44 1.55 1.44 2.30 2.38 2.60 120 12 0.28 0.235 0.12 0.150 0.09 0.08 0.06 0.07 0.56 1.05 1.44 1.40 1.39 2.00 2.13 2.45 150 15 0.33 0.338 0.14 0.170 0.10 0.09 0.07 0.08 0.50 0.92 1.30 1.32  1.24 1.80 1.87 2.27 180 18 0.40 0.378 0.15 0.180 0.1 1 0.10 0.08 0.09 0.48 0.84 1.23 1.20 1.12 1.60 0.73 2.15 220 22 0.45 0.522 0.18 0.200 0.13 0.1 1 0.09 0.10 0.41 0.76 1.1 1 1.05 1.07 1.50 1.60 1.95 270 27 0.80 0.540 0.20 0.300 0.15 0.12 0.10 0.1 1 0.35 0.71 0.97 0.97 0.94 1.30 1.44 1.76 330 33 0.85 0.587 0.23 0.350 0.17 0.13 0.12 0.12 0.32 0.64 0.88 0.86 0.85 1.20 1.26 1.50 390 39 0.95 0.844 0.32 0.400 0.22 0.16 0.15 0.14 0.30 0.59 0.80 0.80 0.74 1.10 1.20 1.37 470 47 1.08 0.937 0.37 0.600 0.25 0.18 0.17 0.17 0.28 0.54 0.72 0.70 0.68 1.10 1.10 1.28 560 56 1.20 1.1 17 0.42 0.700 0.28 0.24 0.20 0.19 0.26 0.50 0.68 0.65 0.64 0.94 1.01 1.17 680 68 1.35 - 0.46 0.800 0.33 0.28 0.22 0.22 0.24 - 0.61 0.60 0.59 0.85 0.91 1.1 1 820 82 1.50 - 0.60 0.900 0.41 0.37 0.25 0.25 0.22 - 0.58 0.54 0.54 0.78 0.85 1.00 101 100 2.00 - 0.70 1.000 0.48 0.43 0.34 0.35 0.20 - 0.52 0.47 0.51 0.72 0.74 0.97 121 120 2.20 - 0.93 1.100 0.54 0.47 0.40 0.40 0.18 - 0.48 0.41 0.49 0.66 0.69 0.89 151 150 3.80 - 1.10 1.200 0.75 0.64 0.54 0.47 0.15 - 0.40 0.35 0.40 0.58 0.61 0.78 181 180 4.00 - 1.38 - 1.02 0.71 0.62 0.63 0.14 - 0.38 - 0.36 0.51 0.56 0.72 221 220 4.50 - 1.57 - 1.20 0.96 0.72 0.73 0.12 - 0.35 - 0.31 0.49 0.53 0.66 271 270 5.20 - - - 1.31 1.1 1 0.95 0.97 0.10 - - - 0.29 0.42 0.45 0.57 331 330 - - - - 1.50 1.26 1.10 1.15 - - - - 0.28 0.40 0.42 0.52 391 390 - - - - 1.77 1.24 1.30 - - - - - - 0.36 0.38 0.48 471 470 - - - - 1.96 1.53 1.48 - - - - - - 0.34 0.35 0.42 561 560 - - - - - 1.90 1.90 - - - - - - - 0.32 0.33 681 680 - - - - - - 2.25 - - - - - - - - 0.28 821 820 - - - - - - 2.55 - - - - - - - - 0.24 notes: 1.  inductance  (l)  measured  @  100 k hz,  100  mv  with  0  dc  bias 2.  inductance  (l)  tolerance:  j  =  5%,  k  =  10%,  m  =  20% 3.  operating  temperature:  -55 o c  to  85 o c 4.  inductance  drops  by  10%  at  max  rated  current 5.  marking  per  eia  standard  color  code  in  nh 6.  dimensions:  inches  /  mm;  see  spec  sheet  for  tolerance  limits 7.  specifications  subject  to  change  without  notice abracon c o r p o r a t i o n abr a con ? corpora tion

 29  journey    ?     aliso  v iejo,  ca  92656    ?     usa (949)  448-7070        ?         f ax :  (949) 448-8484 e- mail : abinfo @ abracon.com ?   i nternet a ddress :  ww w . abracon.com abracon  is  iso  9001  /    q s  9000 certified surf ace-mount  power  induct ors aspi  -0401,  -0403,  -0504,  -0602,  -0703,  -0705,  -1004,  -1005  series abr a con ? corpora tion 71 c b a d physical  characteristics  6 part                                a                                        b                                        c                                      d                          figure nunber  aspi-0401        0.185  (4.7  0.2)          0.185  (4.7  0.2)      0.1 1  (2.8  max)                  0.125  (3.2)                        1 aspi-0403        0.18  (4.5  0.015)      0.16  (4.0  0.3)          0.18  (3.2  0.3)                    0.05  (1.2)                          2 aspi-0504            0.23  (5.8  0.3)            0.21  (5.2  0.3)          0.18  (4.5  0.4)                    0.05  (1.2)                          2 aspi-0602          0.267  (6.8  0.2)    0.267  (6.8  0.2)        0.157(4.0  max)            0.20  (5.0)                          1 aspi-0703            0.31  (7.8  0.3)            0.28  (7.0  0.3)          0.14  (3.5  0.5)                    0.08  (2.1)                          2 aspi-0705            0.31  (7.8  0.3)            0.28  (7.0  0.3)          0.20  (5.0  0.5)                    0.08  (2.1)                          2 aspi-1004          0.40  (10.0  0.3)          0.35  (9.0  0.3)        0.17  (4.25  0.5)              0.08  (2.1)                          2 aspi-1005          0.40  (10.0  0.3)          0.35  (9.0  0.4)      0.21  (5.4  0.4)                    0.08  (2.1)                          2 c a b d figure  1 figure  2 notes: 1.  inductance  (l)  measured  @  100 k hz,  100  mv  with  0  dc  bias 2.  inductance  (l)  tolerance:  j  =  5%,  k  =  10%,  m  =  20% 3.  operating  temperature:  -55 o c  to  85 o c 4.  inductance  drops  by  10%  at  max  rated  current 5.  marking  per  eia  standard  color  code  in  nh 6.  dimensions:  inches  /  mm;  see  spec  sheet  for  tolerance  limits 7.  specifications  subject  to  change  without  notice
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