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		  Datasheet File OCR Text:


		  01-10                                 bu-sb091142 form no.solar-ds page 1 of 3 data sheet 720110 fuse links for solar panel applications pv fuses string protection fuse links 1a to 15a 1000vdc standards/approvals:  iec 60269 description:  a range of fuse links in a 10x38mm package specifically designed for the protection and isolation of photovoltaic  strings. the fuse links are capable of  interrupting low overcurrents associated with f aulted pv (reverse current, multi-array  fault) string arrays.  packaging: moq: 10 packaging 100% recyclable technical data: pv fuse-links rated voltage: 1000vdc amps: 1a to 6a, 8a, 10a, 12a and 15a rated breaking capacity:  33kadc min interrupting rating: 1.3 x i n pv fuse coordination w/: thin film cells and 4 5?nd 6? crystalline silicon cells. time constant:  under 1 ms catalogue symbol: pv-(amp rating)a10f pv-(amp rating)a10-t pv-(amp rating)a10-1p pv-(amp rating)a10-2p class of operation: gpv-fuse-links fuse holders:  pcb clip: 1a3400-09 modular fuse holder:  chpv1 (1-pole non-indicating) chpv1i (1-pole neon indicating) fuse block: bm603xpq* * self certified for 1000vdc dimensions - mm               

 fuse links for solar panel applications pv fuses string protection fuse links 1a to 15a 1000vdc p art number current r ating  ( amps) energy integrals i 2 t (a 2 s) power loss (watts) pre-arcing total at 1000v 0 .8 i n i n p v-1a10f 1 0.15 0.4 0.8 1.5 pv-2a10f 2 1.2 3.4 0.6 1.0 pv-3a10f 3 4 1 1 0 .8 1 .3 PV-4A10F 4 9 .5 2 6 1 .0 1 .3 pv-5a10f 5 1 9 5 0 1 .0 1 .6 p v-6a10f 6 3 0 9 0 1 .1 1 .8 p v-8a10f 8 3 32 1.2 2.1 p v-10a10f 10 7 70 1.3 2.3 p v-12a10f 12 12 120 1.5 2.7 p v-15a10f 1 5 2 2 2 20 1 .7 2 .9 01-10                                 bu-sb091142 form no.solar-ds page 2 of 3 data sheet 720110 technical data time-curent characteristics      

 fuse links for solar panel applications pv fuses string protection fuse links 1a to 15a 1000vdc 01-10                                 bu-sb091142 form no.solar-ds page 3 of 3 data sheet 720110 temperature derating 0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 20 30 40 50 60 70 80 ambient temperature c u r r e n t c a r r y i n g c a p a b i l i t y pv-10a10# pv-8a10# pv-6a10# pv-3a10# pv-2a10# # = fixing style pv-1a10# pv15a10# pv12a10# pv-5a10# pv-4a10# ambient temperature - celsius      
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