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		  Datasheet File OCR Text:


		  aluminum electrolytic capacitor           suntan ?   g    e n e r a l ,    m i n i a t u r i z e d  ts13d cd13   f e a t u r e s    standard product    for industrial equipment control etc  ?   specifications  items  performance characteristics operating temperature range( )  -40~+85 (16~100v), -25~+85 (160~450v)  rated voltage range(v)  16~450  capacitance range( f)   33~68000  capacitance tolerance(25  , 120hz)  -10%~+50 %  leakage current( a)  3cv( a) max (25 , after 5 minutes )  c: nominal capacitance (  f)    v: rated voltage (v)  dissipation factor(25 , 120hz)    rated voltage (v)  16~25  35~63  80~350 400~450 cap (f)  33000~ 10000  15000~ 33000  47000~ 68000  1000~  10000  15000~  33000  47~  10000  33~  470  tan   (max)  0.35  0.50  0.75  0.25  0.35  0.20  0.25    temperature stability (120hz)    rated voltage (v)  16~100  160~250  315~450  z-25 /z+20  3  3  8  impedance  ratio  z-40 /z+20  12  --  --    load life (85  )  time  1000hours  leakage current  not more than the specified value.  capacitance change  within 20 % of the initial value  dissipation factor  not more than 200% of the specified value.    shelf life (85 )     time  1000hours  leakage current  not more than the specified value.  capacitance change  within  20% of the initial value  dissipation factor  not more than 200% of the specified value.  after test: u r  to be applied for 60 minutes, 24 to 48 hours before measurement.  ?   dimensions                         mm  ?   multiplier for ripple current    d  22  25  30  35  40  f  8.5  10  14  14  14  h  10  12  12  12  12    frequency coefficient         frequency(hz)  rated voltage(v)   50  60  120  1k 10k  50k 16~100  0.88  0.90  1.00  1.15 1.15 1.15 160~250  0.77  0.80  1.00  1.50 1.60 1.63 315~450  0.88  0.90  1.00  1.15 1.15 1.15     temperature coefficient  temperature(  )  +20  +45  +70  +85  factor  1.50  1.48  1.30  1.00    suntan ?   technology company limited     website: www.suntan.com.hk      email: info@suntan.com.hk      tel: (852) 8202 8782      fax: (852) 8208 6246  

 aluminum electrolytic capacitor           suntan ?   g e n e r a l ,    m i n i a t u r i z e d    ts13d cd13       ?   standard ratings   wv (v)  /  cap (uf)  16  25  35  50  60  80  100  470  --  --  --  --  --  --  22x30  680  --  --  --  --  --  22x30  22x40  1000  --  --  --  --  22x30  22x40  25x40  1500  --  --  --  22x30  22x40  22x40  25x50  2200  --  --  22x30  22x40  25x40  25x50  30x50  3300  --  22x30  22x40  25x40  25x50  30x50  35x50  4700  22x30  22x40  25x40  25x50  30x50  35x50  35x63  6800  22x30  25x40  25x50  30x50  30x50  35x63  35x100  10000  25x40  25x50  30x50  35x63  35x80  35x100  --  15000  30x50  30x63  35x63  35x80  35x100  --  --  22000  30x63  35x63  35x80  35x100  --  --  --  33000  35x63  35x80  40x100  --  --  --  --  47000  35x80  40x100  --  --  --  --  --  68000  40x100  --  --  --  --  --  --    wv (v)  /  cap (uf)  160  200  250  315  350  400  450  33  --  --  --  --  --  22x30  22x30  47  --  --  --  22x30  22x30  22x40  22x40  68  --  --  22x30  22x40  22x40  25x40  25x40  100  --  22x30  22x40  25x40  25x40  25x50  30x50  150  22x30  22x40  25x40  25x50  25x50  30x50  35x50  220  22x40  25x40  25x50  30x50  30x50  35x50  35x63  330  25x50  25x50  30x50  35x50  35x50  35x63  35x80  470  30x50  30x50  35x50  35x63  35x80  35x100  40x100  680  35x50  35x50  35x63  35x80  35x100  40x100  --  1000  35x63  35x63  35x80  40x100  40x100  --  --  1500  35x80  35x100  40x100  --  --  --  --  2200  40x100  40x100  --  --  --  --  --  note: specification are subject to change without notic e. for more detail and update, please visit our website.  suntan ?   technology company limited     website: www.suntan.com.hk      email: info@suntan.com.hk      tel: (852) 8202 8782      fax: (852) 8208 6246  
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